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The purpose of this memorandum is to inform the certificate management aircraft certification 
office of an evaluation made by the Transport Airplane Directorate on the establishment of an 
equivalent level of safety finding for the Model 7E7-8 series of aircraft. 
 
Background  
 
Boeing has submitted a request for an Equivalent Safety Finding to FAR § 25.1303(c)(1) for the 
model 7E7-8. Boeing proposes that the 7E7-8 use a standard siren warning to annunciate 
airplane overspeed, instead of a unique warning aural (e.g. clacker), to meet the intent of these 
regulations. 
 
Applicable regulation(s) 
 
§§ 21.21(b)(1), 25.1303(c)(1) 
 
Regulation(s) requiring an ELOS 
 
§ 25.1303(c)(1) 
 
Description of compensating design features or alternative standards which allow the 
granting of the ELOS (including design changes, limitations or equipment need for 
equivalency) 
 
FAR 25.1303 (c) (1) was written before the advent of integrated crew alerting systems.  The 
overspeed warning requirement was previously implemented on Boeing airplanes using a 
“clacker”.  With the advent of integrated crew alerting systems such as the Engine Indicating and 
Crew Alerting System (EICAS), the previously, independently generated overspeed warning 
indication (clacker) was integrated into a single system with all other alerting functions and a 
new concept for crew alerting was established.  The FAA has previously granted an equivalent 
level of safety finding utilizing an aural siren and an EICAS “OVERSPEED” visual alert to 
indicate airplane overspeed warning. 



 
Explanation of how design features or alternative standards provide an equivalent level of 
safety to the level of safety intended by the regulation 
 
The overspeed condition is annunciated to the flight crew by the red Master Warning Light, an 
aural siren, and a unique red EICAS warning message “OVERSPEED”, a discrete alerting light 
“OVSPD”, and a red and white maximum operating speed pointer (Barber Pole) in view on the 
pilots’ airspeed indicators.  These visual alerts and the aural siren have been demonstrated to 
assure immediate crew awareness of the specific condition and appropriate crew response on 
previous Boeing airplanes. 
 
FAA approval and documentation of the ELOS 
 
The FAA has approved the aforementioned Equivalent Level of Safety Finding in project issue 
paper SA-11.  This memorandum provides standardized documentation of the ELOS that is non-
proprietary and can be made available to the public. The Transport Directorate has assigned a 
unique ELOS Memorandum number (see front page) to facilitate archiving and retrival of this 
ELOS.   This ELOS Memorandum number should be listed in the Type Certificate Data Sheet 
under the Certification Basis section (TC’s & ATC’s) or in the Limitations and Conditions 
Section of the STC Certificate.  An example of an appropriate statement is provided below. 
 
Equivalent Safety Findings have been made for the following regulation(s): 
  § 25.1303(c)(1), “Flight and Navigation Instruments”  (documented in TAD ELOS Memo  
 TC6918SE-T-SA-11). 
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