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GRANT OF EXEMPTION 
 
By letter dated February 13, 2006, Mr. Samuel Ifergan, Senior Director Quality 
Assurance, Aircraft Division, Bedek Group, Israel Aircraft Industries, Ltd., LOD 70100, 
Israel, petitioned to amend Exemption 8335 which was issued on June 3, 2004.  That 
exemption granted Bedek Group, Israel Aircraft Industries, relief from §§ 25.785(j) and 
25.1447(c)(1), allowing the carriage of two non-crewmembers (commonly referred to as 
supernumeraries) on Boeing Model 737-300 airplanes converted from a passenger to a 
freighter configuration.  The petitioner now requests an amendment to Exemption No. 
8335 to permit the supernumeraries access to the main deck class E cargo compartment to 
attend animals.   
 
The petitioner requests relief from the following regulations:   

 
Section 25.785(j), Amendment 25-72, requires a “firm handhold” along each aisle.   

 
Section 25.1447(c)(1), Amendment 25-41, requires, in pertinent part, that oxygen 
masks be immediately available to each seated occupant, be automatically 
deployed with manual backup, and exceed the number of seats by ten percent, 
with the extra units distributed evenly throughout the cabin.   
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Related regulations: 
 
 Section 121.583(a) lists categories of people who may be carried aboard an 

airplane in part 121 service without compliance with certain passenger-carrying 
requirements of part 121.   

 
The petitioner supports its request with the following information: 

 
“Introduction 

 
“In the subject exemption IAI has been granted an exemption from meeting certain 
requirements related to the carriage on a freighter airplane of two non-crewmembers 
(persons not necessarily assigned some duty associated with the operation of the airplane, 
commonly referred to as supernumeraries) in addition to the maximum existing flight 
deck occupancy (Two flight crew and two observers). 

 
“The exemption granted includes a limitation that prohibits the entry of the 
supernumerary persons into the main deck cargo area during flight. 

 
“The purpose of this request is to remove the subject limitation by providing the 
necessary safety elements while requesting additional exemptions related to entry in 
flight into the class E compartment. 

 
“The additional exemptions requested are related to: 

- Relief from requirement for hand holds to persons entering [a] Class E 
cargo compartment. 

- Use of portable oxygen bottle in place of self-presenting oxygen masks 
by persons entering [a] Class E cargo compartment. 

 
“The additional exemptions are requested for all B737-300 aircrafts modified to freighter 
with a rigid 9g barrier under IAI STC.” 

 
Sections of FAR 25 affected 

 
“Section 25.785(j) Seats, berths, safety belts, and harnesses, Amendment 25-88, requires, 
in pertinent part, handholds to enable passengers to steady themselves while using the 
aisles in the event of moderate turbulence. 

 
“Section 25.1477(c)(1) Equipment standards for oxygen dispensing units, Amendment 
25-116, requires, in pertinent part, that oxygen dispensing unit must be automatically 
presented to occupants before cabin pressure altitude exceeds 15,000 feet. 

 
“IAI is requesting to amend this limitation on the following grounds: 

 
“As recognized by FAR 121.583, the purpose of the supernumeraries is, among others, to 
take care of animals.  The safe care or handling of animals requires entry into the class E 
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compartment in flight. The limitation imposed by the exemption would limit the potential 
usage of the aircraft by the operator. 

 
“The limitation prohibiting entry of supernumeraries into the class E compartment is 
intended to ensure their safety. 

 
“Based on the experience from other exemptions granted to IAI for other airplane 
modifications (Ref Exemption Number 8350A for B767-200SF), IAI proposes to add the 
necessary safety features, procedures and limitations which will ensure the safety of 
persons entering the class E compartment in flight: 

 
“1. Entrance to the compartment shall be allowed in flight only on airplanes 

complying with all the following requirements. Entrance shall not be allowed 
during takeoff and landing. 

 
“2. The door to the class E compartment must be closed at all times except for 

entry and exit. The compartment must not be entered in case of fire in the 
class E compartment. A placard located on partition in a conspicuous place 
adjacent to the door which is visible from the entrance side shall include these 
instructions. 

 
“3. Each supernumerary entering the class E compartment in flight shall be 

provided with a portable oxygen bottle and mask which shall be stored in a 
common area. The amount of oxygen shall be sized adequately for continuous 
and uninterrupted use during worst case flight duration following 
decompression. The bottle and mask must be carried by the persons entering 
the compartment at all times. The supernumeraries shall be trained how to use 
this equipment. 

 
“4. A cargo compartment alert system shall be installed providing the following: 
 

“a. An automatically activated aural decompression signal which is 
immediately recognizable in the accessible area of the cargo 
compartment, in order to warn supernumeraries to don oxygen masks 
and return to their seats.   

 
Note. This warning in combination with the portable oxygen equipment 

is considered as an alternative, equivalent to the requirement of 
automatic presentation of masks ref 25.1447 (c) (1). 

 
“b. A flight crew operated visual annunciation that is recognizable in 

accessible area of the cargo compartment to indicate during turbulence 
that all persons must return to their seats. 

 
“c. A flight crew operated visual annunciation that is recognizable in 

accessible area of the cargo compartment to indicate during a fire in the 
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class E compartment that all persons must return to their seats and 
ensure that the smoke barrier door is closed. 

 
“5. The pre-flight briefing shall include an explanation of all the alert signals, 

their meaning and the required supernumerary response. 
 
“6. All the limitations shall be included in the flight manual limitation section. 
 
“7. In addition the flight manual shall instruct the flight crew to brief the 

supernumeraries before each flight about the limitations and procedures in 
case of entry into the class E in flight. 

 
Public Interest  

 
The original petition for exemption from Bedek Group, Israel Aircraft Industries, dated 
February 17, 2004, contained the following statement of public interest: 
 
“The granting of the requested exemption will be in the public interest, as by allowing the 
carriage of the supernumerary persons aboard the cargo flights the operators will be able 
to optimize the safety conditions of the cargo operation, to make the operation more 
efficient and to improve the utility of the airplanes and the airports.” 
 
Notice and Public Procedure 
 
The FAA has determined that good cause exists for waiving the requirement for Federal 
Register publication.  A summary of this petition was not published in the Federal 
Register, because a summary of the original petition was published in the Federal 
Register on March 19, 2004, and no public comments were received.   
 
The FAA's analysis is as follows: 
 
By allowing the carriage of supernumeraries aboard cargo flights, operators will be able 
to optimize the utility of the airplanes and the airports.  The FAA considers the 
petitioner’s proposal to be in the public interest for the following reasons:   
 

The FAA has granted several exemptions for the carriage of supernumeraries on 
cargo airplanes;  
 
The supernumeraries would benefit airplane safety and increase the efficiency of 
the petitioner’s air cargo operations; and 
 
A significant disruption of air commerce could occur if the petition were not 
granted. 
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The FAA considered the petition of Bedek Group, Israel Aircraft Industries, Ltd., with 
reference to the passenger safety criteria of part 25 but with due consideration of 
“persons” other than passengers.  Such “persons” (or “supernumeraries”) are traditionally 
given special status because of (1) certain knowledge and abilities attributed to them as a 
result of training and (2) the imposition of requirements for special equipment to protect 
the “persons.”   
 
In considering this petition, the FAA has addressed only the operations described, i.e., the 
carriage of supernumeraries to attend live animals.  Any contemplated operations that 
include the carriage of other cargo—either exclusively or in combination with carriage of 
live animals—are beyond the scope of this evaluation and must be considered separately. 
 
In noting differences between cabin configurations envisioned by part 25 and that 
proposed by the petitioner as well as between the normal activities associated with 
passengers compared to those of the animal handlers, the FAA has two safety concerns 
regarding the supernumeraries, namely, having them moving about during periods of 
turbulence and providing them with supplemental oxygen, as needed.   
 
Section 25.785(j) requires handholds to enable passengers to steady themselves when 
moving about the cabin in moderate turbulence.  If supernumeraries are not restricted 
from entering the Class E cargo compartment, this compartment must be considered in 
regards to this requirement, since persons may move about in it.  The FAA recognizes 
that it would be impractical to require handholds in the Class E cargo compartment.  We 
find that an acceptable level of safety for justifying an exemption will be provided 
without handholds, if a flight crew-operated aural or visual annunciation in the Class E 
compartment indicates at the onset of turbulence that persons must return to their seats.   
 
Section 25.1447(c)(1) requires that oxygen dispensing units be immediately available and 
automatically presented to seated passengers, with extra units uniformly distributed 
throughout the cabin.  The FAA is concerned that supplemental oxygen be provided to 
supernumeraries as safely as it is to passengers.  To that end, we compared the likely 
response of normally seated passengers observing the automatic presentation of masks 
throughout the cabin with that of supernumeraries who may or may not notice a 
"decompression signal."  We concluded that requiring supernumeraries who leave the 
vicinity of the seats to carry portable oxygen generation devices provides a level of safety 
equivalent to that provided by § 25.1447(c)(1).   
 
To assure a sufficient level of safety for the supernumeraries, adequate numbers of fire 
extinguishers and protective breathing equipment should be provided in accordance with 
§§ 25.851(a)(3) & (4) and 25.1439, respectively.   
 
In conclusion, the FAA has determined that existing regulations for type certification do 
not address occupants who are neither crew nor passengers, and thus an exemption is 
warranted to permit carriage of these occupants.   
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FAA’s decision 
 
In consideration of the foregoing, I find that a grant of exemption is in the public interest.  
Therefore, pursuant to the authority contained in 49 U.S.C. §§ 40113 and 44701, 
delegated to me by the Administrator, Bedek Group, Israel Aircraft Industries, Ltd., is 
hereby granted an exemption from 14 CFR 25.785(j) and 25.1447(c)(1).  The amended 
petition is granted to the extent required to permit type certification of Boeing Model 
737-300 series airplanes with provisions for the carriage of supernumeraries.  All 
limitations of Exemption No. 8335, except limitation #7, apply to this exemption.  
Limitation #7, which prohibits supernumeraries from being in the cargo compartment 
during flight, is rescinded by the current Grant of Exemption.   
 
The current Grant of Exemption provides that supernumeraries may enter the Class E 
cargo compartment during flight, subject to the following limitations, which must be 
included in the limitations section of the Airplane Flight Manual:   
 
1.  The Class E cargo compartment is being used solely for the carriage of live animals.   
 
2.  Entrance to the Class E cargo compartment may not be allowed during takeoff or 
landing.   
 
3.  The door to the Class E compartment must be closed at all times, except for entry and 
exit.  The Class E compartment may not be entered in case of fire in the compartment.  A 
placard—located on a partition in a conspicuous place adjacent to the door which is 
visible from the entrance side—must include these instructions. 

 
4.  Each supernumerary entering the Class E compartment in flight must be provided with 
a portable oxygen bottle and mask which must be stored in a common area.  The amount 
of oxygen must be sized adequately for continuous and uninterrupted use during worst 
case flight duration following decompression.  The bottle and mask must be carried at all 
times by the supernumeraries entering the compartment.  The supernumeraries must be 
trained to use this equipment. 

 
5.  The pre-flight briefing must include an explanation of all the alert signals, their 
meaning, and the required supernumerary response.   

 
6.  In addition, the Airplane Flight Manual must instruct the flight crew to brief the 
supernumeraries before each flight about the limitations and procedures in case of entry 
into the Class E compartment in flight.   

 
7.  A minimum of two fire extinguishers which comply with § 25.851 must be provided 
in the supernumeraries’ seating area.   
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8.  A minimum of two protective breathing equipment units which comply with 
§ 25.1415 must be provided and located adjacent to the fire extinguishers installed in the 
supernumeraries’ seating area.   
 
9.  Each supernumerary must be provided with a portable oxygen source with protective 
breathing masks that must be carried whenever the supernumerary is not in the vicinity of 
the seats.  The portable oxygen units may be located in a common area.   

 
In addition to the portable oxygen units, there must be a fixed oxygen source available at 
each supernumerary seat.   
 
10.  An evacuation signaling system must be installed throughout the cabin area to 
provide the emergency egress notification to the occupants of the supernumeraries 
seating area. 
 
11.  A standard airplane public address (PA) system must be installed.  It must be 
audible throughout the cabin area and must be activated either from the flightdeck or 
from the supernumerary seating area.    
 
12.  An FAA-approved training plan must be developed by the applicant to instruct the 
supernumeraries about the prohibition against smoking as well as about procedures and 
use of equipment, related to ditching, fire fighting, and emergency evacuation.   
 
13.  A flightcrew operated aural or visual annunciation which is recognized in accessible 
areas in the Class E compartment must be installed to indicate during turbulence that 
persons must return to their seats.  Appropriate procedures and limitations must be 
established to ensure that the flightcrew signals the supernumeraries to return to their 
seats at the onset of turbulence and prior to landing. 
 
This exemption will remain in effect until it is superseded or rescinded. 

 
Issued in Renton, Washington, on June 15, 2006.   
 
/s/  Ali Bahrami 
Manager 
Transport Airplane Directorate 
Aircraft Certification Service 
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