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in length and for all airports constructed
to 'TFR Airports" standards or deslg-

' nated as "Utility Airports."
: (b) * * *

(1) 3,000 feet, to an elevation of 300
feet, for an airport with its longest run-
way no more than 3,200 feet in length
and for all airports constructed to "VFR
Airports" standards or designated as
"Utility Airports."

" £t ; "2. The induct ry paragraph and
paragraphs (a) (1) and (c) (2) (i) of
§ 77.27 are amended to read:

"/7.27 Civil alrport imaginary surfaces
related Io runways.

The f011owing civil airport imaginary
surfaces are established for rtmways
based upon thcir corrected lengths,
whether the airport is constructed to
"VFR Airports"standards or designated
as a "Utility Airport," and whether the

Title14 AERONAUTICSANDrunway is an ]I,S runway, re., oneequipped with a precision.landing aid

SPACE euch as H,S. ground-controiled approach(GCA), or precision approach radar

Chapter I---Federal Aviation Adminis- (PAR).
(a) Primary surfaea--a surface Iongi-

tratlon, Department of Transporta= tudinaily centered on a runway and ex-
fion tending in length 100 feet beyond each

SUBCHAPTERE--AIRSPACe end of a runway of an airport con-
[Docket No. 9226; Amdt. _/--'/I strueted to 'WI_R Airports" standards

and 200 feet beyond each end of a run-
PART 77--OBJECTS AFFECTING way ofany otherairport,includingrun-

NAVIGABLE AIRSPACE ways of airportsdesigzmtsdas "Utility

Utility Airports Airports." The elevation of any point on

The purpose of this amendment is to the longitudinal profile of a primary sur-
include in Part 77 of the Federal Aviation face, including the extensions, coincides
Regulations a reference to "Utility Air- with the elevation of the centerline of the
ports," as appropriate, with each refer- runway, or extension, as appropriate.
ence to "VFR Airports" standards. The width of a primary surface is 200

Subpart C of Part 77 contains several feet for runways of airports constructed
references to airports constructed to to "VFR Airports" standards. For other
"VFR Airports" standards, The "V'FR
Airports" starldards and the Advisory aLrports the width is :
Circular in which tiley were contained (1) 250 feet, for non-17._ runways
were canceled and replaced with Ad- 3,20Ofeatorlessinlength, including run-
visory Circular 150/5300-4, "Utility Air- ways of airports designated as "Utility
ports--Design Criteria and Dlmensionul Airports."
Standards." Since thcee airport_ built
tOVFR Airportestandards continueIn * * * * *
existence, Subpart C must be revised to (c) * * *
refer to both _ and Utility Airports. (2) * * *

Sincethisamendment merelyincludes (i)1%unways of 3,200feator lessin
inPart77areferencetoPublicationsand length,includingrunways of airports
standardscurrentlyIn use:I findthat designated as "UtilityAirports"--the
noticeand publicprocedurehereon are surfacebegins250 feetwide ateach end
unnecessary, of the primary surface and extends out-

In consideration of the foregoing, ward and upward at a slope of 20 to 1, ex-
Part 77 of the Federal Aviation Reguia- panfling to a width of 2,250 feet at a hori-
tions is amended, effective November 30, zontal distance of 10,000 feet.
1968 as follows: •

1. Paragraphs (a) (1) and (b) (1) of (secs. 307. 313. 1101, Federal Aviation Act of
§ 77,25 are amended to read: 1958:49 u.s.c. 1348. 1354, 1510)

77.25 Civil airport imaginary surfaces Issued in Washington, DC, on Oc-
related to airport reference points, tober 25. 1968.

• * OSCAR B_,(a * * * FoPtheActirbgAdmtnistrator.
(I) 5,000 feet, for an airport with its []P.R. DOC.68-13966; ]Plied.Oct. 31. 1968;

longest runway no more than 3,200 feet 8:46 s_m.]
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