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:_lllltN'r OF TRANSPORTATION and parking areas ram t e e inition. . ':

Avlattoll Administration the part was in many places f h d f
' cumbersome and confusing, and certain Where a section is meant to apply to

sections required clarification to better loading ramps and parking areas, it
_ _"_..... define the requirements and to make specifically so states.
_" 14 CFR Part 139 them more understandable. In addition, Additional definitions have been

_i:-: [l_>cket No. 24812; Amdt. No. 139-14] it was clear that certain requirements added since the NPRM was issued to
_ ._i needed to be added or strengthened to facilitate using Part 139. These

,- Airport Certification; Revision and enhance safety. Others needed definitions are intended to clarify
._7_;-_ R_ni_tion modification to improve the benefit to terminology, not change the

- cost ratio without affecting safety, requirements.

':i - AG|NCY: Federal Aviation Notice No. 85-22 was issued to A new definition, "air carrierAdministration (FAA), DOT. address these concerns. Comments were operation", includes the period of time
ACTION:.Final rule. received covering all parts of the rule from 15 minutes prior to, until 15 _
SUMMARY:This amendment revises and and have been considered in developing minutes after, the takeoff or landing, to -I

_:_i?: reorganizes the part of the Federal this amendment, ensure that aircraft rescue andAviation Regulations dealing with the Discussion of the Comments and the firefighting (ARFF) equipment are in

_i I certification and operation of airports Amendment place to provide the level of protection

serving certain air carriers. It is needed A total of 179 commentators required by this part.

to clarify the language in the part, to responded to Notice No. 85-22. The Section 139.5 Airport certification
make it more understandable, to define comments represented the views of standards and procedures.
certain requirements more specifically, airport operators, pilots, airlines,
to impose additional safety Federal A few commenters opposed the

_:i requirements, and to modify other consumer groups, agencies,
requirements considered unnecessary state and local governments, and reference to the Advisory Circulars asacceptable means of compliance with

_: and unduly costly. Congress. the rule. It was felt that the reference
A significant number of the comments

'!: OAlrlZ:The effective date of this suggested word changes, clarification, would impose on the airport operators
_,' "_ amendment is January 1,1988. and organization. For the most part, additional requirements which are

contained in the Advisory Circulars butFURTHERINFORMATIONCONTACT: these comments were accepted. The
_:_ Mr. Jose Roman, Jr., Safety and changes resulted in a better organized not in the rule. However, the majority of
- '- Compliance Division (AAS-300), Office and more understandable regulation, the comments agreed with referencing
_*__ of Airport Standards, 800 Independence Where a section or change in wording is the Advisory Circulars provided that

_ • these publications were kept current.Avenue, SW., Washington, DC 20591, not discussed in this preamble, the
_':?_i Telephone (202) 267-8724. amendment is adopted for the same The Advisory Circulars are intended to

_JPI_LEMENTARYINFORMATION: reasons as were stated in the notice, identify acceptable means of
compliance with Part 139, but are not

_ :i : Baclqp'omul Subpart A--General the only means.
This amendment was proposed in

Notice of Proposed Rulemakin8 (NPRM), Section 139.1 Applicability. Subpart B--Certification
Notice NO. 85-22 (50 FIR4,3094;October As with former Part 139, the part is Section 139.109 Duration of certificate.

- 23; 1985), which provided all interested not applicable to airports at which only
persons with the opportunity to air carrier training, ferry, or aircraft A number of responders opposed the
comment and to participate in this check or test operations are conducted, provision which would permit the FAA
rulemaking. Section 139.1 has been amended to to reduce an airport operating certificate

_ ..... Since 1970, section 812 of the Federal make clear that it does not apply to to a limited airport operating certificate
'_E Aviation Act of 1958 (FAAct) (49 U.S.C. airports at which air carrier operations if the airport no longer serves or is

1432) has empowered the Administrator are conducted only by reason of the expected to serve any scheduled

_i_. to issue airport operating certificates to airport being designated as an alternate operations of air carrier aircraft. They

_:: airports serving certain air carriers, and airport, suggested that a reduction _f a
/ to establish minimum safety standards certificate should be at the option of the

for the operation of those airports. Part Section 139.3 Definitions. airport operator and not at the option of
139 of the Federal Aviation Regulations Many commentators expressed the Administrator. Many expressed
(FAR), adopted on June 12,1972, " concern with the proposed definition of concern that the costs to upgrade the
effe(:tive July 21, 1972 (37 FR 12278; June a "movement area" and suggested certificate would prove burdensome in
21, 1972), as amended, prescribes rules instead the retention of the term "air the event that this upgrading was
governing the certification and operation operations area." The concern dealt needed at some later date. The FAA is
of airports served by air carriers with primarily with including the loading not aware of any reason why it is more
aircraft having a seating capacity of ramps and aircraft parking areas within expensive to surrender a full certificate
more than 30 passengers. As was the definition of "movement area." and then later regain the certificate than
explained in Notice No. 85-2.2, with the Under proposed § 139.325 (adopted as it is to continue the certificate
experience gained and advancements § 139.329), this would have required uninterrupted. Further, the airport may
made since the adoption of Part 139, two-way radio communication between maintain Part 139 standards without a
with the recommendations made by the service vehicles on the loading ramps full certificate if it chooses. In deciding
National Transportation Safety Board and parking areas and the airport traffic whether to revoke a full certificate and

. (NTSB), and with the comments offered control tower, or other controlling issue a limited certificate, the airport's
by various segments of the public, it means. This was not the intent of the reasonable expectation of future air
became apparent that substantial proposed "movement area" definition carrier service will be considered.
revisions of Part 139 were needed. It and hence the final rule has been The FAA has determined that it is
was recognized that the organization of changed to exclude the loading ramps unnecessary to state in Part 139 the
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m .•:_;1 " '"
auhhori_y and procedures under which included in the airport certification strictly necessary under Part 139.
the FAA suspencls or revokes an airport mannal." Accordingly, § 139.209, as adopted,

: operating certificate or a limited airport A few commemers suggested that the specifies that the certificate holder must

operating certificate. It is clear from manual required by Part 139 should be comply with its specifications, even if it
section 609 of the Federal Aviation Act termed "Airport Certification Manual", believes the specifications have
of I95_ (the Act) that the Administrator to emphasize that the manual covers requirements beyond the minimum
may suspend or revoke such a only airport certification requirements, necessary for Part 139 certification. As
certificate if he determines that safety in not all as,pects of airport operations. The with the airport certification manual,
air commerce or air transportation and FAA has decided to adopt the term subjects not addressed in Part 139
the public interest requires it. As "Airport Certification Manual." It was should not be included in the
indicated in the proposed section, such a also suggested that a lead time or grace specifications and would not be
determination may be based on a failure period should be provided for revising enforced by the FAA. This section also
to comply with any requirement of the the manual to comply with the rule provides: "only those items addressing
Act, Part 139, the prcrvisions or revision. Some expressed concern that a subjects required for certification under
limitations of the certificate, or the total rewrite of the existing manuals this part shall be included in the airport
airport,s approved certification manual would be required to reflect the certification specifications."
or specifications. Included in these reorganization of Part 139. It is not In response to comments, a similar
grounds for suspension or revocation is FAA's intent that a new manual would terminology has been used to require
the faflm'e to continue to meet the have to be developed for every that the specifications required by Part
eligibility requirements for a certificate, certificated airport. However, existing 139 be termed "Airport Certification
Also, it shoutd be noted that under manuals would require modification and Specifications", to emphasize that the
section e09 a certificate could be some restructuring to comply with tim specifications cover only airport

i suspended or revoked for violation of new req_rements. The FAA is allowing certification requirements, and not all

i ether reg,uletions, such as a failure of the I year from the effective date of thi_ aspects of airport operations. A lead
airport to comply with the aviation amendment to _ existing manuals time or grace period has also been
security requirements of Part 107. The into compliance with _ new provided for revising the specifications
applicable procedures for any certificate requirements. If there are ext_g tO comply with the rule revision. The
action are clearly set forth in Part 13. circumstances or compelling reas_ FAA is allowing I year from the

why additional time is necessary, the effective date of this amendment to
Subpart C--Airport Ce_ficatioa Manual Administrator may approve a time bring existing specifications into
and Airport Ce_fication Specifications extension, compliance with the new requirements.
Section 139.201 Airport operating As in the case of airport certification
certificate: Airport certification manual. Section 139.205 Contents of airport manuals, if there are extenuating

Proposed § 139.201 stated: "only those certification manual circumstances or compelling reasons

_ items required by the Administrator for Some commenters expressed concern why additional time is necessary, the
certification under this part are deemed with the requirement to include, in the Administrator may approve a time
approved by the Administrator." A airport certification manual, a extension.
number of commenter8 agreed with this description of each access road
proposal. However, after further designated for use by firefighting and Subpart D--Operations
consideration, it appears that the rescue vehicles. Other comments
provision could be misinterpreted by a suggested that the access routes to be Section 139.305 Paved areas.
certificate holder to allow it to disregard included in the manual be limited to A number of commenters indicated

i portions of the manual which it felt were those in the "air operation areas." that a better definition for a pavement
not strictly necessary under Part 139. Others felt that the entire road network hole was needed. The proposed

_ This was not intended. The manual is be addressed rather than just the access maximum surface area of 12 square
intended to clearly specify the roads. The FAA has determined that the inches would be reasonable if maximum
certificate holder's responsibilities, and wording in the rule is adequate, and minimum dimensions were also

--_ thus minimize uncertainties in the permitting the certificate holder to specified, they stated. As proposed, a
program. The rule, as adopted, requires determine, as part of its planning for very thin, long crack would fall within

" that a certificate holder must comply emergencies, which roads will most the stated definition of a hole. This was
with its manual, even if it believes the likely be needed during emergency not the intent of the proposed rule.

; manual has requirementsbeyond the conditionsand todesignatethem as Consequently,therulehas been
minimum necessaryforPart139 such inthemanual, changed todefinea holespecifically

t certification.For instance,ifa certificate withmaximum and minimum
holder's manual requires it to conduct Section 139.209 Airport operating dimensions. A crack would be

certificate: Airport certificationan inspection of the airport specified in prohibited if it could impair the
§ 139.327 7 days a week, but it has air specifications, directional control of the aircraft. A few

' carrier operations only 5 days a week, As with proposed § 139.201, proposed commenters from Alaska recommended
thecertificateholdermust comply with § 139.z09stated:"onlythoseitems theadditionofa sectiondealingwith
itsmanual.While thecertificateholder requiredby theAdministratorfor unpaved areas.Sincetherearesome
may have groundstoamend itsmanual, certificationunderthispartaredeemed certificatedairportsinthestatewith
itisnotfreetodisregardit.On theother approvedby theAdministrator." gravelrunways, thisrecommendation

i hand, subjects not addressed in Part 139 Commenters agreed with this proposal, was accepted. One commenter did not
should not be included in the manual However, the FAA is equally concerned agree with the 3-inch lip criteria for
and would not be enforced by the FAA. that the provision could be pavement edges. Instead, it was

"_ The rule as adopted provides: "only misinterpreted by a certificate holder to recommended that a 1-inch criteria be
those items addressing subjects required allow it to disregard portions of the used. The FAA has determined that a t-
for certification under this Part shall be specifications which it felt were not inch criteria would be unduly restrictive.
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The 3-inch criteria has withstood the pilot's association support the airport would permit a lower desigi
test of time,.proved to be reasonable, requirements for signs and markings, airport index, the certificate holder
and to have provided a satisfactory The NTSB and others recommended reduce its firefighting service
marRin of safety, requiring runway hold marking and accordingly under § 139.319(c).

Section 139.309 Safety areas, signs for all runways, not just those A number of commentators expr_
runways with an ILS and runway concern that the method of determil

Some commenters expressed concern critical areas. After further the required index contains anomai
with the requirement for a safety area consideration, the FAA agrees with that would allow a Boeing 727, or h_
and suggested allowing exemptions by these recommendations. These markings index aircraft, to operate with the
the Administrator. The NTSB and signs should help to reduce runway minimum firefighting capabilities

• recommended that all runways utilized incursions, provided by Index A. This could h_
by air carrier aircraft have safety areas Section 139.313 Snow and ice control, occurred if there were less than fiv_
or safety areas constructed as close to average daily departures of all air
the standards as possible. A few A significant number of commenters carrier aircraft serving the airport.
commentators recommended that the expressed concern with the proposed Based on these comments, the met_
FAA define the dimensions for safety requirement that there be "no ice on determining the required index wa_
areas to eliminate the confusion which movement areas". The commenters felt, revised to eliminate this anomaliy
has existed in the past. Two pilot however, that a certificate holder to require all certificated airports t¢
associations suggested establishing a should, in accordance with the airport provide an appropriate level of ARI;
timeframe for those airports whose snow removal plan, mitigate as much as during air carrier operations.
safety areas are not in accordance with possible the effects of snow and ice on The rule, as adopted, will require
standards to bring all safety areas into air carrier operations. A pilots' Index which is determined by the laJconformity with current standards, association supported the complete
While safety areas are a highly removal of all ice, snow, and slush from aircraft serving the airport. If there
desirable safety feature, the FAA the movement areas. Criticism of the or more air carrier operations of tha_
recognizes that requiring full-size safety proposal has merit. In some areas of the aircraft group, the Index will be for l
areas or requiring upgrading of existing country, for instance, snow is group's level. However, if there are
safety areas when FAA criteria are compacted in a manner which provides than 5 air carrier operations, the Ind
upgraded is not practicable either an acceptable surface for aircraft will be one Index below that specifil
physically or economically. Although operations. The final rule provides for that aircraft group.
the FAA will continue to require full- procedures for prompt removal and For example, assume the airport i,_
size safety areas to the extent control, as completely as practical, of served by 5 Boeing 727s and two Boq
practicable, it has determined that snow, ice, and slush. 737s, the Index would be Index C. If
certificate holders should not be A number of commentators suggested number of Boeing 727 operations
required to upgrade safety areas each that a better definition of "it is likely dropped to 3 operations, the Index
time the FAA changes its criteria. This that snow conditions will exist" is required would be Index B. If there i,.
section also clarifies and codifies required. This has been modified to only one Boeing 727 operation, and r
certain existing safety area criteria. "where snow and icing conditions other operations by other air carrier

The rule, as adopted, requires that the regularly occur." aircraft, then the Index would remai_
certificate holder maintain the The NTSB supports more definitive Index B, one below the specified Ind
dimensions of safety areas as they standards and the need for a written for the airport. The operator may use
existed on the day before the effective snow removal plan. The FAA accepts next lower Index when there are les'.
date of this amendment. For runways the recommendations and they are than 5 air carrier operations in any o
and taxiways constructed, reflected in the rule as adopted, air carrier aircraft group. The FAA h

reconstructed, or significantly expanded Section 139.315 Aircraft rescue and determined that this change will hay
1 on or after the effective date, to the firefighting: Index determination, economic impact on existing airport.,

extent practicable, the safety area must the future, airports applying for airpc
meet criteria acceptable to the With respect to the airport firefighting operating certificates which might
Administrator at the time of index, a few commentators expressed experience an adverse economic ira!:
construction, reconstruction, or concern that the level of aircraft rescue can apply for an exemption to the AI
expansion, and firefighting (ARFF} capability requirements.

required for the busiest 3 consecutive
Section 139.311 Marking and lighting, months may serve to unnecessarily Section 139,317 Aircraft rescue one

A number of commenters stated that penalize airports serving largely firefighting: Equipment and agents.
airport rotating beacons are not seasonal tourist traffic. The comments A few commenters suggested that
necessary at all airports and should be suggested that instead, the index should requirements for ARFF at small airp¢
installed at the discretion of the airport be based on the average daily was economically indefensible,
operator. The FAA has received departures over the entire year. From inefficient, and a waste of resources.
numerous recommendations from air the commenters there was considerable The NTSB and others felt that
carrier pilots to the effect that a rotating support for the busiest 3 months criteria, firefighting capabilities should not b_
beacon is a valuable visual aid and This requirement was adopted in the determined on a case-by-case basis
should be required. These letter rule. Basing the level on the busiest 3 permitted under the NPRM for Index
recommendations were accepted, consecutive months of the year ensures The latter group felt that minimum

A number of commenters requested that airports have an adequate level of standards should be provided. After
clarification of the provision requiring service during high-use periods and is carefully considering these comment:
taxiway centerline lighting and edge consistent with guidance isued by the the FAA concluded that ARFF

_! lights or reflectors. The requirement has International Civil Aviation determination on a case-by-case bus:

been clarified to state that only one of Organization. At times when the actual not in keeping with its responsibility
these items is required. The NTSB and a air carrier aircraft size serving the under the Federal Aviation Act of 191
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601 of the Act gives full require a 3-minute response time for the cost of implementing this requirement
during rulemaking to the larger vehicles, when the option selected had been grossly underestimated and

carrier's duty to perform its services by the airport limits available ARFF that inadequate consideration was given
the highest possible degree of equipment to that type. to the increased liability and insurance

_ the public interest. Reducing The final rule makes it clear that the costs, increased training costs, reduced
_ed uirements for the smaller airports amount of dry chemical required flexibility in assignment of personnel,

L be inconsistent with this contemplates use of sodium-based dry etc. The NTSB believes that one
Instead, a specific chemical. An appropriate amount of Emergency Medical Technician (EMT) is

requirement for Index A airports, similar potassium-based dry chemical may be inadequate and recommended indexing
to existing requirements, is specified in substituted under § 139.3170)(6). by airport size. A pilots' association

, § 139.317(a). The final rule specifies, as with AFFF recommended that at least 50 percent of
Lave We believe that Index A requirements discharge capacity, discharge rates for ARFF personnel be EMT-trained.
ve have been minimal and have not been dry chemical or halon. The commenters did not provide

unduly burdensome on the certificate Section 139.319 Aircraft rescue and support for their assertion as to the cost
holders. Nevertheless, we continue to be firefighting: Operational requirements, of training and the FAA has found that

:hod of sensitive to the cost to the airports of the training is available for little or nos A number of commenter opposed
and providing an adequate rescue and cost in many areas. Further, it appears

fire fighting capability. While the FAA relaxing the response time for Index A. that many current airport firefighters:o This aspect was also considered in the
'FF has the responsibility to ensure that already have this training (even thoughreevaluation of the Index A ARFF

adequate safety standards are they may not be termed "EMT" under
maintained, we are equally cognizant of requirements, with the conclusion that a state licensing requirements) and
the need to minimize costs. If, in the response time is essential in order to virtually all professional firefightersprovide an effective rescue capability.
future, there appears to be a method of A number of commenters suggested have the training. Therefore, it appears
achieving adequate airport fire safety that the requirement for ARFF vehicle the rule would not provide an undue
that is less burdensome on certificate communications should be outlined in burden and should provide significant
holders, we will consider modifying our the airport emergency plan. The FAA benefits. After evaluating the comments,
requirements accordingly, believes that the operational the rule is adopted, as proposed, to

A number of commentators opposed requirements for ARFF equipment require that, during air carrier
reducing the number of ARFF vehicles should be specified in only one section operations, at least one of the required

!_ for Index B while others supported the of the regulation to avoid firefighting personnel on duty be trained
reduction. Those opposed were misinterpretation and possible and current in basic emergency medical
concerned that a reduction would confusion. The emergency plan itself, care.
provide an inadequate ARFF capability, may restate these communications A few commenters proposed that the
The FAA has determined that the procedures. However, they will only be access roads provision be deleted in its
capacity of the proposed vehicle is specified in the regulation in § 139.319. entirety. It was contended that the
sufficient. However, the rule, as A significant number of commenters regulation should address the issue of
adopted, provides a one or a two-vehicle disagreed with the proposal to require road network and not access roads. The
option to meet Index B requirements, restricting air carrier operations after an proposal would not require that all
Airport operators may want to select the ARFF vehicle becomes inoperable for a existing access roads be maintained but
one-vehicle option, since it offers a period greater than 8 hours, rather than only those designated for ARFF use. The
potential economic benefit, the 10 days currently permitted in the FAA is aware that there are many

A number of commenters were rule. Concern was expressed that it access roads on airports which would
concerned With the opportunity under might be impossible to obtain not be appropriate or necessary for
Index B or C to select an option that did replacement parts in that timeframe, and emergency vehicle use. It would be an
not include a rapid response vehicle. It that it was overly restrictive and would unnecessary burden to maintain the
was argued that no justificiation existed impose an economic burden on airport entire road system for such purposes.
to support requiring a vehicle, carrying operators. A number of commenters This issue can be effectively addressed
1500 gallons of water and AFFF, to recommended restricting air carrier by designating those roads considered
respond in 3 minutes. It was alleged that operations after 24-48 hours of a ARFF essential to ARFF in the certification
thissophisticatedequipmentand short vehicledowntime ratherthan 8hours, manual.Thiswould clearlyidentifythe
responserequirementwas not Aftertakingintoconsiderationthese roadstobe maintainedfortheintended
warranted.The rule,priortothis views,and afterassessingpossiblerisks use and would ensurethatthe
amendment, providedno optionsince associatedwithairportshaving firefighterswould know which roads
each indexrequiredan IndexA-type insufficientequipmentforup to10 days, couldbe reliedon togainrapidaccess
vehiclethatcouldbe used tosatisfythe therule,asadopted,permitsdown time tovariouspartsoftheairport.

3-minute criteria. The commenters are of up to 48 hours before restricting air Section 139.321 Handling and storing
concerned that there would be an carrier operations, hazazdous substances and materiels.
immediate requirement to require new A significant number of commenters
vehicles to satisfy the new standard, recommended that different levels of Comments were received from the
However, the certificate holder's current emergency medical care training should public and governmental sources such
equipment is "grandfathered in" under be set forth considering the wide range as NTSB. They recommended that
§ 139.37{f} and may be used until all of airport firefighting indexes. It was revisions be made to the fuel handling
vehicles are replaced or rehabilitated, argued that it is not realistic for Index A and storage requirements. Additionally,
Advances in the state-of-the-art have to have the same requirements as Index a number of Congressional comments
now made it feasible for the new, larger E. Some found the emergency medical were received expressing concern about
ARFF vehiclestomeet theresponsetime carerequirementsunacceptableand thesafetyoffuelingoperationson
requirements.Accordingly,theFAA has recommended thattheybe entirely airports.Othercomments suggestedthat
determinedthatitisreasonableto removed.Thisgroupmaintainedthatthe .FAA developregulatoryproceduresto
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of and guidance of ground operations determine if any additional action will
it was personnel in conducting their be needed in the future.

encourage operations. The manual must contain Section 139.323 Traffic and wind
r efforts to address procedures for refueling aircraft, direction indicators.

eliminating fuel contamination,
regarding this issue, protection from fire, and supervising and The reference to wind "tees" has been

a consensus industry protecting passengers during refueling, deleted because they are considered
adopted consisting of a For this reason, this amendment relieves obsolete by the industry.

which included the Part 139 certificate holders of the
recommendation that misfueling and requirement to exercise oversight over Section 139.325 Airport emergency

. fuel contamination precautions would air carrier refueling operations, plan.
be undertaken on a voluntary basis by The FAA has considered the recent A number of commenters suggested
the fuelers, advances made by the industry in the deleting the requirements for water

The preponderance of the commenters areas of protection against misfueling rescue since water areas off the airport
favored Option 2, which would rely on a and contamination. A number of are beyond the jurisdiction of the
voluntary industry program of tenant aviation fuel suppliers are issuing a certificate holder. Others felt that water
fueling practices and procedures to "seal of approval" to Fixed Base rescue, "to the extent practicable,"
protect against misfueling, fuel Operators that meet or exceed the fuel should have the broadest interpretation
contamination and provide the company standards. NATA, AAAE and possible in order to be effective. The
necessary training. This option relies other organizations have developed a rule is being adopted as proposed. It
heavily on the guidance contained in the series of fueling courses and are making requires certificate holders to attempt to
FAA Advisory Circular on them available to fueling personnel locate, and coordinate with,
recommended fueling practices and throughout the industry. These courses organizations which would agree to

:: procedures. Under this option the airport cover areas such as quality control, provide water rescue services. The rule
operator will retain responsibility for filtration, loading and unloading, does not require the certificate holder to

:_: exercising control over tenant fueling storage, handling, testing, etc. In provide water rescue if such services
practices with respect to safety from fire addition, insurance companies, air are not available in the community, and
and explosion. A few commenters carriers, and aviation fuel suppliers therefore, does not rely on the certificate
favored Option 1, which would continue conduct fuel quality inspections, holder's jurisdiction over the water.
to require airport operators to exercise Through industry's own self inspection Bodies of water adjacent to the airport
germral oversight of fueling activities, efforts quality control and reductions of have been specifically described to

_. including assuming risks of fire, fuel contamination have significantly eliminate a concern over ambiguity
I:: contamination, and misfueling. Some improved, expressed by a few comments. The one-
i_.:' commenters favored certification of Industry has taken a number of quarter square mile criteria was
_ fuelers, and relieving airport operators additional steps such as developing and developed to define a body of water

i from all responsibility for these hazards, installing special fuel hose nozzles and which, in most instances, is sufficient to

while retrofit filler for aircraft toresponsibilityretainingforairp°rtexercising°perat°raomeprevent misfueling.°peningsNATAestimates create significant difficulty in rescuing
• _ control with respect to safety from fire that ninety percent of the jet fuel .hoses persons from an aircraft coming to rest

!i _ and explosion, in the United States have been in the water. Should a certificate holder
A number of concerns have been retrofitted with new nozzles, Although, have a body of water which meets the

raised about each of these options. The progress has been slow in persuading criteria, but which, due to its unique
option to certificate fuelers would be the owners of aircraft which should not features would not create such
very costly and time consuming for both receive jet fuel to install preventive difficulties, an exception from the
the FAA and industry. There are about inserts in the aircraft's fuel filler requirements may be appropriate.
700certificatedairports,many with openings,industryeducationprograms A number ofcommenters
more thanone tenantfueler.To createa forboth thefuelerand theowner have recommended thata full-scale

new Federaladministrativeprogramto been successfulinsignificantlyreducing demonstrationoftheemergency planbe
re_te this large and diverse number incidents of misfueling. In addition, the required. The recommended time
of operators would be burdensome and largest aviation insurance carrier for interval between demonstrations varied
h-apractical, generalaviationaircraftisofferingto between 2--4years.To assistinthe

,_: ,_ameoammenters feltcontinuingto rebatetotheowner allofthecostof evaluation,theFAA requested
requireairportoperatorstoexercise retrofittingthesefilleropenings, comments on thecoststoconducta
1general oversight over quality control It has been determined that voluntary demonstration, the extent to which
'and aircraftfuelingand thenecessary programs institutedby industryhave airportsnow conductsuch

tosupporttheseactivities significantlyreducedthesafety demonstrations,and theextenttowhich
airportoperatorsan concernsrelatedtotheseactivities.The suchdemonstrationsareuseful.Most of

Many FAA isnotaware ofany misfuelingor thecomments onlyaddressedthetime
airport contaminationaccident,sincethe intervalbetween demonstrations.The

possessthenecessary industryvoluntaryprograms went into FAA has decidedtorequirea full-scale
effect.Under thecircumstances,the demonstrationoftheemergency plan

FA.A has concludedthatrelievingthe every3years.Thisintervalwillbe
theadequacy of airportoperatorofoversight adequate todealwith personnel

safetyby responsibilityforqualitycontroland turnoverand provideforretrainingand
programs, aircraftfuelingactivitiesofitstenant trainingofnew personnel.Thisfuii-

135.21requireall fuelerswillnotresultina derogationof scaledemonstrationwillrequirea
current safety.The ruleasadopted,conformsto simulatedemergency havingeach facet

_mintenance this option (Option 2). However, the of the airport emergency plan exercised
lll_x_tioas for the use FAA will continue to monitor fueling to as it would in an actual aircraft disaster.
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This will include ARFF, local medical safety that, when a significant wildlife necessary to limit air carrier operations
resources, and other activities as safety hazard has been identified, if the condition is determined to be
required in the plan. reasonable steps be taken to eliminate unsafe. Accordingly, the list of

Section 139.329 Ground vehicles, or reduce the hazard. A number of conditions has been moved to § 139.339,
means, including special fencing, are but § 139.343 will still require limiting air

A number of commenters available to control large animal carrier operations, when appropriate.
recommended deleting the requirements hazards, without undue expense. The FAA has determined that this is

limiting vehicles on the movement areas A number of commenters necessary to assure that operations areto those necessary for airport recommended deleting the section not conducted on parts of the airport
operations. The definition of movement dealing with bird hazard management in that do not meet minimum safety
area, including loading ramps and its entirety and retaining the requirements.

sted parking areas, raised questions about requirements as stated in § 139.67 of the After considering all of the comments,
.,r control and access of numerous ground current regulation. It was asserted that the FAA has decided to adopt the
!rport vehicles needed to serve aircraft during the proposal was too detailed for a amendment proposed in Notice No. 85-

loading and unloading. It was argued regulation and more properly belongs in 22, as modified by FAA's evaluation of
_, that this would generate an an Advisory Circular. A few responders the comments as set forth above. The

unreasonable requirement for two-way felt that the proposal does not deal with amendment substantially reorganizes
at radios or other communication methods, other wildlife hazards. Others Part 139. Subpart A--General, contains
le The definition of a movement area has recommended that a definition of what the applicability provisions and
It been changed to specifically exclude constitutes a bird hazard was needed definitions used in the Part. Subpart B---
_l: loading ramps and parking areas, and a minimum bird control criteria be Certification, sets forth the general rules

Communication with and control of defined. As used in the final rule, pertaining to the eligibility, application,
' vehicles involved in inspection, fueling, wildlife has been defined to include and issuance of certificates. Subpart C--
n baggage handling, and other normal domestic animals while out of the Airport Certification Manual and
le: activities on the ramps and parking control of their owners. The regulation Airport Certification Specifications,
;s areas, because of the definition change, has been revised to include criteria for contains rules for the preparation and
a will no longer be a matter of concern, the identification of a wildlife hazard, maintenance of the certification manual
_c A number of commenters believed These criteria were based on and certification specifications. Subpart

that maintaining a record of accidents recommendations received from D---Operations, contains all of the
o4 should apply to the airside only. The industry comments. The criteria requirements for equipment, facilities,

proposal has been clarified to cover only identifies situations which may maintenance procedures, and personnel,
accidents or incidents on the movement reasonably present a significant safety

_t areas involving aircraft and/or ground hazard. Section 139.337 provides for the Regulatory Evaluation

vehicles, conduct of an ecological study when any The following is a summary of the

_t Section 139.333 Protection ofnavaids, one of the specific events identified in final regulatory evaluation for the
the rule occur on or near the airport. The regulatory changes adopted in this

l_ A pilots' association expressed FAA can arrange for the Animal and amendment. A full final regulatory
_s concern that other activities on the Plant Health Inspection Service, of the evaluation has been prepared and
_, airport, such as mowing, could interfere Department of Agriculture, to conduct placed in the regulatory docket.
e with navaids. The intent of the proposal the ecological study at no cost to the

was to prevent such interference. In certificate holder. In response to several Assumptions used to prepare
response to this comment, a new comments, the final rule provides further economic estimates for the various
§ 139.333{c} clarifies the certificate clarification as to what is needed to changes to Part 139 have been
holder's responsibility, make a workable wildlife hazard developed by the FAA. The estimates of

Section 139.335 Public protection, management plan which is consistent economic impacts for the final rulerevisions have been constructed from
with all requirements.

b As a result of evaluating the Part 139has required airport operators unit cost and other data obtained from
comments, the FAA concluded it would to have procedures to eliminate wildlife operators, industry trade associations,

_, i be more consistent with the subject hazards. A new paragraph (f} has been and manufacturers.
matter to remove "large animals" from added to § 139.337 to make it clear that In the Notice of Proposed Rulemaking
this section and include it under airports continue to have this (NPRM}, the FAA invited public
§ 139.337 Wildlife hazard management, responsibility and implement comments concerning the technical and
The section is now limited to procedures that respond immediately to operational considerations and
inadvertent entry of persons and wildlife hazards, economic impact assumptions as these

:1 vehicles. Section 139.343 Noncomplying apply to emergency medical services,aviation fuel training courses, the cost of
,t Section 139.337 Wildlife hazard conditions, collisions with large wildlife, and the

management. A number of commenters expressed conduct of full-scale emergency
• A number of commenters objected to concern that certificate holders should demonstrations. Comments on the

the proposal requiring safeguards not be placed in a position requiring proposal were submitted by airport
against inadvertent entry onto the them to prohibitair carrier operations industry trade associations, local and
airport operations area by large animals, for whatever the reason. The group also state governments, and private sector
They contend that ordinary fencing is recommended deleting the section organizations. The majority of the
ineffective in preventing deer from dealing with noncomplying conditions comments recommended only technical
entering the airport. The NTSB and a and nmving the contents to the section modifications and clarifications. A
pilots' association supported the dealing with airport condition reporting, number of comments, however,
proposal which requires reasonable While the FAA agrees that these disagreed with the economic impact
safeguards against inadvertent entry by conditions should be listed in § 139.339, estimates of various proposals. The FAA
all large m_imals. It is necessary for which requires reporting, it might still be has evaluated the public comments and
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made a finaldeterminationregarding requiredtotraintwo personsinbasic approved.Thisfinalruleadds theOMB
theirimpact.With one exception,the emergency medicalservices, controlnumber assignedtothese
FAA findstheinitialdeterminationof The benefitsofthisrulehave notbeen requirementstothelistofcontrol
theexpectedeconomic impactofthe quantified.Underterminedbenefitsare numbers in§ 11.101.
proposalstobe thesame fortheFinal expectedtoaccruetotravelersand
rule.The exceptionIstheproposal airportpersonnelfrom theprovisionof Conclusion

requiringadditionalfencingforseveral emergency medicalservicesintheevent The onlycostthatwillbe imposed on
airportstosafeguardagainstinadvertent ofsudden illnessoraccident.The FAA airportoperatorsby thisfinalruleisa
entryontooperationsareasby alllarge estimatesthatforbenefitstoexceed one-timecostforthetrainingofa
animals.Thisrequirementhas been costs,theproposedrulewould have to limitednumber ofindividualsinbasic

eliminatedasa resultofindustry preventonlyone fatalityvaluedat emergency medicalcare.Thiscostis
comments and subsequentFAA $1,000,000,in1986dollars,overthe11 expectedtototal$357,000for384
technicalassessment, yearperiodfollowingits airports.The ruleisotherwiseexpected
The FAA findsthatwith theexception implementation, tohave a minimalcostimpact.

oftheoptionalreductioninthenumber The FAA has determinedthatthese
offimFtghtingvehiclesprovidedby amendments willnothave a significant Therefore,theFAA has determined
§§ 139.317(b_(1)and {2}and 139.317 economic impacton a substantial thatthisamendment involvesa
(c)(1) and (Z), and the emergency number of small entities. The revision to regulation which is not major under
medicalservicestrainingrequirements § 139.317(bJ(1)and {2)would affectthe ExecutiveOrder 12291.However,
of § 139.319 [j}{4), the remaining 74 airports not complying with the because of the substantial public
proposals affe_th_g Part 139 airports will firefighting and rescue provisions of interest generated by some subjects, the
have a negligiblecostorno costimpact. IndexB.Sinceonly16oftheseairports FAA has determinedthatthis

If a1174 o_ the affected Index B are small entities, the revision to amendment is significant under DOT
airports disposed of one of their two § 139.31711)} {1} and {2Jwould not affect Regulatory Policies and Procedures {44
Vehicles, the maximum potential savings a substantial number of the 74 impacted FR 11034; February 26, 1979].
under § 13_.317(b}(1)and (2}would airports.The rulechangeto§ 139.317{c] With respecttothecostsavingsunder
have a currentvalueof$$,990,000.The {1}and {2}willprovidethe97 airports, thefinalrule,only16ofthe74airports
FAA, however,has notbeen ableto currentlysubjecttoIndex C ofthispart, affectedby § 139.317{b)and only8 of
determinehow many ofthe74 airports theoptionofdisposingofone oftheir the97airportsaffectedby § 139.317{c)
subjecttothefirefightingand rescue threefirefighUngvehicles.Sinceonly8 aresmallentities.The one-timemedical

" provisionsofIndexB willadoptthe oftheseairportsaresmallentities,the trainingcostsof$930imposed by
optionprovidedby thisamendment. The amendment to§139.317{c}{1}and {2} § 139.319(j}{4}are lessthanthe
FA_A.,therefore has not estimated the would also not affect a substantial annualized threshold of $5,400

number of the 97 impacted airports, established for significant impact.
actual benefit that will accrue to index B The cost impact of the emergency Therefore, it is certified that this
airportsfrom thisamendment. An medical training provisionsundetermined number of Index B amendment would not have a significant
airports, however, will realize § 139.319(j}{4] is a one-time cost of $930 economic impact on a substantial

per airport. The sum of $g30 is less than number of small entities. A final
annualizedsavingsof$135,000asa theannualizedthresholdof$5,400 regulatoryevaluationhas been prepared
resultofnotbeingrequiredtomaintain establishedforsignificanteconomic and placedintheregulatorydocket.A
and replaceone ofthetwo firefighting impact.
vehiclesrequiredby thecurrentrule. Accordingly,theamendments toPart copy may be obtainedby contactingthe

If all 97 of the affected Index C 139 will not have a significant economic person listed under "toe t=URT.Sn
airportsdisposedofone oftheirthree impacton a substantialnumber ofsmall INFORMATfON CONTACT".

vehicles,themaximum potentialsavings entities. ListofSubjectsin14CFR Part139
under §139._17{c)(1}and (2)would " The FAA has determinedthat,
have a currentvalueof$15,5Z0,000.The becausetheseamendments would only Air carriers,Aircraft,Airports,
FAA however,has notbeen ableto affectairportslocatedinU.S. Airplanes,Airsafety,Aviationsafety,
determinehow many ofthe97airports communities,thesaleofforeign Air transportation,Helicopters,
subjecttothefirefightingand rescue productsdomestically,orthesaleof Heliports,Rotocraft,Safety,
pgovisitmsofIndexC willadoptthe U.S.productsorservicesinforeign Transportation.

option provided by this amendment. The countries will not be influenced. The Amendment
FAA, therefore, has not estimated the Therefore, it is FANs opinion that this
actual benefit that will accrue to Index rule will not eliminate existing, or create Accordingly, the Federal Aviation
C sirius fromibisamendment. An additional barriers to the sale of foreign Administration revises 14 CFR Part 139,
undetermined r_uraber of Index C aviation products or services in the effective January 1, 1988, to read as
airports; however, will realize United States. FAA also certifies that follows:
annualizedindividualsavingsof the rulewillnot eliminateexisting,or
$160,000as aresultofnot beingrequired createadditionalbarrierstothesaleof PART 139.--CERTIFICATION AND
to maintain and replace one of the three U.S. aviation products and services in OPERATIONS: LAND AIRPORTS

•_ firefightingvehicles requiredby the foreigncountries. SERVING CERTAIN AIR CARRIERS
. current role.

The cost of requiringat leastone Reportingand Re(xmiiceeph_ SubpartA--General
personon dutyduringaircarrier InaccordancewiththePaperwork Sec.

operationstobe trainedinbasic ReductionAct of1980(Pub.L.96-511), 139.1Applicability.
emergencymedicalcarewillbe a one- thenew reportingorrecordkeeping 139.3Definitions.
timecostof$930oracombined costof provisionsinthisamendment were 139.5Standardsand proceduresfor
$357,000on the384Index A and limited submittedtotheOfficeofManagement compliancewiththecertificationand
certificatedairportswhich willbe and Budget{OMB} and have been operationsrequirementsofthispart.
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§ 139.103 Application for certificate. § 139.111 Exemptions. with § 139.207 as if that section applied

(a} Each applicant for an airport (a) An applicant or a certificate holder to its airport operations manual
operating certificate or a limited airport may petition the Administrator under
operating certificate must submit an § 11.25, Petitions for Rule Making or § 139.203 Preparation of airportcertification manual.
.application, in a form and in the manner Exemptions, of this chapter for an
prescribed by the Administrator, to the exemption from any requirement of this (a) Each airport certification manual
Regional Director. part. required by this part shall-

(b) The application must be (b) An applicant or a certificate (1) Be typewritten and signed by the
accompanied by two copies of an holder, enplaning annually less than airport operator:
airport certification manual or airport one-quarter of I percent of the total (2} Be in a form that is easy to revise;
certification specifications, as number of passengers enplaned at all air- (3) Have the date of initial approval or
appropriate, prepared in accordance carrier airports, may petition the approval of the latest revision on each
with Subpart C of this part, Administrator under § 11.25, Petitions page or item in the manual and include a

for Rule Making or Exemptions, of this page revision log; and
§ 139.105 inspectionauthority, chapter for an exemption from all or (4) Be organized in a manner helpful

Each applicant for an airport part of the rescue and flrefighting to the preparation, review, and approval
operating certificate or a limited airport equipment requirements of this par{ on processes.
operating cei'tificate must allow the the grounds that compliance with those (b) FAA Advisory Circulars in the 139
Administrator {o make any inspections, requirements is, or would be, series contain standards and procedures
including unannounced inspections, or unreasonably costly, burdensome, or for the development of airport
teats to determine compliance with-- impractical, certification manuals which are

(a) The Federal Aviation Act of 1958, (c) Each petition filed under this acceptable to the Administrator.
as amended; and section must be submitted in duplicate

§ 139.205 Contents of airport certification
(b) The requirements of this part. to the Regional Director. manuel.

§ 139,107 Islmanceof certificate. § 139.113 Deviations. (a) Each airport certification manual
(el An applicant for an airport In emergency conditions requiring required by this part shall include

operating certificate is entitled to a immediate action for the protection of operating procedures, facilities and
certificate if-- life or property, involving the equipment descriptions, responsibility

{1}The provisions of § 139.103 of this transportation of persons by air carriers assignments, and any other information
subpart are met; the certificate holder may deviate from needed by personnel concerned with

{2}The Administrator, after any requirement of Subpart D of this opera.ring the airport in order to comply
investigation, finds that the applicant is part to the extent required to meet that with--
properly and adequately equipped and emergency. Each certificate holder who (1} The provisions of Subpart D of this
able to provide a safe airport operating deviates from a requirement under this part; and
environment in accordance with-- paragraph shall, as soon as practicable, (2) Any limitations which the

{i} Subpart D of this part, and but not later than 14 days after the Administrator finds necessary in the
(it) Any Iimitations which the emergency, report in writing to the public interest.

Administrator finds necessary in the Regional Director stating the nature, (b) In complying with paragraph (a) of
public interest; and extent, and duration of the deviation, this section, the airport certification

manual must include at least the
(3) The Administrator approves the Subpart C--Airport Certification following elements:

airport certification manual. Manual and Airport Certification (1) Lines of succession of airport
- (b) An applicant for a limited airport Specifications operational responsibility.operating certificate is entitled to a

certificate if-- § 139.201 Airport operating certificate: (2) Each current exemption issued to
(1) The provisions of § 139.103 of this airport certification manual, the airport from the requirements of this

subpart are met; (a) An applicant for an airport part.
(2) The Administrator, after operating certificate must prepare, and (3) Any limitations imposed by the

investigation, finds that the applicant is submit with an application, an airport Administrator.
properly and adequately equipped and certification manual for approval by the (4} A grid map or other means of
able to provide a safe airport operating Administrator. Only those items identifying locations and terrain
environment in accordance with-- addressing subjects required for features on and around the airport

(i} The provisions of Subpart D listed certification under this part shall be which are significant to emergency
in § 139.213(a) of this part, and included in the airport certification operations.

(it) Any other provisions of this part manual. (5} The system of runway and taxiway
and any limitations which the (b) Except as provided in paragraph identification.
Administrator finds necessary in the (c) of this section, each certificate holder (6) The location of each obstruction
public interest; and shall comply with an approved airport required to be lighted or marked within

(3) The Administrator approves the certification manual that meets the the airporrs area of authority.
airport certification specifications, requirements of §§ 139.203 and 139.205. (7) A description of each movement

(c) A certificate holder with an area available for air carriers and its
§ 139.109 Durationof certificate, approved airport operations manual on safety areas and each road described in

An airport operating certificate or a January 1, 1988, may use the manual in § 139.319(k) that serves it..
limited airport operating certificate lieu of the manual required by (8) Procedures for avoidance of
i_sued under this part is effective until it paragraph (b) of this section until interruption or failure during
is surrendered by the certificate holder January 1, 1989. Until the certificate construction work of utilities serving
or is suspended or revoked by the holder has an approved airport facilities or navaids which support air
Administrator. certification manual, it shall comply carrier operations.

m __
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specifications to the airport personnel the date the certificate holder receives (6) The pavement shall be sufficiently 1
responsible for their implementation; notice of it. In such a case, the Regional drained and free of depressions to "1

(d_Make the copy required by Director incorporates the finding of the prevent ponding that obscures markings i
paragraph (b) of this section available emergency, and a brief statement of the or impairs safe aircraft operations. '_
for inspection by the Administrator reasons for the finding, in the notice of (b) Paragraphs (a)(4} and (a}(5} of this t
upon request; and the amendment. Within 30 days after the section do not apply to snow and ice ,

{e} Provide the Administrator with one issuance of such an emergency accumulations and their control, i
complete and current copy required by amendment, the certificate holder may including the associated use of materials i
paragraph [b} of this section, petition the Administrator to reconsider such as sand and deicing solutions.

§ 151k217 Anumdment of atrport either the finding of an emergency or the (c) FAA Advisory Circulars in the 150
manual a¢ airport ¢erUfl_ttoa amendment itself or both. This petition series contain standards and procedures

_mPCiflc.atkmL does not automatically stay the for the maintenance and configuration of

(a) The Regional Director may amend effectiveness of the emergency paved areas which are acceptable to the
any airport certification manual or any amendment. Administrator.

airport certification specifications Subpart D_Operations § 139.307 Unpavedareas.
approved under this part, eitherm

{1) Upon application by the § 139.301 In_"tion authority. (a) Each certificate holder shall
certification holder: or Each certificate holder shall allow the maintain and promptly repair the

{2) On the Regional Director's own Administrator to make any inspections, surface of each gravel, turf, or other
initiative if the Regional Director including unannounced inspections, or unpaved runway, taxiway, or loading
determines that safety in air tests to determine compliance with this ramp and parking area on the airport
transportation or air commerce and the part. which is available for air carrier use as
publi_ interest require the amendment, follows:
{b}An applicantforan amendment to §139.303 Personnel. (1)No slopefrom theedge ofthefull-

its airport certification manual or its Each certificate holder shall maintain strength surfaces downward to the
airport certification specifications shall sufficient qualified personnel to comply existing terrain shall be steeper than 2:1.
file its "application with the Regional with the requirements of its airport (2) The full-strength surfaces shall
Director at least 30 days before the certification manual or airport have adequate crown or grade to assure
proposed effective date of the certification specifications and the sufficient drainage to prevent ponding.
amendment, unless a shorter filing applicable rules of this part. (3} The full-strength surfaces shall be
peri_l:.ls,.allowed by that office, adequately compacted and sufficiently

{c} At ant time within 30 days after § 139.,305 Paved areas. stable to prevent rutting by aircraft, or
receiving a notice of refusal to approve (a) Each Certificate holder shall the loosening or buildup of surface
the application for amendment, the maintain, and promptly repair the material which could impair directional
certificate holder may petition the pavement of. each runway, taxiway, control of aircraft or drainage.
Administrator to reconsider the refusal loading ramp, and parking area on the (4) The full-strength surfaces must
to amend, airport which is available for air carrier have no holes or depressions which

{d] In the case of amendments use as follows:
initiated by the Regional Director, the (1} The pavement edges shall not exceed 3 inches in depth and are of a
office notifies the certificate holder of exceed 3 inches difference in elevation breadth capable of impairing directional

control or causing damage to an aircraft.
the proposed amendment, in writing, between abutting pavement sections
fixing a reasonable period (but not less and between full strength pavement and (5) Debris and foreign objects shall be
than 7 days) within which the certificate abutting shoulders, promptly removed from the surface.
holder may submit written information, (2} The pavement shall have no hole (b} Standards and procedures for the
views, and arguments on the exceeding 3 inches in depth nor any hole maintenance and configuration of
amendment. After considering all the slope of which from any point in the unpaved full-strength surfaces shall be
relevant material presented, the hole to the nearest point at the lip of the included in the airport certification
Regional Director notifies the certificate hole is 45 degrees or greater as manual or the airport certification
holder of any amendment adopted or measured from the pavement surface specifications, as appropriate, for

. rescinds the notice. The amendment plane, unless, in either case, the entire compliance with this section.
becomes effective not less than 30 days area of the hole can be covered by a 5-
after the certificate holder receives inchdiametercircle. §139.309 Safety areas.

i noticeofit,exceptthatpriortothe (3)The pavement shallbe freeof (a}To theextentpracticable,eacheffectivedatethecertificateholdermay cracksand surfacevariationswhich certificateholdershallprovideand
i petition the Administrator to reconsider could impair directional control of air maintain for each runway and taxiway
i the amendment, in which case its carrier aircraft, which is available for air carrier use--

effective date is stayed pending a (4} Except as provided in paragraph (1) If the runway or taxiway had a
i decision by the Administrator. (b) of this section, mud, dirt, sand, loose safety area on December 31, 1987, and if

(e} Notwithstanding the provisions of aggregate, debris, foreign objects, rubber no reconstruction or significant

i paragraph (d) of this section, if the deposits, and other contaminants shall expansion of the runway or taxiway

Regional Director finds that there is an be removed promptly and as completely was begun on or after January 1, 1988, a
emergency requiring immediate action as practicable, safety area of at least the dimensions L.
with' respect to safety in air (5) Except as provided in paragraph that existed on December 31, 1987; or !
transportation or air commerce that (b} of this section, any chemical solvent (2} If construction, reconstruction, or 7

makes the procedures in this paragraph . that is used to clean any pavement area significant expansion of the runway or I

i impractical or contrary to the public shall be removed as soon as possible, taxiway began on or after January 1, !

interesL the Regional Director may issue consistent with the instructions of the 1988, a safety area which conforms to i
an amendment, effective without stay on manufacturer of the solvent, the dimensions acceptable to the i

* lf •
I i
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Administrator at the time construction, lowest minimums authorized for each them is less than satisfactorily cleared
reconstruction, or expansion began, runway, unless otherwise provided and for safe operation by their aircraft.

(b) Each certificate holder shall maintained by the FAA or another (c} FAA Advisory Circulars in the 150
maintain its safety areas as follows: agency, series contain standards for snow and

{1) Each safety area shall be cleared (5) Obstruction marking and lighting, ice control equipment, materials, and
and graded, and have no potentially as appropriate, on each object within its procedures for snow and ice control
hazardous ruts, humps, depressions, or authority which constitutes an which are acceptable to the
other surface variations, obstruction under Part 77 of this chapter. Administrator.

(2) Each safety area shall be drained However, this lighting and marking is
by grading or storm sewers to prevent not required if it is determined to be § 139.315 Aircraft rescue and firefighting:

• water accumulation, unnecessary by an FAA aeronautical Index determination.
(3) Each safety area shall he capable study. {a) An Index is required by paragraph

under dry conditions of supporting snow (c} Each certificate holder shall (c} of this section for each certificate
removal equipment, and aircraft rescue properly maintain each marking or holder. The Index is determined by a
and firefighting equipment, and lighting system installed on the airport combination of--
supporting the occasional passage of which is owned by the certificate holder. (1} The length of air carrier aircraft

i' aircraft without causing major damage As used in this section, to "properly expressed in groups; and
to the aircraft, maintain" includes: To clean, replace, or (2} Average daily departures of air

(4) No object may be located in any repair any faded, missing, or carrier aircraft.
safety area, except for objects that need nonfunctional item of lighting; to keep (b} For the purpose of Index
to be locatedin a safety area because of each item unobscured and clearly determination, air carrier aircraft
their function. These objects shall be visible; and to ensure that each item lengths are grouped as follows:
constructed, to the extent practical, on provides an accurate reference to the (1) Index A includes aircraft less than
frangibly mounted structures• of the user. 90 feet in length.
lowest practical height with the (d} Each certificate holder shall ensure (2} Index B includes aircraft at least 90
frangible point no higher than 3 inches that all lighting on the airport, including feet but less than 126 feet in length.
above grade, that for aprons, vehicle parking areas, (3) Index C includes aircraft at least

{c) FAA Advisory Circulars in the 150 roadways, fuel storage areas, and 126 feet but less than 159 feet in length.
Series contain standards and procedures buildings, is adequately adjusted or {4) Index D includes aircraft at least
for the configuration and maintenance of shielded to prevent interference with air 159 feet but less than 200 feet in length.
safety areas acceptable to the traffic control and aircraft operations. (5} Index E includes aircraft at least
Administrator. (e) FAA Advisory Circulars in the 150 200 feet in length.
§ 139.311 Marking and lighting, series contain standards and procedures (c} Except as provided in § 139.319(c),

Ca}Each certificate holder shall for equipment, material, installation, and the Index required by § 139.319 is
provide and maintain at least the maintenance of light systems and determined as follows:
following marking systems for air carrier marking listed in this section which are (1) If there are five or more average
operations on the airport: acceptable to the Administrator. daily departures of air carrier aircraft in

(1) Runway markings meeting the § 139.313 Snow and ice control, a single Index group serving that airport,
specifications for 'the approach with the the longest Index group with an average
lowest minimums authorized for each (a} Each certificate holder whose of 5 or more daily departures is the
runway, airport is located where snow and icing Index required for the airport.

(2) Taxiway centerline and edge conditions regularly occur shall prepare, (2) If there are less than five average
markings, maintain, and carry out a snow and ice daily departures of air carrier aircraft in

{3) Signs identifying taxiing routes on control plan. a single Index group serving that airport,
the movement area. (b) The snow and ice control plan the next lower Index from the longest

(4) Runway holding position markings required by this section shall include Index group with air carrier aircraft in it
and signs, instructigns and procedures for--- is the Index required for the airport. The

(5) ILS critical area markings and (1} Prompt removal or control, as minimum designated Index shall be
signs, completely as practical, of snow, ice, Index A.

(b) Each certificate holdei" shall and slush on each movement area;
provide and maintain, when the airport (2) Positioning snow off of movement § 139.317 Aircraft rescue and firefighting:
is open during hours of darkness or area surfaces so that all air crarrier Equipment and agents.
during conditions below VFR minimums, aircraft propellers, engine pods, rotors, The following rescue and firefighting
at least the following lighting systems and wingtips will clear any snowdraft equipment and agents are the minimum
for air carrier operations on the airport: and snowbank as the aircraft's landing required for the Indexes referred to in

(1) Runway lighting meeting the gear traverses any full strength portion § 139.315:
specifications for the approach with the of the movement area; (a} Index A: One vehicle carrying at
lowest minimums authorized for each (3) Selection and application of least--
runway, approved materials for snow and ice (1} 500 pounds of sodium-based dry

(2-}One of the following taxiway control to ensure that they adhere to chemical or halon 1211; or
lighting systems: snow and ice sufficiently to minimize {2) 450 pounds of potassium-based dry

(i) Centerline lights, engine ingestion; chemical and water with a
(it) Centerline reflectors. (4) Timely commencement of snow commensurate quantity of AFFF to total
{iii) Edge lights, and ice control operations; and ' 100 gallons, for simultaneous dry
(iv} Edge reflectors. (5} Prompt notification, in accordance chemical and AFFF foam application.
(3} An airport beacon, with § 139.339, of all air carriers using (b} Index B: Either of the following:
{4) Approach lighting meeting the the airport when any portion of the {1) One vehicle carrying at least 500

specifications for the approach with the movement area normally available to pounds of sodium-based dry chemical or
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halon 1231. and 1,500 gallons of. water. {g)Foam disallargecapacity. Each shall be substituted for each gallon of
and the commensurate quantity of AFFF aircraft rescue and firefighting vehicle water used for AFFF foam production.
for foam production, used to comply with Index B, C, D. or E [3} Sodium or potassium-based dry

[2} Two vehicles-- requirements with a capacity of at least chemical or halon 1211 may be
[i} One Vehicle carrying the 500 gallons of water for foam production substituted for protein or fluoroprotein

extinguishing agents as specified,in shall be equipped with a turret. Vehicle foam. When this substitution is selected,
paragraph {a}[1] or (2) of this section; turret discharge capacity shall be as 8.4 pounds of dry chemical or halon 1211
and follows: shall be substituted for one gallon of

{it) One vehicle carrying an amount of {!) Each vehicle with a minimum rated water for protein or fluoroprotein foam
water and the commensurate quantity of vehicle water tank capacity of at least production.
AFFF so that the total quantity of water 500 gallons but less than 2,000 gallons (4) AFFF may be substituted for dry
for foam production carried by both shall have a turret discharge rate of at chemical or halon 1211. For airports
vehicles is at least 1,500 gallons, least 500 gallons per minute but not where meteorological conditions, such

(c) Index (2: Either of the following: more than 1,000 gallons per minute, as consistently high winds and
(1) Three vehicles--- (2} Each vehicle with a minimum rated precipitation, would frequently prevent
{i) One vehicle carrying the vehicle water tank capacity of at least the effective use of dry chemical or

extinguishing agents as specified in 2,000 _allons shaUhave a turret halon 1211. up to 50 percent of these
paragraph [a]{1) or {2) of this section: " discharg_ ra_ Of at least _ gallons per agents may be replaced by water for
and minute but not more than 1.200 gallons AFFF production. When this

per minute.fit) Two vehicles carrying all amount substitution is selected, one gallon of
of water and the commenstmate qlmmtity (3} Notwithstanding the requirements water for foam production with the

of paragraph (g) of this section, any commensurate quantity of AFFF shall be
of AFFF so that the totelquntity of certificate holder whose aircraft rescue
water forfoam production carried by all substituted for 12.7 pounds of dry
three vehicles is at least _000 gallons, and firefighting vehicles are not chemical or halon 1211.

(2) Two vehicles.- equipped with turrets or do not have the (5) Potassium-based dry chemical may
(i) One vehicle canvying the discharge capacity required in this be substituted for sodium-based dry

section, but otherwise meet the chemical. Where 500 pounds of sodium-
extinguishing agents as specifmd in requirements of this part on lanuary 1.
paragraph {b}_l] of this section; and 1988, need not comply with paragraph based dry chemical is specified, 450

Ill) One vehicle carrying water and (g) of this sectt_ for a particular vehicle pounds of potassium-based dry
the commensurate quantity of AFFF so until that vehicle is replaced or chemical may be substituted.
that the total quantity of water for foam rehabilitated. [6) Other extinguishing agent
production carried by both vehicles is at Ca)Dry chemicalond halon 1211 substitutions acceptable to the
least 3,1_0 gallons, discharb_ capacity. Each aircraft rescue Administrator may be made in amounts

":(d) Index 19."Three vehicles--- and firefighting vehicle which'is that provide equivalent firefighting
(1) One vehicle carrying the required to carry dry chemical or halon capability.

extinguishing agents as specified in 1211 for compliance with the index (j}In addition to the quantity of water
paragraph [a}{1} or [2) of this section; requirements of this section must meet required, each vehicle required to carry
and one of the following minimum discharge AFFF shall carry AFFF in an

[2J Two vehicles carrying an amount rates for the equipment installed: appropriate amount to mix with twice
ofwater and the commensurate quan_ty [1} Dry chemical or halon 1211 through the water required to be carried by the
of AFFF so that the total quantity of a hand line. 5 pounds per second, vehicle.
water for foam production carried by all (2) Dry chemical or halon 1211 through (k} FAA Advisory Circulars in the 150
three vehicles is at loest 4,000 gallons, a turret. 16 pounds per second, series contain standards and procedures

(e} Index E: Three vehicles-- (i) Extinguishing agent substitutions, for AFFF equipment and agents which
" (1) One vehicle carrying the The following extinguishing agent are acceptable to the Administrator.
extinguishing agents as specified in substitutions may be made:
paragraph |a)[l} or {20of this section; (1} Protein or fluoroprotein foam § 139.319 Aircraft rescue and flrefightinxJ:
and " concentrates may be substituted for Operational requirements.

I {2] TWO vehicles carrying an amount AFFF. When either of these (a} Except as provided in paragraph
of water and the commensurate quantity substitutions is selected, the volume of {c) of this section, each certificate holder
of APFF so hhtat the total quantity of water to be carried for the substitute shall provide on the airport, during air
water for foam production carried by all foam production shall he calculated by carrier operations at the airport, at least
three vehicles is at least 6,000 gallons, multiplying the volume of water the rescue and firefighting capability
" _[f}Notwitlastanding the provisions of required for AFFF by the factor 1.5. specified for the Index required by

1 paragrapl_ (a} through {e}of this {2}Sodium- or potassium-based dry §139.317.
section, any certificate holder whose chemical or halon 1231 may be (b} Increase in Index. Except as
vehicles met the requirements of this substituted for AFFF. Up to 310percent of provided in paragraph (c) of this section.
part for quantity and type of the amount of water specified for AFFF if an increase in the average daily

t be by dry departures or the length of air carrierextln_ishhlg agP.II_Oll Ja__ar,,,1. 1988. production may replaced
may comply with the Index chemical or halon 1211, except that for aircraft results in an increase in the

emeats of this section by carrying airports where such extreme clima_c Index required by paragraph (a) of this
ishing agents to the full capacity conditions exist that water is either section, the certificate holder shall

o| _ose vekideL Whenever any of unmanageable or unobtainable, as in comply with the increased requirements.
those vehlcle_ is x'eplec,_l or arctic or desert regioas, up to 100 (c} Reduction in rescue and
rehabilitated, the,calmc.,it7of the percent of the required water may he fire/ighting. During air carrier operations
replace_mnt or t_habilitated vehicle replaced by dry chemical or halon 1211. with only aircraft shorter than the Index
shall be sufficient to comply with the When this mabstitution is selected, 12.7 aircraft group requited by paragraph (a}
requirements of the required Index. pounds of dry chemical or halon 1211 of this section, the certificate holder

4

,J

00007C86-14



Federal Register / Vol. 52, No. 222 / Wednesday, November 18, 1987 / Rules and Regulations 44289
II

may reduce the rescue and firefighting equipment is not available immediately, (v) Use of the fire hoses, nozzles,
to a lower level corresponding to the the certificate holder shall so notify the turrets, and other appliances required
Index group of the longest air carrier Regional Director and each air carrier for compliance with this part.
aircraft being operated, using the airport in accordance with {vi} Application of the types of

(d} Any reduction in the rescue and § 139.339. If the required Index level of extinguishing agents required for
firefighting capability from the Index capability is not restored within 48 compliance with this part.
required by paragraph (a) of this section hours, the airport operator, unless (vii} Emergency aircraft evacuation
in accordance with paragraph (c} of this otherwise authorized by the assistance.
section shall be subject to the following Administrator, shall limit air carrier {viii} Firefighting operations.
conditions: operations on the airport to those {ix) Adapting and using structural

(1) Procedures for, and the persons compatible with the Index rescue and firefighting equipment for
: having the authority to implement, the corresponding to the remaining aircraft rescue and firefighting.
i'- reductions must be included in the operative rescue and firefighting Aircraft cargo hazards

airport certification manual, equipment. {x} Familiarization with firefighters'
(2) A system and procedures for recall (i} Response requirements. (1} Each duties under the airport emergency plan.

of the full aircraft rescue and firefighting certificate holder, with the airport {xi} Familiarization with firefighters'
capability must be included in the rescue and firefighting equipment duties under the airport emergency plan.
airport certification manual, required under this part and the number {3}All rescue and firefighting

(3} The reductions may not be of trained personnel which will assure personnel participate in at least oneimplemented unless notification to air
carriers is provided in the Airport/ an effective operation, shall-- live-fire drill every 12 months.
Facility Directory or Notices to Airmen {i} Respond to each emergency during {4} At least one of the required
(NOTAM}, as appropriate, and by direct periods of air carrier operations; and personnel on duty during air carrier
notification of local air carriers. {it}When requested by the operations has been trained and is

{e} Vehicle communications. Each Administrator, demonstrate compliance current in basic emergency medical
vehicle required under § 139.317 shall be with the response requirements care. This training shall include 40 hours
equipped with two-way voice radio specified in this section, covering at least the following areas:
communications which provides for (2} The response required by (i} Bleeding.
contact with at least-- paragraph {i)(1){ii) of this section shall {it) Cardiopulmonary resuscitation.

(1) Each other required emergency achieve the following performance: {iii} Shock.
vehicle; {i) Within 3 minutes from the time of (iv) Primary patient survey.

i {21} The air traffic control tower, if it the alarm, at least one required airport (v} Injuries to the skull, spine, chest,
is located on the airport; and rescue and firefighting vehicle shall and extremities.

(3} Other stations, as specified in the reach the midpoint of the farthest {vi) Internal injuries.
airport emergency plan. runway serving air carrier from its (vii} Moving patients.

(f} Vehicle marking and lighting. Each assigned post, or reach any other {viii} Burns.
vehicle required under § 139.317 shall-- specified point of comparable distance (ix} Triage.

{1} Have a flashing or rotating beacon; on the movement area which is {5} Sufficient rescue and firefighting
and available to air carriers, and begin personnel are available during all air

{2}Be painted or marked in colors to application of foam, dry chemical, or carrier operations to operate the
enhance contrast with the background halon 1211. vehicles, meet the response times, and
environment and optimize daytime and (it} Within 4 minutes from the time of meet the miminum agent discharge rates
nighttime visibility and identification, alarm, all other required vehicles shall required by this part;

{g} FAA Advisory Circulars in the 150 reach the point specified in paragraph {6} Procedures and equipment are
series contain standards for painting, (i}{2}(i}of this section from their established and maintained for alerting
marking and lighting vehicles used on assigned post and begin application of rescue and firefighting personnel by
airports which are acceptable to the foam, dry chemical, or halon 1211. siren, alarm, or other means acceptable
Administrator. (j} Personnel. Each certificate holder to the Administrator, to any existing or

(h} Vehicle readiness. Each vehicle impending emergency requiring theirshall ensure the following:
required under § 139.317 shall be (1} All rescue and firefighting assistance.
maintained as follows: personnel are equipped in a manner (k} Emergency access roads. Each

{1} The vehicle and its systems shall acceptable to the Administrator with certificate holder shall ensure that roads
be maintained so as to be operationally protective clothing and equipment which are designated for use as
capable of performing the functions needed to perform their duties, emergency access roads for aircraft
required by this subpart during all air {2}All rescue and firefighting rescue and firefighting vehicles arecarrier operations, maintained in a condition that will

{2}If the airport is located ins personnel are properly trained to
geographical area subject to prolonged perform their duties in a manner support those vehicles during all-
temperatures below 33 degrees acceptable to the Administrator. The weather conditions.
Fahrenheit, the vehicles shall be training curriculum shall include initial § 139.321 Handlingand storing of
provided with cover or other means to and recurrent instruction in at least the hazardous substancesand materials.
ensure equipment operation and following areas: Ca}Each certificate holder which acts
discharge under freezing conditions. (i) Airport familiarization, as a cargo handling agent shall establish

(3) Any required vehicle which {it}Aircraft familiarization, and maintain procedures for the
becomes inoperative to the extent that it (iii) Rescue and firefighting personnel protection of persons and property on
cannot perform as required by safety, the airport during the handling and
§139.319(h){1}shallbe replaced (iv}Emergency communications storingofany materialregulatedby the
immediatelywithequipmenthavingat systemson theairport,includingfire Hazardous MaterialsRegulations(49
leastequalcapabilities.Ifreplacement alarms. CFR Part171,etseq.},thatis,oris
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_j ' _tl_-_l___anSl__ l_ed by air. These safety which is acceptable to the airport in an emergency. The plan must
_ __ _ for at least the Administrator. include--

: _:__ _.... "..... (2} All other employees who fuel (1) Procedures for prompt response to
__=onnel to receive aircraft, accept fuel shipments, or all of the emergencies listed in

us substances and otherwise handle fuel shall receive at paragraph (b} of this section, including a

__ce__n-- least on-the-_ob train_ in [ire safety communications network: andfi'om the shipper that from the supervisor trained in (2} Sufficient detail to provide
__-t_rll be handled safely, accordance with paragraph {e){1) of this adequate guidance to each person who
_ny special handling section, must implement it.
__ulm -arequiredforsafety. . (f}Each certificateholdershallobtain (b)The planrequiredby thissection

___al are.tin.forstorageof certificationonce ayear from each must containinstructionsforresponse
_:__ materials while on the airport tenant fueling agent that the to--

_ch training required by paragraph (e) of this (1) Aircraft incidents and accidents;"! certificate holder shall section has been accomplished. [2} Bomb incidents, including
_!_;i'Nidilt#h and maintain standards

{g) Unless otherwise authorized by the designated parking areas for the aircraft
!_ii_bd:_ to the Rdnllnistrator for Administrator, each certificate holder involved;
!_:_:._lI@@leetin8against fireand explosionsin shallrequireeach tenantfuelingagentto {3)Structuralfires:
i:-_}":_ dilq_ensing, and otherwise take immediate corrective action {4} Natural disaster;
!-(:!_Jdlingf_l,lubricants,and oxygen whenever thecertificateholderbecomes (5}Radiologicalincidents;
:_: :{edmr-than articles and materiels that aware of noncompliance with a (6) Sabotage, hijack incidents, and
!-:.:m,e,orareintendedtobe,aircraftcargo) standardrequiredby paragraph{b}of otherunlawfulinterferencewith

' O! the aitq_ort. These standards shall this section. The certificate holder shall
_i_ ¢_v_r |aciltflea, proem:lure_, and notify the appropriate FAA Regional operations;(7} Failure of power for movement
i_ "pemonnd tmint_ and shalladdressat Directo_immediatelywhen

•[_ast the f_ltowing: _noncompliance is discovered and area lighting; and
'_ .-. _{I} Gt_utading and bonding: corrective action cannot be (8} Water rescue situations.
_: {2} l_brm protection, accomplished within a reasonable {c) The plan required by this section

{,_)Control of access to sterage areas, period of time. must address or include--
(4)lRre safety in fuel farm and storage {h) A certificate holder need not (1) To the extent practicable,

a_eas, require an air carrier operating under provisions for medical services
(51 Fire-safety in mobile fuelers, Part 121 or Part 135 of this chapter to including transportation and medical

" [_,!i_ptte, and fueling cabinets, comply with the standards required by assistance for the maximum number of
01] Traininsof fueling personnel in fire paragraph (b){6} of this section, persons that can be carried on the

ssfe_ in accordance with paragraph {e) (i) FAA Advisory Circulars in the 150 largest air carrier aircraft that the
of this-section. Series contain standards and procedures airport reasonably can be expected to

(7) The fire code of the public body for the handling and storage of serve;
having jurisdiction over the airport, hazardous substances and materials (2} The name, location, telephone

(¢t,_ ¢ertit'le_,ateholder #hail, as a which are acceptable to the number, and emergency capability of
fuelit_41_at ¢.omply with end e_tcept as Administrator. each hospital and other medical facility,
provided tll paragraph [h) of this section and the business address and telephone
_mll other f_ing agents § 139.323 Traffic arid wingld&ectton number of medical personnel on the
Olml_tlnll onthe al_ to comply with, inclcators, airport or in the communities it serves,

l' tim standards established under Each certificate holder shall provide agreeing to provide medical assistance
parag_(b) of tl_ section and shall the following on its airport: or transportation;
.[I_.lmm reaeon_bla _urveitlance of all (a) A wind cone that provides surface (3) The name, location, and telephone
fu_lir_ aatWlltes on ti_ ai_n'l with wind direction information visually to number of each rescue squad,
l_l_'to lt_ sta_dard_, pilots. For each airport in a terminal ambulance service, military installation,

(d) lg_h-r_rtiflc_te holder shall control area, supplemental wind cones and government agency on the airport or
inspe_ _e physic, st fa_ilities of each shall be installed at each runway end or in the communities it serves, that agrees
airport tenant fueling agent at least once at least at one point visible to the pilot to provide medical assistance or
every.$ months for compliance with while on final approach and prior to transportation;
p_graph(bt of this section and takeoff. If the airport is open for air (4) An inventory of surface vehicles
maintain a record of that inepectinn for carrier operations during hours of and aircraft that the facilities, agencies,
at least 12 months. The certificate holder darkness, the wind direction indicators and personnel included in the plan

may u_e an independent organization to must be lighted, under paragraphs {c)(2) and (c)(3) of this
perform this inspectionif--- {b)Forairportsservingany aircarrier sectionwillprovidetotransportinjured

(I)Itiaar_c.eptableby the operationwhen lhereisno controltower and deceasedpersonstolocationson
Administrator;,and operating,a segmented eirclearound theairportand inthecommunitiesit ,

(2) It prepares a record of its one wind cone and a landing strip and serves; !
I inspection sufficiently detailed to assure traffi c pattern indicator for each runway (5) Each hangar or other building on

the certificate homer and the FAA that with a right-hand traffic pattern, the airport or in the communities it i

the inspection is adequate, serves that will be used to accommodate •
_='}'Thetrainingrequiredinparagraph §139.325.Airportemergencyplan. uninjured,injured,and deceased

(b}(6)ofthissectionshallincludeat {a)Each certificatehomer shall persons;
least the following: develop and maintain an airport (6) Crowd control, specifying the

(1) At least one supervisor with each emergency plan designed to minimize name and location of each safety or
ft_g agent shall have completed an the possibility and extent of personal security agency that agrees to provide

_ aviation fnet training course in fire injury and property damage on the assistance for the control of crowds in ,
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the event of an emergency on the {5) Hold a full-scale airport emergency (3) Measures acceptable to the
airport; plan exercise at least once every 3 Administrator for controlling vehicles,

! (7) The removal of disabled aircraft years, such as signs, signals, or guards, when it
includingtotheextentpracticalthe (h)FAA AdvisoryCircularsinthe150 isnotoperationallypracticaltohave
name, locationand telephonenumbers Seriescontainstandardsand procedures two-way radiocommunications withthe
ofagencieswithaircraftremoval forthedevelopmentofan airport vehicleoran escortvehicle;

responsibilitiesorcapabilities;and emergency planwhich areacceptableto (d}When an airtrafficcontroltower
{d)The planrequiredby thissection theAdministrator. isnot inoperation,provideadequate

must providefor-- procedurestocontrolgroundvehicleson
(1) The marshalling, transportation. § 139.327 Self-itmpection program.

and careofambulatoryinjuredand (a)Each certificateholdershall themovement areathroughprearranged
uninjuredaccidentsurvivors; inspecttheairporttoassurecompliance signsorsignals:
{2)The removalofdisabledaircraft; withthissubpart-- {e)Ensurethateach employee,tenant,
{3)Emergency alarm systems;and {1)Daily,exceptas otherwiserequired orcontractorwho operatesa ground
(4)Coordinationofairportand control by theairportcertificationmanual or vehicleon any portionoftheairport

towerfunctionsrelatingtoemergency airportcertificationspecifications; which has accesstothemovement area
actions. {2)When requiredby any unusual isfamiliarand complieswiththe

(e]The planrequiredby thissection conditionsuch asconstructionactivities airport'srulesand proceduresforthe '
shallcontainproceduresfornotifying ormeteorologicalconditionsthatmay operationofground vehicles:and
thefacilities,agencies,and personnel affectsafeairca'trieroperations;and (fJOn requestby theAdministrator,
who have responsibilitiesundertheplan (3)Immediatelyafteran accidentor make availableforinspectionany
ofthelocationofan aircraftaccident, incident, recordofaccidentsorincidentson the

thenumber ofpersonsinvolvedinthat (b)Each certificateholdershall movement areasinvolvingaircarder
providethefollowing: aircraftand/orgroundvehicles.

accident,orany otherinformation {I)Equipment foruse inconducting
necessarytocarryout their safetyinspectionsoftheairport; §139.331_ion_responsibilities,assoon asthat
informationisavailable. {2}Procedures,facilities,and Each certificateholdershallensure

equipmentforreliableand rapid thateach objectineach areawithinits
(f)The planrequiredby thissection disseminationofinformationbetween authoritywhich exceedsany ofthe

shall contain provisions, to the extent airport personnel and its air carders; heights or penetrates the imaginary
practicable; for the rescue of aircraft (3) Procedures to ensure that qualified surfaces described in Part 77 of this
accident victims from significant bodies inspection personnel perform the
of water or marsh lands adjacent to the chapter is either removed, marked, or
airport which are crossed by the inspections; and lighted. However, removal, marking, and
approach and departure flight paths of (4} A reporting system to ensure lighting is not required if it is determined

prompt correctionofunsafeairport tobe unnecessaryby an FAA
aircamera.A body ofwaterormarsh conditionsnoted duringtheinspection, aeronauticalstudy.
landissignificantfftheareaexceeds {d}Each certificateholdershall
one-quarter square mile and cannot be prepare and keep for at least 6 months, § 139.333 Protection of mnmRIs.

traversed by conventional land rescue and make available for inspection by Each certificate holder shall--
vehicles. To the extent practicable, the the Administrator on request, a record
plan shallprovideforrescuevehicles ofeach inspectionprescribedby this (a)Preventtheconstructionof
with a combined capacityforhandling section,showingtheconditionsfound facilitieson itsairportthat,as
themaximum number ofpersonsthat and allcorrectiveactionstaken, determinedby theAdministrator,would

can be carriedon board thelargestair (e}FAA Advisory Circularsinthe150 derogatetheoperationofan electronic
carrieraircraftthattheairport Seriescontainstandardsand procedures orvisualnavaidand airtrafficcontrol
reasonablycan be expectedtoserve, fortheconductofairportself- facilitieson theairport;
{g)Each certificateholdershall--- inspectionswhich are acceptabletothe {b)Protect,oriftheowner isother
•(1)Coordinateitsplanwithlaw Administrator. thanthe certificateholder,assistin

enforcementagencies,rescueand fire protecting,allnavaidson itsairport
fightingagencies,medicalpersonneland §139.329Ground vehicles, againstvandalism and theft;and

organizations,theprincipaltenantsat Each certificateholdershall-- {c}Prevent,insofaras itiswithinthe
theairport,and allotherpersonswho {a}Limitaccesstomovement areas airport'sauthority,interruptionofvisual
have responsibilitiesunder theplan; and safetyareasonly tothoseground and electronicsignalsofnavaids.
{2}To theextentpracticable,provide vehiclesnecessaryforairport

forparticipationby allfacilities, operations; §139.335 Publicprotection.

agencies,and personnelspecifiedin {b)Provideadequateproceduresfor (a}Each certificateholdershall
paragraph{g){1)ofthissectioninthe thesafeand orderlyaccessto,and provide--
developmentoftheplan; operationon,themovement areaand

(3) Ensure that all airport personnel safety areas by ground vehicles; , {1} Safeguards acceptable to the
havingdutiesand.responsibilitiesunder (c)When an airtrafficcontroltoweris Administratortopreventinadvertent
theplanarefamiliarwith their inoperation,ensurethateach ground entrytothemovement area by
assignmentsand are properlytrained; vehicleoperatingon themovement area unauthorizedpersonsorvehicles;and
(4)At leastonce every12months, iscontrolledby one ofthefollowing: {2)Reasonableprotectionofpersons

reviewtheplan withalloftheparties {I}Two-way radiocommunications and propertyfrom aircraftblast.
with whom theplaniscoordinatedas between each vehicleand thetower, {b)Fencingmeetingtherequirements
specifiedinparagraph{g)(1}ofthis {2)An escortvehiclewithtwo-way ofPart107ofthischapterinareas
section,toensurethatallpartiesknow radiocommunicationswith thetowerto subjecttothatpartisacceptablefor
theirresponsibilitiesand thatallofthe accompany any vehiclewithouta radio, meetingtherequirementsofparagraph
informationintheplaniscurrent;and or (a){I}ofthissection.

_r
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§ 1_D.337 Wildlife hazard management. (2) Priorities for needed habitat this section, the certificate holder shall

{a) Each certificate holder shall modification and changes in land use provide information on the following
provide for the conduct of an ecological identified in the ecological study, with airport conditions which may affect the
study, acceptable to the Administrator, target dates for completion, safe operations of air carriers:
when any of the following events occurs (3) Requirements for and, where (1) Construction or maintenance
on or near the airport: applicable, copies of local, state, and activity on movement areas, safety

(1} An air carrier aircraft experiences Federal wildlife control permits, areas, or loading ramps and parking
(4) Identification of resources to be areas.a multiple bird strike or engine

l|II!::' ingestion, provided by the certificate holderfOrlmplementation of the plan. (2) Surface irregularities on movement

(2:}An air carrier aircraft experiences (5) Procedures to be followed during areas or loading ramps and parking
a damaging collision with wildlife other areas.air carrier operations, including at
than birds, least-- (3) Snow, ice, slush, or water on the

{3) Wildlife of a size or in numbers {i) Assignment of personnel movement area or loading ramps and
parking areas.

capable of causing an event described in responsibilities for implementing the
paragraph (a) (1) or {2) of this section is procedures; (4) Snow piled or drifted on or near

: observed to have access to any airport (it) Conduct of physical inspections of movement areas contrary to § 139.313.
flight pattern or movement area. the movement area and other areas (5) Objects on the movement area or

(b} The study required in paragraph critical to wildlife hazard management safety areas contrary to § 139.309.
{a) of this section shall contain at least sufficiently in advance of air carrier (6) Malfunction of any lighting system
the following: operations to allow time for wildlife required by § 139.311.

E (1) Analysis of the event which controls to be effective; (7) Unresolved wildlife hazards as
prompted the study. (iii) Wildlife control measures; and identified in accordance with § 139.337,

{2) Identification of the species, (iv} Communication between the {8) Nonavailability of any rescue and
numbers, locations, local movements, wildlife control personnel and any air firefighting capability required in
and daily and seasonal occurrences of traffic control tower in operation at the § 39.317 and 139.319.
wildlife observed, airport. (9) Any other condition as specified in

(3} Identification and location of (6} Periodic evaluation and review of the airport certification manual or

t features on and near the airport that the wildlife hazard management plan airport certification specifications, orattract wildlife, for-- which may otherwise adversely affect
! " (4} Description of the wildlife hazard (i) Effectiveness in dealing with the the safe operations of air carriers.
! to air carrier operations, wildlife hazard; and (d) FAA Advisory Circulars in the 150
t (_:) The study required by paragraph - (it) Indications that the existence of series contain standards and procedures

(a] of this section shall be submitted to the wildlife hazard, as previously for using the NOTAM system for
the Administrator, who determines described in the ecological study, should dissemination of airport information
whether or not there is a need for a be reevaluated, which are acceptable to the
wildlife hazard management plan. In (7) A training program to provide Administrator.
reaching this determination, the airport personnel with the knowledge

' Adminisffator considers-- and skills needed to carry out the § 139.341 Identifying, marking,and
(1} The ecological study; wildlife hazard management plan reportingconstructionand other
(2) The aeronautical activity at the required by paragraph (d) of this unserviceable areas.

airport; section. (a) Each certificate holder shall--
(3) The views of the certificate holder; (f) Notwithstanding the other (1) Mark and, if appropriate, light in a
(4) The views of the airport users; and requirements of this section, each manner acceptable to the
(5) Any other factors bearing on the certificate holder shall take immediate Administrator--

matter of which the Administrator is measures to alleviate wildlife hazards (i} Each construction area and
whenever they are detected, unserviceable area which is on oraware.

(d) When the Administrator (g) FAA Advisory Circulars in the 150 adjacent to any movement area or any
Series contain standards and procedures other area of the airport on which air

determines that a wildlife hazard for wildlife hazard management at carrier aircraft may be operated;
management plal= is needed, the airports which are acceptable to the (iil Each item of constructioncertificate holder shall formulate and Administrator.
implement a plan using the ecological equipment and each construction
study as a basis. The plan shall-- § 139.339 Airport condition reporting, roadway, which may affect the safe

(1} Be submitted to, and approved by, (a} Each certificate holder shall movement of aircraft on the airport; and
the Administrator prior to provide for the collection and (iii) Any area adjacent to a navaid
implementation; and dissemination of airport condition that, if traversed, could cause

(2} Provide measures to alleviate or information to air carriers, derogation of the signal or the failure of
eliminate wildlife hazards to air carrier (b} In complying with paragraph (a) of the navaid, and
ope_ a;ic._q, this section, the certificate holder shall (2} Provide procedures, such as a

{e} The plan shall include at least the utilize the NOTAM system and, as review of all appropriate utility plans
following: appropriate, other systems and prior to construction, for avoiding

{1} The persons who have authority procedures acceptable to the damage to existing utilities, cables,
and responsibility for implementing the Administrator, wires, conduits, pipelines, or other
plan. (c) In complying with paragraph {a} of underground facilities.

- ii!
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'i {b)FAA Advisory Circulars in the 150
se,-ies cuntainstandards and procedures

L::,Fatldentifying.and marking construction
are acceptable to the

<tJ._tI.043 14_ncl_llllplylnOconditiona.
.:: iUnless otherw-ise authorized by the

whenever the
requirements of Subpart D of this part
cannot be met to the extent that
uncorrected unsafe conditions exist on

:: the airport, the certificate holder shall
limit air carrier operations to those
portions of the airport not rendered
unsafe by those conditions.

:" Issued in Washington,DC,on November9,
1907.

T. AllanMcArtor.
Administrator.

lFRDec. 87-28419Filed 11-17.--87;8:45am]
BILLING _ 4'1iI0.-13-M

D,
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14 CFR 139

[Docket No.24812;Amdt, 139-14]

Airport Certification; Revision and
Reorganization; Correction

AGENCY:Federal Aviation"
Administration [FAA], DOT.

ACTION:Final rule; correction.

SUMMARY:In the November 18, 1987,
issue of the Federal Register (52 FR
44276), the FAA published a final rule
revising and reorganizing 14 CFR Part
139. The final rule contains several

errors that require correction. The errors
include improperly placing commas
within one sentence, skipping the letter
"c" in lettering the paragraphs within
one section, deleting a single word in
one sentence, and inadvertently
inserting the wrong date in several
sections. This document serves to
correct these errors.

FORFURTHERINFORMATIONCONTACT:
Mr. Jose Roman, Jr., (202) 267-8724.

Correction of the Amendment

In consideration of the foregoing, 14
CFR Part 139 is corrected as follows:

§ 139.201 [Corrected]

1. In § 139.201(c) on page 44284,
second column, change "January 1,
1988" to "December 31, 1987" and
change "January 1, 1989" to "December
31, 1988."

§ 139.205 [Corrected]

2. In § 139.205{b](25) on page 44285,
first column, add the word
"anserviceable" after the word "other."

§ 139.209 [Corrected]

3. In § 139.209(c) on page 44285,
second column, change "]anuary 1,
1988" to "December 31, 1987" and
change "January 1, 1989" to "December
31, 1988."

00007C86-20
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_§ 139.317 [Corrected]

4, In § 139.317{f) on page 44288, first
,column, change "January 1, 1988" to
"December 3L 198Y."

5. In | 139.317(g}{3) on page 44288,
second column, change "January 1,
198B" to "December 31, 1987."

§ 139.321 {Cm'rected]

6. In § 139.321 on page 44290. first
coiumn, paragraph (c)-is correctly
revised to read: "(c} Each certificate
holder shall, as a fueling agent, comply
with and, except as provided in
paragraph (hi of this section, require all
other fueling agents operating on the
airport to comply with the standards
established under paragraph {b] of this
section and shall perform reasonable
surveillance of all fueling activities on
the airport with respect to those
s_andards."

7. In § 139.321[h} on page 44290,
second column, remove the words
"'paragraph {b){6) of."

§ 139.327 [Cowected]

8. In § 139.327 on page 44291, second
column, redesignate paragraphs "'{d)"
and "(e}"as paragraphs "(c}"and "'(d}."

Note._For a FederalRegistercorrectionto
thisdocument,seethe Correctionssectionof
this issue.

.Dated: February 10. 1988.
t_hn H. Cassady,
Assi._tont Chief Counsel. [IcguJotJo_s odd
£nforc_,_P_J_tDivision. Office o]'the Chief
Counsel.

|FROoc.88-3228Filed 2-10-88; 4:lSpm)
-tm.u_, cooE49_o-_3-u
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