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Title14--AERONAUTICSAND
SPACE

Chapter I--Federal Aviation Agency

. [Regulatory Docket No. 4027; Amdt_ 14;
61-6; 91-2]

PART | _DEFINITIONS AND ABBREVI-
ATIONS [NEW]

PART 42a_CERTIFICATION AND OP-
ERATION RULES FOR COMMERCIAL
OPERATORS AND AIR TAXI OPER-
ATORS; SMALL AIRCRAFT

PART 47_AIR TAXI CERTIFICATION
AND OPERATION RULESAND RULES
GOVERNING OTHER SMALL AIR-
CRAFT COMMERCIAL OPERATIONS

PART 61uCERTIFICATION: P I L O T S
AND FLIGHT INSTRUCTORS [NEW]

PART 91--GENERAL OPERATING AND
FLIGHT RULES [NEW]

PART 135uAIR TAXI OPERATORS
AND COMMERCIAL OPER_ATORSOF
SMALL AIRCRAFT [NEW]

Miscellaneous Amendments
,#

This amendment amends Chapter I,
Title 14, Code of Federal Regulations, by
(1) rescinding Part 47 of the Civil Air
Regulations (which never became effec-
tive), (2) amending Part 1 [New] of the
Federal Aviation Regulations to add cer-
tain definitions, (3) amending Part 61
[New] of the Federal Aviation Regula-
tions to make subparagraph (c) of § 61.47
applicable to operations under this Part,
(4) amending Part 91 [New] of the Fed-
eral Aviation Regulations to make the
IFR takeoff minimums of § 91.117(a) ap-
plicable to operations under this part,
and (5) adding to that chapter a new
Subchapter G "Air Carrier and Com-
mercial Operator Certification and
Operations" [New], consisting of Part
135, Air Taxi Operators and Commercial
Operators of Small Aircraft [New].
Part 135 [New] replaces the air taxi
provisions now designated as Part 42a.

In the "Outline and Analysis" for the
proposed recodiflcation, contained in
Draft Release No. 61-25 and published
in the FZvZR^L REGISTERon November 15,
1961 (26 F. R. 10698), provision was made
for a new Subchapter O "Air Carrier and
Commercial Operator Certification and
Operations". This amendment, as the
first final rule to be published in that
subchapter, adds the new Subchapter O
to Chapter I of Title 14. Other new
parts will be added to the subchapter at
a later date in conformity with the "Out-
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• line and Analysis" or as a result of rule flcations prior to conducting any opera- the ilmLted conditions set forth ,in
making procedures, tion to which Part 135 [New] applies. § 135.75. These ]imitations require

Regulatory provisions relating to "Air Sections 135.1 and 135.9 are being made that VFR or VFR conditions over-the-
t Taxi Operators and Commercial Opera- effective April 7, 1964. The remaining top are reported and forecast to exist

tots using Small Aircraft"were originally sections become effective September 7, from a point no more than 15 miles
published as a notice of proposed rule 1964. Any person conducting an oper- from the departure airport to a point
making and were subsequently promul- ation to which Part 135 [New] applies is no more than 15 miles from the destina-
gated as Part 47 by the Civil Aeronautics permittedto continue to operate pending tion airport.
Board. The final rule was published in the issue or denial of a certificate and This section also allows IFR opera-
the F_DY-RALR_.GIs_a (24 F.R. 91), but operations specifications if he applies for tions en route where unforecast marginal
the effective date was postponed indefl- them before the effective date of the re- VFR conditions are encountered, and re-
nltely. A new proposed Part 47 was mainder of the part. However, when the ports and forecasts indicate that the
published August 6, 1960, as Draft Re- entire part is effective and pending the pilot will be able to return to VFR at
lease 60_-13. After reviewing the corn- issue or denial of a certificate, he must least 15 miles before reaching the desti-
ments received on proposed new Part 47, operate in accordance with the rules of nation airport.
the Agency then determined to produce Subpart C, D, and E of Part 135 [New]. The Agency believes that it is safer to
the proposedPart inrecodifiedform. A permitlimited_ operationsby a qua]J-
new notice of proposed rule making was § 135,19 fled pilot with a properly equipped air-
published designating the part as Part Section 135.19 has been revised to in- craft, without a second pilot, than it is
125 [New] which set forth the general clude service of a notice of proposed to require him to fly under minimum

- substance of proposed Part 47 in codi- amendment, amending the operations VFR conditions with the consequent po-
fled form. That notice of proposed rule specifications, prior to formulating the tential hazard of collision with other
making was published on November 6, actual amendment, in order to give af- aircraft, ground obstacles, or rising
1962 (27 F_. 10900). Because of a re- fected persons an opportunity to corn- terrain.
quired renumbering in the process of re- ment and participate in the proposed § 135.77

codificationofthe otherparts,proposed changes,exceptinemergencies.Thisi_e- This sectionspecifiesthe instancesIn
Part 125 [New],publishedherein,inits visionmakes § 135.19consistentwith which an autopilotsystem may be sub-
finalform, is designatedas Part 135 similarprovisionsinParts40,41,and 42. stitutedfora secondin command.[New].

Part 135 [New] applies to air taxi oP- § 135.49 Many comments on this portion of the
erators and commercial operators using Comments received in respect to draft release objected to the proposed

requirement that the autopilot systems
small aircraft. The Agency intends to § 125.39 objected to the en route lnspec- be manufactured under an FAA Techni-issue a notice of proposed rule making to tions by representatives of the Adminis-
amend Special Civil Air Regulation SR-- trator to determine compliance with the cal Standard Order (TSO) and, as such,

be of a three-axis type. The principal402 to require "star route" carriers using Federal Aviation Act and applicable reg-
small aircraft to also conduct their oper- uiatJons. The Agency feels that this reasons advanced for these objections
ations under Part 135 [New]. provision is necessary to permit it to de- were that there are few such auto-

Formerly, Special Civil Air Regulation termine compliance with this part and pilots suitable for use with small air-
planes, that two-axis systems have been

SR-395A required air taxi operators to the other regulations applicable to op- found to be more reliable than manyconduct operations under the air taxi erations conducted under this part. This
{ provisionsof Part42. In therevisionof sectioniscompatiblewith the inspection three-axissystems,and that two-axls

Part42 (effectiveNovember 11,1963)the authorizationin the other air carrier systems are adequate for single-pilot
airtaxiprovisionswere eliminated,ne- partsand isbeingretained. _ operations.
cessitatingpromulgationofSpecialCivil Investigationhas disclosedthat the
Air Regulation SR-3956 which perpetu- § 135.63 characteristics of some small airplanes
ated the air taxi provisions formerly in Draft Release 62-48 proposed the addi- are such that two-axis autopflot systems
Part 42, redesignated them as 42a and tion of a definition of"passenger" to Part are capable of maintaining the airplane
extended the applicability clause to in- 1 which would, in effect, permit the car- heading and attitude in flight and ma-
clude air taxi-operators and commercial riage of certain persons without compli- neuvering it about the three axes.
operators using small aircraft. Special ance with the passenger carryL-_g re- After careful evaluation of this pro-
Civil Air Regulation SR-395B is rescinded quirements of this part. This was to be posal, the Agency has concluded that
by this rule along with Part 42a, since done by excluding them from the "pas- the requirement that autopilot systems
Part 135 [New] obviates the necessity senger" classification. After further used under this section be manufac-
for them. consideration of this proposal, _the tured under a TSO can be deleted with-

The numbering of the sections as pro- Agency has concluded that it would be out compromising safety; however, be-
posed in Part 125 as it appeared in Draft more appropriate to provide for this car- fore its use will be approved the opera-
Release 62-48 has been changed and each riage within Part 135; therefore, § 135.63 tor must demonstrate to the satisfaction
section heading in this preamble relates has been included to accomplish this of the Administrator that the autopilot
to the new section as it appears in final purpose, system he proposes to use is capable of
form, although the comments are ad- § 135.73 operating the controls of the airplane

to maintain flight and maneuver it aboutdressed to the sections as they appeared
intheNPRM. Severalcomments receivedwere inop- the threeaxes.

positiontothe requirementfora second
§ 135.3 in command when carryingpassengers § 135.79

Section135.3clarifiesthe applicabilityin_ conditionsassetforthin§ 125.61. Paragraph (b) of §125.67was revised
., of the other rules of this chapter to oper- The Agency feels that safety warrants by adding a limitation to the use of the

ations conducted under this part. Inso- this requirement and it is being retained, autopilot system during an IFR approach
far as possible, the rules in this part are § 135.75 in instances where the glide slope is

limited for such use below certain ai-
limited to those particularly applicable to Section 135.75 specifies some instances titudes or on certain segments of the
operations under this part and, except in which a second in command is not approach.
when needed for clarity, other rules of required. Proposed § 125.63 did not per- § 135.83
the Federal Aviation Agency of more mita pilot to depart from an airport
general applicability have not been re- under IFR conditions and make an ap- Section 135.83 provides different re-
peated in this part, although persons op- proach and landing at his destination quirements fo_ the use of oxygen in un-
crating under this part must comply under IFR conditions on any one flight, pressurized and pressurized aircraft.
with them. without a second in command. The Since a pressurized aircraft, when it be-

§ 135.9 Agency has determined that safety comes depressurized or is being operated
( Section135.9requiresa persontoob- would not be compromised by allowing as an unpressurizedaircraft,is for all

( tain an air taxi/commercial operator the combination of an IFR departure and practical purposes an unpressurized air-
, (ATCO) certificate and operationsspeei- an IFR approach and landing, under craft, § 135.83 makes the same require-
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merits for both unpressurized and de- initial approach altitude over the fial fine IFR operations; however, a number
pressurized aircraft. _pproach facility clear of the clouds or objected to the VFR weather "buffer"

Many of the comments indicated that If the approach Is made under radar and recommended the same criteria and
the minimum altitudes at which the use control. Section 135.99 now reflects this minimums for these operations as are
of oxygen is required should be increased, thinking, prescribed for IFR operations with multi-
The experience of the Agency indicates § 135.111 engine airplanes.

that safety would be compromised by in- Several of the comments in regard to The Agency believes that some IFR
creasing these minimum altitudes, proposed § 125.99 objected to the react operations with passengers in single-

§ 135.85 that the section did not permit "look engine airplanes should be permittedunder this part. However, to provide for
Most of the comments received ap.- see" privileges in air taxi and commer- an acceptable level of safety in such

proved of § 125.73 in general but a hum- cial operations using small aircraft. The operations, certain limitations are con-
ber recommended that operation in or Agency, after due consideration, felt that sidered necessary, the principal one being
into light icing conditions and climb or safety wouldbe compromised in allow- the VFR weather "buffer" requirement.
descent through a light or moderate icing Lug "look see" privileges in operations The purpose of this limitation is to pro-
level be permitted in aircraft operated under this Part. However, it was felt vide for a zone of VFR weather condi-
under this Part even though not equipped that safety would not be compromised, tions beneath the ceiling (if a ceiling
for deicing. Since light icing (in itself and in fact would probably be promoted, exists) to provide a "visual reference"
dangerous) may develop rapidly and if continuation of an IFR approach is area within which maneuvering to an
without warning to moderate or heavy permitted where it is commenced under emergency landing or descent to a low
icing, the Agency has determined that weather reports indicating above mini- altitude could be accomplished In case
operations into even light icing condi- mum ceiling and visibility and after engine malfunctioning should necessitate
tions without deicing equipment should passing the appropriate approach facility such action.
be prohibited in the interest of safety, a subsequent report indicates that the Draft Release 62-48 proposed that an
The prohibition against such operations weather is below minimums. In no. IFR departure or approach be permitted
is, therefore, being retained, event, however, may the pilot continue with single-engine airplanes (and multi-

the approach or land the aircraft if, engine airplanes unable to meet the IFR
§ 135.87 after reaching the minimum authorized one-engine-inoperative climb require-

After review and consideration of the altitude for that particular airport, he ments) with passengers without being
comments received relating to the pro- finds that the weather is in fact below subject to the VFR weather "buffer"
posed boundary or runway marker light minimums. This section is now compati- requirements, provided that the flight
requirements for night operations with ble with the similar provisions in Part 42. can be made in compliance with the VFR
helicopters, it was determined that, in § 135.121 or VFR over-the-top requirements of
view of the flight characteristics of these this part from a point no more than 15
aircraft, the section could be revised to As originally proposed, } 125.101 re- miles from the departure airport (in case
permit the use of reflecting material as quired, among other things, that the of an IFR departure) or to a point within
an alternate method of outlining hell- pilot in command of an airplane carry- 15 miles of the destination airport (in
copter landing areas, without affecting ing passengers at night have a current case of an IFR approach). A number of
safety, instrument rating. Many of the com- persons recommended that both an IFR

§ 135.91 ments objected to this requirement since departure and IFR approach under these
the present regulations do not require limitations be permitted on the same

In view of thee flight characteristics of an instrument rating for VFR flight at l_ight. After further consideration, the
helicopters, and in response to comments night. Recognizing, however, that a Agency has concluded that this could be
received in regard to § 125.79(b) of the higher degree of safety is required in permitted without compromising safety,
draft release, th.e proposed 300-foot passenger-carrying operations and fur- and the rule so provides. Provision has
minimum altitude for VFR operations ther that night operations increase the also been made for limited en route IFR
with these aircraft has been made ap- possibility of inadvertently encountering operation with these airplanes; however,
plicable only to operations over con- adverse weather conditions, the Agency the VFR weather "buffer" will be required
gested areas, believes that safety would be c0mpro - for such operations.

§ 135.99 mised if the instrument rating require- It should be noted that, while the pro-
As proposed in the notice, § 125.87 ment of the section were eliminated, visions of } 135.145 and other related

permitted "VFR over-the-top" opera- However, since basic instrument capa- sections of this Part give the pilot in
tions en route, carrying passengers, ff bility is adequate for night flights in the command more latitude with respect to
the weather at the destination allowed absence of IFR conditions, the Agency IFR operations with _ingle-engine air-
descent under VFR or if the weather al- does not believe that safety would be planes (and multiengine airplanes un-
lowed an en route descent under VFR compromised if the recent experience able to meet the prescribed one-engine-
in the event of engine failure. The liml- portion of the instrument rating require- inoperative climb requirements), they
tations in proposed § 125.125, in con- ment is eliminated. Section 135.121 now also place more responsibility upon him.
junction with this section, required that, reflects this change as does § 135.123 The Agency believes that these opera-
when single-engine airplanes or multi- since the same reasoning applies to pas- 'tions can be safely conducted if the pilot
engine airplanes which are unable to senger carrying in VFR over-the-top accepts and conscientiously discharges
meet the IFR en route climb require- operations, those responsibilities. In case operating
ments are used, the weather along the § 135.129 experience should show otherwise, or
planned flight route be such that flight Section 135.129 sets forth the recent should there be widespread failure of
beneath the ceiling under VFR could be experience requirements for the pilot in pilots to accept these responsibilities,
made (VFR weather "buffer"), If command of a small multiengine air- appropriate regulatory action will be '"broken clouds exist adequate to meet
the requirements of paragraph (b) of plane operating under this Part. Sub- taken.
the proposed section or If an aircraft paragraph (a)(2) of that section has § 135.161
were able to glide with a dead engine to been revised to clearly require that the Section 135.161 sets forth the fire ex-
an area clear of clouds for an emergency flight check required be given in the
descent, VFR over-the-top operations type of airplane to be used in the tingulsher requirements for operations
were permitted, operation, under this part. Proposed § 125.141 set§ 135.145 forth certain specifications in regard to

Several comments objected to the pro- the fire extinguishers to be used. The
hibltion of an IFR descent at the terrni- Numerous comments were received in detailed specifications have been elimi-
nation of a VlaR over-the-top en route regard to § 125.12.5 of Draft Release 62-
operation. The Agency has reviewed the 48. Most of these comments were ad- hated from this section after due con-
objection and feels that safety would not dressed to the proposals concerning IFR sideration since this equipment is
be compromised by permitting an IFR operations with passengers in single- required to be approved, and the speclfi-
descent at the termination of such a engine airplanes. The comments pre- cations for approval will be set forth in
flight, if the aircraft could reach the dominately favored allowing single-an- an advisory circular.
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, § 135.163 an II_t flight plan when cleared by air Subpart B---RulesGoverningPersonsHolding
trafllc control to mairit_ "VI_ eondi- ATCO Certiflcotes

Section 135.163 prescribes the required
emergency equipment for overwater tlons" or "VFR conditions on top". sec.

135.81 Aircraft requirements.operations. This section has been re- * * * * * 136_3 Airmen: IAmltations on use of
vised to include a requirement for a dye "Over-the-top" means above the layer services.
marker and a flashlight, of clouds or other obscuring phenomena 135.35 Pilot in command or second in

command: Designation required.
As originally proposed this section re- forming the ceiling. 135.37 Aircraft and facilities for recent

quired helicopters equipped for landing * * * * * flight experience.
on water, when conducting overwater "VFR over-the-top", with respect to lSS.s9 _n_ormlng personnel of operational
operations beyond autorotative gliding the operation of aircraft, mea_s the OP- information.
distance from land, to be equipped with oration of an aircraft over°the-.top 125.41 Business o_lce and operations base.
a sea anchor. Many of the comments in under VFR when it is not being operated 133.43 Record keeping requirements.
regard to this section objected to the 185.45 Advertising.
requirement for a sea anchor and raised on an IFR flight pla_ 135.47 Use of business names.
considerable doubt as to the effectiveness • • • • • 135.49 Inspections and tests.
of a sea anchor when used with certain § 61.47 [Amended] 135.51 Termination of operatfous.
helicopters. After due consideration the 2. Seetlon 61.47 [New] is amended as SubpartC--Operating Rules
Agency has determined that safety would follows: 135.61 General.
not be compromised by eliminating that (a) By amending the last sentence of 135.63 Carriage of persons without compli-

, requirement. Section 135.163 now re- paragraph (a) to read as follows: "This ance with the pa_enger-carrying
fleets this thinking, section does not apply to operations re- provisions of this part.

§135.165 quiring an airline transport pilot eer- 135.65 Weather reports and forecasts.135.67 Airworthine a_ check.
tificate, or to operations conducted under 135.69 Area limitations on operations.

Section 135.165 prescribes the oxygen Part 135." 135.71 Operating information required.
equipment requirements for operations (b) By amending paragraph (c) to 135.73 Second in command required in IFR
at various altitudes with +pressurized and read as follows: conditions.
unpressurized aircraft, This section has 135.75 Exception to second in command re-
been revised so that the equipment re- (c) Airline transport and Part 135 op- qulrement: t+tmltad IFR condl-
qulrements are compatible with the re- erations. Neither an airline transport tlons.
vised oxygen use requirements pre- pilot nor a pilot in operations under 135.77 Exception to second in command re-
scribed in § 135.83 for obvious reasons. Part 135 may pilot an aircraft in opera- quirement: A,_roval of use of

Some comments suggested an increase tions for which an airline transport pilot autopilot system.
in the altitude at which oxygen equip- certificate is required or in operations 135.79 Autopilot: Minimum altitudes forUSe.

merit and supply are required. This sec- under Part 135, if it carries any person 135.81 Briefing of occupants: eXtended
lion has been retained for the reasons other than members of its crew, certif- overwater operations and opera-
set forth in the comments on § 135.83. icated airmen on board in furtherance tlons above 10,000 feet MSL.

Interested persons have been afforded of their duties, or certificated instruc- 135.33 Requirements for use of oxygen.
an opportunity to participate in the tors rated for that aircraft unless, with- 135.e5 Icing condtlons: Operating limita-
making of this regulation and due con- in the preceding 90 days, he has made at ttons.

( sideration has been given to all relevant least three takeoffs, and three landings 135.e7 Night takeoff and landing carryingmatter presented, to a full stop, in an aircraft of the same passengers: IAght£ug and winddetermination requirements.
These amendments are made under category, class, and type. 135.89 Helicopter operations: Emergency

the authority of sections 313(a), 314(a), 3. Section 91.117(d) is amended to landing areas.
601 through 610, and 1102 of the Federal read as follows: 135.91 VFR: minimum altitudes.
Aviation Act of 1958 (49 U.S.C. 1354, . 135.93 VFR: visibilltyrequirements.
1355, 1421 through 1430, and 1502). § 91.117 Takeoff and landing under 135.95 VFR: h_l+on,_t_r ground reference

requirements.
In consideration of the foregoing, IFR. 135.97 VFR: fuel supply.

Chapter I of Title 14, Code of Federal • • • • • 135.99 VFR _ver-t_e-_op carrying paesen-
Regulations is amended by amending (d) Civil airport takeo_ minimums, gers:Operatinglimitations.
Part 1 "Definitions and Abbreviations" Unless otherwise authorized by the Ad- 135.101 IFR: operatingllmltatlons.
[New] as hereinafter set forth, and by mirdstrator, no person operating an air- 135.103 IFR: takeoff limitations.
adding Subchapter O "Air Carrier and craft under Part 135.105 IFR: destination airport weather...... ' ...... ' ...... ' minimums.
Commercial Operator Certification and ...... (present Parts 40, 41, 42, or 44) or 135.107 IFR: alternate airport requirements.
Operations" [New], effective April 7, 135 of this chapter may take off from a 135.109 IFR: alternate airport weather min-
I964; and also by amending Part 61 civil airport under IFR unless weather lmums.
"Certification: Pilots and Flight In- conditions are at or above the weather 135.111 IFR: takeoff, approach and landing
structors" [New] as hereinafter set minimums for IFR takeoff prescribed for minimums,
forth, by amending Part 91 "General that airport in Part 97 [New] of this
Operating and FlightRules" [New] as chapter. SubpartD---Pilot Qualifications
hereinafter set forth, by rescinding Part . . , • , 135.121 Pilot in command qualifications:
47 of the Civil Air Regulations, as pub- Night flight.
lished in the FEDERALREGISTER(24 F.R. 4. Part 47 is rescinded. 135.123 Pilot in command qualifications:

91), by rescinding Special Civil Air Reg- 5. SR--395B and Part 423 are rescinded, carrying passengers under VFR
ulation SR--395B and Part 42a of the 6. The following new Part 135 is over-the-top.
Civil Air Regulations effective Septem- added: 135.125 Pilot in command qualifications:
beT 7, 1964, and by adding Part 135 "Air SubpartA---General _ flight.

Taxi Operators and Commercial Opera- Sec. 135.127 Second in command qualifications.135.1 Applicability. 135.129Pilotin command: Small multi-
torsof small Aircraft"[New] effective135.3 Rulesappllcabletooperationssub- engineairplane;recentexperience
September 7,1964,exceptsections135.1 Jecttothispart. requirements.

. and 135.9 thereof which are effective 135.5 Gyroplaneoperatlons. 135.131 Pilot in command: Instrument
April 7, 1904. 135.7 Emergency operations, check requirements.

1. Section 1.1 of Part 1--Definitions 135.9 Certificate and operations speciflca- 135.133 Pilot checks: Grace provisions.
and Abbreviations [New] is amended to tions required. 135.135 Check pilot authorization: Applica-
include the following definitions: 135.11 Duration of certificate, tlon and issue.

135.13 Application and issue of certificate SubpartE--Aircraft and Equipment§ 1.1 Definition. and operations specifications.
, , . . , 135.15 Eligibility for certificate and op-. 135.141 Applicability.

erationsspecifications. 135.143 Generalrequirements.
"IFR over-the-top", with respect to 135.17 Amendment of certificate. 135.145 Performance requirements : Aircraft

the operation of aircraft, means the op- 135.19 Amendment of operations speciflca- operated over-the-top or in IFR
t oration of an aircraft over-the-top on tlons, conditions.
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see. those regulations and can be complied § 135.13 Application and issue of cer.
135.147 PerformA,_ce requirements: Land with without violating that Annex or tifieate and operations speclfcations.

aircraft operated over water, those regulations.
135.149 Dual controls required. (a) An application for an ATCO cer-
135.151 Equipment requirements: General. _ 135.5 Gyroplane operations, tlflcate and appropriate operations spec-
135.153 Equipment requirements: Carrying

passengers at night or under VFR The rules in this Part that apply to ificatlons is made on a form and in a
over-the-top conditions, airplane operation_ apply also to gyro- manner prescribed by the Administrator

135.155 Equlpmentrequirements: Airplanes plane operations, and filed with the FAA District Office
carrying passengers under IFR. that has Jurisdiction over the area in

235.157 Radio and navigation equipment: § 135.7 Emergency operations, which the applicant's principal busl-
Carrying passengers under VFR (a) In an emergency involving the ness offiee is located.
at night, over-the-top, or In a safety of persons or property, the holder (b) An applicant who meets the re-
control zone. of an air taxi/commercial operator quirements of this part is entitled to--135.159 Radio and navigation equipment:
Extended overwater or IFR oper- (ATCO) operating certificate maY devi- (1) An ATCO certificate containing
ations, ate, to the extent required to meet that all business names under which he may

135.161 Fire extinguishers: Passenger-carry- emergency, from the rules of this Part conduct operations and the address of
Lug aircraft, relating to aircraft and equipment and each business office used by the holder;

135.163 Emergency equipment: Overwater weather minimums, and
operations. (b) In an infiight emergency involv- (2) Separate operations specifications

135.165 Oxygen equipment requirements, ing the safety of persor_ or property, containing the type and area of opera-
A_rHoRrrY: The provisions of this Part 135 the pilot in command may deviate from tions authorized, the class and category

issued under sec. 313(a), 214(a), 601 through any rule of this part to the extent re- of aircraft that he may use in those 0p-
610, and 1102 of the Federal Aviation Act of quired to meet that emergency, erations, any authorized deviations from
1958, 49 u.s.c. 1354, 1355, 1421 through 1430, (C) Each person who, under the au- this part, and such other items as the
and 1502. thorlty of this section, deviates from a Administrator may require or allow to

Subpad A_Genera| rule of this part shall, within 10 days meet any particular situation.
after the deviation, send to the nearest

§ 135.1 Applicability. FAA District Office a complete report § 135.15 Eligibility for certificate and
(a) Except as provided in paragraph of the aircraft operation involved, In- operations specifications.

(b) of this section, this part prescribes eluding a description of the deviation To be eligible for an ATCO certificate
rules governing-- and the reasons for it. and appropriate operations specifications

(1) Air taxi operations conducted un-
der the exemption authority of Part 298 § 135.9 Certificate and operations speei- a person must-(a) Be a citizen of the United States,
of this title; and fications required, a partnership of which each member is

(2) The carrying in air commerce by (a) Except as provided in paragraphs a citizen of the United States, or a cot-
any person, other than an air carrier, (b) and (c) of this section, no person poration or association created or or-
of persons or property for compensation may operate an aircraft in operations ganized under the laws of the United
or hire (commercial operations) in small to which this Part applies without, or States or any State or possession of the
aircraft, in violation of, an (ATCO) operating United States, of which the president

(b) This part does not apply to--- certificate, and appropriate operations and two-thirds or more of the board
(1) Student instruction; specifications, issued under the Part. of directors and other managing officers
(2) Nonstop sightseeing flights that (b) Any person who holds an air taxi thereof are citizens of the United States

begin and end at the same airport, and operating certificate issued under Spe- and in which at least 75 percent of the
are conducted within a 25-mile radius of clal Civil Air Regulation SR-395A and voting interest is owned or controlled
that airport; Part 42, or Part 42a of this chapter and by citizens of the United States or one of

(3) Ferry or training flights; who applies for an operating certificate its possessions;
(4) Aerial work operations, includ- and operations specifications under this (b) Hold such economic authority as

Lug--- l_art before September 7, 1964, may con- may be required by the Civil Aeronautics
(i) Crop dusting, seeding, spraying, tlnue operations until a certificate and Board; and

and bird chasing; specifications are issued to him under (c) Show, to the satisfaction of the
(ii) Banner towing; this part, or until the Administrator noti- Administrator, that he is able to conduct
(ill) Aerial photography or survey; ties him that his application is denied, each kind of operation for which he
(iv) Fire fighting; However, after September 6, 1964, and seeks authorization in compliance with
(v) Rescue operations; pending the issue or denial of a certlfl- applicable regulations.
(vi) Helicopter operations in con- cate under this part he shall comply

. struction or repair work (but not in- with Subparts C, D, and E of this part § 185.17 Amendment of certificate.

eluding transportation to and from the and continue to comply with the air (a) The Administrator may amend ansite of operations) ; and taxi operating certificate and the opera-
(vii) Powerline or pipeline patrol; lions specifications that he holds. ATCO certificate-

(l) On his own initiative, under _ec-(5) Operations conducted under the (c) Any person who is conducting
authority of Part 133 or 375 of this title; commercial operztions with small air- lion 609 of the Federal Aviation Act of
or craft under Part 45 or Part 42a of this 1958 (49 U.S.C. 1429) and Part 13 of this

(5) Any other operations specified by chapter and who applies for an operat- chapter; or(2) Upon application by the holder ofthe Administrator. lng certificate and operations specifica-
tions under this part before September that certificate.

135.3 Rules applicable to operations 7, 1964, may continue those operations (b) An application to amend an ATCO
subject to this part. until a certificate and specifications are certificate is submitted on a form and

Each person operating an aircraft in issued to him under this part, or until in a manner prescribed by the Admin-
operations to which this Part applies the Administrator notifies him that istrator. The applicant must file the
shall-- his application ls denied. However, application with the FAA District Office

(a) While operating inside the United after September 6, 1964, and pending the having jurisdiction over the area in
States, comply with the applicable rules issue or denial of a certificate under this which the applicant's principal business
of this chapter; and part he shall comply with Subpart_ C, office is located at least 15 days before

(b) While operating outside the United D, and E of this part. the date that he proposes for the
States, comply with Annex 2, Rules of amendment to become effective, unie_
the Air, to the Convention on Interna- _ 135.11 Duration of certificate, a shorter filing period is approved by
tlonal Civil AviatiOn or the regulations of An ATCO certificate is effective until that office.
any foreign country, whichever applies, surrendered, suspended, or revoked. (c) The Administrator grants a re-
and any rules of Parts 61 [New] and 91 The holder of an ATCO certificate that quest to amend an ATCO certificate if
[New] of this chapter and this Part that is suspended or revoked shall return it he determines that safety in air corn-
are more restrictive than that Annex or to the Administrator. merce and the public interest so allow.
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(d) Within 30 days after receiving a ever, this paragraph_6es not prohibit the business office and make available for in-
refusal to amend, the holder may petition operator from using the aircraft for other spection by the Administrator the
the Administrator to reconsider the than air taxi or commercial operations, following:

I refusal, nor require him to have exclusive use of (1) His ATCO _ertificate.
each aircraft that he uses. (2) His operations specifications.

§ 135.19 Amendment of operations spec- (b) For the purposes of paragraph (a) (3) A current list of the aircraft used
ifications* of this section, a person has exclusive use or available for use by him in operations

(a) The Administrator may amend of an aircraft if he has the sole posses- subject to this part and the operations
any operations specification issued un- sion, control, and use of it for flight, as for which each is equipped.
der this part if_ owner, or has a written agreement (in- (4) An individual record of each pilot

(1) He determines that safety in air cluding arrangements for the perform- used by him In operations subject to this
commerce requires that amendment; or ance of required maintenance) giving part, including the following L_orma-

(2) Upon an application by the holder, him that possession, control, and use for tion:
the Administrator determines that safety at least six consecutive months. (l) The full name of the pilot.
in air commerce allows that amendment. (ii) The pilo_ certificate (by type and

- (b) An application to amend opera- § 135.33 Airmen: Limitations on use of number) and ratings that the pilot holds.
tions specifications is submitted on a services. (ill) The pilot's aeronautical experi-
form and in a manner prescribed by the No person holding an ATCO certificate ence, In sut_cient detail to determine his
Administrator. The applicant must file may use the services of any person as an qualifications to pilot aircraft in opera-
the application with the FAA District airman, unless the person performing tions subject to this part.
Office having jurisdiction over the area those services holds an appropriate and (iv) The pilot's current duties and the
in which the applicant's principal busi- current airman certificate issued under date of his assignment to those duties.
ness office is located at least 15 days be- this chapter and is qualified, under this (v) The effective date and class of the
fore the date that he proposes for the chapter, for the operation concerned, medical certificate that the pilot holds.

amendment to become effective, unless a § 135.35 Pilot in command or second in (vI) The date and result of each of the
shorter filing period Is approved by that command : designation required, pilot's six months instrument checks and
office. •

(c) Within 30 days after a notice of Each person holding an ATCO certifi- check.thetype of aircraft flown during that
refusal to approve a holder's application "cate shall designate a-- (vii) The pilot's check pilot authoriza-
for amendment, the holder may petition (a) Pilot is command for each flight; rich, ff any.
the Administrator to reconsider the re- and (b) Each person holding an ATCO
fusal to amend. (b) A second in command for each certificate shall keep each record re-

(d) "When the Administrator amends flight requiring two pilots, quired by paragraph (a) (3) or (4) of
operations specifications, he gives notice § 135.37 Aircraft and facilities for re. this section for at least_one year after
in writing to the holder of a proposed cent flight experience, it is made.

amendment to the operations speciflca- Each person holding an ATCO certifi- § 135.45 Advertising.tlons, fixing a period of not less than
seven days within which the holder may cate shall provide aircraft and facilities No person holding an ATCO certificate
submit written information, views, and to enable each of his pilots who Is au-
arguments concerning the proposed thorized to engage in IFR and multi- may advertise or otherwise offer to per-form operations subject to this part that

! amendment. After consideration of all engine operations to maintain and are not authorized by his ATCO certifi-
relevant matter presented, the Admlnls- demonstrate his ability to conduct those cate and operations specifications.

trator notifies the holder of any amend- operations.
ment adopted, or a rescission of the no- § 135.39 Informing personnel of opera. § 135.47 Use of business names.
tice. The amendment becomes effective tional information. No person holding an ATCO certificate
not less than 30 days after the holder re- Each person holding an ATCO certifi- may operate an aircraft in operations
ceives notice of the adoption of the cate shall inform each person in his era- subject to this part under a business
amendment, unless the holder petitions ploy of the operations specifications that name that is not on his ATCO certificate.
the Administrator for reconsideration of apply to his duties and responsibilities § 135.49 Inspections and tests.

the amendment. In such a case, the ef- and shall make available to each of his Each person holding an ATCO certifl-
fectlve date of the amendment is stayed pilots the following materials in current cate shall allow the Administrator, at
pending a decision by the Administrator. form: any time or place, to make inspections orIf the Administrator finds that there is (a) Airman's Guide.
an emergency requiring immediate ac- (b) This part and Part 91 [New] of tests (including en route inspections) to
tton with respect to safety in air corn- this chapter, determine the holder's compliance with
merce that makes the provisions pre- (c) Flight Information Manual, Air- the Federal Aviation Act of 1958, ap-
scribed by this paragraph impracticable, craft Equipment Manuals, and Aircraft plicable regulations, his ATCO certifi-
or contrary to the public interest, he no- Owner's Manual, or Owner's or Flight cate, and his operations specifications.
titles the holder of an amendment to the Handbook. § 135.51 Termination of operations.
operations specifications without giving (d) For foreign operations, the Inter- Within 30 days after a person holding
the seven days notice, and the amend- national Flight Information Manual, and an ATCO certificate ceases operations
ment becomes effective when the holder information concerning the pertinent op- under this part, he shall surrender his
receives it. erational and entry requirements of the operating certificate and operations
Subpart B_Ru|es Governing Persons foreign country or countries Involved. specifications to the FAA District Office

Holding ATCO Certificates § 135.41 Business office and operations last having jurisdiction over these
§ 135.31 Aircraft requirements, base. operations.

(a) Each person holdinganATCOcer- (a) Each person holding an ATCO Subpart C_Operating Rules

tificate must have the exclusive use of at certificate shall maintain a principal § 135.61 General
• least one aircraft that meets the require- business office.

ments for at least one kind of operation (b) Each person holding an ATCO This subpart prescribes rules, in addi-
certificate shall, before changing the Io- tion to those in Part 91 of this chapter,

authorized In his operations specifica- cation of any business office or operations that apply to operations under this Part.
tions. In addition, for each kind of op- base, notify in writing the FAA District
eration for which he does not have the Office having jurisdiction over the area in § 135.63 Carriage of persons without
exclusive use of an aircraft, he must compliance with the passenger-carry-
have available for use under a written which the applicant's principal business ing provisions of this Part.office is located.

; agreement (includingarrangements for The followingpersonsmay be carried
perfornllngrequiredmaintenance) at § 135.43 Record-keeplngrequirements,aboard an aircraftwithout complying
leastone aircraftthatmeets therequire- (a) Each person holding an ATCO wlth the passenger-carryingrequire-
meritsforthatkind ofoperation.How- certificateshallkeep at his principal ments ofthispart:
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Ca) A crewmember. (1) Beforestartinge_ines, with an operativeautopilotsystem and
(b) A persontravelingto or from a (2) Beforetakeoff, the use of that system isauthorizedby

crewmember assignment,when the op- (3) Cruise. appropriateoperationsspecifications,
eratorof the aircraftfindsthat other (4) Beforelanding. (b) The holderofan ATCO certificate
means of transportationare not prac- (5) Afterlanding, may requestamendment of his opera-
ticable. (6) Stopping engines, tlonsspecificationsto authorizethe use

(c) A person necessaryfor the safe (c) Each emergency cockpitchecklist of an autopilotsystem in place of a
handlingofanimalson the aircraft, requiredby paragraph (a)(2) of this second in congA-hand.The application

(d) A person necessaryfor the safe sectionmust containthe followingpro- must containthemake, model,and regis-
handling of radioactive materials cedures,asappropriate: trationnumber ofeach airplaneinwhich
(withinthe meaning of Part 103 of (1) Emergency operation of fuel, an autopilotisinstalledand the make
thischapter), hydraulic,electrical,and mechanical and model of each autopflotinstalled.

(e) A person performing duty as a systems. (c) The Admlrtlstratorissues an
securityorhonor guard accompanying a (2) Emergency operationof instru- amendment tothe operationsspeciflca-
shipmentmade byorundertheauthority ments and controls, tionsauthorizingthe use ofan autopilot
oftheU.S.Government. (3) Engine inoperativeprocedures, system,inplaceofa secondincommand,

if)A militarycourieror a military (4) Any other emergency procedures if--
route supervisor carried by a military necessary for safety. (1) The autopilot system is capable of
cargo contract air carrier or commercial § 135.73 Second in command required operating the airplane controls to main-
operator in operations under a military in IFR eonditions, tain flight and maneuver it about the
cargo contract, if that carriage is spe- three axes; and

" ciflcally authorized by the appropriate Except as provided in §§ 135.75 and (2) The holderof the ATCO certificate
military service. 135.77, no person may operate an aircraft shows, to the satisfaction of the Admin-

(g) An authorized representative of carrying passengers in IRF conditions, istrator, that operations using the auto-
the Administrator conducting an en unless there is a second in command in pilot system can be conducted safely and
route inspection, the aircraft, in compliance with this part.

§ 135.65 Weather reports and forecasts. _ 135.75 Exception to second in eom- The amendment contains any conditions
mand requirement; limited IFR con- or limitations on the use of the auto-

Whenever a person operating an air- ditions, pilot system that the Administrator de-
craft in operations to which this part Unless the aircraft operating limita- termines are needed in the interest of
applies is required to use a weather re- tions require a crew of two pilots, the safety.

port or forecast, he shall use that of the pilot in command of an airplane carry- § 135.79 Autopilot: minimum altitudes
U.S. Weather Bureau or an accredited ingpassengersmay-- foruse.
observer. However, in the case of op° (a) If unforecastweather conditions
erationsunder VFR, the pilotin corn- that are marginal or below the VFR (a) Except as providedin paragraph
mand may, ifsuch a reportor forecast minimums ofthispart are encountered (b) of thissection,no pilotmay use an
isnot available,useweatherinformation while en route on a flightwhich was autopllotat an altitudelessthan 500
basedonhisown observationsoron those startedand intended to be conducted feetabovethesurfacewhileenroute(in-
ofotherpersonsabletosupplyappropri- under the VFR orVFR over-the-topre- cludingclimb and descent).
ateobservations, qulrementsofthispart (exceptforllm- (b) Ifan approach couplerisused,a
§ 135.67 Airworthinesscheck, itedIFR operationas permittedunder pilotmay use an autopilotsystemduring

paragraph (b) (1) and (2) of thissec- an _ approach to (butnot below) the
The pilotin command may not begin tion),operatean airplanein IFR con- applicableprescribedminimum approach

a flightunlesshe determinesthat the ditionswithouta secondincommand if altitude,unlessotherwisellmlted.

airworthinessinspectionsrequired by weather reportsand forecastsindicate § 135.81_ Briefingof occupants, ex-§91.169have beenmade. thathe willbe abletoreturntoVFR or
tended overwater operations and op-

§ 135.69 Area limitations on operations. VFR over-the-top operation before erations above 10,000 feet MSL.
Ca) No person may operatean air- reachinga point15milesfrom thedesti-

craftin a geographicalarea that isnot nationairport;and (a) Beforebeginninga flightthatin-
(b) If weather reportsand forecasts volvesan extendedoverwateroperation,specificallyauthorized by appropriate

operationsspecificationsissued under indicatethat the weather along the the pilotincommand shallbriefthe oe-plannedflightrouteallowsflightunder cupantsof the aircraft(otherthan thethispart.
(b) No person may operatean air- the VFR or VFR over-the-toprequire- second in corftmand)on the use of re-ments ofthispartbeginningat a point quiredflotationequipment,and ditching

craftin a foreigncountryunlesshe is no more than 15 milesfrom the depar- procedures.
authorizedtodo soby thatcountry, ture airportand extendingto a point (b) Before beginning an operation
§ 135.71 Operating information re- within15 miles of the destinationair- above 10,000feetMSL, a crewmember

quired, port,withouta secondin command-- shallbriefthe occupantsofthe aircraft

Ca) The operatorof an aircraftmust (1) Take offfrom the departureair- (otherthan the crewmembers) on the
providethe followingmaterials,in cur- port in IFR conditionsand flyin IFR normal and emergency use of oxygen.
rent and appropriateform,accessibleto conditionsto a point no more than 15 § 135.83 Requirements for use of
the pilot at the pilot station, and the miles from the departure airport; and oxygen.(2) Make an IFR approach and land
pilot shall use them: at the destination airport in IFR con- (a) U_zpressurized aircra/t. Each pilot

(1) A cockpit checklist, ditions if: of an aircraft that has an unpressurized
(2) In the case of multiengine air- (i) The weather conditions allow cabin shall use oxygen continuously

craft or aircraft with retractable landing flight, and he flies, clear of the clouds when flying--
gear, an emergency cockpit checklist, until reaching the prescribed initial ap- (1) At altitudes above 10,000, up to
containing the procedures required by proach altitude over the final approach and including 12,000 feet MSL for that
paragraph (c) of this section, as appro- facility; or part of the flight at those altitudes that
priate. (ii) The approach is made with the is of more than 30 minutes duration; and

(3) Pertinent aeronautical charts, use of radar as provided in § 91.117(f) (2) Above 12,000 feet MSL.
(4) For IFR operations,eachpertinent ofthischapter. (b) Pressurizec_aircra/L

navigationalen route,terminalarea,and (1) Whenever an aircraftis being
approach and letdownchart. § 135.77 Exceptionto second in com. operatedwith the cabin pressurealti-

(5) In the case of muitiengineair- mand requirement:approvalof use t_de more than 10_000feet,each pilot
craft,one-engine-inoperativeclimbper- ofaulopilotsystem, shallcomply with the requirementof
formance data. (a) Unlesstheairplaneoperatinglim- paragraph (a)ofthissection.

(b) Each cockpitchecklistrequiredby itationsrequirea crew of two pilots,a (2) Whenever an aircrafthaving a
subparagraph(a)(1)ofthissectionmust personmay operatean airplanewithout pressurizedcabin is operated above
containthefollowingprocedures: a second in command ifitisequipped 25,000feet,unless each pilothas an
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approved quick-donning type oxygen §135.91 VFR:Minlmumahitude_ (2) Allows an IFR approach and
mask-- Except when necessary for takeoff and landing with flight clear of the clouds

(i) At least one pilot at the controls landing, no person may operate, under until reaching the prescribed initial ap-
( shall wear, secured and sealed, an oxygen VFR-- preach altitude over the final approach

mask supplying oxygen; and (a) An airplane--- facility unless the approach Is made with
(it) In addition, during such a flight

each other pllot on flight deck duty shall (1) During the day, below 500 feet the use of radar as provided in § 91.-llT(f) of this chapter; orabove the surface or less than 500 feet
have an oxygen mask, connected to an (b) It is operated under conditions
oxygen supply, located so as to allow horizontally from any obstacle; or
immediate placing of the mask on his (2) At night, at an altitude less than allowing--(1) In the case of muttiengine air-
face, sealed and secured for use. 1,000 feet above the highest obstacle craft, descent or continuation of the

(3) Whenever an aircraft having a within a horizontal distance of l_ivemiles flight under VFR ff its critical engine
pressurized cabin is operated above 35,000 from the course intended to be flown or, falls; or
feet, at least one pilot at the controls In designated mountainous terrain, less (2) In the case of single-engine air-

than 2,000 feet above the highest ob- craft, descent under VFR if its engine
shall wear, secured and sealed, an oxygen stacle within a horizontal distance of five fails.
mask supplying oxygen, miles from the course intended to be
§ 135.85 'Icing eonditlons: operating flOWn; or § 135.101 IFR. Operatiuglimitations.

limitations. (b) A helicopter over a congested area (a) Except as provided in paragraph
(a) No pilot may take off an aircraft at an altitude less than 300 feet above (b) of this section, no person may oper-

that has--- the surface, ate an aircraft, under IFR, outside of
(1) Frost, snow, or ice adhering to any § 135.95 VFR: _visihility requirements, controlled airspace or at any airport that

rotor blade, propeller, windshield, or does not have an approved standard
powerplant installation, or to an air- (a) No person may operate an air- instrument approach procedure.
speed, altimeter, rate of climb, or flight plane under VFR, In uncontrolled air- (b) The FAA issues operations spec-
attitude instrument system; space at night, or in uncontrolled air- iflcations to the holder of an ATCO cer-

(2) Snow or ice adhering to the wings, space during the day when the ceiling tlflcate to allow him to operate IFR over
or stabilizing or control surfaces; or Is less than 1,000 feet, unless flight visi- routes outside controlled airspace if-

(3) Any frost adhering to the wings, bility is at least two miles. (1) His designated flight crew shows
or stabilizing or control surfaces, unless (b) No person may operate a hellcop- the Administrator their ability to navi-
that frost has been polished to make it ter under VFR in uncontrolled airspace gate, without visual reference to the
smooth, at an altitude of 1,200 feet or less above ground, over an intended track without

(b) No pilot may fly-- the surface or in control zones unless deviating more than five degrees or five
(1) Under IFR into known or forecast the visibility is at least--- miles, whichever is less, from that track;

light or moderate icing conditions; or (1) During the day---one-half mile; or and
(2) Under VFR into known light or (2) At night--one mlle. (2) The Administrator otherwise de-

moderate icing conditions; unless the
aircraft has functioning deicing and § 135.93 VFR: Helicopter ground refer- termines that the proposed operations
anti-icing equipment protecting each ence requirements, can be conducted safely.

• rotor blade, propeller, windshield, wing, No person may pilot a helicopter under § 135.103 IFR.. Takeoff limitations.
( stabilizing or control surface, and each VFR unless he has visual ground refer- No person may take off an aircraft

airspeed, altimeter, rate of climb or ence or, at night, visual ground light under IFR from an airport where weath-

flight attitude instrumentsystem, reference, enough to properly control er conditions are above takeoff mini-(c) No pilot may fly an aircraft into the helicopter, mums but are below authorized IFR
known or forecast heavy icing conditions. § 135.97 VFR: Fuel supply, landing minimums unless there is an

alternate airport within one hour's fly-
§ 135,87 Night takeoff and landing ear- (a) No person may begin a flight ing time (at normal cruising speed, inlying passengers: lighting and wind

determination requirements, operation In an airplane under VFR un- still air) of the airport of departure.less, considering wind and forecast
No pilotof an aircraft carryingpassen- weather conditions, it has enough fuel § 135.105 IFR. Destination airport

gers at night may take off from, or land to fly to the first point of intended land- weather minimums.
on, an airport unless--- ing and, assuming normal cruising fdel No person may take off an aircraft

(a) He has determined the winddlrec- consumption-- under IFR or begin an IFR operation
tion from an illuminated wind direction (1) During the day, to fly thereafter in flight unless weather reports and fore-
indicator or local ground communica- for at least 30 minutes; or casts indicate that weather conditions,
tions .or, in the case of take off, his per- (2) At night, to fly thereafter for at at the estimated time of arrival at the
serial observations; and least one hour. next airport of Intended landing, will

(b) The limits of the area to be used (b) No person may begin a flight 0Per- be at or above authorized IFR landing
for landing or takeoff are clearly shown-- ation in a helicopter under VFR unless, minimums.

(1) In the case of airplanes, by bound- considering wind and forecast weather § 135.107 IFR: Alternate airport re-
ary or runway marker lights; or conditions, it has enough fuel to flY to quirements.

(2) In the case of helicopters, by the first point of intended landing and, (a) Except as provided in paragraph
boundary or runway marker lights or a._sumlng normal cruising fuel consump- (b) of this section, no person may op-reflective material, tlon, to fly thereafter for at least 20

minutes, erate an aircraft under IFR conditions
. § 135.89 Helicopter operations: emer- unless there is an alternate airport

gency landing areas. § 135.99 VFR over-the-top carrying pas- available for the next airport of intend-
No person may operate a helicopter sengers: Operating limilations, ed landing.

(b) Paragraph(a) of this section does
unless areas are available which allow Subject to any additional limitations not apply if, from two hours before to
an emergency landing to be made with- contained in § 135.145, no person may two hours after the estimated time of
out undue hazard to passengers or to operate an aircraft VFR over-the-top, arrival, the ceiling and visibility at the
persons or property on the surface. For carrying passengers, unless: next airport of intended landing axe
the purposes of this section, areas such (a) Weather reports and forecasts forecast to be at least one thousand feet
as school yards, parking lots, recreation Indicate that the weather at the intended above that airport's minimum initial ap-
areas, highways, shopping centers, and point of termination of over-the-tep preach altitude and three miles, re-public docks are not considered available flight---
for possible emergency use when they (1) Allows descent to beneath the spectively.
are occupied by persons or vehicles un- ceiling under VFR and is forecast to § 135._09 IFR: Alternate a i r p o r t
less there are unoccupied petrts thereof remain so until at least one hour after weather minimums.

" that are large enough to allow a landing the estimated time of arrival at that No person may operate an aircraft
without that hazard, point; or under IFR conditions unless, at the time

f
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that operation begins, weather condl- § 135.123 Pilot.ln-command qua]_fica- flight check under simulated instrument
tlons at each required alternate airport tlons. Carrying passengers under conditions. The equipment test includes
are at or above authorized alternate VFR over-the-top, questions on emergency procedures, en-
airport landing minimum._ for that air- (a) No person may act as pilot in gine operation, fuel and lubrication sys-
port and weather reports and forecasts command of an aircraft under VFR terns, power settings, stall speeds, best
indicate that it will remain so until the over-the-top unless he has-- engine-out speed, propeller and super-
estimated time of arrival at that airport. (1) Had at least 500 hours of flight charger operations, and hydraulic, me-

135.111 IFR: Takeoff, approach, and time as a pilot includi_ at least 100 chanical, and electrical systems. The
landing mi'nimums, hours of cross-country time; and flight check includes navigation by in-

' (2) An instrumentrat.lng, struments, recovery from simulated
(a) No pilotmay begin an Instru- (b) Paragraph (a)ofthlssectlondoes emergencies,and standard Instrument

ment approach procedure ifthe latest not applytoflighttraderconditionsthat approachesinvolvingnavigationalfaclli-
weather report indicatesthe weather allow-- tiesthathe islikelytouse. Each person
conditionsat that airportare below its (I) Inthecaseofmuitienglnealrcraft,takingthe instrumentcheck must show
authorizedIFR landingminimums, descent or continuance of the flight thatstandardofproficiencyrequiredfor
(b) Ifan instrumentapproachproce- under _ ifthe criticalenginefails;or the originalissue of an instrument

dureisinitiatedwhen the latestweather (2) In the case of single-engineair- rating.
reportindicatesthattheprescribedceil- craft,descentunder VFR ffthe engine (c) Ifthe pilotincomm_nd isassigned
lng and visibility minimums exist and fails, to pilot only one type of aircraft, he must
a later weather report indicating below take the instrument check required by
minimum conditions is received after § 135.125 Pilot-in-command qualifica- paragraph (a) of this section in that
the airplane-- fions: IFR flight, type of aircraft.
(I) Is on an ItS final approach and No personmay actaspilotincommand (d) If the pilotin command is as-

has passed the outer marker; of an aircraftunder IFR unlesshe has signedto pilotmore than one type of
(2) Is on a finalapproach using a had atleast500hoursofflighttime asa aircraft,he must take the instrument

radiorange stationorcomparablefacil- pilot,includingat least100 hours of check requiredby paragraph (a) ofthis
ityand has passedtheappropriatefacil-cross-countryflighttime. sectionin each typeofaircrafttowhich
ityand has reachedthe authorizedland- he isassigned,inrotation,but not more
ingminimum altitude;or § 135.127 Second-in-command qualifi-than one flightcheck duringeach period

(3) Is on PAR final approach and has cations, described in paragraph (a) of this
been turned over to the final approach No person may act as second in corn- section.
controller; mand of an aircraft unless he holds at (el If the pilot in command is assigned

Such ILS, Raz_e, or PAR approach may least a current commercial pilot certifl- to i_ilot both single and multienglne air-
.be continued and a landing may be cate with appropriate category and class craft, he must take the instrument
made, provided the pilot in command ratings and, in the case of flight under checks required by paragraph (a) of this
upon reaching the authorized landing IFR, a currentinstrument rating and has section alternately in multiengtne and
minimum altitude finds that actual met the recent instrument experience single-engine aircraft, but not more than
weather conditions are equal to or bet- requirements prescribed for a pilot In one flight checl_ during each period de-
ter than the prescrlbe_l minimums, command in § 61.47(d) of this chapter, scribed in paragraph (a) of this section.(f) If the pilot in command is au-

(c) The ceiling and visibility landing § 135.129 Pilot in command: Small thortzed to use an autopilot system Jn
minimums prescribed in Part 91 of this muhiengine airplane; recent expe- place of a second pilot, he must show,
chapter or in the operator's operations riencc requirements, during the required instrument check,specifications are increased by 100 feet
and "one-half mile respectively, but not (a) No person may act as pilot in corn- that he is able (without a second in corn-
to exceed the ceiling and visibility mini- mand of a small multiengine airplane mand) both with and without using the
mums for that airport when used as an unless he has, within the preceding 12 autopilot to---
alternate airport, for each pilot in corn- calendar months--- (1) Conduct instrument oPerations
mand of a turbine-powered airplane who (1) Had at least 20 hours of pilot-in- competently; .and
has not served at least 100 hours as command time in small multlengine air- (2) Properly conduct air-ground corn-
pilot in command in that type of air- planes, including at least 10 hours in the municatlons and comply with complex
plane, type of airplane in which he is to act as air traffic control instructions.

(d) Each pilot making an IFR takeoff pilot in command; or
(2) Passed a flight and oral check Each person taking the autopllot check

or approach and landing at a military given by the Administrator or an author- must show that, while using the auto-
or foreign airport shall comply with ap- ized check pilot, in the type of airplane pilot, the airplane is operated as pro-
plicable instrument approach procedures to be used. flciently as it would be if a second tn
and weather minimums prescribed by (b) For the purposes of paragraph (a) command were present to handle sir-
the authority having jurisdiction over (2) of this section, the flight and oral ground communications and copy air
that airport. In addition, no pilot may, check, appropriate to the class and type traffic control instructions.
at such an airport-

(l) Take off under IFR when the ceil- of airplane to be flown, includes normal § 135.133 Pilot checks: (;race provi-
and emergency flightprocedures.The sions.

Ing islessthan 300 feetor the visibilitypersontakingthe check must show that
is less than one mile; or standard of proficiency required for the If a pilot who is required to take a

(2) Make an instrument approach original issue of a multiengine class rat- pilot check by § 135.139 or § 135.131 takes
when the ceiling is less than 200 feet lng. The six-month instrument check that check in the calendar month before,
or the visibility is less than one-half required by § 135.131, if it is taken in a or the calendar month after, the month
mile. small multiengine airplane, may be sub- in which it becomes due, he is considered

Subpart D---Pilot Qualifications stituted for this flight and oral check for to have taken it during the month it
that type of airplane, became due.

135.121 Pilot-in-command qualifies- .,
tions: Night flight. § 135.131 Pilot in command: Instru- § 135.135 Check pilot authorization:

(a) No person may act as pilot in ment checkrequirements. Application and issue.
command of an aircraft at night unless (a) No person may act as pilot in corn- Each holder of an ATCO certificate de-
he has had at least 500 hours of flight mand of an aircraft under IFR unless he siring FAA approval of a check pilot
time as a pilot, including at least 100 passed, within the preceding six calen- shall submit his request in writing to
hours of cross-country flight time, at dar months, the most recent instrument the FAA District Office having jurisdic-.
least 25 hours of which were at night, check given to him by the Administrator tion over the area in which the holder's

(b) No person may act as pilot in or an authorized check pilot, principal business'office is located. The
command of an airplanecarryingpas- (b) The Instrumentcheckrequiredby Administratormay issuea letterof au-
sengersat night unlesshe holdsan in- paragraph (a) ofthissectionconsistsof thorityto each check pilotifhe passes
strument rating, an oralorwrittenequipment testand a theappropriateoraland flighttest.
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Subpart _--Aircrafl and Equipment tion before reaching. _point 15 miles qulred equipment and for recharging thefrown the destination _rt; and battery; and
§ 135.141 Applicability. (Iv) Make an _ approach and land (5) In the ease of night flights--

{ This subpart pre_cribes aircraft and at the destination airport in IFR condl- (1) An anticoliision light system;
equipment requirements for operations ttons if the weather conditions aglow (fl) Instrument lights to make all
under this part, The requirements of flight, and he flies, clear of the clouds instruments, switches, and gauges easily
this subpart are in addition to the ap- from a point en route at least 15 miles readable, the direct rays of which are
plicable aircraft and equipment require- from the destination airport until reach- shielded from the pilot's eyes; and
merits of Part 91 of this chapter. How- ing the prescribed initial approach ag- (ill) A flashlight having at least two
ever, this part does not require the tltude over the final approach facility or size "D" cells or equivalent.
duplication of any equipment required ff the approach is made with the use of For the purposes of subparagraph (4)
hy another part. radar as provided in | 91.11q(f) af this of thts paragraph, acontinuonselectrical
§ 135.143 General requirements, chapter.(c) Without regard to subparagraphs load includes one that draws current con-ttnuously during flight, such as radio

(a) No person may operate an aircraft (a) (1) and (2) of this section, a person equipment, electrically driven lnstru-
in operations to which this part applies may operate an airplane over-the-top ments, and lights, but does not include
unless that aircraft and its equipment under conditions allowingu occasional intermittent loads.
meet the requirements of applicable reg- (1) In the case of a mnltiengine air- (b) Except as provided in paragraph
uiations, plane, descent or continuance of the (c) of this section, no person may oper-

(b) No person may operate an aircraft flight under V4_R if Its critical engine ate a helicopter, carrying passengers, at
in operations to which this part applies, fails; or night or under VFR over-the-top
unless the required instruments and (2) In the case of a single-engine air- unless--
equipment in it have been approved and plane, descent under VFR ff its engine (1) In the case of VFR over-the-top
are functioning, falls, operations, it is certificated for IFR oper-
§ 135.145 Performance requirements: § 135.i47 Performance requirements: ations; and

Aircraft operated over-the-top or in Land aircraft operated over water. (2) Ill the case of night operations, it
IFR conditions. (a) No person may operate a land air- is equipped with an anticollision light

(a) Except as provided in paragraphs craft carrying pasengers over water system and a standard size flashlight
(b) and (c) of this section, no person unless-- having at least two size "D" cells or
may_ (1) It is operated at an agtitude that equivalent.

(1) Operate a single-engine airplane allows it to reach land in the case of (c) This section does not apply to per-
carrying passengers over-the-top or in engine failure; sons operating aircraft under VFR over-
IFR conditions; or (2) It is necessary for takeoff or land- the-top during the day under conditions

(2) Operate a multlengine airplane lug;or allowingu(1) In the case of a multiengtne air-
carrying passengers over-the-top or in (3) It is a multienglne aircraft op- craft, descent or continuation of the
IFR conditions at a weight that will not erated at a weight that will allow it to flight under VFR if its critical engine
allow it to climb, with the critical engine climb, with the critical engine inopera- fails; orinoperative, at least 50 feet a minute tire, at least 50 feet a minute, at an agti-
when operating at the MEAs of the route rude of 1,000 feet above the surface. (2) In the case of a single-engine air-

( to be flown or 5,000 feet MSL. which- craft, descent under VFR ff its engine
ever is higher. § 135.149 Dual controls required, fails.

( (b) Without regard to paragraph (a) No person may operate an aircraft in § 135.155 F__lulpment requirements:
(1) or (2) of this section-- operations requiring two pilots unless Airplanes carrying passengers under

(1) If weather reports and forecasts that aircraft is equipped with function- IFR.
indicate that weather along the planned lug dual controls, However, if the air-
route (including takeoff and landing) al- craft type certification operating limita- No person may operate an airplane
lows flight under VFR under the ceiling tions do not require two pilots, a throw- under IFR, carrying passengers, unless
(if a ceiling exists) and is forecast to over control wheel may be used in place it has--
remain so at every point ahead on the of two control wheels. (a) A vertical speed indicator;
route until at least one hour after the (b) A free-air temperature indicator;
estimated time of arrival at the point, a § 135.151 F_tlpment requirements : (c) A heated pitot tube for each air-
person may operate an airplane in IFR Genera|. speed indicator;
conditions, or "over-the-top"; and No person may operate an aircraft un- (d) A power failure warning device or

(2) If weather reports'and forecasts less itisequippedwith_ vacuum indicator to show the power
indicate that the weather along the (a) A sensitive altimeter that is ad- available for _n/roscopic instruments
planned route allows flight under VFR justable for barometric pressure; from each power source;
conditions under the ceiling (if a ceiling (b) Heating or de-icing equipment for (e) An alternate source of static pres-
exists), beginning at a point no more each carburetor or, in the case of a pres- sure for the altimeter and the airspeed
than 15 miles from the departure airport sure carburetor, an alternate air source; and vertical speed indicators;
and extending to a point within 15 miles and (f) In the case of a single-engine air-
of the destination airport, a person (c) In the case of turbine engine air- plane, a generator or generators able to
may-- craft, such other equipment as the Ad- supply all probable combinations of con-

(i) Take off from the departure air- ministrator may require, tinuous in,flight electrical loads for re-
port in IFR conditions and fly In IFR quired equipment and for recharging the
conditions to a point no more than 15 § 135.153 Equipment requirements: battery;

Carrying passengers at night or under (g) In the case of multiengine air-
miles from the departure airport; VFR over-the-top conditions.(ii) Operate an airplane en route over- planes, at least two generators, each of
the-top; (a) Except as provided in paragraph which is on a separate engine, of which

- (iii) If unforecast marginal VFR (e) of this section, no person may operate any combination of one-half of the total
weather conditions are encountered an airplane, carrying passengers, at night number are rated sufficiently to supply
while en route on a flight which was or under VFR over-the-top, unless it is the electrical loads of all required instru-
started and intended to be conducted equipped with--- ments and equipment necessary for safe
under the VFR or VFR over-the-top re- (1) A gyroscopic rate-of-turn indi- emergency operation of the airplane; and
quirements of this Part (except for cator combined with a slip skid indicator; (h) Two independent sources of en-
limited IFR operation as permitted under (2) A gyroscopic bank-and-pitch indi- ergy (with a means of selecting either).

( subdivisions (t) and (iv) of this sub- cator; of which at least one is an engine-driven
paragraph) operatean airplanein _ (3) A gyroscopicdirectionindicator;pump orgenerator,each ofwhich isable
conditionsifweather reportsand fore- (4) A generatoror generatorsableto to driveallgyroscopicinstrumentsand

( casts indicate that he will be able to re- Supply all probable combinations of con- installed so that failure of one lnstru-
turn to VFR or VFR over-the-top opera- tinuous In-flight electrical loads for re- ment or source does not interfere with
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the energy supply to the remaining in. (7) For extended overwater operations flight at those altitudes that is of more
struments or the other energy source, un- only, an additional transmitter, than 30 minutes duration; and
less, in the case of a single-engine air- However, a receiver that can receive both (2) Above 15,000 feet MSL, oxygen to
craft, the rate-of-turn and bank-and- communications and navigational ldg- each occupant of the aircraft, except the
pitch indicators, have separate sources nals may be used _u place of a separate pilots.
of energy, communications receiver and a separate (b) Preesurtzed aircraft: No person
For the purposes of paragraph (f) of this navigational signal receiver, may operate an aircraft having a pres-

surized cabin unless it is equipped with
section, a continuous electrical load in- (b) For the purposes of paragraphs enough oxygen dispensers and oxygen to,cludes one that draws current eontlnu- (a) (5) and (6) of this section, a re-
ously during flight, such as radio equip- ceiver is independent if the function of in the event of cabin pressurization fall-
ment, electrically driven lnstruments and any part of it does not depend on the ure, comply with | 135.83(a), or a two-

hour supply for each pilot, whichever islights, but does not include occasional functioning of any part of another re=
intermittent loads. For the purpose of ceiver, greater, and to supply, when flyingm
paragraph (h) of this section, in the case (1) At altitudes above 10,000, up to
of a multienglne airplane, each engine- § 135.161 Fire exlinguishers: Passen- and including 15,000 feet MSL, oxygen to

ger-carryingalreraft, at least one occupant of the aircraftdriven source of energy must be on a
different engine. No person may operate an aircraft other than the pilots, for that part of the

135.157 Radio and navigational equip, carrying passengers unless it is equipped flight at those altitudes that is of more
ment: Carrying passengers under with a hand fire extinguisher that is ac- than 30 minutes duration; and

cessible to the pilot and passengers or two (2) Above 15,000 feet MSL, oxygen to
• FR at night, over-the-top, or in a hand type fire extinguishers, one of each occupant of the aircraft, except thecontrol zone.

which is accessible to the pilot and the pilots, for one hour unless, at all times
(a) No person may operate, under other to the passengers, during flight above that altitude, the air-

VFR, an aircraft carrying passengers at craft can safely descend to 15,000 feet
night, in a control zone, or, except as pro- § 135.163 Emergency equipment: Over- MSL within four minutes, in which case
vided in paragraph (c) of this section, water operations, only a 30-minute supply is required.

over-the-top unless that aircraft has No person may operate an aircraft (c) The equipment required by thissection must have a means to enable the
menttW°'WaYableradi°atleast,c°mmunicati°nsinflight, to transmitequip"in extended overwater operations unless pilot to readily determine, in flight, the
to, and receive from, ground facilities 25 it carries enough liferafts (with proper amount of oxygen available in each
miles away. huoyancy) to carry all occupants of the source of supply and whether the oxygen

(b) No person may operate an air- aircraft, and unless there Is attached to is being delivered to the dispensing units
plane at night, or, except as provided in each liferaft at least--- or, in the case of individual dispensing
paragraph (c) of this section, any air- (a) One canopy (for sail, sunshade, units, a means to enable each user to
craft over-the-top, carrying passengers or for rain catcher) ;
under VFR unless it has radio naviga- (b) One radar reflector (or similar make those determinations with respect
tional equipment able to receive radio device) ; to his oxygen supply and delivery.
_ignais from the ground facilities to be (c) One liferaft repair kit; Norz: The record-keeping and reporting
used. (d) One bailingbucket; requirements contained hereih have been

(C) Paragraphs Ca) and (b) of this (e) Onesignalhlgmirror; approved by the Bureau of the Budget inaccordance with the Federal Reports Act of
section do not apply to a person operat- (f) One police whistle ; 1942.
ing an aircraft under VFR over-the-top (g) One raft knife;
under conditions that allowm (h) One CO_ bottle for emergency Issued in Washington, D.C., on Feb-

(l) In the case of a single-engine air- Inflation; ruary 28, 1964.
craft, descent under VFR if it8 engine (1) One inflation pump; N.E. HATA_,
fails; or (j) Twooars; Administrator.

(2) In the caseofa multienglneair- (k) One75-footretalnlngline; [F.R. Doc. 64-2150;Filed,Mar. 4, 1964;
craft, descent or continuation of the (1) One magnetic compass; e:49a_n.l
flight under VFR if its critical engine (m) One dye marker;
fails. (n) One flashlight;

(o) One pyrotechr_cpistoland slx
However, thisparagraph does not ex- cartridges;
erupta personfrom complyingwlth the (p) A two-day supply of emergency
requiremcntsof paragraph (a) of this food rationssupplying at least 1,000
sectionwhen operatingan aircraftat caloriesa day foreach person;
night or in a controlzone,nor the re- (q) One sea water desaltingkit for
quirements of paragraph (b) of this each two personsthe raft israted to
sectionwhen operatingan airplaneat carry,or two pints of water for each
night, person;

§ 135.159 Radio and navigational equip- (r) One fishing kit; and
ment: Extended overwater or IFR (s) One book on survival appropriate
operations, for the area in which the aircraft is

operated.
Ca) No person may operate an air-

craft under IFR or in extended over- The equipment required by this para-
water operations unless it has at least graph must be clearly marked for
the following radio communication and identification.
navigational equipment appropriate to
the facilities to be used and able to _ 135.165 Oxygen equipment require-ments.
transmit to, and receivefrom, at any
placeon the route,at leastone ground Ca) Un_ressurlzeda|rcrajt:No person
_acility: may operatean aircraftataltitudespre-

(1) A transmitter, scribed in this section unless it is
(2) Two microphones, equippedwith enough oxygen dispensers
(3) Two headsetsor one headsetand and oxygen to supply the oxygen re-

one speaker, quiredfor pilotsby §135.83(a)and to
(4) A marker beacon receiver, supply,when flylng_
(5) Two independent receiversfor (1) At altitudesabove 10,000up to

navigation, and including 15,000feet MSL, oxygen
(6) Two independent receivers for so at least one occupant of the aircraft

communications, other than the pilots, for that part of the


