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Change to FAR Part ql

Section 2(a) (1) of Appendix A requires amended, effective December 22, 1968, as
Title 14--AERONAUTICS AND two complete ILS receiving systems, follows:

which would have to include a basic dis- 1. Section 91.6(a) is amended by add-
SPACE playfrom each system.Section2(a)(9) ing a new subparagraph (3) at the end

Chapter ImFederal Aviation Admin- requireseitheran automatic approach thereofto read as follows:coupler or a flight director system. If a § 91.6 Category II operation: general
istration, Department of Transpor- flight dLrector system is used, two dis- operalingrldes,
tation playsofcomputed IL,qinformationmust (a) * * *

[Docket No. 7025; Am<it. 9143] also be provided. Thus, there is duality (3) The instrument panel in front of
of basic II_ displays for monitoring of the pilot who is controlling the aircraft

PART 91_GENERAL OPERATING ItS function and duality of computed has appropriate instrumentation for the
AND FLIGHT RULES displaysto assurethat the pilotwho is type of flightcontrolguidance system

flyingthe approach willhave the neces- thatisbeingused.
Category IIOperations saryinstrumentationregardlessofwhich , , , , ,

The purpose of this amendment to seethe isoccupying.
Part 91 of the Federal Aviation Regula- However, in view of such comments, § 91.34 [Amended]
tions is to clarify certain of the equip- the FAA believes that these equipment 2. Section 91.34(c) Is amended by
ment requirements for Category II requirements should be clarified and deleting the word "paragraph" and in-
operations conducted by general avia- made somewhat more flexible. Therefore, setting the word "section" is place there-
tion airplanes, the rules are being amended by deleting of.

On April 25, 1967, the FAA issued a the requlrement for dual displays of com- 3. Section 2(a) of Appendix A is
comprehensive group of amendments (32 puted flight director information. As- amended by amending subparagraphs
F.R. 6901, May 5, 1967) that established surance that the pilot flying the (1) and (9) to read as follows:
standards and procedures for the use of approach will have the proper flight dl- 2. Requlred instruments and equipment.
Category H approach minimums. The rectorinstrumentationIsachievedby a (a) * * *
preamble to thoseamendments noted a directrequirementtothateffectin §91.6. (i)Two locallzerand glide sloperecelv-
number of substantivechanges from the The requirementfor a basicII_ display Ing systems.Each system must providea
notice of proposed rule making and in- from each system is specifically set forth, basic ILS display and each side of the in-
vited public comment for possible future It is also made clear that there must strument panel must have a basic ILS dis_
amendments. As a result of those corn- be a basic ILS display on each side of the play. However, a single localtzer antenna and
ments and several petitions for rule mak- instrument panel in order that the per- a single glide slope antenna may be used.
ing, the PAA has decided to alter and formance of the ILS can be adequately * * * * *
clarify some of the equipment require- monitored during the approach. The (9) A flight control guidance system that
merits contained in section 2 of Appendix term "flight director" is somewhat am- consists of either an automatic approach
A to Part 9L biguous since some "flight director" sys- coupler or a flight director system. A flightdirector system must display computed ln-

A number of objections have been tems have been advertised that do not formation as steering command In relation
raised to the requirement for dual flight provide computed command information to an II_ localizer and, on the same instruo
director displays. It is felt that a second but only basic ILS courses and glide slope ment, either computed information as pitch
display of computed command informa- data. Therefore, the essential elements of command in relation to an ILS glide slope
tion from the flight director system is a flight director system are specifically or basic II_ glide slope information. An
repetitious and unnecessary. On the other required by this amendment. In addition automatic approach coupler must provide,
hand, some persons believe that the rules the use of a single axis automatic ap- at least automatic steering in relation to anILS lcoalizer. The flight control guidance
do not require any display of basic data proach coupler is permitted, system may be operated from one of the
nor do they require a display of informs- A minor correction is also made to receiving systems required by subparagraph
tion from the other ILS system. There- § 91.34(c) which should have referred to (1) of this paragraph.
fore, there did not appear to be true "section" rather than "paragraph." . . ,

duality of instrumentation as is provided Since these amendments are clarifying (Se_. 313(a)_ 601, l_ederal Aviation Act c_
for the other critical flight instruments or relaxatory in nature and impose no 1958; 49U.S.C. 1354(a), 1421)
and, as a result, the functioning of the additional burden on any person, I find
II_ could not be properly monitored, that notice and public procedure are Issued in Washington, D.C., on No-

These comments indicated that there unnecessary, vember 14, 1968.
is some misunderstanding with respect In consideration.ofthe foregoing,Part OSCAR BAKKE,
to the instrumentationthat isrequired. 91 ofthe FederalAviationRegulationsis Acting/ortheAclministrator.

(As published in the Federal Register _33 F.R. 1720_/ on November 22. 1968)
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