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Title 14—AERONAUTICS AND
SPACE

Chapter I—Federal Aviation Agency
[Docket No. 7497; Amdt. 45-2]

PART 45—IDENTIFICATION AND
REGISTRATION MARKING

Reduced-Size Markings
The purpose of this amendment is to

clarify the provisions of §§45.25 and
45.29 and to delete obsolete § 45.25<b).

The Agency has received several re-
quests for interpretation of §§45.25<a)
and 45.29(a) as applied in situations
where one of the sets of surfaces made
optional for marking by § 45.25(a) (ver-
tical tail surfaces or sides of fuselage)
was large enough for marks meeting the
requirements of § 45.29 while the other
one was not. The intent of these pro-
visions has always been that full-size
marks must be displayed if possible on
either set of surfaces, and these sections
have been so interpreted. Where neither
set of surfaces is large enough for full-
size marks, marks as large as practicable
must be placed on the larger surfaces.
These provisions are being clarified to
obviate the need for further inquiries.

Section 45.25(b) contained an excep-
tion from the requirements of § 45.25(a)
which by its own terms expired on Jan-
uary 1, 1966. This obsolete provision
and references to it are therefore deleted.

Since this amendment is clarifying in
nature it does not make any substantive
change. Therefore, notice and public
procedure thereon are not required and
the amendment may be made effective
upon publication.

This action is taken on the authority of
sections 307(c), 313(a), and 601 of the
Federal Aviation Act of 1958 (49 U.S.C.
1348, 1354, 1421).

In consideration of the foregoing, Part
45 of the Federal Aviation Regulations
(14 CFR Part 45) is amended as follows:

1. Section 45.25 Is amended to read as
follows:

§ 15.25 Location of marks on fixed-
wing aircraft.

Except as provided in § 45.29(f), the
operator of a fixed-wing aircraft may
display the required marks either on the
vertical tail surfaces or on the sides of the
fuselage. The marks shall be displayed
horizontally as follows:

(a) If displayed on the vertical tail
surfaces, both surfaces of a single verti-
cal tail or the outer surfaces of a multi-
vertical tail must be marked.

(b) If displayed on the fuselage sur-
faces, both sides of the fuselage must be
marked between the trailing edge of the
wing and the leading edge of the hori-
zontal stabilizer, but if engine pods or
other appurtenances are located in this
area and are an integral part of the
fuselage side surfaces, the operator may
place the marks on those pods or
appurtenances.
§ 45.29 [Amended]

2. Section 45.29 is amended:
a. By amending paragraph (a) to read

as follows:
(a) Except as provided in paragraph

(f) of this section, each operator of an
aircraft shall display marks on the air-
craft meeting the size requirements of
this section.

b. By adding the following new para-
graph (f) at the end thereof:

(f) If either one of the surfaces au-
thorized for displaying required marks
under § 45.25 is large enough for display
of marks meeting the size requirements
of this section and the other is not, full-
size marks shall be placed on the larger
surface. If neither surface is large
enough for full-size marks, marks as
large as practicable shall be displayed on
the larger of the two surfaces. If any
surface required to be marked by § 45.27
is not large enough for full-size marks,
marks as large as practicable shall be
displayed on that surface.

Issued In Washington, D.C., on July 14,
1966.

WILLIAM F. McKEE,
Administrator.

(As published in the Federal Register /31 F.R. 9862/on July 21, 1966)
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