MODEILS: Pratt & Whitney Hornet S1E2-G & S1E3-G

I.C. NUMBER: ATC 193

Fodel - Hornet S1E2-6 S1E3-G
Type - 9RA 3:2 reduction gearing --
Rating:

Maximum continuous,
hg, rem, in.Hg., at:
Rated pressure

altitude (ft.) 800-2250-34 1/2-5500 -
S.L. pressure
altitude 800-2250-36 1/2-S.L. -—
Take-off (one minute),
bhp, rpm, in.Hg. 900-2300~-41 -—
885-2500-39 1/2 -
Fuel (minimum octane
aviation gasoline) 87 -
Eore and stroke, in. 6.125 x 6.375 -
Cisplacement, cu. in. 1690 -
Comiression ratio 6.5:1 -
weight (dry), lbs. 1075 1087
Fropeller shaft,
SAE No. 50 --
Sugercharging
{imreller gear ratio) 10.1 --
Carburetion Stromkerg NA-Y9C, NA-YYs-I or
NA-Y9H carburetor with 2-3/4 in.
venturi --
Ignition, dual Scintilla SBEYR magnetos -
Certification basis Approved Type Certificate No. 193

NOTE 1. Eligible with automatic power and mixture control. Stromberg NA-Y9C or NA-Y9G-I carburetor is us2d with
this control.

NOTE 2. Approval expired 10/1/41. No engines of tnese models manufactured after this date or with serial numters
akove 3362 eligible for use in certificated aircraft except Nos. 3347 and 3346.

NCTE 3. Maximum permissikle cylinder head, barrei and oil inlet temperatures, 500 degrees F., 300 degrees F.,
and 200 degrees F., respectively.

NOTIE 4. The S1E3-G incorporates improved cylinder and reduction gear assemblies.



