MOCELS: Wright Cyclone SR-1820F-31 and SGR-1820F-31

T.C. NUMBER: ATC 101

Model - Cyclone SR=-1820F-31 SGR-1820F-31
Type - 9RA Direct drive 8:5 or 16:11 reduction gearing
Rating:

Maximum ¢ontinuous,
hg, rpm, at S.L.

pressure altitude 645-1900-32 1/2-5.L. 645=-1950-32 1/2-5.L.
At rated pressure
altitude (ft.) 670-1900-32 1/2-2500 670-1950-32 1/2-2500
Take-off (cne minute),
hp, rgm, in.Hg. 645-1900-32 1/2 645-1950-32 1/2
Fuel (minimum cctane
aviation gasoline) 80 --
Eore and stroke, in. 6.125 x 6.875 -
Cisplacement, cu. in. 1823 -
Ccmpression ratio 6.4z1 -
weight (dry), lkts. 900 980
Fropeller shaft,
SAE No. 40 spline 40 spline (8:5); 50 spline (16:11)
Supercharging
(impeller gear ratio) 5.95:1 -
Carkuretion stromkberg WAU-8G carburetor with -
2-1/2 in. venturi --
Ignition, dual Scintilla VAG-9LF magnetos
Certification basis Approved Type Certificate No. 101 -

NOTE 1. Approval expired u4/7/37. No engines of these models manufactured after that date eligible for use in
certificated aircraft.

NOTE 2. Engine serial number 21027, converted to R-1820F-31 from R-1820F-3 model, eligible with the following
rating:

Maximum continuous, hp, rpm, in Hg., at:
S.L. pressure altitude 655-1950~32 1/2-S.1L.
Rated pressure altitude (ft.) 680~1950-32 1/2-1800
Take~-off (on2 minute), hp, rpm, in. Hg. 655-1950~-32 172



