MORRCW AIRCRAFT CORPORATION

1 PCLM

MODElIS: Morrow t-L,
T.C. NUMBER: 2-568
Engine
Fuel

Engine limits
Rirspeed limits

Propeller limits
Diameter

C.G. range
Catum

leveling means
Maximum weight
No. seats
Eaggage

Lycoming 0O-435-C
73 minimum octane aviation gasoline
For all operations, 2450 rpm (185 hp)
Level flight or climb - 150 mph True Ind.
Glide or dive - 180 mph True Ind
Flaps extended - 100 mph True Ind.
Static rpm at maximum permissible throttle setting
- Not more or less than 2085
- Not more than 82 inches
- Not less than 80 inches.
(+45.8) to (+49.6)
Firewall
Top longeron at front cockpit
2350 1lts.
One (+45)
None

Fuel capacity 40 gallons (2 wing tanks 20 gallons each) (+57)
0il capacity 3 gallons (in engine sump) (-28)
control surface Elevator Up 29 degrees Down 27 degrees
movement Elevator trim tab Up 25 degrees Down 25 degrees
Aileron Up 26 degrees Down 14 degrees
Rudder Right 38 degrees Left 38 degrees
Wing flaps Down 35 degrees
Certification basis CAR 4.031
Serial Nos. eligible No. 2 only
Required equipment Items 1, 101, 102, 103, 201, 202 and 301
Fropellers and Propeller Accessories:
1. Propeller -~ fixed pitch wood -
including hub 29 1bs. (=53)
Engine and Engine Accessories - Fuel and 0Oil System
01. 0il radiator - G&C No. B-3670 9 1bs. (-u7)
102. Fuel pump - Pesco 2P-227-DB 2 1bs. (-16)
103. Hand fuel pump - Parker 5-3140-14 2 1bs. (-2)
104. Starter - Eclipse type 635 (6V) 17 1bs. (=14)
landing Gear and Floats:
201. Wwheels and brakes (Goodyear L6HBS)
and 7.00-6 4~-ply tires 36 1lks. (+33)
202. Tail wheel - 8 in. smooth contour
(Shinn) with 4-ply tire 3 1lks. (+219)
Electrical Equipment:
301. Battery - 6 volt, 33 ampere hour 16 1bs. (+117)
NOTE 1. The aircraft operation record must include the following restrictions

and a similar placard should be placed on the instrument panel in full view
of the pilot:

"Intentional Acrobatics Prohibited."

WRear Cockpit Not to be Utilized."



