MCOEIS: Menasco Super Buccaneer Cb6S5-4

J1.C. NUMBER: ATC 197

Model Super Buccaneer C6S-4
Tyre 6LAI -
kating:

Maximum continuous,
hg, rpm, in.Hg., at:
Rated pressure

altitude (ft.) 260-2300~39 1/2-7500
S.L. pressure
altitude 260-2300-40 1/2-S.L.
Take-off (cne minute),
hp, rpm in.Hga. 290~-2400~44
Fuel (minimum octane
aviation gasoline) 80 (87 regquired for take-off (one minute))
Bore and stroke, in. 4.750 x 5.125
Lisplacement, cu. in. 545
height (dry}, 1ks. 550
Crankshaft gearing None
Eurercharging
(impeller gear ratio) 10.9:1
Fropeller shaft,
SAE No. 20
Carburetion Stromkerg NA-R9A carburetor with 2-7/16 in. venturi
Ignition, dual Scintilla MN6-3/4DF magnetos
Certification Lkasis Approved Type Certificate No. 197

NOTE 1. Maximum permissible cylinder head, barrel and 0il inlet temperatures, 550 degrees F., 300 gegrees F.,
and 200 degrees F., respectively.

KOTE 2. Approval expired 10/7/4%1. No engines of this model manufactured after this date or with serial nimkers
above 6133 eligible for use in certificated aircraft.



