MODELS: ILenape Papoose LM-3 and LM-365

I.C. NUMBER: T.C. 203

Model - Papoose LM-3 LM-365
Type - 3RA
Fating:
Maximum continuous,
hg, rpm, at S.L.
Fressure altitude 52-2325-5.L. 65-2350-S.L.
Take-off (one minute),
hg, rpm, at full

thrcttle 52-2325 65-~2350
Fuel (minimum octane
aviation gasoline) 73 -
Bore and stroke, in. 4.125 x 4.000 -
Cisplacement, cu. in. 160.4 --
Comgression ratio 4.9:1 5.8:1
weight {(dxy), 1lbs. 138 140
Crankshaft gearing None -
Fropeller shaft,
SAE No. [} -
Carburetion, Stromberg carkburetor NA-S3 or NA-S3A
venturi diameter, in. 1-1716 1-3/716
Ignition, dual Bosch FU6LBS, Splitdorf C3
or Edison Splitdorf RM-3
magnetos -
Certification Lkasis Type Certificate No. 203

NOTE V. These engines equipped with flexible mounting ring Drawing 800, weight 5 1lbs.

NCTE 2. Maximum permissible cylinder head, barrel and oil inlet temperatures, 500 degrees F., 300 iegrees F.,
and 200 degrees F., respectively.

NOTE 3. Approval expired 6/30/41. No engines of these models manufactured after this date eligible for we
in certificated aircraft.



