LEWIS - ALL WOOD PROPELLERS --
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Hub Drilling

Hub Dimension

Maximum

Continuous std.

HP RPM Diameter Pitch
85 2600 76" 52"-36"
85 2600 74" 52"-36"
85 2600 72" 52"-36"
125 2550 76" 52"-36"
125 2550 74" 52"-36"
125 2550 72" 52"-36"
85 2600 76" 52"-36"
165 2800 76" 60"-36"
165 2800 74" 60"-36"
165 2800 72" 60"-36"
165 2800 5" 60"-36"
165 2800 74" 60"=-36"
165 2800 73" 60"-36"
165 2800 72" 60"~36"
125 2600 76" 52"-36"
125 2600 74" 52"=-36"
125 2600 72" 52"-36"
100 2600 76" 52"-36"
100 2600 74" 52"-36"
100 2600 72" 52"-36"
75 2015 76" 52"-36"
75 2015 74" 52"~36"
75 2015 72" 52"=-36"
165 2700 74" 47"=-39"
90 2600 74" 47"-39"
90 2600 73" 47"-39"
90 2600 72" 47"-39"
90 2600 " 47"-39"
90 2600 70" 47"-39"
108 2600 14" 47"-39"
108 2600 73" 47"-39"
108 2600 72" 47"-39"
108 2600 71" 46"-39"
108 2600 70" 47"-39"
185 2450 82" 76"-40"
185 2450 80" 76"-40"
135 2450 78" 76"-40"
165 2800 76" 60"-36"
65 2400 72" 46"-38"
65 2400 7n" 46"-38"
65 2400 70" 46"-38"
65 2400 69" 46"~38"
65 2400 72" 47"-31"
65 2400 71" 47"-31"
65 2400 70" 47"-31"
65 2400 69" 47"-31"
65 2400 72" 46"~38"
65 2400 71" 46"-38"
65 2400 70" 46"-38"
65 2400 69" 46"-38"
65 2400 72" 48"-29"
65 2400 7" 48"-29"
65 2400 70" 48"-29"
65 2400 69" 48"-29"
65 2400 72" 48"-29"
85 2600 70" 47"-33"
85 2600 69" 47"~-33"
85 2600 68" 47"-33"
35 2600 70" 47"-33"
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Maximum Hub Drilling Hub Dimension

Cert. Continuous std. No. Dia. Dia. Bolt Thick=~ Wt.
Model Basis HP RPM Diameter Pitch Holes Holes Circle Diameter _ness {1b.) NOTES
L11F TC 797 85 2600 70" 47"-33" 6 3/8" 4" 6-1/8"  3-1/4" 9 1,4
L11F-1 TC 797 85 2600 69" 47"-33" 6 3/8" 4" 6-1/8" 3-1/4" 9 1,4
L11F-2 TC 797 85 2600 68" 47"-33" 6 3/8" 4" 6-1/8"  3-1/4" 9 1,4
L11lL TC 797 85 2600 70" 47"-33" 6 3/8" 4-3/3" 6-1/8" 3-1/4" 9 1,4
L11L-1 TC 797 85 2600 69" 47"-33" 6 3/8" 4-3/8" 6-1/8" 3-1/4" 9 1,4
L11L-2 TC 797 85 2600 68" 47"-33" 6 3/8" 4-3/8" 6-1/8"  3-1/4" 9 1,4
L12R TC 829 200 2450 86" 64"-44" 8 3/8" 5-1/4" 7-1/2"  4-1/8" 18 1,4
L12RA TC 829 200 2450 86" 64"-44" 8 7/16" 7" 9-1/4" 6" 25 1,4
L12RB TC 829 200 2450 86" 64"-44" 6 3/8" 6-3/16" 8" 4-1/8" 18 1,4
L12W TC 829 200 2450 86" 64"-44" 8 3/8" 5-1/4" 7-1/2" 4" 18 1,4
L12WA TC 829 200 2450 86" 64"-44" 8 3/8" 5-1/4" 7-1/2" 4" 18 1,4
L16 TC 788 65 2550 70" 40"-32" 6 3/8" 4-3/8" 6-1/8" 3-1/4" 11 1,4
L16~1 TC 788 65 2550 69" 40"-32" 6 3/8" 4-3/8" 6~-1/8" 3-1/4" 11 1,4
L16-2 TC 788 65 2550 68" 40"-32" 6 3/8" 4-3/8" 6-1/8" 3-1/4" 11 1,4
L16B TC 788 55 2300 70" 53"-43" 6 3/8" 4-3/8" 6-1/8" 3-1/4" 9 1,4
L16B-1 TC 788 55 2300 69" 53"-43" 6 3/8" 4-3/8" 6-1/8" 3-1/4" 9 1,4
L16B-2 TC 788 55 2300 68" 53"-43" 6 3/8" 4-3/8" 6-1/8" 3-1/4" 9 1,4
123 TC 796 90 2375 80" 54"-38" 6 7/16"  4-5/8" 7" 4" 15 1,4
L23-2 TC 796 90 2375 78" 54"-38" 6 7/16" 4-5/8" 7" 4" 15 1,4
L23-4 TC 796 90 2375 76" 6 7/16"  4-5/8" 7™ 4" 15 1,4
L30 TC 788 50 2300 70" 6 3/8" 4" 6-1/8" 3-1/4" 10 1,4
L30-1 TC 788 50 2300 69" 6 3/8" 4" 6-1/8" 3-1/4" 10 1,4
L30-2 TC 788 50 2300 68" 6 3/8" 4" 6-1/8" 3-1/4" 10 1,4
L33 TC 788 40 2575 72" 6 3/8" 4" 6-1/8" 3-3/16" 11 1,4
L33-1 TC 788 40 2575 n" 6 3/8" 4" 6-1/8" 3-3/16" 11 1,4
133-2 TC 788 40 2575 70" 6 3/8" 4" 6-1/8"  3-3/16" 11 1,4
L33-3 TC 788 40 2575 69" 6 3/8" 4" 6-1/8" 3-3/16" 11 1,4
L44 TC 797 75 2600 72" 6 3/8" 4-3/8" 6-1/8" 3-3/8" 11 1,4
L44-1 TC 797 75 2600 " 6 3/8" 4-3/8" 6-1/8" 3-3/8" 11 1,4
L44-2 TC 797 75 2600 70" 6 3/8" 4-3/8" 6-1/8" 3-3/8" 11 1,4
L44K TC 797 75 2600 72" 6 3/8" 4-3/8" 6-1/8"  3-3/8" 11 1,3,4
L55C TC 818 90 2700 72" 6 3/8" 4-3/8" 6-1/8% 3-3/8" 11 1,4
L55C-1 TC 818 90 2700 7" 6 3/8" 4-3/8" 6-1/8" 3-3/8" 11 1,4
L55C-2 TC 818 90 2700 70" 6 3/8" 4-3/8" 6-1/8" 3-3/8" 11 1,4
L55CK TC 818 90 2700 72" 6 3/8" 4-3/8" 6-1/8"  3-3/8" 11 1,3,4
L5SF TC 818 90 2700 72" 6 3/8" 4" 6-1/8" 4" 11 1,4
L55F-1 TC 818 90 2700 7" 6 3/8" 4" 6-1/8" 4" 11 1,4
L55F-2 TC 818 90 2700 70" 6 3/8" 4" 6-1/8" 4" 11 1,4
L60 TC 796 90 2500 76" 6 3/8" 4" 6-1/8" 4" 14 1,4
L66CK TC 818 90 2700 72-1/2" 52"-32" 6 3/8" 4-3/8" 6-1/8% 3.3/8" 11 1,3.4

NOTE 1. A dash and a number added to the model designation refers to the pitch in inches. The pitch must be within
the approved limits given on the specification.
NOTE 2. Approval for these models expired April 6, 1944. No propellers of these models manufactured after that
date or with serial numbers above those listed below are eligjible for use in certificated aircraft:
L10 Series Serial No. 755
L1l Series Serial No. 2633
NOTE 3. Hub bolt holes are counter-drilled for mounting on hub flanges having bolt-hole bushings.
NOTE 4. Approvals for these models expired December 31, 1954. No propellers of these models manufactured after
that date are eligible for use on certificated aircraft.



