GARDNER - ALL WOOD PROPELLERS --

The propellers are of two-bladed, laminated wood construction with metal tipping.

Model.

245
261
304
365-A
369 )
369 )
377
456
457
491
497
567
569
571
581
581-H
727
729
817
1450
1451
1471
1481
1483
1487
1501
1525
3691
3829

NOTE 1.

NOTE 2.

Maximum
Cert. Continuous std.
Basis* HP RPM Diameter Pitch
TC 759 75 2100 78" 47"
TC 759 75 2100 77" 55"
TC 399 40 2000 77" 34"
TC 400 40 2575 68"
TC 676 60 2400 72"
TC 676 60 2400 72"
TC 673 50 2300 67"
TC 179 (Left hand of model 457)
TC 179 100 2100 81" 54"
TC 710 80 2700 36"
TC 712 50 1900 37"
ATC 88 102 1500 56"
TC 382 102 1400 56"
2-13 110 1900 49"
TC 389 125 2175 48"
TC 389 125 2175 48"
TC 553 220 2000 54"
TC 495 165 2000 92" 61"
ATC 531 40 2575 68-3/4" 25"
TC 409 (Left hand of model 1451)
TC 409 50 1850 75" 48"
TC 379 20 2375 79" 42"
TC 395 100 1810 91-1/2" 52"
TC 397 125 1925 52"
TC 390 115 1675 56"
TC 428 103 2200 60"
TC 590 160 2250 70"
TC 677 40 1875 44"
TC 753 65 2200 36"

This approval expired December 18, 1942.

eligible for use on certificated aircraft.

This approval expired March 8, 1957.

for use on certificated aircraft.

No propellers of this model manufactured a

Hub Drilling

Hub Dimensions

No.

Holes
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Dia.

Holes

a/s"
3/8"

"

Dia. Bolt Thick-
Circle Diameter ness
6-5/8" 3-1/2"
6-5/8" 3-1/2"
6-1/4" 3-1/4"
6" 3-1/4"
6-1/8" 3-1/4"
4-3/8" 6-1/8" 3-1/4"
4" 6" 3-1/4"
4-3/4" 6-3/4" 3-3/4"
4-3/8" 5-3/4" 3-5/16
4-3/8" 6-1/8" 3-1/4"
5-1/4" 7-1/2" 4"
5-1/4" 7-1/2" 4"
174" 70 4"
5-1/4" 7n an
5-1/4" 7 4
6.69" 9" 6-1/4"
6.69" 9" 6"
4" 6-1/8" 2-1/4"
4.72" 6" 3-1/4"
4-5/8" 6-3/4" 4"
5-1/4" g0 4
5-174" an 4
5-1/a" 70 av
4-23/32"  6-1/4" 4-1/2"
5-1/4° 70 an
4" 5-5/8" 3-1/4"
4" 6-1/8" 3-1/4"

No propellers of this model manufactured after that
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