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TYPE CERTIFICATE DATA SHEET NO. P2IN

Propellers of models described herein conforming with this data sheet (which is a part of type certificate No. P2IN) and other
approved data on file with the Federal Aviation Agency, meet the minimum standards for use in certificated aircraft in
accordance with pertinent aircraft data sheets and applicable portions of the Civil Air Regulations provided they are installed,
operated and maintained as prescribed by the approved manufacturer's manuals and other approved instructions.

The propellers are of fixed-pitch, single-piece, two-bladed, hardwood construction.  The blade surface is coated with a glass fiber
material.  The sheathing is of thick aluminum alloy screwed onto the blades.

Type Certificate Holder Avions Jodel
Route de Seurre
Beaune (Cote d'Or), France

Maximum Std. Hub Drilling Hub Dimensions Weight
Continuous Takeoff Diameter Pitch* No. Dia. Dia. Dia. Thickness (lb.)
HP RPM HP RPM Holes Holes Bolt

Model Circle

D11-28 105 2750 105 2750 69 1/2" 53'-44" 6 3/8" 4 3/8" 6 1/4" 3 3/8" 9

*measured at 0.7 radius (See NOTE 1)

Certification basis CAR 10.  Type Certificate No. P2IN issued January 18, 1963.
Date of Application for Type Certificate September 24, 1962.

Each individually imported propeller must be accompanied by a certificate from "Bureau
Veritas", and clearly labeled as imported.

NOTE 1. Model Designation

D11-28-1 designates 53" pitch
D11-28-4 designates 44" pitch
D11-28-7 designates 50" pitch
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