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DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

A-759
Revis ion 66

Amer ican Champion
(Bel lanca)

(Champion)
7AC (Aeronca)

7ACA 7EC 7GCB
S7AC S7EC 7GCBA

(L-16A)   7BCM 7ECA 7GCBC
(L-16B)   7CCM 7FC 7HC

S7CCM 7GC 7JC
7DC 7GCA 7KC

S7DC 7GCAA 7KCAB
August  25,  1997

AIRCRAFT SPECIFICATION NO.  A-759

Type Cert i f icate Holder : Amer ican Champion Ai rcraf t  Corp.
P.  O.  Box 37
Rochester ,  WI  53167

I  -  Model  7AC, 2 PCLM (Normal  Category) ,  Approved October  18,  1945
(See NOTE 4 for  opt ional  engines and convers ions to other  models)

Engine Cont inenta l  A-65-8 (see i tem 115 for  Lycoming O-235-C)

Fuel 73 minimum grade aviat ion gasol ine

Engine L imi ts For  a l l  operat ions,  2300 r .p .m.  (65 hp.)

A i rspeed L imi ts Level  f l ight  or  c l imb   95 m.p.h .  (83 knots)  True Ind.
Gl ide or  d ive 129 m.p.h .  (112 knots)  True Ind.

Propel ler  L imi ts Stat ic  rpm at  maximum permiss ib le throt t le  set t ing:
 (For  f ixed p i tch Not over 2250,  not  under 1960.   No addi t ional  to lerance permit ted.
  wood propel ler) Diameter :   not  over 72 in. ,  not  under 70 in.

C.G.  Range (+10.9)  to  (+21.5)

Empty wt .
 C.G.  Range (+14.1)  to  (+17.9)  s tandard arrangement

(+14.1)  to  (+15.0)  when i tem 106(a)  insta l led.   When empty weight  C.G.  fa l ls  wi th in
the range g iven,  i t  is  not  necessary to  compute cr i t ica l  fore and af t  C.G.  posi t ions.
This range val id  for  s tandard arrangement only.

Maximum Weight 1220 lb .

No.  of  Seats 2 (1 at  +11.5,  1  at  +42)

Maximum Baggage 40 lbs.  a t  +64.  See NOTE 2 for  baggage p lacard.

Fuel  Capaci ty 13 gal .  a t  -15.

Oi l  Capaci ty 4 qt .  a t  -33.

Contro l  Sur face
 Movements Elevator Up 25o Down 15.5o

Elevator  Tr im Tab Up 20o Down 34.5o

Ai lerons Up 28.5o Down 18o

Rudder Right 24o Lef t 25o

Ser ia l  Nos.  El ig ib le 7AC-1 and up.

Required Equipment I tems 1,  101,  102,  201,  202.

I I  -  Model  S7AC, 2 PCSM (Normal  Category) ,  Approved February 27,  1947
(Same as 7AC except  for  f loat  insta l la t ion)

Engine Cont inenta l  A-65-8

Fuel 80 minimum grade aviat ion gasol ine

Engine L imi ts For  a l l  operat ions,  2300 r .p .m.  (65 hp.)
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Ai rspeed L imi ts Level  f l ight  or  c l imb   90 m.p.h .  (78 knots)  True Ind.
Gl ide or  d ive 121 m.p.h .  (105 knots)  True Ind.

Propel ler  L imi ts Stat ic  rpm at  maximum permiss ib le throt t le  set t ing:
 (For  f ixed p i tch Not over 2200,  not  under 1960.   No addi t ional  to lerance permit ted.
  propel ler) Diameter :   not  over 76 in. ,  not  under 70 in.

C.G.  Range (+10.9)  to  (+19.5)
Empty wt .C.G.  Range (+13.6)  to  (+15.7)  not  va l id  when i tem 106(a)  insta l led.   When empty weight  C.G.

fa l ls  wi th in  th is  range,  i t  is  not  necessary to  compute cr i t ica l  fore and af t  C.G.
posi t ions.   This  range val id  for  s tandard arrangement only .

Maximum Weight 1320 lb .

No.  of  Seats 2 (1 at  +11.5,  1  at  +42)

Maximum Baggage 40 lbs.  a t  +64.  See NOTE 2 for  baggage p lacard.

Fuel  Capaci ty 13 gal .  a t  -15.

Oi l  Capaci ty 4 qt .  a t  -33.

Contro l  Sur face
 Movements Elevator Up 25o Down 15.5o

Elevator  Tr im Tab Up 20o Down 34.5o

Ai lerons Up 28.5o Down 18o

Rudder Right 24o Lef t 25o

Ser ia l  Nos.  El ig ib le 7AC-1 and up.

Required Equipment I tems 1,  101,  102,  204(a)  or  (b) ,  205(a) ,  205(c)

I I I  -  Model  7BCM (Army L-16A),  2  PCLM (Normal  Category) ,  Approved September 16,  1947
Same as 7AC except  for  powerplant  insta l la t ion.   See NOTE 4 for  convers ion f rom Model  7AC.

Engine Cont inenta l  C-85-8,  -8F,  -8J or  -8FJ

Fuel 80 minimum grade aviat ion gasol ine

Engine L imi ts For  a l l  operat ions,  2575 r .p .m.  (85 hp.)

A i rspeed L imi ts Level  f l ight  or  c l imb   95 m.p.h .  (83 knots)  True Ind.
Gl ide or  d ive 129 m.p.h .  (112 knots)  True Ind.

Propel ler  L imi ts Stat ic  rpm at  maximum permiss ib le throt t le  set t ing:
 (For  f ixed p i tch Not over 2450,  not  under 2200.   No addi t ional  to lerance permit ted.
  wood propel ler) Diameter :   not  over 72 in. ,  not  under 70 in.

C.G.  Range (+10.4)  to  (+19.7)

Empty wt .
 C.G.  Range (+13.2)  to  (+15.5)  va l id  only  for  s tandard arrangement .   When empty weight  C.G.

fa l ls  wi th in  th is  range,  i t  is  not  necessary to  compute cr i t ica l  fore and af t  C.G.
pos i t ions.

Maximum Weight 1220 lb .

No.  of  Seats 2 (1 at  +11.5,  1  at  +42) .   P lacard:   "Solo f rom f ront  seat  on ly . "

Maximum Baggage 50 lbs.  a t  +64.

Fuel  Capaci ty 13 gal .  a t  -15.

Oi l  Capaci ty 4 qt .  a t  -33.

Contro l  Sur face
 Movements Elevator Up 27o Down 21.5o

Elevator  Tr im Tab Up 20o Down 34.5o

Ai lerons Up 28.5o Down 18o

Rudder Right 24o Lef t 25o

Ser ia l  Nos.  El ig ib le 7BCM-1 and up.   A lso,  see NOTE 5 for  mi l i tary  S/N's  e l ig ib le .

Required Equipment Carburetor  engine: 1,  102,  105,  201,  202.
( I tems) In jector  engine: 1,  110,  201,  202.

IV -  Model  7CCM (Army L-16B),  2  PCLM (Normal  Category) ,  Approved July  12,  1948
Same as 7BCM except  for  powerplant  insta l la t ion,  increased f in  area,  auxi l iary fuel  wing tank and fuselage
member changed.   See NOTE 4 for  convers ion f rom Model  7AC.

Engine Cont inenta l  C90-8F or  C90-8FJ

Fuel 80 minimum grade aviat ion gasol ine
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Engine L imi ts For a l l  operat ions,  2475 r .p .m.  (90 hp. )

A i rspeed L imi ts Level  f l ight  or  c l imb 100 m.p.h .  (   87 knots)  True Ind.
Gl ide or  d ive 135 m.p.h .  (117 knots)  True Ind.

Propel ler  L imi ts Stat ic  rpm at  maximum permiss ib le throt t le  set t ing:
 (For  f ixed p i tch Not over 2410,  not  under 2170.   No addi t ional  to lerance permit ted.
  wood propel ler) Diameter :   not  over 72 in. ,  not  under 70 in.

C.G.  Range (+16.8)  to  (+20.0)  a t  1300 lb .
(+10.0)  to  (+20.0)  a t  1087 lb .  or  less
Straight  l ine var iat ion between points g iven.

Empty wt .
 C .G.  Range None

Maximum Weight 1300 lb.   May be increased to 1350 lb.  when "Long Stroke Oleo Landing Gear" ,
Aeronca P/N 3-665,  insta l led and p lacard,  " In tent ional  sp inning prohib i ted when
baggage carr ied" ,  Aeronca P/N 1-2929,  insta l led on inst rument  panel .   C.G.  range
at  1350 lb .  is  as fo l lows:

(+16.8)  to  (+20.4)  a t  1350 lb .
(+10.0)  to  (+20.4)  a t  1087 lb .  or  less
Straight  l ine var iat ion between points g iven.

No.  of  Seats 2 (1 at  +11.5,  1  at  +42) .   P lacard:   "Solo f rom f ront  seat  on ly . "

Maximum Baggage 50 lbs.  a t  +64.

Fuel  Capaci ty 18.5 gal .  (13 gal .  a t  -15,  5 .5 gal .  a t  +24) .

Oi l  Capaci ty 5 qt .  a t  -33.

Contro l  Sur face
 Movements Elevator Up 24o Down 24o

Elevator  Tr im Tab Up 17.5o Down 37.5o

Ai lerons Up 28.5o Down 18o

Rudder Right 25o Lef t 25o

Ser ia l  Nos.  El ig ib le 7CCM-1 and up.   A lso,  see NOTE 5 for  mi l i tary  S/N's  e l ig ib le .

Required Equipment Wi th  Cont inenta l  C90-8F engine: 1,  102,  105,  106,  109,  201,  202.
( I tems) Wi th  Cont inenta l  C90-8FJ engine: 1,  106,  110,  201,  202.

V -  Model  7DC, 2 PCLM (Normal  Category) ,  Approved July  12,  1948
Same as 7CCM except  for  powerplant  insta l la t ion.   See NOTE 4 for  convers ion f rom Model  7AC.

Engine Cont inenta l  C-85-8,  -8F,  -8J ,  or  -8FJ

Fuel 80 minimum grade aviat ion gasol ine

Engine L imi ts For  a l l  operat ions,  2575 r .p .m.  (85 hp.)

A i rspeed L imi ts Level  f l ight  or  c l imb 100 m.p.h .  (   87 knots)  True Ind.
Gl ide or  d ive 135 m.p.h .  (117 knots)  True Ind.

Propel ler  L imi ts Stat ic  rpm at  maximum permiss ib le throt t le  set t ing:
 (For  f ixed p i tch Not over  2465,  not  under 2300.   No addi t ional  to lerance permit ted.
  wood propel ler) Diameter :   not  over 72 in. ,  not  under 70 in.

C.G.  Range (+16.8)  to  (+20.0)  a t  1300 lb .
(+10.0)  to  (+20.0)  a t  1087 lb .  or  less
Straight  l ine var iat ion between points g iven.

Empty wt .
 C.G.  Range None

Maximum Weight 1300 lb.   May be increased to 1350 lb.  when "Long Stroke Oleo Landing Gear" ,
Aeronca P/N 3-665,  insta l led and p lacard,  " In tent ional  sp inning prohib i ted when
baggage carr ied" ,  Aeronca P/N 1-2929,  insta l led on inst rument  panel .   C.G.  range
at  1350 lb .  is  as fo l lows:

(+16.8)  to  (+20.4)  a t  1350 lb .
(+10.0)  to  (+20.4)  a t  1087 lb .  or  less
Straight  l ine var iat ion between points g iven.

No.  of  Seats 2 (1 at  +11.5,  1  at  +42) .   P lacard:   "Solo f rom f ront  seat  on ly . "

Maximum Baggage 50 lbs.  a t  +64.

Fuel  Capaci ty 18.5 gal .  (13 gal .  a t  -15,  5 .5 gal .  a t  +24) .

Oi l  Capaci ty 5 qt .  a t  -33.
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Contro l  Sur face
 Movements Elevator Up 24o Down 24o

Elevator  Tr im Tab Up 17.5o Down 37.5o

Ai lerons Up 28.5o Down 18o

Rudder Right 25o Lef t 25o

Ser ia l  Nos.  E l ig ib le 7DC-1 and up.

Required Equipment Wi th  carburetor  engine: 1,  102,  105,  201,  202.
( I tems) Wi th  in jec tor  engine: 1,  110,  201,  202.

VI  -  Model  S7DC, 2 PCSM (Normal  Category) ,  Approved September 22,  1948
Same as 7DC except  for  increase in maximum weight ,  f loat  and auxi l iary ventra l  f in  insta l la t ion.

Engine Cont inenta l  C-85-8F

Fuel 80 minimum grade aviat ion gasol ine

Engine L imi ts For  a l l  operat ions,  2575 r .p .m.  (85 hp.)

A i rspeed L imi ts Level  f l ight  or  c l imb   95 m.p.h .  (   83 knots)  True Ind.
Gl ide or dive 129 m.p.h .  (112 knots)  True Ind.

Propel ler  L imi ts Stat ic  rpm at  maximum permiss ib le throt t le  set t ing:
 (For  f ixed p i tch Not over 2440,  not  under 2290.   No addi t ional  to lerance permit ted.
  wood propel ler) Diameter :   not  over 72 in. ,  not  under 70 in.

C.G.  Range (+16.8)  to  (+20.3)  a t  1400 lb .
(+10.4)  to  (+20.3)  a t  1189 lb .  or  less
Straight  l ine var iat ion between points g iven.

Empty wt .C.G.  Range None

Maximum Weight 1400 lb .

No.  of  Seats 2 (1 at  +11.5,  1  at  +43) .   P lacard:   "Solo f rom f ront  seat  only."

Maximum Baggage 50 lbs.  a t  +64.

Fuel  Capaci ty 18.5 gal .  (13 gal .  a t  -15,  5 .5 gal .  a t  +24) .

Oi l  Capaci ty 5 qt .  a t  -33.

Contro l  Sur face
 Movements Elevator Up 27o Down 21.5o

Elevator  Tr im Tab Up 17.5o Down 37.5o

Ai lerons Up 28.5o Down 18o

Rudder Right 25o Lef t 25o

Ser ia l  Nos.  El ig ib le 7DC-1 and up.

Required Equipment I tems 1,  102,  105,  204(b) ,  205(a) ,  205(c) .

VI I  -  Model  S7CCM, 2 PCSM (Normal  Category) ,  Approved March 15,  1949
Same as 7CCM except  for  increase in maximum weight ,  f loat  and auxi l iary ventra l  f in  l insta l la t ion.

Engine Cont inenta l  C90-8F or  C90-8FJ

Fuel 80 minimum grade aviat ion gasol ine

Engine L imi ts For  a l l  operat ions,  2475 r .p .m.  (90 hp.)

A i rspeed L imi ts Level  f l ight  or  c l imb   95 m.p.h .  (   83 knots)  True Ind.
Gl ide or  d ive 129 m.p.h .  (112 knots)  True Ind.

Propel ler  L imi ts Stat ic  rpm at  maximum permiss ib le throt t le  set t ing:
 (For  f ixed p i tch Not over 2410,  not  under 2170.   No addi t ional  to lerance permit ted.
  wood propel ler) Diameter :   not  over 72 in. ,  not  under 70 in.

C.G.  Range (+16.8)  to  (+20.3)  a t  1400 lb .
(+10.4)  to  (+20.3)  a t  1189 lb .  or  less
Straight  l ine var iat ion between points g iven.

Empty wt .
 C.G.  Range None

Maximum Weight 1400 lb .

No.  of  Seats 2 (1 at  +11.5,  1  at  +42) .   P lacard:   "Solo f rom f ront  seat  on ly . "

Maximum Baggage 50 lbs.  a t  +64.

Fuel  Capaci ty 18.5 gal .  (13 gal .  a t  -15,  5 .5 gal .  a t  +24) .
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Oi l  Capaci ty 5 qt .  a t  -33.

Contro l  Sur face
 Movements Elevator Up 24o Down 24o

Elevator  Tr im Tab Up 17.5o Down 37.5o

Ai lerons Up 28.5o Down 18o

Rudder Right 25o Lef t 25o

Ser ia l  Nos.  El ig ib le 7CCM-1 and up.   A lso,  see NOTE 5 for  mi l i tary  S/N's  e l ig ib le .

Required Equipment Wi th  Cont inenta l  C90-8F engine: 1 ,  102,  105,  106,  109,  204(b) ,  205(a) ,  205(c) .
( I tems) Wi th  Cont inenta l  C90-8FJ engine: 1 ,  106,  110,  204(b) ,  205(a) ,  205(c) .

VI I I  -  Model  7EC, 2 PCLM (Normal  Category) ,  Approved November 30,  1949
See Note 8 for  convers ion f rom Model  7JC.

Engine Cont inenta l  C90-12F or  C90-12FJ

Fuel 80 minimum grade aviat ion gasol ine

Engine L imi ts For al l  operat ions,  2475 r .p .m.  (90 hp. )

A i rspeed L imi ts Level  f l ight  or  c l imb 100 m.p.h .  (   87 knots)  True Ind.
Gl ide or  d ive 135 m.p.h .  (117 knots)  True Ind.

Propel ler  L imi ts Stat ic  rpm at  maximum permiss ib le throt t le  set t ing:
 (For  f ixed p i tch Not over 2350,  not  under 2125.   No addi t ional  to lerance permit ted.
  wood propel ler) Diameter :   not  over 72 in. ,  not  under 70 in.

C.G.  Range (+15.0)  to  (+19.2)  a t  1450 lb .
(+10.2)  to  (+19.2)  a t  1190 lb .  or  less
Straight  l ine var iat ion between points g iven.
Placard:   " In tent ional  sp inning prohib i ted when carry ing baggage."

Empty wt .
 C.G.  Range None

Maximum Weight 1450 lb .
1300 lb.  ( I f  lower end landing gear o leo st rut  aaembly,  Aeronca dwg.  3-433,  is  insta l led) .
C.G.  range at  1300 lb .  is  as fo l lows:

(+16.8)  to  (+19.2)  a t  1300 lb .
(+10.2)  to  (+19.2)  a t  1100 lb .  or  less
Straight  l ine var iat ion between points g iven.

1500 lb .  (S/N's  7EC-705 and up e l ig ib le)
C.G.  range at  1500 lb .  is  as fo l lows:

(+15.0)  to  (+19.2)  a t  1500 lb .
(+10.2)  to  (+19.2)  a t  1190 lb .  or  less
Straight  l ine var iat ion between points g iven.

No.  of  Seats 2 (1 at  +11.5,  1  at  +42) .   P lacard:   "Solo f rom f ront  seat  on ly . "

Maximum Baggage 50 lbs.  a t  +64.

Fuel  Capaci ty 18.5 gal .  (13 gal .  a t  -15,  5.5 gal .  a t  +24) .  See i tem 116 for  opt ional  fue l  systems.

Oi l  Capaci ty 5 qt .  a t  -33.

Contro l  Sur face
 Movements Elevator Up 24o Down 24o

Elevator  Tr im Tab Up 17.5o Down 37.5o

Ai lerons Up 28.5o Down 18o

Rudder Right 25o Lef t 25o

Ser ia l  Nos.  El ig ib le 1 and up.

Required Equipment Wi th  Cont inenta l  C90-12F engine: 1 ,  102,  105,  109,  201,  202.
( I tems) Wi th  Cont inenta l  C90-12FJ engine: 1,  106,  110,  201,  202.

IX -  Model  S7EC, 2 PCSM (Normal  Category) ,  Approved May 12,  1950
Same as 7EC except  for  increase in maximum weight ,  f loat  and auxi l iary ventra l  f in  l insta l la t ion.

Engine Cont inenta l  C90-12F or  C90-12FJ

Fuel 80 minimum grade aviat ion gasol ine

Engine L imi ts For  a l l  operat ions,  2475 r .p .m.  (90 hp.)

A i rspeed L imi ts Level  f l ight  or  c l imb   95 m.p.h .  (   83 knots)  True Ind.
Gl ide or  d ive 129 m.p.h .  (112 knots)  True Ind.
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C.G.  Range (+15.0)  to  (+18.6)  a t  1474 lb .
(+10.4)  to  (+18.6)  a t  1258 lb .  or  less
Straight  l ine var iat ion between points g iven.
Placard:   " In tent ional  sp inning prohib i ted when carry ing baggage."

Empty wt .  C.G.Range None

Maximum Weight 1474 lb .

No.  of  Seats 2 (1 at  +11.5,  1  at  +42) .   P lacard:   "Solo f rom f ront  seat  on ly . "

Maximum Baggage 50 lbs.  a t  +64.

Fuel  Capaci ty 18.5 gal .  (13 gal .  a t  -15,  5.5 gal .  a t  +24) .  See i tem 116 for  opt ional  fue l  systems.

Oi l  Capaci ty 5 qt .  a t  -33.

Contro l  Sur face
 Movements Elevator Up 24o Down 24o

Elevator  Tr im Tab Up 17.5o Down 37.5o

Ai lerons Up 28.5o Down 18o

Rudder Right 25o Lef t 25o

Ser ia l  Nos.  El ig ib le 1 and up.

Required Equipment Wi th  Cont inenta l  C90-12F engine: 6,  102,  105,  106,  109,  112,  204(b) ,  205(a) .
( I tems) Wi th  Cont inenta l  C90-12FJ engine: 6,  106,  110,  112,  204(b) ,  205(a) .

X -  Model  7FC, 2 PCLM (Normal  Category) ,  Approved March 27,  1957
See Note 7 for  convers ion to Wide Track Main Gear

Engine Cont inenta l  C90-12F or  C90-12FJ

Fuel 80 min imum grade aviat ion gasol ine

Engine L imi ts For  a l l  operat ions,  2475 r .p .m.  (90 hp.)

A i rspeed L imi ts Level  f l ight  or  c l imb 100 m.p.h .  (   87 knots)  True Ind.
Gl ide or  d ive 135 m.p.h .  (117 knots)  True Ind.

Propel ler  L imi ts Stat ic  rpm at  maximum permiss ib le throt t le  set t ing:
 (For  f ixed p i tch Not over 2350,  not  under 2125.   No addi t ional  to lerance permit ted.
  wood propel ler) Diameter :   not  over 72 in. ,  not  under 70 in.

C.G.  Range (+15.0)  to  (+17.2)  a t  1450 lb .
(+10.2)  to  (+17.2)  a t  1190 lb .  or  less
Stra ight  l ine var iat ion between points g iven.
Placard:   " In tent ional  sp inning prohib i ted when carry ing baggage."

Empty wt .C.G.  Range None

Maximum Weight 1450 lb .  (S /N 's  7FC-2 thru  7FC-405)
1500 lb .  (S/N's  7FC-406 and up when Champion 7-1159 Wide Track Main Gear
ins ta l led.   S/N 's  7FC-347 thru 7FC-405 e l ig ib le for  1500 lb .  maximum weight  when
modi f ied in  accordance wi th Champion Serv ice Let ters Nos.  45 and 46)
C.G.  range at  1500 lb .  is  as fo l lows:

(+15.0)  to  (+18.5)  a t  1500 lb .
(+10.2)  to  (+18.5)  a t  1190 lb .  or  less
Straight  l ine var iat ion between points g iven.

No.  of  Seats 2 (1 at  +11.5,  1  at  +42) .   P lacard:   "Solo f rom f ront  seat  on ly . "

Maximum Baggage 50 lbs.  a t  +64.

Fuel  Capaci ty 26 gal .  ( two 13 gal .  wing tanks +24)

Oi l  Capaci ty 5 qt .  a t  -35.

Contro l  Sur face
 Movements Elevator Up 24o Down 24o

Elevator  Tr im Tab Up 17.5o Down 37.5o

(1500 lb.  max.  wt .  only) Elevator  Tr im Tab Up 17.5o Down 44o

Ai lerons Up 28.5o Down 18o

Rudder Right 25o Lef t 25o

Ser ia l  Nos.  El ig ib le 2 and up.

Required Equipment Wi th  Cont inenta l  C90-12F engine: 1,  102,  103,  105,  116,  201(b)  or  (d) .
( I tems) (201(e)  and 210(b)  a lso requi red for  1500 lb .  maximum weight) .

Wi th  Cont inenta l  C90-12FJ engine: 1,  110,  116,  201(b)  or  (d) .   (201(e)  and 210(b)
a lso requi red for  1500 lb.  maximum weight) .
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XI-  Model  7GC, 2 PCL-SM (Normal  Category) ,  Approved October  3,  1958
Model  7GC is  genera l ly  s imi lar  to  7EC except  for  modi f ied fuselage st ructure as requi red for  increase in
gross weight  and insta l la t ion of  Lycoming O-290-D2B engine and rev ised fuel  system.

Engine Lycoming O-290-D2B

Fuel 80 minimum grade aviat ion gasol ine

Engine L imi ts Takeof f  (one minute) 2800 r .p .m.  (140 hp. )
Maximum cont inuous 2600 r .p .m.  (135 hp. )

A i rspeed L imi ts Landplane: Level  f l ight  or  c l imb 120 m.p.h .  (104 knots)  True Ind.
Gl ide or  d ive 162 m.p.h .  (141 knots)  True Ind.

Seaplane wi th i tem 204(c)  insta l led:
Level  f l ight  or  c l imb 120 m.p.h .  (104 knots)  True Ind.
Gl ide or  d ive 137 m.p.h .  (119 knots)  True Ind.

C.G.  Range Landplane: (+14.2)  to  (+17.7)  a t  1650 lb .
(+10.2)  to  (+17.7)  a t  1230 lb .  or  less

Seaplane: (+14.45)  to  (+17.7)  a t  1732 lb .
(+11.9)  to  (+17.7)  a t  1450 lb .  or  less

Straight  l ine var iat ion between points g iven.
Empty wt .C.G.  Range None

Maximum Weight Landplane: 1650 lb .
Seaplane: 1732 lb .

No.  of  Seats 2 (1 at  +12,  1  at  +42) .

Maximum Baggage 50 lbs.  a t  +64.5

Fuel  Capaci ty 39 gal .  a t  +24.5

Oi l  Capaci ty 8 qt .  a t  -36

Contro l  Sur face
 Movements Elevator Up 24o Down 24o

Elevator  Tr im Tab Up 17.5o Down 37.5o

Ai lerons Up 27.5o Down 19o

Rudder Right 25o Lef t 25o

Ser ia l  Nos.  El ig ib le 2 and up.

Required Equipment Landplane: 11(a) ,  102(c)  or  (d) ,  118(a)  or  (b) ,  119,  120(a)  or  (b) ,  201(b) ,  202( f ) .
( I tems) Seaplane: 11(a) ,  102(c)  or  (d) ,  118(a)  or  (b) ,  119,  120(a)  or  (b) ,  204(c) ,  205(a) ,  205(c)

XI I  -  Model  7HC, 3 PCL-SM (Normal  Category) ,  Approved August  6,  1959
Model  7HC is  general ly  s imi lar  to  the 7GC except  for  modi f ied fuselage st ructure as requi red for  addi t ional
rear  seat  capaci ty ,  t r icyc le type gear and contro l  wheel  type system in f ront  seat .
See NOTE 9 for  convers ion to  Wide Track Main Gear .

Engine Lycoming O-290-D2B

Fuel 80 minimum grade aviat ion gasol ine

Engine L imi ts Takeof f  (one minute) 2800 r .p .m.  (140 hp. )
Maximum cont inuous 2600 r .p .m.  (135 hp. )

A i rspeed L imi ts Landplane: Level  f l ight  or  c l imb 120 m.p.h .  (104 knots)  True Ind.
Gl ide or  d ive 162 m.p.h .  (141 knots)  True Ind.

Seaplane wi th i tem 204(c)  insta l led:
Level  f l ight  or  c l imb 120 m.p.h .  (104 knots)  True Ind.
Gl ide or  d ive 137 m.p.h .  (119 knots)  True Ind.

C.G.  Range Landplane: (+14.2)  to  (+17.7)  a t  1650 lb .
(+10.4)  to  (+17.7)  a t  1250 lb .  or  less

Seaplane: (+14.45)  to  (+17.7)  a t  1732 lb .
(+11.9)  to  (+17.7)  a t  1450 lb .  or  less

Straight  l ine var iat ion between points g iven.

Empty wt .
 C.G.  Range None

Maximum Weight Landplane: 1650 lb .
Seaplane: 1732 lb .

No.  of  Seats 3 ( f ront  ad justable f rom +13.5 to  +14.5,  rear  ad justable f rom +44 to +51) .
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Maximum Baggage 50 lbs.  a t  +64.5

Fuel  Capaci ty 39 gal .  a t  +24.5

Oi l  Capaci ty 8 qt .  a t  -36

Contro l  Sur face
 Movements Elevator Up 24o Down 24o

Elevator  Tr im Tab Up 17.5o Down 37.5o

Ai lerons Up 27.5o Down 19o

Rudder Right 25o Lef t 25o

Ser ia l  Nos.  El ig ib le 2 and up.

Required Equipment Landplane: (S/N 's  7HC-1 thru  7HC-32) ,  11(a) ,  102(c)  or  (d) ,  118(a)  or  (b) ,  119,
( I tems) 120(a)  or  (b) ,  201(b) ,  209 (see NOTE 9) .

(S/N 's  7HC-33 and up) ,  11(a) ,  102(c)  or  (d) ,  118(a)  or  (b) ,  119,  120(a) ,
201(e) ,  209,  210(b)

Seaplane: 11(a) ,  102(c)  or  (d) ,  118(a)  or  (b) ,  119,  120(a)  or  (b) ,  204(c) ,  205(a) ,
205(c) .

XI I I  -  Model  7GCA, 2 PCLM (Normal  Category) ,  Approved November 17,  1959
Model  7GCA is  general ly  s imi lar  to  the 7GC except  for  modi f icat ions as requi red for  insta l la t ion of
Lycoming O-320-A2B engine)

Engine Lycoming O-320-A2B

Fuel 80/87 minimum grade aviat ion gasol ine

Engine L imi ts For  a l l  operat ions,  2700 r .p .m.  (150 hp.)

A i rspeed L imi ts Level  f l ight  or  c l imb 120 m.p.h .  (104 knots)  True Ind.
Gl ide or  d ive 162 m.p.h .  (141 knots)  True Ind.

C.G.  Range (+14.2)  to  (+17.7)  a t  1650 lb .
(+10.2)  to  (+17.7)  a t  1230 lb .  or  less
Straight  l ine var iat ion between points g iven.

Empty wt .
 C.G.  Range None

Maximum Weight 1650 lb .

No.  of  Seats 2 ( f ront  ad justable f rom +13.5 to  +14.5,  rear  at  +44)

Maximum Baggage 50 lbs.  a t  +64.5

Fuel  Capaci ty 39 gal .  a t  +24.5

Oi l  Capaci ty 8 qt .  a t  -36

Contro l  Sur face
 Movements Elevator Up 24o Down 24o

Elevator  Tr im Tab Up 17.5o Down 37.5o

Ai lerons Up 27.5o Down 19o

Rudder Right 25o Lef t 25o

Ser ia l  Nos.  El ig ib le 120 and up.

Required Equipment I tems 11(b) ,  102(c)  or  (d) ,  118(a)  or  (b) ,  119,  120(a)  or  (b) ,  201(a)  or  (b) ,  202( f )

XIV -  Model  7JC, 2 PCLM (Normal  Category) ,  Approved February 24,  1960
Model  7JC is  genera l ly  s imi lar  to  the 7EC except  for  modi f ied fuselage st ructure as requi red for
insta l la t ion of  t r icyc le gear wi th s ingle gear af t .   See Note 8 for  convers ion to Model  7EC.

Engine Cont inenta l  C90-12F

Fuel 80/87 minimum grade aviat ion gasol ine

Engine L imi ts For  a l l  operat ions,  2475 r .p .m.  (90 hp.)

A i rspeed L imi ts Level  f l ight  or  c l imb 100 m.p.h .  (   87 knots)  True Ind.
Gl ide or  d ive 135 m.p.h .  (117 knots)  True Ind.

Propel ler  L imi ts Stat ic  rpm at  maximum permiss ib le throt t le  set t ing:
 (For  f ixed p i tch Not over 2350,  not  under 2125.   No addi t ional  to lerance permit ted.
  wood propel ler) Diameter :   not  over 72 in. ,  not  under 70 in.

C.G.  Range (+15.5)  to  (+19.2)  a t  1450 lb .
(+11.3)  to  (+19.2)  a t  1200 lb .  or  less

Straight  l ine var iat ion between points g iven.
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Empty wt .
 C.G.  Range None

Maximum Weight 1450 lb .

No.  of  Seats 2 ( f ront  ad justable f rom +11.3 to  +13.3,  rear  a t  +39.7)

Maximum Baggage 50 lbs.  a t  +64.

Fuel  Capaci ty 26 gal .  ( two 13 gal .  wing tanks at  +24)

Oi l  Capaci ty 5 qt .  a t  -35.

Contro l  Sur face
 Movements Elevator Up 24o Down 24o

Elevator  Tr im Tab Up 17.5o Down 37.5o

Ai lerons Up 28.5o Down 18o

Rudder Right 25o Lef t 25o

Ser ia l  Nos.  El ig ib le 1 and up.

Required Equipment I tems 1,  102(b) ,  103(b) ,  105,  116,  201(b) ,  211

XV -  Model  7GCB, 2 PCL-SM (Normal  Category) ,  Approved Apr i l  28,  1960
For operat ion in  the acrobat ic  category,  see NOTES 2(b)(12)  and 10.   Model  7GCB is  general ly  s imi lar  to
the 7GCA except  for  modi f ied wing and fuselage st ructure as requi red for  addi t ion of  wing f laps,  increased
wing area and increased rear seat  weight  l imi t .

Engine Lycoming O-320-A2B

Fuel 80/87 minimum grade aviat ion gasol ine

Engine L imi ts For a l l  operat ions 2700 r .p .m.  (150 hp. )

A i rspeed L imi ts Landplane: Level  f l ight  or  c l imb 120 m.p.h .  (104 knots)  True Ind.
Gl ide or  d ive 162 m.p.h .  (141 knots)  True Ind.
Flaps extended   90 m.p.h .  (   78 knots)  True Ind.

Seaplane wi th  i tem 204(c)  insta l led:
Level  f l ight  or  c l imb 120 m.p.h .  (104 knots)  True Ind.
Gl ide or  d ive 137 m.p.h .  (119 knots)  True Ind.
Flaps extended   90 m.p.h .  (   78 knots)  True Ind.

C.G.  Range Landplane: (+15.0)  to  (+19.2)  a t  1650 lb .
(+12.26)  to  (+19.2)  a t  1325 lb .  or  less

Seaplane: (+16.2)  to  (+19.2)  a t  1732 lb .
(+13.0)  to  (+19.2)  a t  1500 lb .  or  less

When per forming acrobat ic  maneuvers,  the C.G.  range shal l  be l imi ted to:
(+15.0)  to  (+17.1)  a t  1650 lb .
(+12.26)  to  (+17.1)  a t  1325 lb .  or  less

With increased f lap t ravel  (Champion Insta l la t ion dwg.  No.  7-1131)  and insta l la t ion of
hor izonta l  ta i l  sur face per  Champion dwg.  No.  4-1410,  4-1411 and 4-1412:
Landplane: (+14.2)  to  (+19.2)  a t  1732 lb .

(+10.5)  to  (+19.2)  a t  1325 lb .  or  less
When per forming acrobat ic  maneuvers,  the C.G.  range shal l  be l imi ted to:

(+14.2)  to  (+17.1)  a t  1650 lb .
(+10.5)  to  (+17.1)  a t  1325 lb .  or  less

Straight  l ine var iat ion between points g iven.

Empty wt .
 C.G.  Range None

Maximum Weight Landplane: 1650 lb .
Seaplane: 1732 lb .

No.  of  Seats 2 ( f ront  adjustable f rom +13.5 to +14.5,  rear  f ixed seat  at  +42.5,  or  rear
adjustab le f rom +44 to  +51) .   (Th is  rear  seat  l imi t  is  250 lb . )

Maximum Baggage 50 lbs.  a t  +64.5

Fuel  Capaci ty 39 gal .  a t  +24.5

Oi l  Capaci ty 8 qt .  a t  -36
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Contro l  Sur face
 Movements Elevator Up 28o Down 24o

Elevator  Tr im Tab Up 17.5o Down 44o

Ai lerons Up 27.5o Down 19o

Flaps Up  0o Down 21o

(wi th  f lap contro l  system
insta l led per  Champion
dwg.  7-1131 and
hor izonta l  ta i l  sur faces
per Champion dwg.
4-1410,  4-1411,  4-1412) Up  0o Down 35o

Rudder Right 25o Lef t 25o

Ser ia l  Nos.  El ig ib le 1 and up.

Required Equipment Landplane: 11(b) ,  102(d) ,  118(b) ,  119,  120(b) ,  201(a)  or  (b) ,  202
( I tems) Seaplane: 11(b) ,  102(d) ,  118(b) ,  119,  120(b) ,  204(c) ,  205(a)  and (c)  or  (c )  and (d)

XVI -  Model  7KC, 2 PCLM (Normal  Category) ,  Approved January 10,  1961
Model  7KC is  general ly  s imi lar  to  the 7GCA except  for  modi f icat ions as requi red for  reduced wing area,
minor  fa i r ing,  cabin in ter ior  changes and contro ls  in  f ront  seat  only)

Engine Lycoming O-320-A2B

Fuel 80/87 minimum grade aviat ion gasol ine

Engine L imi ts For  a l l  operat ions,  2700 r .p .m.  (150 hp.)

A i rspeed L imi ts Level  f l ight  or  c l imb 120 m.p.h .  (104 knots)  True Ind.
Gl ide or  d ive 162 m.p.h .  (141 knots)  True Ind.

C.G.  Range (+14.2)  to  (+18.6)  a t  1650 lb .
(+11.9)  to  (+18.6)  a t  1406 lb .  or  less
Straight  l ine var iat ion between points g iven.

Empty wt .
 C.G.  Range None

Maximum Weight 1650 lb .

No.  of  Seats 2 ( f ront  ad justable f rom +12.6 to  +13.8,  rear  ad justable f rom +41.8 to +43)

Maximum Baggage 50 lbs.  a t  +64.5

Fuel  Capaci ty 39 gal .  a t  +24.5

Oi l  Capaci ty 8 qt .  a t  -36

Contro l  Sur face
 Movements Elevator Up 28o Down 24o

Elevator  Tr im Tab Up 17.5o Down 44o

Ai lerons Up 27.5o Down 19o

Rudder Right 25o Lef t 25o

Ser ia l  Nos.  El ig ib le 1 and up.

Required Equipment I tems 11(b) ,  102(d) ,  118(b) ,  119,  120(b) ,  201(a)  or  (b) ,  202

XVII  -  Model  7GCBA, 2 PCLM (Restr ic ted Agr icu l tura l  Category Only) ,  Approved February 2,  1962

Engine Lycoming O-320-A2B

Fuel 80/87 min imum grade aviat ion gasol ine

Engine L imi ts For  a l l  operat ions,  2700 r .p .m.  (150 hp.)

A i rspeed L imi ts Level  f l ight  or  c l imb 115 m.p.h .  (100 knots)  True Ind.
Gl ide or  d ive 121 m.p.h .  (105 knots)  True Ind.
Flaps extended   90 m.p.h .  (   78 knots)  True Ind.

C.G.  Range (+15.0)  to  (+22.5)  a t  2400 lb .
(+10.5)  to  (+22.5)  a t  1325 lb .  or  less
Straight  l ine var iat ion between points g iven.

Empty wt .
 C.G.  Range None
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Maximum Weight 2400 lb.   Any increase in maximum weight  to be determined in accordance wi th
CAM 8.10-3(e)

No.  of  Seats 1 at  +12

Maximum Baggage None

Hopper Load Maximum st ructura l  compl iance wi th  CAM 8 is  900 lb .   (see NOTE 2(e)) .

Fuel  Capaci ty 39 gal .  a t  +24.5

Oi l  Capaci ty 8 qt .  a t  -36

Contro l  Sur face
 Movements Elevator Up 28o Down 24o

Elevator  Tr im Tab Up 17.5o Down 44o

Ai lerons Up 27.5o Down 19o

Flaps Up  0o Down 21o

Rudder Right 25o Lef t 25o

Ser ia l  Nos.  El ig ib le 1 and up.

Required Equipment I tems 11(b) ,  102(d) ,  118(b) ,  119,  120(b) ,  201(b) ,  202 and 620(a) ,  (b) ,  (c )  or  (d)

XVI I I  -  Model  7ECA, 2 PCL-SM (Normal  or  Acrobat ic  Category) ,  Approved August  5 ,  1964
For operat ion in  the Acrobat ic  Category,  see NOTES 2(b)(13)  and 10.   Model  7ECA is  general ly  s imi lar  to
the 7GC except  for  modi f icat ions required for  insta l la t ion of  the approved engines and modi f ied ver t ica l  ta i l
assembly,  windshie ld contour ,  rear  seat  windows and wide t rack main gear.   See I tem 621 for  appl icable
hor izonta l  ta i l  sur faces.

Engine Cont inenta l  O-200-A (see I tem 122 or  124 for  opt ional  engine)

Fuel 80/87 minimum grade aviat ion gasol ine

Engine L imi ts For  a l l  operat ions,  2750 r .p .m.  (100 hp.)

A i rspeed L imi ts Landplane: Level  f l ight  or  c l imb 120 m.p.h .  (104 knots)  True Ind.
Gl ide or  d ive 162 m.p.h .  (141 knots)  True Ind.

Seaplane wi th I tem 204(c)  insta l led:
Level  f l ight  or  c l imb 114 m.p.h .  (   99 knots)  True Ind.
Gl ide or  d ive 137 m.p.h .  (119 knots)  True Ind.

C.G.  Range Landplane: (+14.2)  to  (+19.2)  a t  1650 lb .
(+10.2)  to  (+19.2)  a t  1325 lb .  or  less

When per forming acrobat ic  maneuvers,  the C.G.  range shal l  be l imi ted to:
(+14.2)  to  (+17.3)  a t  1650 lb .
(+10.5)  to  (+17.3)  a t  1325 lb .  or  less

Seaplane: (+14.2)  to  (+19.2)  a t  1732 lb .
(+10.5)  to  (+19.2)  a t  1407 lb .  or  less

Straight  l ine var iat ion between points g iven.

Empty wt .
 C.G.  Range None

Maximum Weight Landplane: 1650 lb .
Seaplane: 1732 lb .

No.  of  Seats 2 (1 at  +12,  1  at  +42)
2 (1 at  +11 to  +14 wi th  I tem 404(n) ,  1  at  +43 wi th  I tem 404(o)  or  (p) )

Maximum Baggage 100 lbs.  a t  +69

Fuel  Capaci ty 39 gal .  a t  +24.5 ( I tem 119)
36 gal .  a t  +24.5 ( I tem 123(a))
(see NOTE 1 for  Weight  o f  Unusable  fue l )

Oi l  Capaci ty 6 qt .  a t  -44

Contro l  Sur face
 Movements Elevator Up 24o Down 24o

Elevator  Tr im Tab Up 17.5o Down 37.5o

Ai lerons Up 27.5o Down 19o

Rudder Right 25o Lef t 25o

Ser ia l  Nos.  El ig ib le 1 thru  722,  725,  723-70,  724-70,  726-70 thru  785-70,  786-71 thru  792-71,
794-71 thru  812-71,  793-72,  813-72 thru  888-72,  889-73 thru  984-73,  985-74 thru
1059-74,  1060-75 thru  1125-75,  1126-76 thru  1180-76,  1181-77 thru  1223-77,
1224-78 thru 1278-78,  1279-79 thru 1328-79,  1329-80 thru 1352-80,  1353-84 and
up.
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Required Equipment Landplane: 15(a) ,  102(e) ,  103(e) ,  117(d) ,  116 or  119 or  123(a) ,  201(d)  or  (h)  or
( I tems) ( i )  or  ( l ) ,  202

Seaplane: 15(a) ,  102(e) ,  103(e) ,  117(d) ,  116 or  119 or  123(a) ,  204(c) ,  205(a)  or  (d) .

XIX -  Model  7GCAA, 2 PCLM (Normal  or  Acrobat ic  Category) ,  Approved July  30,  1965
For operat ion in  the Acrobat ic  Category,  see NOTES 2(b)(13)  and 10.   Model  7GCAA is  genera l ly  s imi lar
to the 7ECA except  for  the insta l la t ion of  the Model  7GCB engine mount  and engine,  rev ised cowl ing and
minor  equipment  and t r im changes.

Engine Lycoming O-320-A2B or  O-320-C2B or  O-320-A2D
(see I tem 125 for  opt ional  engine)

Fuel 80/87 minimum grade aviat ion gasol ine

Engine L imi ts For  a l l  operat ions,  2700 r .p .m.  (150 hp.)

A i rspeed L imi ts Level  f l ight  or  c l imb 120 m.p.h .  (104 knots)  True Ind.
Gl ide or  d ive 162 m.p.h .  (141 knots)  True Ind.

C.G.  Range (+14.2)  to  (+18.2)  a t  1650 lb .
(+10.5)  to  (+18.2)  a t  1325 lb .  or  less
When per forming acrobat ic  maneuvers,  the C.G.  range shal l  be l imi ted to:
(+14.2)  to  (+16.0)  a t  1650 lb .
(+10.5)  to  (+16.0)  a t  1325 lb .  or  less
Straight  l ine var iat ion between points g iven.

Empty wt .C.G.  Range None

Maximum Weight 1650 lb .

No.  of  Seats 2 (1 at  +12,  1  at  +42)
2 (1 at  +11 to  +14 wi th  I tem 404(n) ,  1  at  +43 wi th  I tem 404(o)  or  (p) )

Maximum Baggage 100 lbs.  a t  +69

Fuel  Capaci ty 39 gal .  a t  +24.5 ( I tem 119)
36 gal .  a t  +24.5 ( I tem 123(a))
(see NOTE 1 for  Weight  o f  Unusable  fue l )

Oi l  Capaci ty 8 qt .  a t  -36

Contro l  Sur face
 Movements Elevator Up 28o Down 24o

(wi th  I tems 404(d)
  (e)  insta l led) Up 24o Down 24o

Elevator  Tr im Tab Up 17.5o Down 44o

Ai lerons Up 27.5o Down 19o

Rudder Right 25o Lef t 25o

Ser ia l  Nos.  El ig ib le 1 thru  198,  200 thru  204,  276,  205-70 thru  229-70,  199-71,  203-71,  231-72 thru
242-72,  244-72 thru  251-72,  243-73,  252-73 thru  275-73,  277-73 thru  279-73,  280-
74 thru  304-74,  305-75 thru  323-75,  324-76 thru  334-76,  335-77 thru  348-77,  349-
78 thru  370-78,  371-79 thru  389-79,  390-80 thru  396-80,  400-97 and up.

Required Equipment I tems 16(a)  or  20(a) ,  102( i )  or  ( j ) ,  103( f )  or  (h) ,  117(e) ,  118(c) ,  119 or  123(a) ,
201(d)  or  (h)  or  ( i )  or  ( l ) ,  202

XX -  Model  7GCBC, 2 PCL-SM (Normal  or  Acrobat ic  Category) ,  Approved December 3,  1965
For operat ion in  the Acrobat ic  Category,  see NOTES 2(b)(14)  and 10.   Model  7GCBC is  genera l ly  s imi lar
to  the 7GCAA except  for  the insta l la t ion of  the Model  7GCB wings,  wingstruts ,  and f lap system.  See I tem
621 for  appl icable hor izonta l  ta i l  sur faces.   See NOTE 13 concern ing opt ional  C.G.  range and maximum
weight .

Engine Lycoming O-320-A2B or  O-320-C2B or  O-320-A2D
(see I tems 122 and 125 for  opt ional  engines)

Fuel 80/87 minimum grade aviat ion gasol ine

Engine L imi ts For  a l l  operat ions,  2700 r .p .m.  (150 hp.)
(See NOTE 11 for  addi t ional  l imi ta t ions)
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Ai rspeed L imi ts Landplane: Level  f l ight  or  c l imb 120 m.p.h .  (104 knots)  True Ind.
Gl ide or  d ive 162 m.p.h .  (141 knots)  True Ind.
Flaps extended   90 m.p.h .  (   78 knots)  True Ind.

Seaplane wi th I tem 204(c)  insta l led:
Level  f l ight  or  c l imb 114 m.p.h .  (   99 knots)  CAS
Glide or  d ive 137 m.p.h .  (119 knots)  CAS
Flaps extended   90 m.p.h .  (   78 knots)  CAS

Seaplane wi th I tem 204(d)  insta l led:
Level  f l ight  or  c l imb 110 m.p.h .  (   92 knots)  CAS
Glide or  d ive 148 m.p.h .  (128 knots)  CAS
Flaps extended   90 m.p.h .  (   78 knots)  CAS

C.G.  Range Landplane: (+14.2)  to  (+19.2)  a t  1650 lb .
(+10.5)  to  (+19.2)  a t  1325 lb .  or  less

When per forming acrobat ic  maneuvers,  the C.G.  range shal l  be l imi ted to:
(+14.2)  to  (+16.3)  a t  1650 lb .
(+10.5)  to  (+16.3)  a t  1350 lb .  or  less

Seaplane wi th I tem 204(c)  insta l led: :
(+14.8)  to  (+19.2)  a t  1732 lb .
(+11.5)  to  (+19.2)  a t  1500 lb .  or  less

Seaplane wi th I tem 204(d)  insta l led: :
(+13.8)  to  (+18.4)  a t  1800 lb .
(+11.5)  to  (+18.4)  a t  1590 lb .  or  less

Skip lane wi th I tem 203(k)  insta l led: :
(+14.2)  to  (+16.8)  a t  1650 lb .
(+10.5)  to  (+16.8)  a t  1325 lb .  or  less

Skip lane wi th I tem 203( l )  insta l led: :
(+14.2)  to  (+19.2)  a t  1650 lb .
(+10.5)  to  (+19.2)  a t  1325 lb .  or  less

Stra ight  l ine var iat ion between points g iven.  (See NOTE 13 for  opt ional  CG Range)
Empty wt .C.G.Range None

Maximum Weight Landplane -  Skip lane: 1650 lb .   (See NOTE 13 for  opt ional  weight )
Seaplane wi th I tem 204(c) : 1732 lb .
Seaplane wi th I tem 204(d) : 1800 lb .

No.  of  Seats 2 (1 at  +12,  1  at  +42)
2 (1 at  +11 to  +14 wi th  I tem 404(n) ,  1  at  +43 wi th  I tem 404(o)  or  (p) )

Maximum Baggage 100 lbs.  a t  +69

Fuel  Capaci ty 39 gal .  a t  +24.5 ( I tem 119)
36 gal .  a t  +24.5 ( I tem 123(a))
(see NOTE 1 for  Weight  o f  Unusable  fue l )

Oi l  Capaci ty 8 qt .  a t  -36

Contro l  Sur face
 Movements Elevator Up 28o Down 24o

  wi th  I tem 404(d)  and (e) Up 24o Down 24o

Elevator  Tr im Tab Up 17.5o Down 44o

  Seaplane wi th I tem 204(c) Up 12o Down 44o

Ai lerons Up 27.5o Down 19o

Flaps Up  0o Down 35o

Rudder Right 25o Lef t 25o

Ser ia l  Nos.  El ig ib le 1 thru  201,  205,  207,  202-70,  203-70,  204-70,  206-70,  208-70 thru  294-70,
295-71 thru  318-71,  319-72 thru  330-72,  332-72 thru  416-72,  331-73,  417-73 thru
603-73,  604-74 thru  773-74,  774-75 thru  886-75,  887-76 thru  956-76,  957-77 thru
1005-77,  1006-78 thru  1065-78,  1066-79 thru  1177-79,  1178-80 thru  1214-80,
1200-94 and up.

Required Equipment Landplane: 16(a)  or  20(a) ,  102( f )  or  ( j ) ,  103( f )  or  (h) ,  117(e) ,  118(c) ,  119 or
( I tems) 123(a) ,  201(d)  or  (h)  or  ( i )  or  ( l ) ,  202

Seaplane: 16(a)  or  18(a)  or  19(a) ,  102( f )  or  ( j ) ,  103( f )  or  (h) ,  117(e) ,  118(c) ,  119
or  123(a) ,  204(c)  or  (d) ,  205(d) .

Skip lane: 16(a)  or  20(a) ,  102( f )  or  ( j ) ,  103( f )  or  (h) ,  117(e) ,  118(c) ,  119 or
123(a) ,  203(k)  or  ( l ) .
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XXI -  Model  7KCAB, 2 PCLM (Normal  or  Acrobat ic  Category) ,  Approved December 21,  1966
For operat ion in  the Acrobat ic  Category,  see NOTES 2(b)(15)  and 10.   Model  7KCAB is  general ly  s imi lar  to
the 7GCAA except  for  the insta l la t ion of  fuel  in jected engine,  rev ised fuel  system and modi f ied o i l  system
for  l imi ted inver ted operat ion.   See I tem 621 for  appl icable hor izonta l  ta i l  sur faces.

Engine Lycoming IO-320-E2A or  IO-320-E2B or  AEIO-320-E2B ( IO-320-E2A and -E2B
must  be modi f ied per  STC SE7CE)

Fuel 80/87 minimum grade aviat ion gasol ine

Engine L imi ts For  a l l  operat ions,  2700 r .p .m.  (150 hp.)

A i rspeed L imi ts Level  f l ight  or  c l imb 120 m.p.h .  (104 knots)  True Ind.
Gl ide or  d ive 162 m.p.h .  (141 knots)  True Ind.

C.G.  Range (+14.2)  to  (+18.2)  a t  1650 lb .
(+10.5)  to  (+18.2)  a t  1325 lb .  or  less
When per forming acrobat ic  maneuvers,  the C.G.  range shal l  be l imi ted to:
(+14.2)  to  (+16.0)  a t  1650 lb .
(+10.5)  to  (+16.0)  a t  1325 lb .  or  less
Straight  l ine var iat ion between points g iven.

Empty wt .C.G.Range None

Maximum Weight 1650 lb .

No.  of  Seats 2 (1 at  +12,  1  at  +42)
2 (1 at  +11 to  +14 wi th  I tem 404(n) ,  1  at  +43 wi th  I tem 404(o)  or  (p) )

Maximum Baggage 100 lbs.  a t  +69

Fuel  Capaci ty 39 gal .  a t  +24.5 ( I tem 119)
36 gal .  a t  +24.5 ( I tem 123(a))
(see NOTE 1 for  Weight  o f  Unusable  fue l )

Oi l  Capaci ty 8 qt .  a t  -36

Contro l  Sur face
 Movements Elevator Up 28o Down 24o

Elevator  Tr im Tab Up 17.5o Down 44o

Ai lerons Up 27.5o Down 19o

Rudder Right 25o Lef t 25o

Ser ia l  Nos.  El ig ib le 1 thru  208,  210 thru  226,  270,  271,  209-70,  227-70 thru  257-70,  266-70 thru
269-70,  272-70 thru  287-72,  258-71 thru  265-71,  288-71 thru  290-71,  291-72 thru
335-72,  336-73 thru  404-73,  405-74 thru  486-74,  487-75 thru  550-75,  551-76 thru
597-76,  598-77 thru  617-77.

Required Equipment I tems 16(a)  or  20(a) ,  102(h)  or  (k) ,  103( f )  or  (h) ,  117(g) ,  118(d) ,  119 or  23(a) ,
201(d)  or  (h)  or  ( i )  or  ( l ) ,  202

XXII  -  Model  7ACA, 2 PCLM (Normal  Category) ,  Approved Apr i l  30,  1971

Engine Frank l in  2A-120A or  2A-120B

Fuel 100/120 min imum grade aviat ion gasol ine

Engine L imi ts For  a l l  operat ions,  3200 r .p .m.  (60 hp.)

A i rspeed L imi ts Level  f l ight  or  c l imb   95 m.p.h .  (83 knots)  True Ind.
Gl ide or  d ive 129 m.p.h .  (112 knots)  True Ind.

Propel ler  L imi ts See I tem 21 -  Propel ler  and Propel ler  Accessor ies
 (For  f ixed p i tch
  wood propel ler) Diameter :   not  over  60 in. ,  not  under 58.5 in.

C.G.  Range (+10.9)  to  (+21.5)

Empty wt .
 C.G.  Range None

Maximum Weight 1220 lb .

No.  of  Seats 2 (1 at  +11.5,  1  at  +42)

Maximum Baggage 40 lbs.  a t  +64.  See NOTE 2(a)(4)  for  baggage p lacard.

Fuel  Capaci ty 13 gal .  a t  -15.

Oi l  Capaci ty 2.5 qt .  a t  -46.
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Contro l  Sur face
 Movements Elevator Up 25o Down 15.5o

Elevator  Tr im Tab Up 20o Down 34.5o

Ai lerons Up 28.5o Down 18o

Rudder Right 24o Lef t 25o

Ser ia l  Nos.  El ig ib le 1-71 thru  23-71,  25-71 thru  28-71,  24-72,  29-72 thru  69-72,  70-73 and up.

Required Equipment I tems 21(a)  or  (b) ,  201( j ) ,  (k )  or  (m) ,  202(b)  or  (c ) ,  102( i ) ,  103(g)

Speci f icat ions Per t inent  to  Al l  Models

Datum Wing leading edge.

Level ing Means Any port ion of  the cabin f loor  to level  la tera l ly  and longi tudinal ly .   (Also see NOTE 6)

Cer t i f ica t ion Bas is Part  4(a)  of  the Civ i l  A i r  Regulat ions ef fect ive as amended to Apr i l  7 ,  1950,  except
paragraph 4a.532(m) ( for  a l l  models except  7GCBA).

Paragraphs 23.25 and 23.959 of  the Federal  Aviat ion Regulat ions dated
February 1 ,  1965 for  Models  7ECA,  7GCAA,  7GCBC,  and 7KCAB.

Par t  8 .10(b)   o f  the Civ i l  A i r  Regulat ions ef fect ive October  11,  1950 (Model
7GCBA);  and FAR 36,  amended thru 36-9 for  the Models  7ECA (wi th  Lycoming O-235-
K2C engine) ,  7GCAA,  7GCBC (S/N 1198-80 and up) ,  and 7KCAB.

Approved Type Cer t i f icate No.  759 issued October  18,  1945.

Product ion Bas is Amer ican Champion Ai rcraf t  Product ion L imi ta t ion Record 333CE,
dated July  21,  1997.   Product ion author ized Aug.  30,  1994 (7GCBC),
Dec.  26,  1995 (7ECA) ,  and Ju ly  21,  1997 (7GCAA)

Equipment A p lus (+)  or  minus ( - )  s ign preceding the weight  of  an opt ional  i tem indicates the net
weight  change when that  i tem is  insta l led.   Approval  for  the insta l la t ion of  a l l  i tems of
equipment l is ted herein has been obta ined by the a i rcraf t  manufacturer  except  those
i tems preceded by an aster isk (* ) .   This symbol  denotes that  approval  has been
obtained by someone other than the ai rcraf t  manufacturer .   An i tem so marked may
not have been manufactured under an FAA moni tored or  approved qual i ty  contro l
system; and,  therefore,  conformi ty  must  be determined i f  the i tem is  not  ident i f ied by
a Form FAA-186,  PMA, or  other  ev idence of  FAA product ion approval.

Propel ler  and Propel ler  Accessor ies
1. W ood Propel lers -  f ixed p i tch

Models  7AC,  7BCM, 7CCM, 7DC
Models  7EC,7FC,  7JC

10 lb .
( -52)
( -54)

(a) Sensenich 72C-44 (Models  7AC and S7AC)
Sensenich 72CK (Model  7BCM)
Sensenich 72CK-44,  -45,  -46 (Models  7DC,  S7DC)
Sensenich 72GK-48,  -49,  -50 (Models  7CCM, 7EC,  S7CCM, 7FC,  7JC)

(b) F lo t torp  72A50,  52 (Models  7CCM, S7CCM, 7EC,  7FC,  7JC)
(c ) Any other approved f ixed pi tch wood propel ler  which is  e l ig ib le for  the engine

power and speed and which meets the d iameter  and stat ic  r .p .m.  l imi ts  speci f ied
under "Propel ler  L imi ts"  for  the per t inent  model .

2 . McCauley 1A90 wi th  fo l lowing l imi ts : 26 lb . ( -52)
(a) (7AC and S7AC)

Stat ic  r .p .m.  at  maximum permiss ib le  throt t le  set t ing:
Not  over  2250 ( for  7AC),  2200 ( for  S7AC),  not  under  2100 ( for  7AC or  S7AC).   No
addi t ional  to lerance permit ted.
Diameter :   not  over  71 in. ,  not  under 69.5 in.

(b ) (7BCM only)
Stat ic  r .p .m.  at  maximum permiss ib le  throt t le  set t ing:
Not  over 2450,  not  under 2350.   No addi t ional  to lerance permit ted.
Diameter :   not  over  71 in. ,  not  under 69.5 in.

( c ) (7DC only)
Stat ic  r .p .m.  at  maximum permiss ib le  throt t le  set t ing:
Not  over 2465,  not  under 2300.   No addi t ional  to lerance permit ted.
Diameter :   not  over  71 in. ,  not  under 69.5 in.

(d ) (S7DC only)
Stat ic  r .p .m.  at  maximum permiss ib le  throt t le  set t ing:
Not  over 2440,  not  under 2290.   No addi t ional  to lerance permit ted.
Diameter :   not  over  74 in. ,  not  under 69.5 in.

3 . Omit ted.
4 . Spinner

(a) (Aeronca dwg.  4-710 and 4-711)   Models  7EC and 7FC
                                                           7AC,  7BCM, 7CCM, 7DC

1 lb .
1  lb .

( -61)
( -49)

(b) (Champion dwg.  4-10012)   7EC and 7FC 1 lb . ( -61)
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(c ) (Champion dwg.  4-1028)   7EC,  7FC,  7JC
                                    7GC,  7HC,  7GCA,  7GCB,  7KC

2 lb .
2  lb .

( -57)
( -59)

(d) (Champion dwg.  7-1252)   7ECA (wi th  CMC O-200-A engine) 4 lb . ( -61)
(e) (Champion dwg.  3-1397)   7GCAA,  7GCBC,  7KCAB 4 lb . ( -61)
( f ) (Champion dwg.  3-1408)   7ECA,  7GCBC (wi th  Lycoming O-235-C1 engine) 4 lb . ( -61)
(g) (Champion dwg.  3-1618)   7ECA (wi th  Lycoming O-235-K2C engine) 4 lb . ( -61)

5. Hartzel l  ground adjustable propel ler  Hb Model  HA-12U
Blades 7414 to 6814 or  7214M to 6814M.  E l ig ib le  at  d iameter  and stat ic  r .p .m.  l imi ts
shown for  f ixed p i tch wood.

18 lb . ( -52)

6. McCauley 1B90CM wi th fo l lowing l imi tat ions:
Models  7AC,  7BCM, 7CCM, 7DC
Models  7EC,7FC,  7JC

21 lb .
( -52)
( -54)

(a) (Models  7CCM, S7CCM)
Stat ic  r .p .m.  at  maximum permiss ib le  throt t le  set t ing:
Not  over 2410,  not  under 2150.   No addi t ional  to lerance permit ted.
Diameter :   not  over  73 in. ,  not  under 71.5 in.

(b ) (Models  7EC,  7FC,  7JC)
Stat ic  r .p .m.  at  maximum permiss ib le  throt t le  set t ing:
Not  over 2350,  not  under 2150.   No addi t ional  to lerance permit ted.
Diameter :   not  over  73 in. ,  not  under 71.5 in.

( c ) (Model  S7EC)
Stat ic  r .p .m.  at  maximum permiss ib le  throt t le  set t ing:
Not  over 2400,  not  under 2300.   No addi t ional  to lerance permit ted.
Diameter :   not  over  73 in. ,  not  under 71.5 in.

(d ) (Model  7AC)
Stat ic  r .p .m.  at  maximum permiss ib le  throt t le  set t ing:
Not  over  2250,  not  under 2100.
Diameter :   not  over  74 in. ,  not  under 72.5 in.

(e) (Models  7BCM, 7DC)
Stat ic  r .p .m.  at  maximum permiss ib le  throt t le  set t ing:
Not  over  2450,  not  under 2200.
Diameter :   not  over  71 in. ,  not  under 69.5 in.

7 . Koppers Aeromat ic  F200/00-72D
Parts  L is t  Assembly No.  4324 rev ised February 21,  1949 (e l ig ib le on Models 7AC,
S7AC wi th  A-65 engine only) .   Low p i tch set t ing at  24 in .  s ta . :   13.5o

Stat ic  r .p .m.  at  maximum permiss ib le  throt t le  set t ing:
Not  over 2300,  not  under 2200.   No addi t ional  to lerance permit ted.
Diameter :   not  over  72 in. ,  not  under 70.5 in.
When th is  propel ler  is  insta l led,  insta l la t ion and operat ion must  be accompl ished in
accordance wi th  Kopper 's  " Insta l la t ion and Operat ing L imi tat ions No.  22A."

31 lb . ( -52)

8. Sensenich M76AK-2 meta l  propel ler  wi th fo l lowing l imi tat ions:
Models  7AC,  7BCM, 7CCM, 7DC
Models  7EC,7FC,  7JC

23 lb .
( -52)
( -54)

(a) (Models  7CCM, S7CCM)
Stat ic  r .p .m.  at  maximum permiss ib le  throt t le  set t ing:
Not  over 2410,  not  under 2150.   No addi t ional  to lerance permit ted.
Diameter :   not  over  74 in. ,  not  under 72.5 in.

(b ) (Models  7EC,  7FC,  7JC)
Stat ic  r .p .m.  at  maximum permiss ib le  throt t le  set t ing:
Not  over 2350,  not  under 2150.   No addi t ional  to lerance permit ted.
Diameter :   not  over  74 in. ,  not  under 72.5 in.

( c ) (Model  S7EC)
Stat ic  r .p .m.  at  maximum permiss ib le  throt t le  set t ing:
Not  over 2400,  not  under 2300.   No addi t ional  to lerance permit ted.
Diameter :   not  over  74 in. ,  not  under 72.5 in.

(d ) (Models  7AC,  7BCM, 7DC)
Stat ic  r .p .m.  and d iameter  l imi ts  same as for  f ixed p i tch wood propel ler  under
appl icable.

9 . F lot torp contro l lab le,  R002 or  R003 ser ies hub,  b lades R003-233-72
(Model  7AC only) .   P i tch at  28.5 in .  s ta. :   low 12.5o,  h igh 19.0o

Stat ic  r .p .m.  at  maximum permiss ib le  throt t le  set t ing:
Not  over 2250,  not  under 2150.   No addi t ional  to lerance permit ted.
Diameter :   not  over  72 in. ,  not  under 70.5 in.

29 lb . ( -52)

*10. Senenich f ixed p i tch metal 21 lb . ( -52)
(a) M74CK (Models  7AC,  S7AC)

Stat ic  r .p .m.  at  maximum permiss ib le  throt t le  set t ing:
Not  over  2250,  not  under 1960.
Diameter :   not  over 74 in. ,  not  under 72 in.

(b ) M74CK-2 (Model  7BCM)
Stat ic  r .p .m.  at  maximum permiss ib le  throt t le  set t ing:
Not  over  2450,  not  under 2200.
Diameter :   not  over 72 in. ,  not  under 70 in.
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11. Sensenich M74DM 30 lb . ( -57)
(a) Models  7GC,  7HC

Stat ic  r .p .m.  at  maximum permiss ib le  throt t le  set t ing:
Not  over 2500,  not  under 2300.   No addi t ional  to lerance permit ted.
Diameter :   not  over  74 in. ,  not  under 72.5 in.

(b ) Models  7GCA,  7GCB,  7GCBA,  7KC
Stat ic  r .p .m.  at  maximum permiss ib le  throt t le  set t ing:
Not  over 2610,  not  under 2300.   No addi t ional  to lerance permit ted.
Diameter :   not  over  74 in. ,  not  under 72.5 in.
(8 .00-6 t i res requi red when us ing th is  propel ler  on 7GCBA)

12. McCauley 1A170GM74 33 lb . ( -57)
(a) Models  7GC,  7HC,  7GCA,  7GCB,  7GCBA,  7KC

Stat ic  r .p .m.  at  maximum permiss ib le  throt t le  set t ing:
(No addi t ional  to lerance permit ted) .
(Models 7GC, 7HC) not  over  2500,  not  under  2300
(Models  7GCA, 7GCB, 7GCBA) not  over  2610,  not  under  2300
(Model  7KC) not  over  2600,  not  under 2125
Diameter :   not  over  74 in. ,  not  under 72.5 in.
(8 .00-6 t i res requi red when us ing th is  propel ler  on 7GCBA)

13. McCauley 1A170GM76 34 lb . ( -57)
(a) Models  7GC,  7HC,  7GCA

Stat ic  r .p .m.  at  maximum permiss ib le  throt t le  set t ing:
(No addi t ional  to lerance permit ted) .
(Models 7GC, 7HC) not  over  2500,  not  under  2300
(Model  7GCA) not  over  2610,  not  under 2300
Diameter :   not  over  76 in. ,  not  under 74.5 in.
(7 .00-6 t i res requi red when us ing th is  propel ler  on 7GC and 7GCA)

14. McCauley 1C172MCM74 33 lb . ( -57)
(a) Models  7GCB,  7GCBA,  7KC

Stat ic  r .p .m.  at  maximum permiss ib le  throt t le  set t ing:
(No addi t ional  to lerance permit ted) .
(Models  7GCB, 7GCBA) not  over  2610,  not  under  2300
(Model  7KC) not  over  2600,  not  under 2125
Diameter :   not  over  74 in. ,  not  under 72.5 in.
(8 .00-6 t i res requi red when us ing th is  propel ler  on 7GCBA)

15. McCauley 1A100ACM69 24 lb . ( -58)
(a) Models 7ECA wi th Cont inenta l  O-200-A engine

Stat ic  r .p .m.  at  maximum permiss ib le  throt t le  set t ing:
(No addi t ional  to lerance permit ted) .
Not  over 2600,  not  under 2400
Diameter :   not  over  69 in. ,  not  under 67.5 in.

16. McCauley 1C172AGM72 35 lb . ( -58)
(a) Mode ls  7GCAA,  7GCBC,  7KCAB,  S7GCBC

Stat ic  r .p .m.  at  maximum permiss ib le  throt t le  set t ing:
(No addi t ional  to lerance permit ted) .
(Models  7GCAA, 7GCBC) not  over  2640,  not  under  2300
(Model  7KCAB) not  over  2540,  not  under 2300
(Model  S7GCBC i th  I tem 204(d)  insta l led)  not  over  2550,  not  under  2450
(Model  7KCAB wi th Bendix  fue l  in jector  f low set t ing #2524723-1)  not  over  2500,
not  under 2300
Diameter :   not  over  72 in. ,  not  under 70.5 in.

17. McCauley 1C90ALM72 or  McCauley 1C90CLM72 28 lb . ( -58)
(a) Models  7ECA and 7GCBC wi th  Lycoming O-235-C1 engine

Stat ic  r .p .m.  at  maximum permiss ib le  throt t le  set t ing:
(No addi t ional  to lerance permit ted) .
Not  over 2425,  not  under 2225
Diameter :   not  over  72 in. ,  not  under 70.5 in.

18. McCauley 1A175GMA80 33 lb . ( -58)
(a) Model  S7GCBC wi th I tem 204(d)  insta l led and O-320 Lycoming engine

Stat ic  r .p .m.  at  maximum permiss ib le  throt t le  set t ing:
(No addi t ional  to lerance permit ted) .
Not  over 2560,  not  under 2460
Diameter :   not  over  80 in. ,  not  under 78.5 in.

19. McCauley 1A172AGM76 35 lb . ( -58)
(a) Model  S7GCBC wi th I tem 204(d)  insta l led and O-320 Lycoming engine

Stat ic  r .p .m.  at  maximum permiss ib le  throt t le  set t ing:
(No addi t ional  to lerance permit ted) .
Not  over 2550,  not  under 2450
Diameter :   not  over  76 in. ,  not  under 74.5 in.
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20. Sensenich 74DM6S8-1 37 lb . ( -58)
(a) Models  7GCAA,  7GCBC,  7KCAB

Stat ic  r .p .m.  at  maximum permiss ib le  throt t le  set t ing:
(No addi t ional  to lerance permit ted) .
(Model  7GCBC wi th I tem 204(d)  insta l led and wi th O-320 Lycoming engine)  not
over 2550,  not  under 2450
Diameter :   not  over 74 in. ,  not  under 72 in.
(Models  7GCAA, 7GCBC, 7KCAB) e l ig ib le  for  use only  on a i rcraf t  equipped wi th
narrow lower end sect ion steel  spr ing gear  P/N 7-1404
(Models  7GCAA, 7GCBC) not  over  2640,  not  under  2300
(Model  7KCAB) not  over  2540,  not  under 2300
(Model  7KCAB wi th Bendix  fue l  in jector  f low set t ing #2524723-1)  not  over  2500,
not  under 2300
Diameter :   not  over 73 in. ,  not  under 72 in.

21. Sensenich W60GM Wood Propel ler 10 lb . ( -58)
(a) Model  7ACA wi th Frankl in  2A-120B engine

Stat ic  r .p .m.  at  maximum permiss ib le  throt t le  set t ing:
(No addi t ional  to lerance permit ted) .
Not  over 3050,  not  under 2750
Diameter :   not  over  60 in. ,  not  under 58.5 in.

(b ) Model  7ACA wi th Frankl in  2A-120A engine
Stat ic  r .p .m.  at  maximum permiss ib le  throt t le  set t ing:
(No addi t ional  to lerance permit ted) .
Not  over 3050,  not  under 2850
Diameter :   not  over  60 in. ,  not  under 58.5 in.

22. Sensenich 72CKS8-0 28 lb . ( -58)
(a) Models  7ECA wi th  Lycoming O-235-K2C engine

Stat ic  r .p .m.  at  maximum permiss ib le  throt t le  set t ing:
(No addi t ional  to lerance permit ted) .
Not  over 2530,  not  under 2215
Diameter :   not  over  72 in. ,  not  under 70.0 in.

Engine and Engine Accessor ies -  Fuel  and Oi l  Systems
101. Carburetor  a i r  heater  (7AC,  S7AC, 7DC and S7DC) 2 lb . ( -42)
102. Carburetor  or  in jector  a i r  scoop

(a) Models  7AC,  7BCM, 7CCM, 7DC (Aeronca dwg.  4-601) 2 lb . ( -47)
(b) Models  7EC, 7FC, 7JC (Champion dwg.  4-877-3 wi th  Marvel  -  Schebler

carburetor ,  Champion dwg.  4-877-4)
(c ) Models  7GC, 7GCA, and 7HC (Champion dwg.  4-1031) 3 lb . ( -37)
(d) Models  7GC,  7GCA,  7GCB,  7GCBA,  7HC,  7KC (Champion dwg.  4-1099) 4 lb . ( -44)
(e) Model  7ECA wi th Cont inenta l  O-200-A engine (Champion dwg.  4-1377) 1 lb . ( -45)
( f ) Models  7GCAA, 7GCBC (Champion dwg.  4-1637) 1 lb . ( -33)
(g) Models  7ECA and 7GCBC wi th  Lycoming O-235-C1 engine (Champion dwg.

4-1435)
1 lb . ( -33)

(h) Model  7KCAB (Champion dwg.  4-1454) 1 lb . ( -33)
( i ) Model  7ACA (Champion dwg.  4-1563) 1 lb . ( -48)
( j ) Models  7ECA, 7GCAA, 7GCBC (Champion dwg.  4-1637 box and 3-1535 cover) 1  lb . ( -33)
(k ) Model  7KCAB (Champion dwg.  4-1637 box and 3-1544 cover) 1  lb . ( -33)

103. Carburetor  or  In jector  A i r  F i l ter
(a) Models  7AC,  7BCM, 7CCM, 7DC  (Aeronca Dwg.  2-849) 1 lb . ( -47)
(b) Models  7EC,  7FC,  7JC  (Aeronca Dwg.  2-849) 1 lb . ( -49)
(c ) Models  7GC, 7GCA, and 7HC  (P/N 120086 Ai r  Maze) 1 lb . ( -46)
(d) Models  7GC,  7GCA,  7GCB,  7GCBA,  7HC,  7KC  (Fram P/N CA161PL) 2 lb . ( -45)
(e) Model  7ECA wi th Cont inenta l  O-200-A engine (Ai r  Maze P/N 13203) 1 lb . ( -53)
( f ) Models  7ECA,  7GCBC,  7GCAA,  7KCAB  (Fram P/N CA121PL or  AC P/N 6486786

or  5648075)
1 lb . ( -37)

(g) Model  7ACA  (A i r  Maze P/N 13203) 1 lb . ( -52)
(h) Models  7ECA,  7GCAA,  7GCBC,  7KCAB  (Donaldson P/N P10-4145) 1 lb . ( -45)

104. McDowel l  s tar ter  (Aeronca dwg.  S-7) 9 lb . ( -50)
105. Hanlon and Wi lson muf f lers  and heaters

(a) Models  7AC,  7BCM, 7CCM, and 7DC (dwg.  7-557)
Note:  Weight  of  exhaust  s tack removed to permi t  th is  insta l la t ion,  4 lb . ,  Model
7AC only.

13 lb . ( -40)

(b) Models  7EC,  7FC,  7JC (dwg.  7-1056) 13 lb . ( -42)
106. Auxi l iary fuel  tank (5.5 gal .  capaci ty)

(a) Models  7AC,  S7AC (Aeronca dwg.  7-565A) 11 lb . (+58)
(b) Models  7AC,  S7AC,  7BCM, 7CCM, S7CCM, 7DC,  S7DC,  7EC,  S7EC (dwg.

7-1001,  7-796)
(weight  per  tank)
Note:   Lef t  and r ight  tanks e l ig ib le.   When two tanks are insta l led,  p lacard
          (dwg.  1-3510)  is  requi red.

8 lb . (+19)

107. Exhaust  muf f ler ,  Ryan Aeronaut ica l  Co.  Dwg.  54209 (7AC, S7AC) 2 lb . ( -40)
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*108. Oi l  f i l te r  -  Fram PB-5,  K i t  No.  510,  Fram Insta l la t ion Dwg.  61522 or  62399.   Weight
inc ludes 1 qt .  o f  o i l .   (E l ig ib le  on a l l  7  ser ies a i rcraf t . )

4  lb . ( -26)

109. Carburetor  rest r ic ted a i r  f i l ter  assembly,  Champion dwg.  2-957 1 lb .
(a) Models  7CCM, 7DC

Model  7EC
Note:   2-957 restr ic ted f i l ter  assembly requi red on Model  7EC wi th auxi l iary
           wing tank fuel  system insta l led.

( -47)
( -49)

(b) Unrest r ic ted a i r  f i l ter  assembly  (  Champion dwg.  2-849)  (Used wi th  7-10002 fue l
system.  See i tem 116)   Models  7EC, 7FC,  7JC

1 lb . ( -49)

110. In jector  a i rscoop and f i l ter  assembly for  in jector  type engine 4 lb . ( -47)
111. Star ters

(a) Delco-Remy No.  1109656,  12V,  Models  7EC,  7FC,  7JC 16 lb . ( -28)
(b) Delco-Remy No.  1109657 star ter  and No.  DR1464 star ter  so lenoid.   Models  7ECA

(wi th Lycoming O-235-C1 eng ine) ,  7GC,  7GCA,  7GCAA,  7GCB,  7GCBA,  7GCBC,
7HC,  7KC,  7KCAB

18 lb . ( -46)

(c ) Deleted September 12,  1961 ( inc luded in  I tems 111(b)  and 308(d)) .
(d ) Delco-Remy No.  1109656,  12V,  Model  7ECA wi th Cont inenta l  O-200-A engine. 16 lb . ( -32)
(e) Presto l i te  P/N MZ-4204,  Models  7ECA (wi th  Lycoming O-235-C1 or  O-235-K2C

engine) ,  7GCAA,  7GCBC,  7KCAB
18 lb . ( -46)

( f ) Presto l i te  P/N MZ-4203,  Model  7ACA (wi th  Frank l in  2A-120A engine) , 15 lb . ( -38)
(g) Sky-Tec P/N 149-12LS,  Models  7GCAA,  7GCBC,  7KCAB 10 lb . ( -46)
(h) Sky-Tec P/N 122-12PM, Models  7ECA (wi th  Lycoming O-235 engine) 10 lb . ( -46)

112. Oi l  capai ty  cal ibrat ion p late insta l led on f i rewal l  for  Model  S7EC (Aeronca dwg.
1-3517) .

No wt .  change

*113. Davis  exhaust  s i lencer  Model  D-65-2 insta l led per  Davis  Si lencer  Co.  dwg.  650 (7AC,
S7AC when I tems 105 or  107 are not  insta l led) .

3  lb . ( -39)

*114. Wr ight  w in ter  shut ters ,  ins ta l led per  Wr ight  Ins t ln ,  Ins t ruc t ions No.  1  dated 12-24-49,
issued by Wr ight  F ly ing Serv ice,  Wi l l i s ton,  ND

2 lb . ( -26)

*115. Lycoming O-235-C and -C1 engines e l ig ib le  when insta l led per  STC SA3-372.   Engine
and propel ler  combinat ions and l imi ts  as speci f ied on STC and addendum pages,  as
amended 27 November 1970 or later  amendments.

116. 26 Gal lon Fuel  System.  Champion Inst ln .  dwg.  7-1102 and 7-10002,  Models  7FC, 7JC
and 7ECA.  (Models  e l ig ib le  when insta l led per  Champion Ki t  192:   7A,  7B,  7C,  7D,  7E)
Placard (Champion dwg.  1-8825) requi red on Model  7A.

30 lb . (+20)

117. Mixture Contro l  insta l la t ion
(a) Models  7EC,  7FC,  7JC (Champion dwg.  4-1013) 1 lb . ( -5 )
(b) Models  7GC, 7HC, (Champion dwg.  7-1088) 1 lb . ( -10)
(c ) Models  7GCA,  7GCB,  7GCBA,  7KC (Champion dwg.  7-1114) 1 lb . ( -10)
(d) Model  7ECA wi th  CMC O-200-A engine (Champion dwg.  7-1252) 1 lb . ( -22)
(e) Models  7GCBC (wi th  Lycoming O-320 engine) ,  7GCAA (Champion dwg.  7-1289) 1 lb . ( -10)
( f ) Models  7GCBC (wi th  Lycoming O-235-C1 engine) ,  7ECA (Champion dwg.  7-1300) 1 lb . ( -10)
(g) Model  7KCAB (Champion inst ln .  dwg.  7-1302) 1 lb . ( -10)
(h) Model  7ACA (Champion inst ln .  dwg.  7-1445) 1 lb . ( -15)
( i ) Models  7ECA (wi th  Lycoming O-235-K2C engine) ,  (Champion Insta l la t ion dwg.

7-1530)
1 lb . ( -10)

118. Oi l  Cooler
(a) Models  7GC,  7GCA,  7HC (Champion P/N 3-1086-1) 8 lb . ( -26)
(b) Models  7GC,  7GCA,  7GCB,  7GCBA,  7HC,  7KC (Champion P/N 3-1114-1) 4 lb . ( -28)
(c ) Models  7GCAA, 7GCBC (wi th  Lycoming O-320 engine)   (Champion Inst ln .  dwg.

7-1289)
3 lb . ( -29)

(d) Models  7KCAB (Champion Inst ln .  dwg.  7-1302) 3 lb . ( -29)
(e) Models  7ECA (wi th  Lycoming O-235-K2C engine)   (Champion Insta lat ion dwg.

7-1530)
3 lb . ( -29)

119. 39 Gal lon Fuel  System
Models  7ECA,  7GC,  7GCA,   7GCAA,  7GCB,  7GCBA,  7GCBC,  7HC,  7KC
(Champion inst ln .  dwg.  7-1099,  7-1102)
Model  7KCAB (Champion inst ln .  dwg.  7-1099,  7-1314)
Models  7ECA,  7GCAA,  7GCBC, 7KCAB (Champion ins t ln .  dwg.  7-1328)

32 lb .

42 lb .
40 lb .

(+20)

(+20)
(+19)

120. Exhaust  muf f lers  and heaters
(a) For  use wi th  I tem 102(c)  carburetor  a i r  scoop (Champion inst ln .  dwg.  7-1086)

Models  7GC,  7GCA,  7HC
15 lb . ( -36)

(b) For  use wi th  I tem 102(d)  carburetor  a i r  scoop (Champion inst ln .  dwg.  7-1133)
Models  7GC,  7GCA,  7GCB,  7GCBA,  7HC,  7KC

15 lb . ( -36)

(c ) For  use wi th  I tem 102( f )  carburetor  a i r  scoop (Champion inst ln .  dwg.  7-1289)
Models  7GCAA,  7GCBC

15 lb . ( -36)

(d) For  use wi th  I tem 102(g)  carburetor  a i r  scoop (Champion inst ln .  dwg.  7-1300)
Model  7ECA (wi th  Lycoming O-235-C1 engine)

14 lb . ( -36)

(e) For  use wi th  I tem 102(h)  carburetor  a i r  scoop (Champion inst ln .  dwg.  7-1302)
Model  7KCAB

14 lb . ( -36)

( f ) For  use wi th  I tem 102( j )  carburetor  a i r  scoop (Champion P/N 7-1466-2 or
7-1483-2 and Inst .  Dwg.  7-1300
Model  7ECA wi th Lycoming O-235-C1 engine

15 lb . ( -42)
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(g) For  use wi th  I tem 102( j )  carburetor  a i r  scoop (Champion P/N 7-1466-1 or
7-1483-1 and Ins t .  Dwg.  7-1289)
Models  7GCAA,  7GCBC

15 lb . ( -42)

(h) For  use wi th  I tem 102(k)  In jector  a i r  scoop (Champion P/N 7-1466-1 or  7-1483-1
and Inst .  Dwg.  7-1314
Model  7KCAB

15 lb . ( -42)

( i ) For  use wi th  I tem 102( j )  carburetor  a i r  scoop (Champion P/N 7-1483-2 and Inst .
Dwg.  7-1530
Model  7ECA wi th Lycoming O-235-K2C engine

15 lb . ( -42)

121. Vacuum pump
(a) Ai rborne Mechanisms dry vacuum pump, Model  10-113-A1 (Champion inst ln .  dwg.

7-1104)
Models  7GC,  7GCA,  7GCB,  7GCBA,  7HC,  7KC

3 lb . ( -28)

(b) Ai rborne Mechanisms dry vacuum pump, Model  113A5 (Champion inst ln .  dwg.
7-1275)
Model  7ECA wi th Cont inenta l  O-200-A engine

5 lb . ( -43)

(c ) Ai rborne Mechanisms dry vacuum pump, Model  113A5 or  200CC (Champion inst ln .
dwg.  7-1125)
Models  7ECA,  (wi th  Lycoming O-235-C1 or  O-235-K2C engine) ,  7GC,  7GCA,
7GCAA,  7GCB,  7GCBA,  7GCBC,  7HC,  7KC,  7KCAB

5 lb . ( -28)

122. Lycoming O-235-C1 or  O-235-C2C (Models  7ECA, 7GCBC) insta l led per  Champion
inst ln .  dwg.  7-1300
Fuel            80 minimum grade aviat ion gasol ine
Engine l imi ts  for  a l l  operat ions    2800 r .p .m.  (115 h.p. )
Oi l  capaci ty   6  qt .  a t  -36
Contro l  sur face Elevator  t r im tab         Up    10o   Down    44o

                   (Model  7GCBC only)
Requi red equip.  Landplane:   17(a) ,  102(g)  or  ( j ) ,  103( f )  or  (h) ,  117( f ) ,  116 or  119 or
                                         123(a) ,  201(d)  or  (h)  or  ( i )  or  ( l ) ,  202.
                       Seaplane:     17(a) ,  102(g)  or  ( j ) ,  103( f )  or  (h) ,  117( f ) ,  116 or  119 or
                                         123(a) ,  204(c) ,  205(a)  or  205(d)

123. Fuel  System
(a) 36 Gal lon Fuel  System

Champion ins t ln .  dwg.  7-1456,  7-1476       Models  7ECA,  7GCAA,  7GCBC
Champion inst ln .  dwg.  7-1456,  7-1314       Models  7KCAB

39 lb .
41 lb .

(+20)
(+19)

124. Lycoming O-235-K2C engine (Model  7ECA) insta l led per  Champion Inst .  Dwg.  7-1530
Fuel                100 minimum grade aviat ion gasol ine
Engine l imi ts    Take-Of f                         2800 r .p .m.  (118 h .p . )
                     Maximum Cont inuous       2700 r .p .m.  (115 h.p. )
Oi l  capaci ty     6  q t .  a t  -36
Requi red equip.  Landplane:   22(a) ,  102( j ) ,  103(h) ,  117( i ) ,  123(a) ,  201( i )  or  ( l ) ,  202.

125. Lycoming O-320-B2B engine (Models  7GCAA, 7GCBC) insta l led per  Champion
Insta l la t ion Dwg.  7-1289
Fuel                100 minimum grade aviat ion gasol ine
Engine l imi ts       Maximum Cont inuous    2700 r .p .m.  (160 h.p. )
Oi l  capaci ty     8  q t .  a t  -36
Requi red equip.  Landplane:   20(a) ,  102( f ) ,  103( f ) ,  117(e) ,  123(a) ,  201( i )  or  ( l ) ,  202.
El ig ib le  ser ia l  numbers:       400-97 and up     (7GCAA)
                                       1200-94 and up   (7GCBC)

Landing Gear and Floats
201. Main landing gear wheels

(a) 6.00-6 wheels wi th brakes (Goodyear model  L6MBD, wheel  assembly 511413M,
Brake assembly 511254-A)  wi th :
6.00-6,  2 or  4-p ly  t i res (Model  7AC only)
6.00-6,  4-p ly  t i res or  7 .00-6,  4-p ly  t i res (a l l  models  except  7FC,  7GCBA, 7HC)

35 lb .
35 lb .

(0 )
(0)

(b) 6.00-6 wheels wi th brakes (Cleveland Model  6.00DMB-3,  wheel  assembly
C-38500-HM wi th mechanical  brake assembly C-7000,  or  wheel  assembly
C-38500-H wi th  hydraul ic  brake assembly C-2000-H wi th :
6.00-6,  2 or  4-p ly  t i res (Model  7AC only)
6.00-6,  4-p ly  t i res
7.00-6,  4-p ly  t i res
8.00-6,  4-p ly  t i res
Models  7AC thru  7EC,  7GC,  7GCA,  7GCB,  7JC,  7KC
Model  7GCBA, 8.00-6,  4-p ly  t i re  only
Models  7FC,  7HC

32 lb .
32 lb .
39 lb .
42 lb .

(0 )
(0)
(+26)

(c ) 6.00-6 Goodyear Model  CL6HBM (cross-wind)  wheel  and brake assembly
266AX36 or  wheel  assembly 9530526RH and 9530525LH, brake assembly
9530368RH and 9530369LH wi th :
6.00-6,  2 or  4-p ly  t i res (Model  7AC only)
6.00-6,  4-p ly  t i res or  7 .00-6,  4-p ly  t i res
( Insta l la t ion Aeronca dwg.  7-1000)  (Models  7AC thru 7EC only)

52 lb .

(0 )
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(d) Cleveland hydraul ic  wheel  and brake assembly 20-16 (Champion insta l lat ion
dwg. 7-1159 -  Oleo type gear)  wi th:
6.00-6,  4-p ly  t i res (Model  7FC)
7.00-6,  4-p ly  t i res (Model  7FC)
7.00-6,  4-p ly  t i res (Model  7ECA wi th  CMC O-200-A engine)
6.00-6,  4-p ly  t i res (Model  7ECA wi th  CMC O-200-A engine)
El ig ib le  when P/N 2-1655 Oleo Taxi  Spr ing insta l led.
7.00-6,  6-p ly  t i res (Model  7ECA wi th  Lycoming O-235-C1 engine,  7GCAA,
7GCBC and 7KCAB),  w i th  Oleo Tax i  Spr ings (P/N 2-1655 )  ins ta l led.

32 lb .
35 lb .
35 lb .
32 lb .

37 lb .

(+26)
(+26)
(0)
(0)

(0)

(e) 4-1139 ax le assembly (Champion inst ln .  dwg.  7-1159)
Model  7FC (see NOTE 7)
Model  7HC (see NOTE 9)

13 lb .
(+26)

( f ) Goodr ich wheel  and brake inst ln .  (P/N 3-1086 and 2-883)
Wide t rake main gear  (Champion dwg.  7-1176)  wi th
6.00-6,  4-p ly  t i res
7.00-6,  4-p ly  t i res
8.00-6,  4-p ly  t i res
(Models  7FC and 7HC)

38 lb .
45 lb .
48 lb .

(+26)
(g) Goodr ich wheel  and brake inst ln .  (P/N 3-1086 and 2-883)   (Champion dwg.

7-1177)  wi th
6.00-6,  4-p ly  t i res
7.00-6,  4-p ly  t i res
8.00-6,  4-p ly  t i res
(Models  7EC,  7GC,  7GCA,  7GCB,  7JC,  7KC)
(Model  7GCBA, 8.00-6,  4-p ly  t i res only)

38 lb .
45 lb .
48 lb .

(0 )
(0)

(h) Cleveland wheel  and brake assembl ies (20-16)  Champion Inst ln  dwg.  7-1307,
7-1291 Spr ing Steel  Gear
7.00-6,  6-p ly  t i res
8.00-6,  4-p ly  t i res
(Models  7ECA,  7GCAA,  7GCBC,  7KCAB)

32 lb .
35 lb .

(0 )
(0)

( i ) Cleveland wheel  and brake assembl ies (20-16)  Champion Inst ln  dwg.  7-1307,
7-1404 Spr ing Steel  Gear
6.00-6,  4-p ly  or  6-p ly  t i res
7.00-6,  4-p ly  or  6-p ly  t i res
8.00-6,  4-p ly  t i res
(Models  7ECA,  7GCAA,  7GCBC,  7KCAB)

29 lb .
32 lb .
35 lb .

(0 )
(0)
(0)

( j ) Cleveland wheel  and brake assembl ies (40-78B) Champion Inst ln  dwg.  7-1440,
7-1441 Spr ing Steel  Gear
5.00-5,  4-p ly  t i res
5.00-5,  6-p ly  t i res
(Model  7ACA)

23 lb .
25 lb .

(0 )
(0)

(k ) Cleveland wheel  and brake assembl ies (20-16)  Champion Inst ln  dwg.  7-1440,
7-1441-1 Spr ing Steel  Gear
6.00-6,  4  or  6-p ly  t i res
(Model  7ACA)

29 lb . (0 )

( l ) McCauley wheel  and brake assembl ies (D-30039-1)  Champion Inst ln  dwg.
7-1307,  7-1404 Spr ing Steel  Gear
6.00-6,  4-p ly  or  6-p ly  t i res
7.00-6,  4-p ly  or  6-p ly  t i res
8.00-6,  4-p ly  t i res
(Models  7ECA,  7GCAA,  7GCBC,  7KCAB)

29 lb .
32 lb .
35 lb .

(0 )
(0)
(0)

(m) McCauley wheel  and brake assembl ies (D-30039-1)  Champion Inst ln  dwg.
7-1440,  7-1441 Spr ing Steel  Gear
6.00-6,  4-p ly  or  6-p ly  t i res
(Models  7ACA)

29 lb . (0 )

202. Ta i l  wheel  assembl ies  (Models  7AC,  7BC,  7CCM, 7DC,  7EC,  7ECA,  7GC,  7GCA,
7GCAA,  7GCB,  7GCBA,  7GCBC,  7KC,  7KCAB,  7ACA,  except  as  noted)
(a) 6 x 200 steerable Scot t  Aviat ion Model  3000 7 lb . (+186)
(b) Maule Models  SFS-12,  SS-12 or  SAFS-12 6 lb . (+186)
(c ) Steerable,  Scot t  Model  3-24B 7 lb . (+186)
(d) Imper ia l  Model  B-100 6 lb . (+186)
(e) Lang ( former ly  Decker)  s teerable Model  D-501A 7 lb . (+186)
( f ) Maule SFS-1-2 (Champion inst ln .  dwg.  4-1042)   (Model  7GC only) 6 lb . (+197)
(g) Scot t  3200  (Champion inst ln .  dwg.  4-1080) 8 lb . (+190.5)
(h) Maule pneumat ic  SFS-1-2P8  (Champion inst ln .  dwg.  3-486) 8 lb . (+190.5)
( i ) Maule pneumat ic  SFS-1-2P8  (Champion inst ln .  dwg.  4-1423) 8 lb . (+191)

203. Sk is   (Models  7AC,  7BCM, 7CCM, 7DC,  7EC,  7GC, except  as noted)
(a) Federa l  A-1500 (Federa l  inst ln .  dwg.  11R241) 37 lb . (0 )
(b) Federa l  CA1850-6 (Federa l  inst ln .  dwg.  11R241) 48 lb . (0 )
(c ) Federa l  A-2000-A (Federa l  inst ln .  dwg.  11R241) 49 lb . (0 )
(d) Federa l  A-2000 (Federa l  inst ln .  dwg.  11R241) 41 lb . (0 )
(e) Federa l  A-1850 (Federa l  inst ln .  dwg.  11R241) 38 lb . (0 )
( f ) Federa l  A-1500-A (Federa l  inst ln .  dwg.  11R241) 39 lb . (0 )
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(g) Federal  Model  AWB-1500 wheel  sk is  when insta l led in  accordance wi th
Federal  Insta l .  Dwg.  11R471.   P lacard requi red on sk i  posi t ion selector  box:
"SKI  CONTROL"
"UP-NEUTRAL-DOWN"

75 lb .
Retracted

( -6)
Extended

( -3 .5)

(h) Federa l  Model  AWB-1500A wheel  sk is  when insta l led in  accordance wi th
Federal  Insta l .  Dwg.  11R471.   P lacard requi red on sk i  posi t ion selector  box:
"SKI  CONTROL"
"UP-NEUTRAL-DOWN"

84 lb .
Retracted

( -6)
Extended

( -3 .5)

( i ) Federal  Model  C-2200 wheel-sk i  combinat ion  (Champion inst ln .  dwg.  7-1076)
(Models  7EC, 7GC only)
Main sk is  and hydraul ic  components wi th  LDR bot toms

Main sk is  and hydraul ic  components wi th a luminum bot toms

106 lb .
Retracted

( -13)
96 lb .

Retracted
( -14)

Extended
( -5)

Extended
( -5)

( j ) Federa l  Model  AWT-2500 ta i l  sk i  (Champion inst ln .  dwg.  3-1101)  (Models  7EC,
7GC only)

7 lb . (+186)

(k) F lu iDyne Model  A-2000-A (Champion inst ln .  dwg.  7-1281)  (Models  7ECA,
7GCAA,  7GCBC)
Main sk is  only .

38 lb . ( -6 )

( l ) F lu iDyne Model  A-2000A (Champion inst ln .  dwg.  7-1321)  Model  7GCBC wi th
Lycoming O-320 engine and spr ing steel  gear  insta l led.   Main sk is  only .   (Models
7GCAA,  7KCAB,  7ECA)

44 lb . ( -5 )

204. Floats -  Seaplane
(a) Edo 60-1320 inc luding water  rudder  (Model  S7AC only) 168 lb . (+16)
(b) Edo 92-1400 inc lud ing water  rudder  (Models  S7AC thru S7EC) 169 lb . (+16)
(c ) Pee-Kay 1800 (Champion dwg.  7-1118)  (Models  7GC, 7GCB, 7GCBC wi th

Lycoming O-320 engine,  7ECA, 7HC).   Model  7HC el ig ib le  only  on a i rcraf t  wi th
Champion dwg.  3-1135 fuselage f i t t ings insta l led at  Champion factory) .

198 lb . (+19)

(d) Edo 89A2000 f loats  inc lud ing double water  rudders
Model  7GCBC wi th Lycoming O-320 engine and f i t ted for  s teel  spr ing gear .

270 lb . (+16)

205. Auxi l iary f ins -  Seaplane
(a) Auxi l iary  Dorsal  F ins (Champion P/N 4-634,  Insta l la t ion Dwg.  3-1067) .

Two requi red for  EDO 60-1320,  Model  S7AC, EDO 92-1400 F loats  on Models
S7AC, S7CCM, S7DC, S7EC and for  Pee-Kay 1800 F loats  on Models  7ECA, 7GCA
and 7HC
Four requi red for  Pee-Kay 1800 Floats on Models 7GCB

3 lb .

6  lb .

(+170)

(+170)
(b) Deleted
(c ) Ventra l  F in  (Champion P/N4-6587)  (Champion Insta l la t ion Dwg.  4-909)  Requi red

for  Models  S7AC, S7CCM and S7DC on EDO 92-1400 F loats  and Models  7GC,
7GCB and 7HC on  Pee-Kay 1800 Floats

4 lb . (+171)

(d) Auxi l iary  Dorsa l  F ins (Champion P/N 4-1458,  ins t ln .  dwg.  3-1418)  (used wi th
stab i l izer ,  Champion P/N 4-1413)
Two required for  Pee-Kay 1800 Floats on Model  7ECA
Four requi red for  Pee-Kay 1800 Floats on Models 7GCB and 7GCBC
Four requi red for  Edo 89A2000 f loats  on Model  7GCBC wi th Lycoming O-320
engine

3 lb .
6  lb .
6  lb .

(+170)
(+170)
(+170)

206. Wheel  pants
(a) Models  7AC,  7BCM, 7CCM, 7DC (dwg.  7-606) 6 lb . (0 )
(b) Model  7EC (dwg.  7-1060) 6 lb . (0 )
(c ) Models  7FC,  7HC (dwg.  7-10006) 6 lb . (+26)
(d) Models  7EC,  7GC,  7GCA,  7GCB,  7JC (dwg.  7-10006) 6 lb . (0 )
(e) Model  7FC (nose wheel  only,  dwg.  4-1006) 6 lb . ( -31)
( f ) Model  7HC (nose wheel  only,  dwg.  7-1112) 3 lb . ( -31)
(g) Model  7JC (af t  gear  only ,  dwg.  7-1128) 3 lb . (+80)
(h) Model  7FC (main wheels,  dwg.  7-1141) 14 lb . (+26)
( i ) Model  7FC (nose wheel ,  dwg.  7-1154) 2 lb . ( -29)
( j ) Models  7ECA,  7GCAA,  7GCB,  7GCBA,  7GCBC, ,  7KC,  7KCAB (dwg.  7-1141) 14 lb . (0 )
(k ) Models  7ECA,  7GCAA,  7GCBC,,  7KCAB (Champion ins t ln .  dwg.  4-1474) 14 lb . (0 )

207. Park ing brake
(a) Models  7AC,  7BCM, 7DC,  7EC,  7FC,  7GC,  7GCA,  7GCB,  7HC,  7JC (Champion

dwg.  7-443)
2 lb . ( -10)

(b) Models  7EC,  7FC,  7GC, 7GCA, (Champion dwg.  4-1023) 1 lb . ( -8 )
(c ) Models  7EC,  7FC,  7GC,  7GCA,  7HC,  7JC (Champion dwg.  4-1023) 1 lb . ( -7 )
(d) Models  7ECA,  7GCAA,  7GCBC, 7KCAB (Champion dwg.  4-1370) 2 lb . ( -16)
(e) Models  7ECA,  7GCAA,  7GCBC, 7KCAB,  7ACA (Champion dwg.  4-1557) 1 lb . ( -14)
( f ) Models  7ECA,  7GCAA,  7GCBC, 7KCAB,  7ACA (Champion dwg.  4-1624) 1 lb . ( -14)

*208. Wheel  fenders -  Consol ida i r  Model  17 (Consol ida i r  dwg.  0036)   Models  7AC thru 7EC
only

10 lb . (0 )

209. Nose landing gear  insta l la t ion (Champion dwg.  7-1073)  Models 7FC and 7HC
(a) 5.00-5 Cleveland wheel  and 5.00-5,  Type I I I ,  4-p ly  rat ing t i res 9 lb . ( -31)

210. Hydraul ic  brake insta l la t ion
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(a) Champion dwg.  7-1078 (Model  7EC only)  (wt .  increase over  mechanical ) 2  lb . (+10)
(b) Scot t  hydraul ic  brake insta l la t ion (Champion dwg.  4-1091)

Models  7EC,  7FC,  7GC,  7GCA,  7GCB,  7JC,  7KC
3 lb . (+10)

(c ) Scot t  hydraul ic  brake inst ln .  (Champion dwg.  4-1122)   Model  7KC 3 lb . ( -18)
(d) Cleveland hydraul ic  brake inst ln .  (Champion dwg.  4-1370)   Models  7ECA, 7GCAA,

7GCBC,  7KCAB
3 lb . ( -6 )

(e) Hydraul ic  brake inst ln .  -  Heel  -  (Champion dwg.  4-1557,  7-1307)
Models  7ECA,  7GCAA,  7GCBC,  7KCAB,  7ACA

2 lb . ( -10)

( f ) Hydraul ic  brake inst ln .  -  Toe -  (Champion dwg.  4-1624,  7-1307)
Models  7ECA,  7GCAA,  7GCBC,  7KCAB,  7ACA

2 lb . ( -10)

211. Af t  landing gear  (Champion inst ln .  dwg.  7-1126)   Model  7JC
(a) 5.00-5 Cleveland wheel  and 5.00-5,  Type I I I ,  4-p ly  rat ing t i res 9 lb . (+80)

Elect r ica l  Equipment
304.   (a) Bat tery,  6V,  Reading  (Models 7AC thru S7EC only) 12 lb . (+57)

(b) Bat tery box               (Models 7AC thru S7EC only) 2 lb . (+57)
305. Posi t ion l ights

(a) Models  7AC,  7BCM, 7CCM, 7DC (dwg.  7-545) 2 lb . (+24)
(b) Models  7EC,  7FC (dwg.  7-1065) 3 lb . (+20)
(c ) Models  7GC,  7GCA,  7GCB,  7GCBC,  7HC (dwg.  7-1101) 1 lb . (+90)
(d) Models  7EC,  7FC,  7JC (dwg.  7-1085) 1 lb . (+90)
(e) Model  7KC (dwg.  7-1149) 1 lb . (+90)
( f ) Model  7GCBA (dwg.  7-1163) 1 lb . (+90)
(g) Models  7ECA,  7GCAA,  7KCAB (dwg.  7-1320,  7-1051) 1 lb . (+90)
(h) Model  7ACA (dwg.  7-439,  7-1051) 3 lb . (+20)

306. Generator ,  wing-dr iven,  Champion 8 amp. 8 lb . (  +9)
307. Battery

(a) Wi l la rd  AW-12-25 (Model  7EC on ly) 24 lb . (+54)
(b) Bowers BA-25,  12V

Model  7EC only
Models  7FC,  7JC
Models  7GC,  7GCA (wi th  cab les) ,  7HC

24 lb .
24 lb .
28 lb .

(+54)
( -27)
(+79.5)

(c ) Ex ide AC-60,  33 a.  hr . ;  AC-66,  33 a.  hr . ;  AC-78,  35 a.  hr .
12V mani fo ld vented
Models  7GC,  7GCA,  7GCB,  7HC (Champion ins t ln .  dwg.  4-1066)
Model  7KC (Champion dwg.  7-1149)

27 lb . (+79)

(d) Exide AC-54 mani fo ld  vented,  12V 24 a.  hr .  (Champion inst ln .  dwg.  4-1108)
Models  7EC,  7FC,  7JC
Model  7ECA wi th  CMC O-200-A engine ( ins t ln .  dwg.  7-1252)
Model  7ECA and 7GCBC wi th  Lycoming O-235-C1 engine ( inst ln .  dwg.  7-1300)

22 lb .
22 lb .
23 lb .

( -27)
( -27)
( -26)

(e) Exide AC-54 mani fo ld  vented,  12V 24 a.  hr .  (Champion inst ln .  dwg.  3-1191)
(Model  7EC)

22 lb . (+54)

( f ) Ex ide AC-54 mani fo ld  vented,  12V 24 a.  hr .  (Champion inst ln .  dwg.  4-1167)
(Model  7GCBA)

22 lb . ( -27)

(g) Exide AC-66 mani fo ld  vented,  12V 33 a.  hr .  (Champion inst ln .  dwg.  7-1293)
Models  7GCAA,  7GCBC,  7KCAB

33 lb . (+82)

(h) Rebat  S25,  12V 25 a.  hr .  (Champion inst ln .  dwg.  7-1300)  Models  7ECA, 7GCBC
(wi th Lycoming engine O-235-C1)

23 lb . ( -26)

( i ) Rebat  R35,  12V 35 a.  hr .  (Champion ins t ln .  dwg.  4-1469)  Models  7GCAA, 7GCBC,
7KCAB

33 lb . (+82)

( j ) Gi l l  6GCAB-11,  12V 35 a.  hr .  (Champion ins t ln .  dwg.  4-1509)  Models  7GCAA,
7GCBC,  7KCAB

33 lb . (+82)

(k ) Gi l l  6 -GCAB-9,  12V 25 a.  hr .  (Champion ins t ln .  dwg.  7-1300)  Models  7ECA,
7GCBC wi th  Lycoming O-235-C1 engine

23 lb . ( -26)

( l ) Ex ide AC-78,  12V 35 a.  hr .  (Champion inst ln .  dwg.  4-1545)  Models  7GCAA,
7GCBC,  7KCAB

33 lb . (+82)

(m) Sonotone CA-24A,  12V 25 a.  hr .  (Champion inst ln .  dwg.  4-1578)  Models  7GCAA,
7GCBC,  7KCAB

30 lb . (+82)

(n) Rebat  S25M, 12V 25 a.  hr .  (Champion inst ln .  dwg.  4-1588)  Model  7ACA 21 lb . (+55)
(o) Rebat  R35,  12V 35 a.  hr .  wi th  bat tery box (Champion inst ln .  dwg.  4-1599)  Models

7GCAA,  7GCBC,  7KCAB
35 lb . (+82)

(p) Gi l l  PS6-11,  12V 35 a.  hr .  wi th  bat tery  box (Champion inst ln .  dwg.  4-1599)  Models
7GCAA,  7GCBC,  7KCAB

35 lb . (+82)

(q) Gi l l  PS6-9,  12V 25 a.  hr .  (Champion ins t ln .  dwg.  7-1300)  Models  7ECA,  7GCBC
(wi th Lycoming O-235-C1 engine)

23 lb . ( -26)

( r ) Rebat  S25,  12V 25 a.  hr .  (Champion inst ln .  dwg.  7-1530)  Model  7ECA (wi th
Lycoming O-235-K2C engine)

23 lb . ( -26)

(s ) Gi l l  PS6-9,  12V 25 a.  hr .  (Champion inst ln .  dwg.  7-1530)  Model  7ECA (wi th
Lycoming O-235-K2C engine)

23 lb . ( -26)

( t ) Amer ican Champion 11-0817,  12V 31a.  hr .  wi th bat tery box (Champion inst ln  dwg
4-1599)   Models  7GCAA,  7GCBC, and 7KCAB   

23 lb . (+82)

(u) Concorde RG25,  12V 25 a.  hr .  wi th bat tery box (Champion inst ln  dwg 4-1599)
Models  7GCAA,  7GCBC,  and 7KCAB    

23 lb . (+82)
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(v) Concorde RG25,  12V 25 a.  hr .  (Champion inst ln .  dwg.  7-1530)  Model  7ECA (wi th
Lycoming O-235-K2C engine)

23 lb . ( -26)

308. Generator  or  Al ternator
(a) Generator ,  vol tage regulator ,  12V 20 a. ,  Delco-Remy 1101890 and 118736  Models

7EC,  7FC,  7JC
11 lb . ( -28)

(b) Generator ,  vol tage regulator ,  12V 35 a. ,  Delco-Remy 1101898 and 1118704
Models  7EC,  7FC,  7JC

16 lb . ( -28)

(c ) Generator ,  vol tage regulator ,  12V 20 a. ,  Delco-Remy 1101899 and 1119226
Models  7ECA wi th  Lycoming O-235-C1 engine,  7GC,  7GCA,  7GCAA,  7GCB,
7GCBA,  7GCBC,  7HC,  7KC,  7KCAB

12 lb . ( -45)

(d) Generator ,  vol tage regulator ,  12V 35 a. ,  Delco-Remy 1101900 and 1118704
Models  7ECA (wi th  Lycoming O-235-C1 engine) ,  7GC,  7GCA,  7GCAA,  7GCB,
7GCBA,  7GCBC,  7HC,  7KC,  7KCAB

18 lb . ( -46)

(e) Generator ,  vol tage regulator ,  12V 20 a. ,  Delco-Remy 1101890 and 1118736  Model
7ECA

12 lb . ( -32)

( f ) Generator ,  vol tage regulator ,  12V 35 a. ,  Delco-Remy 1101898 and 1119220
Models 7ECA wi th Cont inenta l  O-200-A engine

18 lb . ( -31)

(g) Al ternator  and vol tage regulator ,  12V 40 a. ,  Presto l i te  Al ternator  P/N ALE 6406
(Model  7ECA wi th Lycoming O-235-C1 engine)  and Presto l i te  Al ternator  P/N ALE
8406 (Models  7GCAA, 7GCBC, 7KCAB),  Presto l i te  Vol tage Regulator
P/N VSF 72-1 or  VSF 7202 or  VSF 7203

12 lb . ( -50)

(h) Al ternator  and vol tage regulator ,  12V 35 a. ,  Motorola RA12N451 and Integral  R3-1
regulator  -  Model  7ACA

8 lb . ( -41)

( i ) Al ternator  and vol tage regulator ,  12V 60 a. ,  Presto l i te  Al ternator  P/N ALY8403 or
ALY-8420 (Model  7ECA wi th  Lycoming O-235-C1 engine,  7GCAA, 7GCBC,
7KCAB).  Presto l i te  Vol tage Regulator  P/N VSF 7203.

12 lb . ( -50)

( j ) Al ternator  and vol tage regulator ,  12V 60 a. ,  Presto l i te  Al ternator  P/N ALY8420 G
(#2 F ie ld  Terminal  Grounded)  Models  7ECA (wi th  Lycoming O-235-C1 or
O-235-K2C engine) ,  7GCAA, 7GCBC, 7KCAB.  Presto l i te  Vol tage Regulator
P/N FVR 3224.

12 lb . ( -50)

309. Deleted -  inc luded in  I tem 305
310. Landing l ight

(a) Fixed l ight  (dwg.  7-1065)   Models  7EC, 7FC only 2 lb . (+7)
(b) Retractable l ight  (dwg.  4-10009)   Models  7EC, 7FC only 5 lb . (+13)
(c ) Leading edge landing l ight  (dwg.  4-1001)   Models  7EC,  7FC,  7GC, 7GCA, 7GCB,

7GCBA,  7HC,  7JC
2 lb . (+4)

(d) Nose bowl  landing l ights  (Champion inst ln .  dwg.  7-1149)   Model  7KC only 2 lb . ( -55)
(e) Nose bowl  mounted 100W bulb (Champion inst ln .  dwg.  7-1274)   Model  7ECA wi th

CMC O-200-A engine
1 lb . ( -22)

( f ) Nose bowl  mounted 100W bulb (Champion inst ln .  dwg.  7-1288)   Models  7ECA wi th
Lycoming O-235-C1 eng ine,  7GCAA,  7  GCBC,  7KCAB

1 lb . ( -53)

(g) Nose bowl  mounted 100W bulb (Champion inst ln .  dwg.  4-1558)   Model  7ACA 1 lb . ( -53)
(h) Nose bowl  mounted 100W bulb (Champion inst ln .  dwg.  7-1475)   Models  7ECA,

7GCAA,  7GCBC,  7KCAB
1 lb . ( -53)

311. Sta l l  warning equipment insta l la t ion
(a) (Champion dwg.  7-1065)   Models  7EC,  7FC,  7JC 1 lb . ( -4 )
(b) (Champion dwg.  7-1101)   Models  7GC,  7GCA,  7GCB,  7HC 1 lb . ( -2 )
(c ) (Champion dwg.  7-1138)   Model  7KC 1 lb . ( -2 )
(d) (Champion dwg.  7-1163)   Model  7GCBA 1 lb . ( -2 )
(e) (Champion dwg.  4-1401)   Models  7ECA,  7GCAA,  7GCBC, 7KCAB 1 lb . ( -2 )

312. Radio Equipment
(a) Narco VHT-3 Superhomer rad io inst ln .

(Champion dwg.  3-1063)   Models  7EC,  7FC,  7GC,  7GCA,  7GCB,  7GCBA
(Champion dwg.  7-1103)   Models  7EC,  7FC,  7GC,  7GCA,  7GCB,  7GCBA,
7HC,  7JC
(Champion dwg.  7-1167)   Model  7KC
Cabin speaker  inst ln .  (opt ional )

13 lb .

1  lb .

( -8 )

(+13)
313. Rotat ing beacon

(a) (Champion dwg.  4-1020)   Models  7EC,  7ECA,  7FC,  7GCA,  7GCAA,  7GCB,  7GCBA,
7GCBC,  7HC,  7JC,  7KCAB

2 lb . (+180)

(b) (Champion dwg.  7-1149)   Model  7KC 3 lb . (+182)
(c ) (Champion dwg.  4-1513)   Models  7ACA,  7ECA,  7GCAA,  7GCBC, 7KCAB 2 lb . (+62)

314. Strobe L ight
(a) Del ta  Model  7000 per  Champion dwg.  4-1512  Models  7ECA, 7GCAA, 7GCBC 4 lb . (+24)
(b) Whelen A429 Wing T ip  St robe L ights  (Champion ins t ln .  dwg.  3-1512)   Models

7ECA,  7GCAA,  7GCBC,  7KCAB
4 lb . ( -4 )

(c ) Aerof lash P/N 156-0003  per  Champion dwg.  3-1517,  Models  7ECA,  7GCAA,
7KCAB, or  per  Champion dwg.  3-1668,  Model  7GCBC

4 lb . (+24)

Inter ior  Equipment
401. Adjustable f ront  seat  cushion and bel t

(a) (Champion dwg.  7-453)   Models  7EC,  7FC,  7GC,  7GCA,  7HC,  7JC 14 lb . (+17)
(b) (Champion dwg.  7-1147)   Model  7KC 32 lb . (+14)
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402. Cargo rack replac ing rear  seat ,  cushion and bel t 5  lb . (+40)
403. Cabin heater 2 lb . ( -36)
404. Seats

(a) Wide rear  seat ,  dwg.  7-1067,  cush ions and be l t ,  Models  7EC,  7ECA,  7FC,  7GC,
7GCA,  7GCAA,  7GCB,  7GCBC,  7JC,  7KCAB,  7ACA

18 lb . (+46)

(b) Adjustable rear  seat ,  Champion inst ln . ,  dwg.  4-1056,  Models  7GCB, 7HC 20 lb . (+48)
(c ) Adjustable rear  seat ,  Champion inst ln . ,  dwg.  7-1147,  Model  7KC 33 lb . (+45)
(d) Adjustab le h inged f ront  seat ,  Champion dwg.  7-1261,  Models  7ECA, 7GCAA,

7GCBC
13 lb . (+16)

(e) Adjustable h inged rear  seat ,  Champion dwg.  7-1261,  Models  7ECA, 7GCAA,
7GCBC

13 lb . (+46)

( f ) Parachute seat  wi th  seat  pack parachute and cushions,  f ront  (Champion inst ln .
dwg.  7-1279)  Models  7ECA,  7GCAA,  7GCBC,  7KCAB

33 lb . (+15)

(g) Parachute seat  wi th seat  pack parachute and cushions,  rear  (Champion inst ln .
dwg.  7-1279)  Models  7ECA,  7GCAA,  7GCBC,  7KCAB

33 lb . (+45)

(h) Parachute seat  inst ln .  wi th  cushions,  wi thout  seat  pack parachutes -  f ront
(Champion dwg.  4-1403-10)  Models  7ECA,  7GCAA,  7GCBC,  7KCAB

13 lb . (+16)

( i ) Parachute seat  inst ln .  wi th  cushions,  wi thout  seat  pack parachutes -  rear
(Champion dwg.  4-1403-10)  Models  7ECA,  7GCAA,  7GCBC,  7KCAB

13 lb . (+46)

( j ) Front  seat  insta l la t ion (Champion dwg.  4-1403-11)  Models  7ECA,  7GCAA,  7GCBC,
7KCAB,  7ACA

11 lb . (+16)

(k ) Rear seat  insta l la t ion (Champion dwg. 4-1403-11)  Models  7ECA,  7GCAA,  7GCBC,
7KCAB,  7ACA

11 lb . (+46)

( l ) Front  seat  insta l la t ion (Champion dwg.  4-1642)  Models  7ECA,  7GCAA,  7GCBC,
7KCAB

11 lb . (+16)

(m) Rear seat  insta l la t ion (Champion dwg. 4-1642)  Models  7ECA,  7GCAA,  7GCBC,
7KCAB

11 lb . (+46)

(n) Adjustable f ront  seat  insta l la t ion (Champion Drawing 7-1499)  Models  7ECA,
7GCAA,  7GCBC,  7KCAB

15 lb . (+16)

(o) Rear  seat  insta l la t ion (Champion Drawing 4-1708)  Models  7ECA, 7GCAA, 7GCBC,
7KCAB

13 lb . (+47)

(p) Wide Rear  Seat  Insta l la t ion (Champion Drawing 4-1709)  Models  7ECA, 7GCAA,
7GCBC,  7KCAB

18 lb . (+47)

405. Soundingproof ing (s ide panels,  headl in ing and f i rewal l )
Models  7EC,  7JC
Model  7FC only
Models  7GC,  7GCA,  7GCB,  7HC

4 lb .
5  lb .
4  lb .

(+22)
(+10)
(+24)

406. Al ternate in ter ior  ( inc ludes upholstery,  f loormat and baggage compartment  l id)
(Champion inst ln .  dwg.  7-10003)
Models  7EC,  7JC
Model  7FC
Models  7GC, 7GCA, 7GCB, 7HC (minus baggage compar tment  l id )

12 lb .
15 lb .
12 lb .

(+21)
(+28)
(+36)

407. Fi re ext inguisher
(a) (Champion ins t ln .  dwg.  7-442)  Models  7AC,  7BCM, 7CCM, 7DC 7 lb . (+20)
(b) (Champion ins t ln .  dwg.  7-10004)  Models  7EC,  7FC,  7GC,  7GCA,  7GCB,  7HC,  7JC 7 lb . (+20)
(c ) (Champion ins t ln .  dwg.  7-1262 or  7-1293)  Models  7ECA,  7GCAA,  7GCBC, 7KCAB 5 lb . (+23)
(d) (Champion inst ln .  dwg.  7-1444)  Model  7ACA 5 lb . (+23)

408. Rear Seat Heater
(a) (Champion ins t ln .  dwg.  7-1293)  Models  7ECA,  7GCAA,  7GCBC, 7KCAB 2 lb . ( -9 )
(b) (Champion ins t ln .  dwg.  7-1478)  Models  7ECA,  7GCAA,  7GCBC, 7KCAB 2 lb . ( -9 )

409. Emergency Locator  Transmit ter
(a) SHARC 7 Emergency Locator  Transmi t ter  (Champion Inst .  Drawing 3-1504)  Models

7ECA,  7GCAA,  7GCBC,  7KCAB
2 lb . (+79)

(b) SHARC 7 Emergency Locator  Transmi t ter  (Champion Inst .  Drawing 3-1506)  Model
7ACA

2 lb . (+62)

(c ) Larago Emergency Locator  Transmit ter  (Champion Inst .  Drawing 3-1590)  Models
7ECA,  7GCAA,  7GCBC,  7KCAB

3 lb . (+68)

(d) Amer i -King AK-450 Emergency Locator  Transmi t ter  (Champion Inst .  Drawing
3-1689) ,  Models  7ECA,  7GCAA,  7GCBC,  7KCAB

2.5 lb (+68)

Miscel laneous (not  l is ted above)
601. Deluxe f in ish 12 lb . (+55)
602. Step ( fuselage) 1 lb . (+19)
603. Specia l  windows (Aeronca dwg.  7-576) 7 lb . (+50)

*604. Crop spray ing inst ln . ,  Aero Spray King Model  A2 or  A2-49 ( Inst ln .  per  Ong dwg.  A2-200
or  A200-49 submi t ted by Ong Ai rcraf t  Corp. ,  P.O.  Box 214,  Kansas Ci ty ,  MO)  E l igb le
for  cer t i f ica t ion in  Standard and/or  Rest r ic ted c lass i f icat ion.   (See NOTE 3. )  (Models
7AC thru 7EC only)

(a) Aero Spray King Model  A2 66 lb . (+37.5)
(b) Aero Spray King Model  A2-49 71 lb . (+39)

605. Aer ia l  Insect ic id ing,  Inc. ,  "Por tab le Spray Equipment  Model  AI -7AC" insta l led per
ins t ln .  ins t ruc t ions and ins t ln .  dwg.  7AC-2 and 7AC-3 furn ished wi th  k i t .   E l ig ib le  for
cer t i f icat ion in  Standard c lass i f icat ion.   Models  7AC thru 7EC only

40 lb . (+13)
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*606. Crop sprayer  inst ln .  (Models 7AC thru 7EC only)   P ipestone Aviat ion Serv ices insta l led
per  Pipestone Aviat ion Serv ices,  Pipestone,  MN, dwg.  and inst ln .  inst ruct ions dated
March 3,  1949.  (E l ig ib le  for  cer t i f ica t ion in  Standard c lass i f icat ion) .

67 lb . (+17)

*607. Crop sprayer  inst ln .  (Models 7AC thru 7EC only)   Svedy-Sorensen Sprayer  insta l led per
Svedy-Sorensen,  Worth ington,  MN, dwg.  and inst ln .  ins t ruct ions dated March 10,  1949.
(E l ig ib le  for  cer t i f ica t ion in  Standard c lass i f icat ion) .

56 lb . (+17)

*608. Crop sprayer  inst ln .  (Models 7AC thru 7EC only)   Sprayer  insta l led per  Broyhi l l
Company,  Dakota Ci ty ,  NE,  dwg.  BC-7DC-1.   A l l  propel ler  l imi ts  l is ted for  each Model
apply  to  th is  insta l la t ion except  Model  7AC and 7CCM stat ic  r .p .m.  l imi ts  for  wood
propel ler  which should be as fo l lows:   Stat ic  r .p .m.  at  maximum permiss ib le throt t le
set t ing:   (Model  7AC) not  over  2250,  not  under 2150;   (Model  7BCM) not  over  2450,  not
under  2300.   E l ig ib le  for  cer t i f icat ion in  Standard or  Rest r ic ted c lass i f icat ion (See
NOTE 3 . ) .
P lacards requi red:
         In  fu l l  v iew of  p i lo t :   "A l l  acrobat ics  inc lud ing sp ins proh ib i ted
                                        when spray r ig  insta l led."
         On spray tank:         "Al lowable weight  tank contents to be determined f rom
                                       weight  and balance.   Do not  exceed 280 lb."

71 lb . (+28)

*609. Crop sprayer  inst ln .  (Models  7AC thru 7EC only)   Oda Spray and Equipment  Co. ,  Inc .
insta l led per  Oda dwg.  H-300 and H301.   Cer t i f icat ion and operat ion l imi tat ions same
as i tem 608 except as noted below:
Placards on tank:   "Al lowable weight  tank contents to be determined f rom weight  and
balance.   Do not  exceed 260 lb."

77 lb . (+9)

*610. Crop sprayer  inst ln .  (Models  7AC thru 7EC)  Frye Mfg.  Co.  Model  112 ( Inst ln .  per  Frye
Aer ia l  Spray Ki t  inst ruct ions for  Aeronca 7 ser ies) .   Cer t i f icat ion and operat ion
l imi tat ions same as i tem 608.
Disposable spray f lu id .

32 lb . (+4)

(+33.5)
*611. Crop sprayer  inst ln .  (Models  7AC thru 7EC)  Aero Spray King,  Jr .  Model  SA-10

insta l led per  Ong Ai rcra f t  Corp.  ins t ln .  ins t ruct ions and dwg.  SA-1000.   Cer t i f ica t ion
and operat ion l imi tat ions same as i tem 608 except as noted below:
Placards on tank:   "Al lowable weight  tank contents to be determined f rom weight  and
balance.   Do not  exceed 193 lb."
Disposable spray f lu id .

54 lb . (+19)

(+40)
*612. Crop sprayer  insta l la t ion.  (Models 7AC thru 7EC only)   Mart in  Sprayer ,  Model  B,

insta l led per  Mar t in  Sprayer  Mfg.  Co. ,  Inc. ,  Monmouth,  IL ,  inst ln .  inst ruct ions dated
March 3,  1949.   E l ig ib le  for  cer t i f icat ion in  Standard and/or  Rest r ic ted c lass i f icat ion
(See NOTE 3.)  except  Model  7AC, having wood propel ler ,  is  l imi ted to cer t i f icat ion in
Standard c lass i f icat ion only .
Placards requi red:
         In  fu l l  v iew of  p i lo t :   "A l l  acrobat ics  inc lud ing sp ins proh ib i ted
                                       when spray equipment insta l led."
         On spray tank:         "Al lowable weight  tank contents to be determined f rom
                                       weight  and balance.   Do not  exceed 395 lb."
Disposable spray f lu id .

45 lb . (+29)

(+37)
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*613. Crop sprayer inst ln .  Svedy-Sorensen Model  9 Combinat ion Seeder,  Duster
and High or Low Gal lonage Sprayer and Model  11 High or Low Gal lonage
Sprayer  insta l led per  Svedy-Sorensen Worth ington,  MN, inst ln .
ins t ruct ions dated Apr i l  1 ,  1950.   E l ig ib le  for  cer t i f icat ion in  Standard
and/or  Rest r ic ted c lass i f icat ion (see NOTE 3)  except  Model  7AC is
l imi ted to  cer t i f icat ion in  Standard c lass i f icat ion only .   A l l  propel ler  l imi ts
apply wi th the except ion of  those l is ted below:

Stat ic  r .p .m.  at  maximum permiss ib le throt t le  set t ing:
  Model  9 Seeder,  Duster and Low Gal lonage Sprayer
  and Model  11 Low Gal lonage Sprayer:
                   F ixed Pi tch Wood Propel lers
                 Model  7AC              Model  7EC
  Not  over     2250                       2350
  Not  under    2050                       2200
                  F ixed Pi tch Metal  Propel lers
                               Model  7EC
                        Not over    2350
                        Not  under   2200
  Model  9 and 11 High Gal lonage Sprayer:
                   F ixed Pi tch Wood Propel lers
                 Model  7AC              Model  7GC
  Not  over     2250                       2350
  Not  under    2200                       2275
                   F ixed Pi tch Metal  Propel lers
                 Model  7AC              Model  7EC
  Not  over     2250                       2350
  Not  under    2175                       2250
Placards:
         In  fu l l  v iew of  p i lo t :   "A l l  acrobat ics  inc lud ing sp ins proh ib i ted . "
         On spray tank:         "Al lowable weight  tank contents to be
                                       determined f rom weight  and balance.
                                       Do not  exceed 450 lb."

LOW GAL.
60 lb .

HIGH GAL.
84 lb .

DUSTER AND
47 lb .

(+19)

(+16)
SEEDER
(+33)

*614. Crop sprayer  inst ln .  cons is t ing of  i tems (a)  and (b)  be low:
(a)   Crop Sprayer  inst ln . ,  Independent  Crop Dust ing,  Inc. ,  Campbel l ,  CA,  two-uni t
Rotary Spray Ki t ,  when insta l led per  Independent  Crop Dust ing,  Inc. ,  inst ruct ions for
inst ln .  o f  two Ser ies 700 Rotors dated February 1 ,  1950.   E l ig ib le  for  cer t i f icat ion in
Standard and/or  Restr ic ted Class i f icat ion (see NOTE 3)  except  Model  7AC wi th wood
propel ler  is  l imi ted to  cer t i f icat ion in  Standard Class i f icat ion only .   (K i t  does not
inc lude tank) .
(b)   Sprayer tank for  approved sprayer inst ln.  when insta l led per  Independent  Crop
Dust ing,  Inc . ,  "Mount ing K i t  A-700-1"  ins t ruct ions and dwg.  dated Ju ly  31,  1950. .
P lacards requi red:
         In  fu l l  v iew of  p i lo t :   "A l l  acrobat ics  inc lud ing sp ins proh ib i ted. "
         On spray tank:         "Maximum tank load to be determined f rom weight  and
                                       balance.   Do not  exceed 264 lb."

25 lb .

30 lb .

(+34)

(+36)

*615. Crop sprayer inst ln. ,  Svedy-Sorensen seat  tank sprayer insta l led per  Svedy-Sorensen
dwg.  16 and insta l la t ion inst ruct ions dated November 2,  1951.

59 lb . (+21)

616. F iberg lass wing t ip  modi f icat ion (Champion dwg.  7-1085)  Models  7AC, 7BCM, 7CCM,
7DC,  7EC,  7FC.

No wt .  change

617. Sorensen sprayer  uni t  per  Champion dwg.  7-1113.   (Models 7GC and 7GCA only) .
E l ig ib le  for  cer t i f icat ion under  regulat ions of  CAR 8 and CAM 8 only .   Maximum gross
weight  7GC,  2100 lb . ,  7GCA,  2150.
Placards requi red:
         In  fu l l  v iew of  p i lo t :   "A l l  acrobat ics  inc lud ing sp ins proh ib i ted. "
                                     "Restr ic ted Category speed l imi tat ions:
                                      Maximum level  speed 92 m.p.h. ,  never exceed
                                      speed 123 m.p.h. "
         On spray tanks:        "Al lowable weight  of   tank contents to be determined
                                      f rom weight  and balance.   Do not  exceed 810 lb."

125 lb . (+7.5)

618. Clamp-on dorsal  f in ,  Models  7AC and 7BCM (Aeronca dwg.  4-678) 3 lb . (+148)
619. Sorensen sprayer  un i t  per  Champion dwg.  7-1113.   (Models  7GCAA, 7GCB, 7GCBC).

El ig ib le  for  cer t i f icat ion under  regulat ions of  CAR 8 and CAM 8 only .   Maximum gross
weight   2325 lb .
Placards requi red:
         In  fu l l  v iew of  p i lo t :   "A l l  acrobat ics  inc lud ing sp ins proh ib i ted. "
                                     "Restr ic ted Category Speed L imi tat ions:
                                      Maximum level  speed 115 m.p.h. ,  never exceed
                                      speed 121 m.p.h. "
         On spray tanks:        "Al lowable weight  of   tank contents to be determined
                                      f rom weight  and balance.   Do not  exceed 810 lb."

128 lb . (+7)

620. Champion combinat ion sprayer-duster  uni t   (Model  7GCBA only)
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(a) Hopper  inst ln .  on ly  per  Champion Insta l la t ion dwg.  4-1167,  4-1182,  4-1194,
7-1163,  7-1169,  7-1172,  7-1178.

101 lb . (+33)

(b) Hopper  and duster  un i t  on ly  per  Champion inst ln .  dwg.  4-1167,  4-1182,  4-1194,
7-1163,  7-1169,  7-1172,  7-1178.

172 lb . (+30.5)

(c ) Hopper and sprayer  uni t  on ly  per  Champion inst ln .  dwg.  4-1167,  4-1182,  4-1194,
7-1163,  7-1169,  7-1172,  7-1178.

197 lb . (+22.5)

(d) Hopper and duster-sprayer  uni t  combinat ion complete per  Champion inst ln .  dwg.
4-1167,  4-1182,  4-1194,  7-1163,  7-1169,  7-1172,  7-1178.

239 lb . (+22.5)

621. Hor izonta l  Tai l  Sur faces Model  Appl icabi l i ty

Model
4-867 Stab.
4-869
4-870 Elev.

4-1413 Stab.
4-1414
4-1415 Elev.

4-1481 Stab.
4-1482
4-1483 Elev.

4-1481 Stab.
4-1671
4-1700 Elev.

7ECA x x x x
    Seaplane x x x x
    Skip lane x x x x
7GCAA x x x
    Skip lane x x x
7GCB x x
7GCBA x x
7GCBC x x x
    Seaplane  x*    x** x
    Skip lane x x x
7KCAB x x x
7ACA x

 *Wi th Pee Kay 1800 F loats
**Wi th  Edo 89-2000 F loats

Other models approved wi th 4-867 Stab.  and 4-870 Elev.  only.
4-1414-5 and 4-1415-5 Elev.  are a l ternates for  4-1414 and 4-1415 Elev.

622. Tow Hi tch Insta l la t ion
Tow Hi tch inst ln .  per  Champion dwg.7-1143
Models  7ECA,  7GCAA,  7GCB,  7GCBC,  7KCAB

4 lb . (+111)

623. Metal  Bel ly  Skin Inst ln .  per  Bel lanca dwg.  4-1579
Models  7ECA,  7GCAA,  7GCBC,  7KCAB

14 lb . (+66)

NOTE 1 . Current  weight  and balance repor t  inc luding l is t  o f  equipment  inc luded in  cer t i f icated empty weight
and loading inst ruct ions when necessary must  be prov ided for  each a i rcraf t  a t  the t ime of  or ig inal
cer t i f ica t ion.

The cer t i f icated empty weight  and C.G.  locat ion must  inc lude unusable fue l  o f  6  lb .  a t  (+15)  in .  on
Models  7ECA,  7GCAA,  7GCBC,  7KCAB  wi th i tems 119 or  123(a)  Fuel  tanks insta l led.

NOTE 2 . The fo l lowing p lacards shal l  be d isp layed:
(a) Baggage Compartment:

(1 ) (Models  7AC and S7AC)
"Maximum baggage -  40 lb .  so lo f ront ,  20 lb .  so lo rear . "

(2 ) (Mode ls  7EC,  7FC,  7GC,  7GCA,  7GCB,  7HC,  7JC,  7KC)
"Maximum baggage 50 lb."

(3 ) (Models  7ECA,  7GCAA,  7GCBC,  7KCAB)
"Maximum baggage 100 lb."

(4 ) (Model  7ACA)
"Maximum baggage 40 lb."

(b ) In f ront  and c lear  v iew of  p i lo t :
(1 ) (Model  7BCM)

"Do not  exceed 95 m.p.h.  TIAS in level  f l ight  at  any t ime."
"Solo f rom f ront  seat  only . "

(2 ) (Model  S7AC wi th i tem 106)
"Solo f rom f ront  seat  only . "

(3 ) (Models  7CCM and 7DC)
"Do not  exceed 100 m.p.h.  TIAS in  leve l  f l ight . "
"Do not  exceed 135 m.p.h.  TIAS."
"Solo f rom f ront  seat  only . "
" Intent ional  sp inning prohib i ted when carry ing baggage."
"Avoid abrupt  throt t le  operat ion."   (For  those models equipped wi th carburetor  engine only. )

(4 ) (Models  S7CCM, S7DC)
"Do not  exceed 129 m.p.h.  TIAS."
"Solo f rom f ront  seat  only . "
"Avoid abrupt  throt t le  operat ion."   (For  those models equipped wi th carburetor  engine only. )

(5 ) (Models  7EC and 7FC)
" Intent ional  sp inning prohib i ted when carry ing baggage."

(6) (Models  7GC,  7GCA)
"Solo f rom f ront  seat  only . "
" In tent ional  sp inn ing prohib i ted."
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(7) (Model  7HC)
"Solo f rom f ront  seat  only . "
" In tent ional  sp inn ing prohib i ted."
"Refer  to  loading schedule for  loading in format ion."

(8) (Model  7JC)
"Occupy f ront  seat  when f ly ing so lo . "

(9 ) (Model  7KC)
" Intent ional  sp inn ing prohib i ted."

(10) (Mode ls  7ECA,  7GC,  7GCB,  7GCBC,  7HC)
In addi t ion to the above appl icable p lacards,  the fo l lowing is  required when
I tem 204(c)  is  ins ta l led:
"For seaplane use,  do not  exceed 137 m.p.h."
" In tent ional  sp inn ing prohib i ted."

(11) (Model  7GCBA)
"Al l  acrobat ics  inc lud ing sp ins proh ib i ted. "

(12) (Model  7GCB)
"Occupy f ront  seat  when f ly ing so lo . "
"Refer  to  loading schedule for  loading in format ion."
"Do not  exceed 135 MPH IAS dur ing negat ive G condi t ion."
"Landplane approved for  only fo l lowing acrobat ic  maneuvers:

Maneuver Entry  Speed ( IAS)
              m.p.h . Knots
Chandel le,  Lazy Eight 120 104
Barre l  or  Slow Rol l 120 104
Immelmann 145 126
Loop or Clover Leaf 140 122
Spl i t  S 80 70
Snap Rol l 85 74
Hammerhead Turn 140 122
Cuban Eight 145 126
Spin Slow Decelerat ion

Do not  exceed +5.0 or  -2.0 G load factor .   Do not  exceed 135 m.p.h.  IAS dur ing negat ive G
condi t ion.   Do not  per form acrobat ics in  turbulent  a i r .   Caut ion:   Negat ive G wi l l  cause loss of
o i l  and o i l  pressure.   Use of  f laps dur ing acrobat ics  prohib i ted.   To recover  f rom spin,  use fu l l
opposi te rudder and neutral ize elevator.

(13) (Model  7ECA,  7GCAA)
"Occupy f ront  seat  when f ly ing so lo . "
"Do not  exceed 135 m.p.h.  dur ing negat ive G condi t ion."
"Landplane approved for  only fo l lowing acrobat ic  maneuvers:

Maneuver Entry  Speed ( IAS)
              m.p.h . Knots
Chandel le,  Lazy Eight 120 104
Barre l  or  Slow Rol l 120 104
Immelmann 145 126
Loop or Clover Leaf 140 122
Spl i t  S 80 70
Snap Rol l 85 74
Hammerhead Turn 140 122
Cuban Eight 145 126
Spin Slow Decelerat ion

Do not  exceed +5.0 or  -2.0 G load factor .   Do not  exceed 135 m.p.h.  IAS dur ing negat ive G
condi t ion.   Do not  per form acrobat ics in  turbulent  a i r .   Caut ion:   Negat ive G wi l l  cause loss of
o i l  and o i l  pressure.   To recover f rom spin,  use fu l l  opposi te rudder and neutra l ize e levator .

(14) (Model  7GCBC)
"Occupy f ront  seat  when f ly ing so lo . "
"Do not  exceed 135 m.p.h.  IAS dur ing negat ive G condi t ion."
"Landplane approved for  only fo l lowing acrobat ic  maneuvers:

Maneuver Entry  Speed ( IAS)
              m.p.h . Knots
Chandel le,  Lazy Eight 120 104
Barre l  or  Slow Rol l 120 104
Immelmann 145 126
Loop or Clover Leaf 140 122
Spl i t  S 80 70
Snap Rol l 85 74
Hammerhead Turn 140 122
Cuban Eight 145 126
Spin Slow Decelerat ion

Do not  exceed +5.0 or  -2.0 G load factor .   Do not  exceed 135 m.p.h.  IAS dur ing negat ive G
condi t ion.   Do not  per form acrobat ics in  turbulent  a i r .   Caut ion:   Negat ive G wi l l  cause loss of
o i l  and o i l  pressure.   Use of  f laps dur ing acrobat ics  prohib i ted.   To recover  f rom spin,  use fu l l
opposi te rudder and neutral ize elevator.
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(15) (Model  7KCAB) wi th  IO-320-E2A or  IO-320-E2B (Modi f ied per  STC SE7CE)
"Occupy f ront  seat  when f ly ing so lo . "
"Do not  exceed 135 m.p.h.  IAS dur ing negat ive G condi t ion."
"Landplane approved for  only fo l lowing acrobat ic  maneuvers:

Maneuver Entry  Speed ( IAS)
              m.p.h . Knots
Chandel le,  Lazy Eight 120 104
Barre l  or  Slow Rol l 120 104
Immelmann 145 126
Loop or Clover Leaf 140 122
Spl i t  S 80 70
Snap Rol l 85 74
Hammerhead Turn 140 122
Cuban Eight 145 126
Spin Slow Decelerat ion
Level  Inverted Fl ight 120 104

135 m.p.h.  (117 KTS) IAS Max

Do not  exceed +5.0 or  -2.0 G load factor .   Do not  exceed 135 m.p.h.  IAS dur ing negat ive G
condi t ion.   Do not  per form acrobat ics in  turbulent  a i r .   Inver ted f l ight  l imi ted to 2 min.   Moni tor
o i l  press.  whi le  inver ted to  insure min imum of  60 ps i .   To recover  f rom spin,  use fu l l  opposi te
rudder and neutral ize elevator.

(Model  7KCAB wi th  AEIO-320-E2B)
"Occupy f ront  seat  when f ly ing so lo . "
"Do not  exceed 135 m.p.h.  IAS dur ing negat ive G condi t ion."
"Landplane approved for  only fo l lowing acrobat ic  maneuvers:

Maneuver Entry  Speed ( IAS)
              m.p.h . Knots
Chandel le,  Lazy Eight 120 104
Barre l  or  Slow Rol l 120 104
Immelmann 145 126
Loop or Clover Leaf 140 122
Spl i t  S 80 70
Snap Rol l 85 74
Hammerhead Turn 140 122
Cuban Eight 145 126
Spin Slow Decelerat ion
Level  Inverted Fl ight 120 104

135 m.p.h.  (117 KTS) IAS Max
Do not  exceed +5.0 or  -2.0 G load factor .   Do not  exceed 135 m.p.h.  IAS dur ing negat ive G
condi t ion.   Do not  per form acrobat ics in  turbulent  a i r .   2  min.  of  inver ted fuel  normal ly
avai lable.   Momentary o i l  pressure interrupt ions are normal .   To recover f rom spin,  use fu l l
opposi te rudder and neutral ize elevator.

(16) (Model  7GCBC wi th O-320-A2B Lycoming engine and i tem 204(d)  insta l led)
"For Seaplane use:

Acrobat ics  inc lud ing sp ins proh ib i ted.
Maximum gl ide or d ive speed 148 m.p.h .  (128 knots)  CAS
Maximum level  speed 110 m.p.h .  (   95 knots)  CAS
Maximum f laps extended speed   90 m.p.h .  (   78 knots)  CAS"

(17) (Model  7ACA)
"Do not  exceed 129 TIAS."
"Occupy f ront  seat  when f ly ing so lo . "

(c ) On lef t  s ide of  fuselage,  next  to  rear  seat :
(1 ) (Model  7HC)

"Maximum rear seat  load,  250 lb.   Remove rear  s t ick  wi th  two occupants . "
(2 ) (Model  7GCB)  (When us ing adjustab le rear  seat )

"Maximum rear  seat  load,  250 lb.   Remove rear  s t ick wi th two occupants."
(d ) On cabin door rear  window:

(1) (Model  7GCBA)
"Rest r ic ted. "

(e) On top of  hopper in  p la in v iew of  ground crew f i l l ing the hopper:
(1 ) (Model  7GCBA)

"Maximum hopper load 900 lb."

NOTE 3 . Mandatory inspect ion t imes for  s t ru t  a t tach f i t t ing  3-1692 (7ECA,  7GCAA,  7GCBC, and 7KCAB) on
metal  spar winged a i rcraf t  must  be inspected in  accordance wi th  Amer ican Champion Ai rcraf t
A i rwor th iness Limi tat ions,  dated May 9,  1996 or  later  FAA approved revis ion.
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NOTE 4 . Al l  Model  7AC ai rp lanes are e l ig ib le wi th the engine insta l la t ions l is ted under Sect ions I I I ,  IV,  V and
VII I ,  when accompl ished in  accordance wi th the fo l lowing Champion Serv ice Let ters:

No.  13 7AC to  7BCM
No.  14 7AC to  7DC
No.  15 7AC to  7CCM
No.  56 7AC to  7EC

Al l  Model  7EC ai rp lanes are e l ig ib le wi th the engine insta l la t ions l is ted under Sect ion IX when
accompl ished in  accordance wi th the fo l lowing Champion Serv ice Let ters:

No.  60 7EC to  7GC

When making th is  convers ion,  the nameplate in  the a i rp lane must  be restamped wi th the proper
model  designat ion and the le t ters "CONV" added.   The a i rp lane ser ia l  number should not  be changed.

NOTE 5 . Mi l i tary  S/N AAF 47-788 thru AAF 47-1296 e l ig ib le  as 7BCM.  Mi l i tary  S/N AAF 48-424 thru
AAF 48-524 el ig ib le as 7CCM.  The nameplate in the a i rp lane must  be stamped wi th the proper model
designat ion.   S/N 47-788 thru 47-1296 e l ig ib le  as 7CCM i f  conver ted in  accordance wi th  Aeronca
Serv ice Let ter  No.  15.

NOTE 6 . (a) On a i rc ra f t  S /N 7EC-732 thru  773-397 thru  472,  7GC-171,  7GCB-17 thru  194,  7HC-30 thru  39,
7JC-18 thru 25,  7KC-1 thru 4,  level  as fo l lows:   level  a i rcraf t  la tera l ly  and longi tudinal ly  us ing the
three level ing lugs pro ject ing through the le f t  hand f ront  f loorboard.

(b) On a i rc ra f t  S /N 's  7EC-774,  7ECA-1 and up,  7GC-172,  7GCA-172,  7GCAA-1 and up,
7GCB-195,  7GCBA-1,  7GCBC-1 and up,  7JC-26,  7KC-4,  7KCAB-1 and up,  leve l  as  fo l lows:   drop
plumb l ine f rom wing leading edge so that  top o leo reta in ing bol t  center  l ine is  1/4 inch forward of
wing leading edge.

(c ) On a i rcraf t  S/N's  7FC-473 and up,  7HC-40 and up,  leve l  as fo l lows:   drop p lumb l ine f rom
wing leading edge and measure 10-5/16 inches to af t  face of  f ront  wing st rut  lug.

(d) Models  7ECA,  7GCAA, 7GCBC, 7KCAB,  7ACA -  A i rcra f t  w i th  spr ing s tee l  gear  ins ta l led,  leve l
as fo l lows:   drop p lumb l ine f rom wing leading edge so that  i t  is  10.19 inches forward of  f ront
face o f  fuse lage wing s t ru t  f i t t ings.

NOTE 7 . S/N's  7FC-2 thru 7FC-430 of  model  7FC are e l ig ib le for  i tem 201(e)  wide t rack main gear  when
modi f ied per  Champion Serv ice Let ter  No.  45.

NOTE 8 . Al l  7JC ai rcraf t  are e l ig ib le for  convers ion to model  7EC at  1500 lb.  maximum weight  when modi f ied
per Champion Serv ice Let ter  No.  49.

NOTE 9 . S/N's  7HC-1 thru 7HC-32 of  model  7HC are e l ig ib le  for  i tem 201(e)  wide t rack main gear  when
modi f ied per  Champion Serv ice Let ter  No.  50.

NOTE 10 . Model  7GCB el ig ib le  for  acrobat ic  maneuvers l is ted in  NOTE 2(b) (12) ,  Model  7ECA and 7GCAA
el ig ib le  for  acrobat ic  maneuvers l is ted in  NOTE 2(b)(13) ,  Model  7GCBC el ig ib le  for  acrobat ic
maneuvers l is ted in  NOTE 2(b)(14) ,  and Model  7KCAB el ig ib le  for  acrobat ic  maneuvers l is ted in
NOTE 2(b)(15)  when Quick Release Door  is  insta l led per  Champion dwg.  4-1203.

As a rep lacement  i tem on acrobat ic  category 7ECA, 7GCAA, 7GCB, 7GCBC, 7KCAB a i rcraf t ,  the
fo l lowing metal - to-metal  type seat  bel ts  should be insta l led in l ieu of  metal - to- fabr ic  cam type buckle
seat  bel ts  to preclude inadvertent  re lease dur ing acrobat ics:

1.   Rubert  Parachute Company,  Model  65 (or  82)
2.   Cummings and Sander  Model  CS 9700-AC-50
3.   Equivalent  TSO approved bel t  wi th metal - to-metal  buckle

NOTE 11 . In order to comply wi th the requirements of  Part  36 of  the Federal  Aviat ion Regulat ions,  rev ised
engine l imi ts  have been establ ished for  the Model  7GCBC seaplane (S/N 1198-80 and up) .   The
revised l imi ts  are:

Engine l imi ts : Maximum normal  operat ing,  2500 r .p.m. (118 hp.)
For  a l l  o ther  operat ions,  2700 r .p.m. (150 hp. )
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NOTE 12 . Ef fect ive March 1,  1979,  each Model  7ECA, 7GCAA, and 7GCBC ai rp lane conta ins as FAA
Approved Ai rp lane Fl ight  Manual  which is  par t  o f  the requi red equipment .   The AFM must  remain in
the a i rp lane dur ing a i rcraf t  operat ions.

Ai rp lane Fl ight  Manuals are required for  the fo l lowing a i rp lanes:

Model Beginning Ser ia l  Number

7ECA 1295-79

7GCAA 378-79

7GCBC 1108-79 Only
1110-79
Any 7GCBC ret ro f i t  w i th  7-1545 wings

NOTE 13 . The fo l lowing changes apply  to  7GCBC ai rcraf t  bu i l t  in  1994 and la ter  (a l l  w i th  7-1545 wings) .
C.G.  Range and Maximum Weight  changes apply  to  any 7GCBC that  re t ro f i ts  wi th  7-1545 wings.

C.G.  Range Landplane: (+14.2)  to  (+19.2)  a t  1800 lb .
(+10.5)  to  (+19.2)  a t  1325 lb .  or  less

When per forming acrobat ic  maneuvers,  the C.G.  range shal l  be l imi ted to:
(+14.2)  to  (+16.3)  a t  1800 lb .
(+10.5)  to  (+16.3)  a t  1350 lb .  or  less

Straight  l ine var iat ion between points g iven.

Maximum Weight Landplane: 1800 lb .

Ser ia l  Nos.  El ig ib le 1200-94 thru  1202-94,  1203-95 and up
NOTE 14 . Ai rcraf t  hav ing sprayer  or  duster  insta l la t ions which are l is ted in  th is  speci f icat ion as being el ig ib le
for  cer t i f icat ion and were cer t i f icated in  the rest r ic ted category pr ior  to  October  11,  1950,  may cont inue to be

operated wi th the fo l lowing addi t ional  l imi tat ions:
Models Models Models

7AC & 7BCM 7CCM & 7DC   7EC  
(a) Maximum takeof f  weight  ( lb . ) 1300 1430 1595

Maximum landing weight  ( lb . ) 1340 1340 1450
Maneuver ing speed m.p.h.  True Ind.  (at  max.  wt . ) 89 95 97

(b) The fo l lowing p lacard must  be in  fu l l  v iew of  the p i lo t :

"Maneuver ing speed at  maximum weight  not  to exceed (see NOTE 3(a))  m.p.h.  -
In tent ional  sp ins prohib i ted."

The C.G.  range rest r ic ted cer t i f icat ion is  the same as that  l is ted for  each model  in  s tandard
category except  the restr ic ted maximum weight  value is  subst i tu ted in l ieu of  the standard maximum weight .

A l l  or ig ina l  cer t i f icat ion in  the rest r ic ted category af ter  October  11,  1950,  must  be in  accordance
wi th  CAR 8 and CAM 8.

- -  END - -


