
Attachment 1 
Process Flowchart 

 
 

 
 
 
 
 
                                                                                                                                      Are there 
                                                     Does the aircraft                    NO              any potentially injurious               YES            Is the combined weight of               YES 
                                              certification basis include                              features located within the 35”                       all seatback mounted accessories  

Critical case blunt trauma testing must be 
accomplished in accordance with § 25.562(c)(5) 
requirements.  A post-test assessment for 
unacceptable sharp or injurious edges or features is 
required.  For features not contacted as a result of 
critical case HIC testing, assess each potentially 
injurious item for the creation of sharp or injurious 
edges or features using one of the impact test 
methods described within this policy memo. 

                                                      § 25.562(c)(5)?                                                   headstrike arc?                                                    less than 3 lbs? 
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 Is the 
 seatback a “standard” 
                                                                                                                                                                                                                  NO design, i.e., able to accommodate 
  1” permanent deformation 
  as a result of occupant 
  impact? 
 
 
                                                                                                                                                                                                                                                                  YES 

Blunt trauma and 
sharp or injurious 
edges or features 
impact testing is 
not required to 
demonstrate 
compliance with 
§§ 25.785(b),(d).

Test for blunt 
trauma and sharp 
or injurious 
edges or features 
using one of the 
impact tests 
described within 
this policy 
memorandum. 

 
Test for sharp or 
injurious edges 
or features using 
one of the impact 
tests described 
within this policy 
memorandum 
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