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FAA 
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SPECIAL AIRWORTHINESS 
INFORMATION BULLETIN 

SUBJ:  Engine Mount; inspection and replacement 
SAIB: CE-14-02 
Date: November 5, 2013 

This is information only.  Recommendations aren’t mandatory. 
 
Introduction 
 
This Special Airworthiness Information Bulletin is being issued to advise you of an airworthiness 
concern on XtremeAir Models XA41 and Sbach 342 (manufactured by XtremeAir) airplanes. 
These airplanes are not type certificated in the United States, and thus not addressed by airworthiness 
directive action.  
 
Background 
 
The FAA received EASA AD 2013-264-E, which applies to XtremeAir Models XA41 and XA42 
airplanes (the Sbach 342 uses the same engine mount) and requires the immediate inspection of the 
engine mount, its replacement if cracks are found, and recurring inspections for cracks for those 
airplanes of registry in the Member States of the European Community.  
 
EASA AD 2013-264-E requires compliance with XtremeAir Service Bulletin SB-2013-008-A.03, 
dated October 25, 2013.  
 
Recommendations 
 
Although not type-certificated in the United States, the Models XA41 and Sbach 342 airplanes could 
be operated through means such as an experimental certificate. Therefore, the FAA recommends that 
owners and operators of the affected XA41 and Sbach 342 airplanes comply with EASA AD 2013-
264-E and XtremeAir Service Bulletin SB-2013-008-A.03, dated October 25, 2013.  
 
XtremeAir can be contacted at: XtremeAir GmbH Harzstrasse 2, Am Flughafen Cochstedt, D-39444 
Hecklingen, Germany, Phone: 011 49 39267 60999 0, Fax: 011 49 39267 60999 20, email: 
www.xtremeair.de or info@xtremeair.de. 
 
The EASA AD can be viewed at http://ad.easa.europa.eu/ad/2013-0264-E 
 
For Further Information Contact 
 
Karl Schletzbaum, Aerospace Engineer, 901 Locust Street, Room 301, Kansas City, MO 64106, 
phone: (816) 329-4123, fax: (816) 329-4090, email: karl.schletzbaum@faa.gov. 

http://www.xtremeair.de/
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