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Number: SR00267SE 

 
This certificate issued to:      Vector Aerospace Helicopter Services, USA 
 1873 Shell Simmons Drive, Suite 110 
 Juneau, AK 99801 
  
certifies that the change in the type design for the following product with the limitations and conditions therefore as 
specified hereon meets the airworthiness requirements of Part 21.25(a)(2) and (b) of the  Federal Aviation 
Regulations effective February 1, 1965, through Amendment 21-42, dated January 6, 1975. 

 
Original Product – Type Certificate Number:    H15NM Make:  Bell 
 H7SO Model:  UH-1H, Restricted Category Only 
 R00004RC   

 
Description of Type Design Change:   
Fabrication and Installation of a Bell Model 212 vertical tail fin and rotor, 42° and 90° gearboxes, and 212 push rod anti-torque 
control system in accordance with an FAA approved copy of McClenhan Master Drawing List No. DM9405-3, Revision “E”, 
dated December 19, 1995, or later FAA approved revision. 
 
Limitations and Conditions:  
Approval of this change in type design applies to basic Hagglund Helicopter, LLC Model UH-1H rotorcraft as defined on 
Restricted Category Type Certificate No. H15NM, JJASPP Model UH-1H rotorcraft as defined on Restricted Category Type 
Certificate No. R00004RC and Overseas Aircraft Support Inc. Model UH-1H rotorcraft only as defined on Restricted Category 
Type Certificate No. H7SO equipped with either the standard UH-1H T53-L-13 Powerplant or a Lycoming Powerplant Model 
T53-L-703 engine installed in accordance with an FAA approved Supplemental Type Certificate (STC). This approval should 
not be extended to aircraft of this model on which other previously approved modifications are incorporated unless it is 
determined by the installer that the relationship between this change and any of those other previously approved modifications, 
including changes in type design, will introduce no adverse effect upon the airworthiness of that rotorcraft.  
(See continuation page 3 of 3)  

 
This certificate and the supporting data which is the basis for approval shall remain in effect until surrendered, 
suspended, and revoked or a termination date is otherwise established by the Administrator of the Federal Aviation 
Administration. 

 
Date of Application: July 8, 1994 Date Reissued:  September 10, 2005 
   April 21, 2010 
   August 17, 2010 
   October 21, 2015 
Date of Issuance: January 1, 1996 Date Amended:  July 17, 2013 

 

By Direction of the Administrator 
 
 

Signature    
 

Title   Melvin D. Taylor 
  Manager 
  Atlanta Aircraft Certification Office
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INSTRUCTIONS: The transfer endorsement below may be used to notify the appropriate FAA Aircraft Certification Office of the transfer of this 
Supplemental Type Certificate. The FAA will reissue the certificate in the name of the transferee and forward it to him. 

 
 
 

Transfer Endorsement 
 

Transfer the ownership of Supplemental Type Certificate Number:  
 
 
 

To (Name and address of transferee) 
 
 
 
 
 
 

From (Name and address of grantor) 
 
 
 
 
 
 
 

Extent of Authority (if licensing agreement): 
 
 
 
 
 
 
 
 

Date of transfer: 
 
 
 

Signature of grantor:    
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Limitations and Conditions: (continued) 
Rotorcraft equipped with this tail boom modification must be operated in accordance with Vector Aerospace Rotorcraft Flight 
Manual Supplement, dated August 17, 2010, or later FAA approved revision. The modified rotorcraft must be maintained in 
accordance with Vector Aerospace Instructions for Continued Airworthiness (ICA) Document No. HCI-010614, each dated August 
16, 2010 or later FAA approved revisions. If the holder agrees to permit another person to use this certificate to alter the product, the 
holder shall give the other person written evidence of that permission.  
 


