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Number  ST01395WI  

This certificate issued to Citation Tech 
11757 W. Ken Caryl Ave. F-503 
Littleton, CO  80127 

 
 
 
 

certifies that the change in the type design for the following product with  the limitations and conditions 
therefor as specified hereon meets the airworthiness requirements of Part  23/25 of the  Federal Aviation 
Regulations. 
 
Original Product--Type Certificate Number : 

(See attached FAA Approved Model List [AML No. 
ST01395WI] for specific Type Certificate Number, list of 
Approved models and applicable airworthiness regulations) 

 
  Make :   
 Model :  

 
 
Description of Type Design Change:  
Installation of Dual Honeywell l AM-250 Digital Altimeter & Skylight Air Data Interface Adaptor ADC-602 AIU and associated 
equipment into Cessna Citation 500 Series aircraft to obtain Reduced Vertical Separation Minimum approval.  Equipment 
installation in accordance with Citation Tech Master Document List MDL2703-34254, dated June 19, 2006 or later FAA approved 
installation. 
 
Limitations and Conditions:  
See attached Citation Tech Approved Model List (AML) No. ST01395WI dated July 10, 2006, or later FAA approved revision, for a 
listing of Cessna aircraft models and configurations approved for equipment installation and RVSM approval.  The modified aircraft 
must be operated in accordance with the applicable Airplane Flight Manual Supplement (AFMS) identified on the AML for each 
model/configuration.  Compatibility of this design change with previously approved modifications must be determined by the 
installer.  If the holder agrees to permit another person to use this certificate to alter the product, the holder shall give the other 
person written evidence of that permission. 
 

 
This certificate and the supporting data which is the basis for approval shall remain in effect until 
surrendered, suspended, revoked or a termination date is otherwise established by the Administrator of the 
Federal Aviation Administration. 
 

Date of application : February 25, 2005  
 
Date of issuance : July 10, 2006  

Date reissued :    
 
Date amended :    
 
 
By direction of the Administrator  
 
 
_______________________________________________________ 
  (Signature) 
 
 
Wichita Aircraft Certification Office 
_______________________________________________________ 
    (Title) 

 

 


