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Number  ST02474AK 

 
This certificate issued to  Tatonduk Outfitters Ltd. 

P.O. Box 61680 
Fairbanks, AK 99706 
 

certifies that the change in the type design for the following product with the limitations and conditions therefore as 
specified hereon meets the airworthiness requirements of Part 04 of the Civil Air Regulations 
 

Original Product  – Type Certificate Number: A6WE 
Make: The Boeing Company 

Model: DC-9-32F, DC-9-33F, DC-9-41, DC-9-82 (MD82), 
and DC-9-83 (MD83) 

 
Description of Type Design Change:   Installation of escape tapes at the L1 and R1 entry doors and removal of 
evacuation slides in accordance with Tatonduk Outfitters Limited Master Drawing List EAC1540MDL, Original 
Release, dated August 15, 2016, or later FAA approved revision, on cargo only aircraft. 
 
Limitations and Conditions:     
1) The installer must determine whether this design change is compatible with previously approved modifications. 
2) If the holder agrees to permit another person to use this certificate to alter a product, the holder must give the other 

person written evidence of that permission. 
3) Operation in any passenger configuration is not approved when this STC is installed. 
4) A maximum of five (5) supernumeraries are allowed when this STC is installed. 
5)  For Instructions for Continued Airworthiness, use Tatonduk Outfitters Limited Instructions for Continued 

Airworthiness EAC15401ICA, Original Release, dated May 2, 2016, or later FAA accepted revision. 
6)  A copy of this certificate must be maintained as part of the permanent records for the modified aircraft. 
 
  (Limitations and Conditions continued on page 3 of 3) 
 
This certificate and the supporting data which is the basis for approval shall remain in effect until surrendered, 
suspended, revoked or a termination date is otherwise established by the Administrator of the Federal Aviation 
Administration. 
 
Date of application:  November 18, 2015  Date reissued:    

 
Date of issuance:  August 30, 2016  Date amended:    
 
 
 

 
 
 
 
 
 
 
 

Number  

 

By direction of the Administrator  
 
 
_______________________________________________________ 
  (Signature) 
August A. Asay 
Manager, Anchorage Aircraft Certification Office 
_______________________________________________________ 
    (Title) 
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Limitations and Conditions (Continued): 
 
7)  When this STC is installed, the appropriate operating manual must be revised to include the following items:  
 
Emergency Escape Tapes: 
One emergency escape tape is installed over each clearview window in the cockpit and above the main cabin door and 
galley door in the main cargo compartment.  The tapes are coiled and stowed in compartments over the clearview 
windows or in pouches above the entrance doors.  One end of each tape is fastened to the aircraft structure using metal 
D-rings and quick-disconnect fittings.  When used for emergency egress, the free end of the tape is extended through 
the clearview window or entrance door.  There are no emergency escape tapes installed for use with the overwing exits. 
 
Main Entry and Galley Service Entry Doors: 
 The main cabin door and the galley door are the alternate emergency exits.  Both doors can be opened from inside or 
outside of the aircraft and both have escape tapes stored in adjacent pouches.  Each door has a latching hook that snaps 
into the fuselage to hold the door in place after it has opened. 
 
----------------------------------------------------------------------------END----------------------------------------------------------------------- 
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