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IMPORT 

Number SR02073NY  
This certificate issued to 
 
 
 
 

certifies that the change in the type design for the following product with  the limitations and conditions 
therefor as specified hereon meets the airworthiness requirements of Part 6/ 27  of the   Civil Air/Federal Aviation   

Regulations. 
 

Original Product - Type Certificate Number :    H2SW 
 
 
 
 
 
 

Description of Type Design Change:  
Installation of an external camera pod (EXOCAM) to be completed in accordance with Aero Design Ltd. Document Control List, 
DCL937-A, Revision 2, dated September 27, 2011, or later Transport Canada Civil Aviation (TCCA) approved revision. 
 

Limitations and Conditions:  
1. Modified aircraft are to be maintained in accordance with LiDar Services International Inc. Instructions for Continued 

Airworthiness ICA 22-021-900, Rev A, dated August 10, 2011, TCCA accepted August 10, 2011  or later TCCA accepted 
revision. 

2. Bell 206-706-031 Hi-Skid Landing Gear – Tubular Type and STC SR02013NY Helix Survey System are required with this 
installation. 

3. Modified aircraft are to be operated in accordance with LiDAR Services International Inc.  Flight Manual Supplements: 
- For Model 206B: FMS 22-021-700, Revision NC, dated August 26, 2004, TCCA approved August 21, 2004 or later 

TCCA approved revision. 
- For Models 206L, 206L-1, 206L-3 and 206L-4: FMS 937.91, Revision 1, dated August 30, 2011, TCCA approved 

October 3, 2011, or later TCCA approved revision. 
 
 

This certificate and the supporting data which is the basis for approval shall remain in effect until 
surrendered, suspended, revoked or a termination date is otherwise established by the Administrator of the 
Federal Aviation Administration. 
 

 

           

LiDar Services International Inc. 
310, 3115 – 12th St. NE 
Calgary, Alberta 
T2E 7J2, Canada 

  Make :  Bell Helicopter Textron Canada Ltd 

 Model : 206B, 206L, 206L-1, 206L-3, 206L-4 

Date of application : December 10, 2004 
  

Date of issuance :   April 5, 2005 

Date reissued :    
 

Date amended :   February 17, 2012 
 
 

By direction of the Administrator  
 
 
_____________________________________________________ 
  (Signature) 
Timothy Hadsall 
Acting Manager 
New York Aircraft Certification Office 
_____________________________________________________ 
    (Title) 
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Limitations and Conditions (Continued): 
 
4. If the holder agrees to permit another person to use this certificate to alter a product, the holder shall give the other person 

written evidence of that permission. 
5. Compatibility of this design change with previously approved modifications must be determined by the installer. 

 
 

……………….END……………… 

 


