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IMPORT 

Number ST03111NY 
 

This certificate issued to:  DECA Aviation Engineering Limited 
1804 Alstep Drive, Unit 21 
Mississauga, Ontario 
Canada L5S 1W1 

 

certifies that the change in the type design for the following product with  the limitations and conditions 
therefore as specified hereon meets the airworthiness requirements of Part  25 of the  Federal Aviation 

Regulations. 
 

Original Product–Type Certificate  Number;           T00003NY  
 
 
 
 
 

Description of Type Design Change:  
Baggage door locking system modification, in accordance with DECA Modification Summary Number MS00009938, Issue 1, dated 
November 8, 2000 or later Transport Canada approved revisions.  Refer to data listed in “Description” section of Modification 
Summary Number MS00009938, Issue 1, dated November 8, 2000 or later Transport Canada approved revision for additional 
installation requirements. 
 

Limitations and Conditions:  
1. Modification must be in maintained in accordance with DECA Maintenance Manual Supplement DECA-4885-02, Revision 3, 

dated March 30, 2012 or later Transport Canada accepted revisions. 
2. Descriptive data pertaining to this design change are considered inadequate for duplication in other products. This approval is 

limited to only the installation made in Bombardier BD-700-1A10, Serial Number 9003. This STC does not permit 
manufacturing of parts for multiple installations. 

3. Compatibility of this design change with previously approved modifications must be determined by the installer. 
 

 
This certificate and the supporting data which is the basis for approval shall remain in effect until 
surrendered, suspended, revoked or a termination date is otherwise established by the Administrator of the 
Federal Aviation Administration. 
 

 
 
 

 

  
Make: 

 

Model: 

 
Bombardier 

BD-700-1A10 

Date of application: January 10, 2012 
 
Date of issuance:   July 9, 2012 

Date reissued:    
 
Date amended:  
 
By direction of the Administrator  
 
 
 
__________________________________________________ 
  (Signature) 
Raymond Reinhardt 
Acting Manager 
New York Aircraft Certification Office 
__________________________________________________ 
    (Title)  


