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Thss cerdyfovate ssswed lo Lee Products Engineering Services, Inc.
16748 E. Smoky Hill Road, 9C-Suite 337
Centennial, Colorado 80015
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Installation of Engine Cowl Access Panel in accordance with Lee Products Engineering Services Master Data

List Document No. 223-MDL-001, Revision IR, dated July 16, 2014, FAA approved August 01, 2014, or later
FAA approved revision.

Bimitations and Eondstions.

1. The installation should not be incorporated in any aircraft unless it is determined that the interrelationship
between this installation and any previously approved configurations will not introduce any adverse effect
upon the airworthiness of the aircraft.

2. Instructions for Continued Airworthiness, Document Number 223-ICA-001, Revision A, FAA accepted
March 13, 2014, or later FAA accepted revision is required for this installation.

3. Ifthe holder agrees to permit another person to use this certificate to alter the product, the holder shall give
the other person written evidence of that permission.
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By direction of Hhe S doninistoator

(Signature)
Gregory K. Johnson, Acting Manager
Denver Aircraft Certification Office
Northwest Mountain Region
(Title)

Any alteration of this certificate is punishable by a fine of not exceeding $1,000, or imprisonment not exceeding 3 years, or both.
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Based on 14 CFR 88 21.115 and 21.101, and the FAA policy for significant changes in FAA Order 8110.48, the
certification basis for the design change to the Hawker Beechcraft 1900 series aircraft is as follows:

e  The type certification basis for Hawker Beechcraft 1900 series airplanes is shown on TCDS A24CE for
parts not changed or not affected by the change.

e  The certification basis for the parts changed or affected by this change since the reference date of
application, December 12, 2013, is shown in TCDS A24CE.

-END-

Any alteration of this certificate is punishable by a fine of not exceeding $1,000, or imprisonment not exceeding 3 years, or both.
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	This certificate and the supporting data which is the basis for approval shall remain in effect until surrendered, suspended, revoked, or a termination date is otherwise established by the Administrator of the Federal Aviation Administration.

