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Number  SA2082WE  

This Certificate issued to 
 
 
 
 

certifies that the change in the type design for the following product with  the limitations and conditions 
therefor as specified hereon meets the airworthiness requirements of Part  3 of the  Civil Air Regulations. 
 
Original Product  Type Certificate Number : 
 
 
 
 
 
 
Description of Type Design Change:  
Installation of two Lycoming TIO-540-A2B, or –N2BD turbocharged engines and two 
Hartzell HC-E3YR-2/C8468-6R or -8R or 2ALF propellers according to Drawing List 
TP-3100 Revision T dated January 1, 1975, and Drawing RT31085A dated  
March 18, 1975. 
 
 

Limitations and Conditions:  
 
 

(See continuation sheet 3 of 3) 
 
 
 
 

This certificate and the supporting data which is the basis for approval shall remain in effect until 
surrendered, suspended, revoked or a termination date is otherwise established by the Administrator of the 
Federal Aviation Administration. 

Javelin Conversions, Inc. 
8421 Nelms Street 
Houston, Texas  77061 

3A10, 3A25 

  Make :  Cessna 

 Model : 310I, 310L, 310N, 310P, T310P, 310Q, 310R, 
320B, 320C 

Date of application : September 8, 1969  
 
Date of issuance : December 29, 1969  

 

Date reissued :   August 19, 1991,  
June 5, 1996, July 31, 2012 
 
Date amended :    
 
 
By direction of the Administrator  
 
 
_______________________________________________________ 
  (Signature) 
S. Frances Cox, Manager 
Special Certification Office, 
  Southwest Region 
_______________________________________________________ 
    (Title) 
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Number  SA2082WE 
Date of Issuance: December 29, 1969 

Reissuance Date: July 31, 2012 
 

Limitations and Conditions : (Continued): 
The installer must determine whether this design change is compatible with 
previously approved modifications.  If the holder agrees to permit another 
person to use this certificate to alter a product, the holder must give the 
other person written evidence of that permission. 
 
The following FAA Approved Airplane Flight Manuals are required: 
 
Cessna Model   Dated   Engine/Propeller 
 
310I     7/18/73 or  TIO-540-J2BD or N2BD 
     10/8/74  LTIO-540-J2BD or N2BD 
 
310I     7/17/73  TIO-540-A2B 
 
310L     2/11/70  TIO-540-A2B – HC-E3YR-2/C8468 
 
310N     1/8/71  TIO-540-A2B – HC-E3YR-2/C8468 
 
320B, 320C, 310P, 310N  4/4/73  TIO-540-J2BD or N2BD 
(SA2082WE, SA2122WE)  Rev. 7/9/74  LTIO-540-J2BD or N2BD 
 
310F     2/13/70  TIO-540-A2B – HC-E3YR-2/C8468 
 
310P     12/24/69  TIO-540-A2B – HC-E3YR-2/C8468 
 
T310P     8/22/73  TIO-540-J2BD or N2BD 
        LTIO-540-J2BD or N2BD 
 
T310P     4/4/73  TIO-540-J2BD or N2BD 
        w/Hartzell HC-E3YR-2F and 
        2LF/FC84686R to 8R and FJCXXX 
 
310Q     8/22/73 or  TIO-540-J2BD or N2BD 
     1/31/75  LTIO-540-J2BD or N2BD 
 
310R     4/2/75  TIO-540-J2BD or N2BD 
        LTIO-540-J2BD or N2BD 
 
310Q     2/19/71  TIO-540-A2B – HC-E3YR-2/C8468 
 
320B, 320C, 310P   4/4/73  TIO-540-J2BD or N2BD 
(SA2082WE, SA2122WE)  Rev. 9/7/73  LTIO-540-J2BD or N2BD 
 

-END- 


