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Number SA553NE 

 
This certificate issued to 
 
 

certifies that the change in the type design for the following product with  the limitations and conditions therefor as 
specified hereon meets the airworthiness requirements of Part  25 of the  Federal Aviation  Regulations. 
 
Original Product -- Type Certificate Number:  

     
 
 
 
 
 
 
Description of Type Design Change:  
Installation of 425 or 500 U.S. gallon auxiliary fuel system in aft cargo compartment in accordance with PATS, Inc. Master Drawing 
List Drawing: 
Configuration 1:  No. 300-1-000, Revision F dated January 24, 1990 (425 U.S. Gallons); 

OR 
Configuration 2:  No. 300-1-001, Revision F dated January 24, 1990 (425 U.S. Gallons); 

OR 
Configuration 3:  No. 300-1-002, Revision F dated January 24, 1990 (500 U.S. Gallons); 

(See Continuation Sheet 2) 
 
Limitations and Conditions:  

1. Configurations 1, 5, and 7 are eligible only on 737-300 series airplanes. 
2. Configuration 2 is eligible only on 737-300 series airplanes S/N 23743 and 23930 through 23937. 
3. Configuration 3 is eligible only on 737-400 series airplanes. 
4. Configuration 4 is eligible only on 737-300 series airplanes equipped with Boeing Auxiliary Fuel Provisions identified on 

PATS, Inc. MDL 300-1-003, Rev. D dated January 24, 1990. 
(See Continuation Sheet 2) 

This certificate and the supporting data which is the basis for approval shall remain in effect until surrendered, suspended, 
revoked or a termination date is otherwise established by the Administrator of the Federal Aviation Administration. 

The Leading Edge Group, LLC 
5400 Carillon Point 
Kirkland, WA  98033 

A16WE 

    Make :  Boeing  

      Model : 737-300 and –400 Series 

Date reissued : July 20, 2004, April 27, 2009 
 
Date amended :   2/12/88, 5/2/88, 6/2/88, 9/28/88, 10/11/88, 
4/25/89, 8/25/89, 8/31/89, 10/27/89, 6/11/90, 3/11/91, 1/25/94    
 
By direction of the Administrator  
 
 
_______________________________________________________ 
  (Signature) 
Anthony Socias 
Manager 
New York Aircraft Certification Office 
_______________________________________________________ 
    (Title) 
 

 

Date of application : November 3, 1987 
 
Date of issuance :  January 15, 1988 
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Number SA553NE 
Date of Reissuance:  July 20, 2004, April 27, 2009 

 
 
Description of Type Design Change:(Cont.): 
 
Configuration 4:  No. 300-1-003, Revision D dated January 24, 1990 (425 U.S. Gallons); 

OR 
Configuration 5:  No. 300-1-001, Revision F dated January 24, 1990 (425 U.S. Gallons); 

OR 
Configuration 6: No. 300-1-004, Revision A dated January 24, 1990 (425 U.S. Gallons); 

OR 
Configuration 7:  No. 300-1-000, Revision F dated January 24, 1990 and ECO G-1, including ADCN’s 1, 2, 3, 4, and 5 (500 U.S. 
Gallons). 
 
 
Limitations and Conditions:(Cont’d): 

 
5. Configuration 6 is eligible only on 737-400 series airplanes equipped with Boeing Auxiliary Fuel Provisions identified on 

PATS, Inc. MDL 300-1-004, Rev. A dated January 24, 1990. 
 
6. a) PATS, Inc. Airplane Flight Manual Supplement No. 7, FAA approved January 15, 1989, is required with Configurations 

1, 2, 4, 5, and 6. 
b) PATS, Inc. Airplane Flight Manual Supplement No. 1, FAA approved September 28, 1988, is required with 

Configuration 3. 
c) PATS, Inc. Airplane Flight Manual Supplement No. 12, FAA approved January 25, 1994, is required with Configuration 

7.  
 

7. Auxiliary Fuel Tanks are life-limited to 20 years time in service. 
 
8. PATS, Inc. Long Range Fuel Tanks Maintenance Manual entitled “Boeing 737-300 and 737-400 Auxiliary Fuel Tank 

Maintenance Manual Installed in Accordance with Configurations One thru Six STC SA553NE” Revision A dated June 5, 
1992, or later approved revisions, applies to Configurations 1 through 6. 

 
9. PATS, Inc. Long Range Fuel Tanks Maintenance Manual entitled “Boeing 737-300 Auxiliary Fuel System Installed in 

Accordance with STC SA553NE Configuration 7 500 Gallon Aux Tank” dated December 17, 1993, or later approved 
revisions, applies to Configuration 7. 

 
10. If the holder agrees to permit another person to use this certificate to alter a product, the holder must give the other person 

written evidence of that permission. 
 

11. The installer must determine whether this design change is compatible with previously approved modifications. 
 

…End…  
 


