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Mike . Universal (Globe)
Mool GC-1B

1k&rqﬁé;n.7ﬂ9;ézfy;ny” ﬂxaqyzslnstallation of a left hand rotation Lycoming
LI0-360-C1E6 engine, Hartzell HC-C2YK-4CLEF/FJC7666A-2 propeller, engine mount,
and Hartzell spinner in accordance with Machen, Inc. photographs 1 through 4.

Sormnilalecres and lendiecns ‘Data pertaining to this modification are considered
inadequate for duplication in other aircraft. This approval is limited to
the installation in Universal GC-1B, Serial Number 1119 only. This approval
is intended for installation in the above model with a gross weight increase
to 1970 pounds in accordance with Machen, Inc. STC SA389NW. A copy of this
Certificate and Addendum No. SA765NW shall be maintained as part of the
permanent records for the modified aircraft.
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Any alteration of this certificate is punishable by a fine of not exceeding 51,000, or imprisonment not exceeding 3 years, or both.
This certificate may be transferred in accordance with FAR 21.47.
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Hnited States of America
Bepartment of Transportation—Federal Aviation Administration

Lupplemental Type Certificate

(Continuation Sheet)
June 26, 1978 L/%WC SA765NW

SUPPLEMENTAL TYPE CERTIFICATE ADDENDUM NO. SA765NW

The conditions and limitations of the original specification apply except as
follows:

This Addendum, which is part of the Supplemental Type Certificate No. SA765NW,
prescribes conditions and limitations under which the STC was issued and meets
the airworthiness requirements of the Civil Air Regulations 4a. A copy of
this Addendum shall be maintained as part of the permanent records for the
modified aircraft.

SUPPLEMENTAL TYPE CERTIFICATE HOLDER: fachen, Inc.

I. UNIVERSAL GC-1B (LANDPLANE-NORMAL CATEGORY) AS MODIFIED BY STC SA765NW

Engine Lycoming LI0-360-C1EG

Engine Limits: For all operations, 2700 rpm (200 Hp)
0il Capacity: 8 quarts

C. G. Range: 29.6" to 33.5" @ 1970 pounds

Maximum Weight: 1970 pounds at placarded load factors
Datum: Forward face of firewall at bottom

NOTE: Current weight and balance report including list of equipment in the
certified empty weight must be in the aircraft.

Placards: Add a placard in full view of the pilot:
1. | LIMIT LOAD FACTORS AT 1710 LBS GROSS WEIGHT
FLIGHT: +4.84 -2.19
LANDING: Vertical -4.33
Drag -1.08
Side - .66

ny alteration of this certificate is punishable by a fine of not exceeding 51,000, or imprisonment not exceeding 3 years, or both.
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June 26, 1979 Addendum No. SA765NW

Placards (continued): 2.| LIMIT LOAD FACTORS AT 1970 LBS GROSS WEIGHT
FLIGHT: +4,20 -1.90
LANDING: Vertical -=3.76
Drag - .94
Side - .57
3. VARNING

ATRCRAFT EQUIPPED
WITH LEFT TURNING
ENGINE - TAKEOFF

TORQUE IS OPPOSITE

- END -
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