FEDERAL AVIATION ADMINISTRATION (FAA) APPROVED MODEL LIST (AML) SA01538SE
FOR
INSTALLATION OF BUSHING ON THE CONTROL ARM OF THE CARBURETOR HOT AIR BOX
ISSUE DATE: April 27, 2005

ITEM | AIRCRAFT AIRCRAFT MODEL ORIGINAL CERTIFICATION FAA APPROVED MASTER AML REV
MAKE TC BASIS FOR DRAWING LIST DATE
NUMBER ALTERATION Drawing Revision*
1. Cessna 172, 172A, 172B, 172C, 3A12 CAR 3 70DL Revision B, 9/XX/15
172D, 172E, 172F, 10/25/06

172G, 172H, 1721, 172K,
1721, 172M, 172N,

172P, 172R

2. Cessna 172R, 172S 3A12 FAR 23 70DL Revision B, 9/XX/15
10/25/06

3. Cessna 152, A152 3A19 CAR 3 7000 Kit DP8 Revision A, 9/XX/15
2/24/05

4, Cessna 180, 180A, 1808, 180C, 5A6 CAR 3 7000 Kit DP8 Revision A, 9/XX/15
180D, 180E, 180F, 2/24/05

180G, 180H, 180J, 180K

5. Cessna 182, 182A, 182B, 182C, 3A13 CAR 3 7000 Kit DP8 Revision A, 9/XX/15

182D, 182E, 182F, 2/24/05

182G, 182H, 182J,

182K, 182L, 182M,

182N, 182P, 182R
R182, TR182, T182T

* Or later FAA Approved Revision

FAA Approved:

Manager, Seattle Aircraft
Certification Office

AMENDED: September 15, 2015
REISSUED: December 10, 2014
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