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:Zﬁkvywzvh?ﬁikéffy@gyn'ézdgyasInstallation of 1 to 9 passenger configuration
in accordance with Heli-Jet Corporation installation sketch No. 1000.
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onilalions and Gonditions : Data pertaining to this modification are considered
inadequate for duplication in other helicopters. This approval is limited

to the installation in Bell 205A-1, Serial Numbers 30264 and 30293 only. A

copy of this Certificate and FAA Approved Rotorcraft Flight Manual Supplement
shall be maintained as part of the permanent records for the modified helicopter.
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Chief, Engineering and Manufacturing Branch
(Tle)

Any alteration of this certificate is punishable by a fine of not exceeding 51,000, or imprisonment not exceeding 3 years, or both.
This certaficate may be transferred in aceordance with FAR 21.47.
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HELI-JET CORPORATION
FAA APPROVED ROTORCRAFT FLIGHT MANUAL SUPPLEMENT
TO
BELL 205A-1, SERIAL NUMBERS 30264 AND 30293
FAA APPROVED ROTORCRAFT FLIGHT MANUAL

The information in this document is FAA approved material which, together
with the basic Bell 205A-1 flight manual, is applicable and must be carried
in the basic manual when the aircraft is equipped with 1 to 9 passenger
seating configuration in accordance with STC SH763NW.
The information in this document supersedes the required placards only
where covered in the items contained in this manual. For information not
contained in this manual, consult the required placards.
I. LIMITATIONS
Comply with appropriate weight and balance limitations.
IT. PROCEDURES
No change

{I. PERFORMANCE

No change

FAA APPROVED:

Chief, Engineering and Manufacturing Branch
Northwest Region

DATE: May 3, 1979
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