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ITEM ROTORCRAFT 
MAKE 

ROTORCRAFT 
MODEL 

ORIGINAL 
TC 

NUMBER 

CERTIFICATION 
BASIS FOR 

ALTERATION 

FAA APPROVED ROTORCRAFT 
FLIGHT MANUAL SUPPLEMENT 

FAA APPROVED MASTER 
DRAWING LIST 

AML 
REV 

DATE Number Revision* (See Note 3) Drawing Revision* 
1.  Bell 206A, 206B, 

206B1 
(See Note 1)   

H2SW   CAR 6   
None Revision D, dated 

March 11, 1999 
MDL 1206-1001 Revision F1, 

dated 
January 30, 2004 

3/9/04 

2.  Arrow Falcon 
Exporters Inc. 

OH-58A,  
OH-58A+, 
OH-58C   

H22NM   FAR 21.25(a)(2)   
None Revision D, dated 

March 11, 1999 
MDL 1206-1001 Revision F1, 

dated 
January 30, 2004 

3/9/04 

3.  Rotorcraft Dev. 
Corp. 

OH-58A,  
OH-58A+, 
OH-58C   

R00006DE   FAR 21.25(a)(2)   
None Revision D, dated 

March 11, 1999 
MDL 1206-1001 Revision F1, 

dated 
January 30, 2004 

3/9/04 

4.  Bell 206L-1, 
206L-3, 206L-4 
(See Note 2)   

H2SW   CAR 6   
1206L-1200 Revision A, 

dated 04-05-2002   
MDL 1206-1001 Revision F1, 

dated 
January 30, 2004 

3/9/04 

5.  Bell 
407   H2SW   FAR 27   

1407-1200 Revision IR, 
dated 03-09-2004   

MDL 1206-1001 Revision F1, 
dated 

January 30, 2004 

3/9/04 

* Or later FAA Approved Revision 
 
Note 1: The Bell Helicopter Particle Separator Engine Air Induction System, Bell Kit No. 206-706-200-5, or 206-706-201-11, 

must be installed to perform this modification on the Bell 206A, 206B or 206B-1 model helicopter.   
 
Note 2: Bell Model 206L-1 helicopters modified by STC SH5695SW, or SH296NM, are eligible for modification under this supplemental type 

certificate.   
 

FAA Approved:  

 Manager, Seattle Aircraft 
Certification Office 

AMENDED: 3/11/99;  1/12/99;  4/5/02;  3/9/04;  11/9/06 
REISSUED: 11/9/06; 6/11/07; 7/30/10; 8/15/14 
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