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Number  ST02697CH-D 

This certificate issued to 
 
 
 

certifies that the change in the type design for the following product with  the limitations and conditions 
therefore as specified hereon meets the airworthiness requirements of Part 25 of the Federal Aviation 
Regulations. See Type Certificate Data Sheet A12EA for complete certification basis. 
 

Original Product-Type Certificate Number: 

 
 
 

Design Description of Type Design Change:  

Installation of a Forward Vestibule with Crew Communications Area in accordance with Gulfstream Aerospace 
Index List GC521048003, Rev. A, dated October 25, 2010, or later FAA approved revision. 

- - - see page 3 for continuation - - - 

Limitations and Conditions: 

1. The installer must determine whether this design change is compatible with previously approved modifications. 

2. Subsequent installations of this STC with the -503 Configuration: 
 The modifier is required to follow the instructions contained in the Guidance for Follow-On Installations 

GC521045002, Rev. -, dated October 21, 2010 or subsequent revisions thereof; 
 The following STCs are a required part of the -503 Configuration: ST04212AT-D (12 Passenger Executive 

Interior STC), ST02696AT-D (Passenger Oxygen), and ST02697AT-D (Interior Emergency Lights). 

3. If the holder agrees to permit another person to use this certificate to alter the product, the holder shall give the 
other person written evidence of that permission. 

 

This certificate and the supporting data which is the basis for approval shall remain in effect until 
surrendered, suspended, revoked or a termination date is otherwise established by the Administrator of the 
Federal Aviation Administration. 

Gulfstream Aerospace Corporation 
500 Gulfstream Road 
Savannah, GA  31408 

A12EA 

        
Make:  

Gulfstream 
     
Model: 

GV-SP 

 

Date reissued: October 26, 2010, June 17, 2011 
 

Date amended: October 26, 2010 
 
 

By direction of the Administrator  
 
 
_______________________________________________________ 
  (Signature) 

William S. Whitton, Jr. 
ODA Lead Administrator, ODA-511131-CE 
Gulfstream Aerospace Corporation 
Savannah, Georgia 
_______________________________________________________ 
    (Title) 
 

Date of application: November 4, 2008 
 

Date of issuance:         April 8, 2009 



United States of America

Department of Transportation - Federal Aviation Administration

Supplemental Type Certificate
(Continuation Sheet) 

 

___________________________________________________________________________________________________________________________________ 
Any alteration of this certificate is punishable by a fine of not exceeding $1,000, or imprisonment not exceeding 3 years, or both. 
___________________________________________________________________________________________________________________________________ 
FAA FORM 8110-2-1(10-69)      PAGE 3 of  3  PAGES               This certificate may be transferred in accordance with FAR 21.47. 
 

Number    ST02697CH-D 

 

Date Reissued:  June 17, 2011  

Design Description of Type Design Change: Cont. 

The following is required and must be made available to the operator at the time of installation: 

1. Subsequent installations of this STC with the -501 Configuration: 
 FAA Approved Airplane Flight Manual Supplement GC52104M003, revision , dated April 8, 2009 or later 

FAA Approved revision 
 Installation for Continued Airworthiness, GC52801A565, Forward Vestibule, Rev. A, dated September 15, 2010 

or later FAA accepted revision 

2. Subsequent installations of this STC with the -503 Configuration: 
 FAA Approved Airplane Flight Manual Supplement GC52104M006, revision , dated October 26, 2010 or later 

FAA Approved revision 
 Installation for Continued Airworthiness, GC52801A666, Forward Vestibule, Rev. C, dated October 21, 2010 or 

later FAA accepted revision 
 Installation for Continued Airworthiness, GC59224A002, B/E Aerospace LED Light, Rev. -, dated December 1, 

2009 or later FAA accepted revision 
 Installation for Continued Airworthiness, GC59180A001, Prepco, Rev. -, dated May 13, 2010 or later FAA 

accepted revision 
 Installation for Continued Airworthiness, GC59240A004, 17/20 Inch Monitor, Rev. -, dated December 1, 2009 or 

later FAA accepted revision 
 Installation for Continued Airworthiness, GC59240A005, 7 Inch Monitor, Rev. -, dated December 1, 2009 or 

later FAA accepted revision 
... END … 

 
 
 
 


