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Installation of a Lycoming O-360-A1A, A1D, A2A, A2D, A2E, 
A2F, A3A, A3D, A4A, A4M, A4N or A4P engine on Piper  
PA-22, PA-20 and PA-16 airplanes, in accordance with Master 
Data List,  MDL-005, revision N/C, dated March 6, 2008, or later 
FAA approved revision. 
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AIRPLANE 
MAKE / MODEL 

TYPE 
CERTIFICATE 

NUMBER 

CERTIFICATION 
BASIS FOR 

ALTERATION 

Required AFMS 

Piper Aircraft, Inc.: 
PA-16  
PA-16S 

 

1A1 CAR 3 AFMS 16-005 

Piper Aircraft, Inc.: 
PA-20 
PA-20S 
PA-20 “115” 
PA-20S “115” 
PA-20 “135” 
PA-20S “135” 
 

1A4 CAR 3 AFMS 20-005 

Piper Aircraft, Inc.: 
PA-22 
PA-22-108 
PA-22-135 
PA-22S-135 
PA-22-150 
PA-22S-150 
PA-22-160 
PA-22S-160 

1A6 CAR 3 AFMS 22-005 

END 
 
 
 
 
 
FAA APPROVED: _____________________________________ 
         Manager, Anchorage Aircraft Certification Office 
         Federal Aviation Administration 
         Anchorage, Alaska 
 
Date:  March 6, 2008 


