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SMALL AIRCRAFT, ROTORCRAFT, GLIDERS, BALLOONS, & AIRSHIPS

| AD No. | Information

| Manufacturer

| Applicability

Info: E - Emergency; COR - Correction; S - Supersedes; R - Revision; - See AD for additional information;

Biweekly 2011-01
2010-17-18R1 R

2010-22-08 COR
2010-26-04
2010-26-09
2010-26-11
2011-01-52 E
2011-01-53 E
S 2011-01-51

Biweekly 2011-02
2010-24-05 COR
2010-26-54

2011-01-03

2011-01-04
2011-02-04

Biweekly 2011-03

2011-01-53 S 2011-01-51
2011-02-02 S 2008-19-06
2011-02-08
Biweekly 2011-04
2011-01-14 S 2005-17-01
2011-01-53 COR
S2011-01-51
2011-03-04 S 2009-09-09
2011-03-05 S 2007-11-03

Biweekly 2011-05
2010-17-18 R1

2011-05-01

2011-05-02

2011-05-06

2011-05-51 E

Biweekly 2011-06
2010-26-51 S 2009-08-03
2011-03-02

2011-03-03

2011-03-06

2011-05-07 S 2008-22-21
2011-05-08 S 2011-05-51
2011-06-01

2011-06-06 S 2008-24-07

Air Tractor
Eurocopter France

Piper

Sikorsky

Kaman Aerospace
Schweizer
Piaggio

Pratt & Whitney Canada
Cessna
GROB-WERKE

Embraer
M7 Aerospace LP

Piaggio Aero Industries
Socata
Aircraft Industries

Pilatus

Piaggio Aero Industries

Cessna
Dornier Luftfahrt GmbH

Air Tractor

Piaggio Aero Industries
Viking Air Limited
Thielert

Turbomeca

Bell Helicopter Textron Canada
Limited

Eurocopter France

Bell Helicopter Textron Canada
Limited

Eurocopter France

Allied Ag Cat Productions

Turbomeca
APEX Aircraft
Eclipse

AT-802 and AT-802A

Rotorcraft: AS 350 B, BA, B1, B2, B3, and D, and Model AS355
E,F,F1,F2,and N

PA-28-161

Rotorcraft: S-76A, B,and C

Rotorcraft: K-1200

Rotorcraft: 269A, A-1, B, C, C-1, and Th-55 series

P-180

Engine: PW305A and PW305B

LC41-550FG, LC42-550FG

G102 ASTIR CS, G102 CLUB ASTIR 111, G102 CLUB ASTIR
I11b, G102 STANDARD ASTIR 111

EMB-500

SA26-AT, SA26-T, SA226-AT, SA226-T, SA226-T(B), SA226-
TC, SA227-AC (C-26A), SA227-AT, SA227-BC (C-26A),
SA227-CC, SA227-DC (C-26B), and SA227-TT

P-180
TBM 700
Glider: L 23 Super Blanik

PC-6, PC-6-H1, PC-6-H2, PC-6/350, PC-6/350-H1, PC-6/350-H2,
PC-6/A, PC-6/A-H1, PC-6/A-H2, PC-6/B-H2, PC-6/B1-H2, PC-
6/B2-H2, PC-6/B2-H4, PC-6/C-H2, and PC-6/C1-H2

P-180

LC40-550FG (300), LC41-550FG (400), and LC42-550FG (350)
Dornier 228-100, Dornier 228-101, Dornier 228-200, Dornier 228-
201, Dornier 228-202, and Dornier 228-212

AT-802 and AT-802A

P-180

DHC-3

Engine: TAE 125-02-99 and TAE 125-02-114 reciprocating
Engine: 1E2, 1S, and 1S1 turboshaft

Rotorcraft: 206A, 206B, 206L, 206L-1, 206L-3, 206L-4, 222,
222B, 222U, 230, 407, 427, and 430

Rotorcraft: SA330F, SA330G, and SA330J

Rotorcraft: 427

Rotorcraft: AS-365N2, AS 365 N3, and SA-365N1

G-164, G-164A, G-164B, G-164B with 73” wing gap, G-164B-
15T, G-164B-20T, G-164B-34T, G-164C, G-164D, G-164D with
73” wing gap

Engine: Arriel 1E2, 1S, and 1S1 turboshaft

CAP10 B and CAP10 B

EA500
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Biweekly 2011-07
2011-05-09

2011-06-07

2011-07-03 S 2007-02-12

Biweekly 2011-08
2011-06-10 S$99-15-04 R1
2011-07-09

2011-07-13

2011-08-01 S 2010-25-51

Biweekly 2011-09
2011-06-02

2011-08-06

2011-09-08

Biweekly 2011-10

2011-04-02 COR
2011-09-16
2011-09-51 E

Biweekly 2011-11

2011-06-02 COR
2011-09-19

2011-09-51 COR

S 2011-01-53

2011-10-09 S 87-20-03 R2
2011-10-11

2011-10-12

2011-10-13

2011-11-01

B-N Group Ltd

Eurocopter France
Reims Aviation S.A.

Piper Aircraft
Thielert Aircraft Engines GmbH

CPAC, Inc
Bell Helicopter Textron

Cessna

Honeywell International Inc

Pacific Aerospace Limited

Hamilton Sundstrand
Corporation
DG Flugzeugbau GmbH

Piaggio Aero Industries S.p.A

Cessna

BURKHART GROB LUFT-
UND

Piaggio Aero Industries S.P.A.
Cessna

Agusta S.p.A.

Eurocopter France

Diamond Aircraft Industries
GmbH
British Aerospace

BN-2, BN-2A, BN-2A-2, BN-2A-3, BN-2A-6, BN-2A-8, BN-2A-
9, BN-2A-20, BN-2A-21, BN-2A-26, BN-2A-27, BN-2B-20, BN-
2B-21, BN-2B-26, BN-2B-27, BN-2T, and BN-2T-4R

Rotorcraft: EC130 B4

F406

PA-46-310P, PA-46-350P, and PA-46R-350T

Engine: TAE 125-01, TAE 125-02-99, and TAE 125-02-114
reciprocating

112,112B, 112TC, 112TCA, 114, 114A, 114B, and 114TC
212

172F, 172G, 172H, 1721, 172K, 172L, 172M, F172F, F172G,
F172H, F172K, F172L, F172M, 172N, 172P, F172N, F172P,
172R and 172S

LTS101-600A-2, -3, -3A, LTS101-700D-2, LTS101-650B-1,
LTS101-650C-3, LTS101-650C-3A, LTS101-750B-1, LTS101-
750B-2, LTS101-750C-1, and LTS101-850B-2 turboshaft; and
LTP101-600A-1A and LTP101-700A-1A turboprop

750XL

Properller: 247F series

Gliders: DG-808C
P-180

172F, 172G, 172H, 1721, 172K, 172L, 172M, F172F, F172G,
F172H, F172K, F172L, F172M, 172N, 172P, F172N, F172P,
172R and 172S

Glider: G 103 C Twin Il SL
P-180

See AD

Rotorcraft: AB412

Rotorcraft: AS350B, B1, B2, B3, BA, and EC130 B4
DA 42, DA 42-NG, and DA 42 M-NG

HP.137 Jetstream MK.1, Jetstream Series 200, Jetstream Series
3101, and Jetstream Model 3201
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Biweekly 2011-12
2011-11-03

2011-11-04
2011-11-07

2011-12-02
2011-12-03

Biweekly 2011-13
2011-12-04

2011-12-07

2011-12-08

2011-12-10 S 2007-26-12

Biweekly 2011-14

2011-09-51 COR

S 2011-01-53
2011-13-02
2011-13-03

Biweekly 2011-15

2011-12-16 S 2011-01-52
2011-13-05

2011-14-05 S 2010-18-52
2011-14-08

2011-14-09 S 2011-11-03
2011-15-05

2011-15-51 E

Biweekly 2011-16
None

Biweekly 2011-17
2011-15-10

2011-15-11

Various Aircraft
L'Hotellier

Diamond Aircraft Industries
GmbH
Viking Aircraft Limited

Sikorsky Aircraft Corporation

BRP-Powertrain GmbH & Co.
KG
Eurocopter France

Bell Helicopter Textron, Inc.

Robinson Helicopter

Piaggio Aero Industries S.P.A.

Costruzioni Aeronautiche
Tecnam srl

Lycoming Engines and Teledyne
Continental Motors

Schweizer

Turbomeca S.A.

MD Helicopters, Inc.
B/E Aerospace
Various Aircraft
Hawker Beechcraft

Bell Helicopter Textron Canada

Superior Air Parts and
Lycoming Engines
Cessna

See AD
Appliance: Portable Halon 1211 fire extinguisher
DA 42

DHC-3 (Otter)
Rotorcraft: S-92A

Engine: 912 F3, 912 S2, 912 S3, 912, 914 F2, 914 F3, and 914 F4

Rotorcraft: SA-365C, SA-365C1, SA-365C2, SA-365N, SA-
365N1, AS-365N2, AS 365 N3, and SA-366G1

Rotorcraft: 205A, 205A-1, 205B, 212, 412, 412CF, and 412EP

Rotorcraft: R22, R22 Alpha, R22 Beta, R22 Mariner, R44 and R44
1

P-180
P2006T

Engine: TSI0-520-BE, TSIO-360-MB, SB, TIO-540-AK1A,
L/TSIO-360-RB, TI0-540-AE2A, TSIO-360-H, O-540-L3C5D,
TSIO-520-T, L/ITO-360-E1A6D, TI0-540-AG1A, TIO-540-
AF1A, TIO-540-AF1B, T10-540-AH1A, TIO-541-E1D4, TIO-
541-E1C4, TIGO-541-E, GTSIO-520-F, GTSIO-520-K, GTSIO-
520-D, GTSIO-520-H

Rotorcraft: 269A, A-1, B, C; C-1; and TH-55 series

Engine: ARRIEL 2B and 2B1 turboshaft

Rotorcraft: MD900

Appliance: Continuous Flow Passenger Oxygen Mask Assembly
See AD

B300 and B300C (C-12W)

Rotorcraft: 407 and 427

Engine: See AD

337, 337A (USAF 02B), 337B, 337C, 337D, 337E, T337E, 337F,
T337F, 337G, T337G, M337B, F 337E, FT337E, F 337F, FT337F,
F 337G, and FT337GP



SMALL AIRCRAFT, ROTORCRAFT, GLIDERS, BALLOONS, & AIRSHIPS

| AD No. | Information | Manufacturer | Applicability

Info: E - Emergency; COR - Correction; S - Supersedes; R - Revision; - See AD for additional information;

Biweekly 2011-18

2009-10-09 R2 R 2009-10-09 R1  Cessna Aircraft Company 150F, 150G, 150H, 150J, 150K, 150L, 150M, A150K, A150L,
A150M, F150F, F150G, F150H, F150J, F150K, F150L, F150M,
FA150K, FA150L , FA150L or FRA150L, FA150M or
FRA150M, 152, A152, F152, FA152

2011-15-11 Cessna 337, 337A (USAF 02B), 337B, 337C, 337D, 337E, T337E, 337F,
T337F, 337G, T337G, M337B, F 337E, FT337E, F 337F, FT337F,
F 337G, and FT337GP

2011-16-05 Eurocopter France Rotorcraft: SA-365N and SA-365N1

2011-17-01 S 2010-02-51 Agusta S.p.A. Rotorcraft: A109A, A109A I1, A109C, and A109K2
2011-17-06 SOCATA TBM 700

2011-17-07 M7 Aerospace LP SA226-T, SA226-T(B), SA226-TC, SA226-AT
2011-17-13 Eurocopter France Rotorcraft: EC120B

2011-17-14 Agusta S.p.A. Rotorcraft: A109A, A109All

2011-17-15 Embraer EMB-500

2011-18-51 E Honeywell International Engine: TPE331

2011-18-52 E Agusta S.p.A. Rotorcraft: AB139 and AW139

Biweekly 2011-19
2011-18-19 S 2010-23-09 Austro Engine GmbH Engine: E4 diesel piston



AIRWORTHINESS DIRECTIVE

www.faa.gov/aircraft/safety/alerts/

viation Safety www.gpoaccess.gov/fr/advanced.html

2011-18-19 Austro Engine GmbH: Amendment 39-16801; Docket No. FAA-2010-1055;
Directorate Identifier 2010-NE-35-AD.

Effective Date
(a) This airworthiness directive (AD) is effective October 6, 2011.
Affected ADs

(b) This AD supersedes AD 2010-23-09, Amendment 39-16498 (75 FR 68179, November 5,
2010).

Applicability

(c) This AD applies to Austro Engine GmbH model E4 diesel piston engines, with high-
pressure (HP) fuel pump, part number (P/N) E4A-30-100-000, installed.

Unsafe Condition

(d) This AD was prompted by Austro Engine GmbH introducing a new P/N fuel pump as
mandatory terminating action to the repetitive inspections required by AD 2010-23-09, Amendment
39-16498 (75 FR 68179, November 5, 2010). We are issuing this AD to prevent engine power loss or
in-flight shutdown, which could result in loss of control of the airplane.
Compliance

(e) Comply with this AD within the compliance times specified, unless already done.

(1) Inspect the fuel pressure supply for excessive oscillations using the inspection schedule in

Table 1 of this AD.

Table 1-Inspection Schedule

Accumulated Time-Since-New (TSN) or Compliance time:

Time Since Last Inspection (TSLI):

45 flight hours or more Within 10 flight hours after the
effective date of this AD.

Fewer than 45 flight hours Before 55 flight hours TSN or TSLI.

Repetitive inspections Before 55 flight hours TSLI.

(2) Use Austro Engine GmbH Work Instruction No. WI-MSB-E4-009, dated October 7, 2010,
to do the inspections.

(3) Replace the HP fuel pump before further flight with a new HP fuel pump, P/N E4A-30-
200-000, if the oscillations exceed 300mV (750hPa).

7



2011-18-19 2

Mandatory Terminating Action

(4) As mandatory terminating action to the repetitive inspections, within 120 flight hours after
the effective date of this AD, replace the HP fuel pump, P/N E4A-30-100-000, with a HP fuel pump,
P/N E4A-30-200-000. Austro Engine GmbH Mandatory Service Bulletin (MSB) No. MSB-E4-009/2
contains guidance on replacing the HP fuel pump.

Installation Prohibitions

(F) After the effective date of this AD, do not install any HP fuel pump P/N E4A-30-100-000,
onto any engine.

(g) After the effective date of this AD, do not install any engine equipped with HP fuel pump
P/N E4A-30-100-000, onto any airplane.

Alternative Methods of Compliance (AMOCSs)

(h) The Manager, Engine Certification Office, FAA, has the authority to approve AMOCs for
this AD, if requested using the procedures found in 14 CFR 39.19.

Related Information

(i) Refer to MCAI European Aviation Safety Agency Airworthiness Directive 2011-0039,
dated March 8, 2011, and Austro Engine GmbH MSB No. MSB-E4-009/2, dated March 4, 2011, for
related information.

(1) For more information about this AD, contact James Lawrence, Aerospace Engineer,
Engine Certification Office, FAA, Engine & Propeller Directorate, 12 New England Executive Park,
Burlington, MA 01803; phone: 781-238-7176; fax: 781-238-7199; e-mail: james.lawrence@faa.gov.

Material Incorporated by Reference

(K) You must use Austro Engine GmbH Work Instruction No. WI-MSB-E4-009, dated
October 7, 2010, to do the inspections required by this AD. The Director of the Federal Register
approved the incorporation by reference under 5 U.S.C. 552(a) and 1 CFR part 51, as of November
22, 2010.

(I) For service information identified in this AD, contact Austro Engine GmbH, Rudolf-
Diesel-Strasse 11, A-2700 Weiner Neustadt, Austria, phone: +43 2622 23000; fax: +43 2622 23000-
2711, or go to: http://www.austroengine.at. For information on the availability of this material at the
FAA, call 781-238-7125.

(m) You may also review copies of the service information that is incorporated by reference at
the National Archives and Records Administration (NARA). For information on the availability of
this material at an NARA facility, call 202-741-6030, or go to http://www.archives.gov/federal
register/code_of _federal_regulations/ibr_locations.html.

Issued in Burlington, Massachusetts, on August 24, 2011.
Thomas A. Boudreau,
Acting Manager, Engine & Propeller Directorate,
Aircraft Certification Service.



