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N umber SR03260NY     
   

This certificate issued to 
 
 
 
certifies that the change in the type design for the following product with  the limitations and conditions 
therefore as specified hereon meets the airworthiness requirements of Part  29 of the  Federal Aviation 
R egulations.  
 
Original Product – Type Certificate N umber:  
 
 
 
 
 

Description of Type Design Change:  
 
1. Installation of a Honeywell Zing HUMS in accordance with Honeywell Installation Instructions Document No. 3028-0007-GP, 

Revision D, dated January 18, 2013, and Honeywell Final Assembly Drawing 1134 Zing, No. 1134-3200-FA-01 and -02, 
Revision B, dated November 9, 2011.   

2. Installation of a Honeywell Upgrade from VXP in accordance with Honeywell Installation Instructions Document No. 3028-
0011-GP, Revision C, dated January 18, 2013, and Honeywell Final Assembly Drawing 1134 Zing, No. 1134-3200-FA-03 and -
04, Revision B, dated November 9, 2011.  

3. Maintenance to be performed in accordance with Honeywell Instructions for Continued Airworthiness Document No. 3028-
0009-GP, Revision B, dated May 14, 2012, FAA accepted December 31, 2013, or later FAA accepted revisions. 

4. Aircraft is to be operated in accordance with Honeywell Rotorcraft Flight Manual Supplement No. 3028-0026-GP, Revision IR, 
FAA approved April 02, 2014.  

 

Limitations and Conditions:   
  
1. FAA STC SR02120NY-D must be installed prior to the installation of the VXP Upgrade.  
2. The installer must determine whether this design change is compatible with previously approved modifications. 
3. If the holder agrees to permit another person to use this certificate to alter the product, the holder must give the other person 

written evidence of that permission. 
 

This certificate and the supporting data which is the basis for approval shall remain in effect until 
surrendered, suspended, revoked or a termination date is otherwise established by the A dministrator of the 
F ederal A viation A dministration. 
 

 
 

 
 

Air Concepts International 
14 Caesar Place 
Moonachie, NJ 07074  

R00002RD 

   M ake:  Agusta S.p.A 

 M odel:  AW139 
  

Date reissued:    
 
Date amended:   April 2, 2014 
 
B y direction of the A dministrator  
 
 
_______________________________________________________ 
  (Signature) 
Gaetano Sciortino 
Manager 
New York Aircraft Certification Office 
_______________________________________________________ 
    (Title) 
 

Date of application: December 14, 2011  
 
Date of issuance:   March 6, 2013 

 


