Fnited States of menad
e Department o{'ilirsiuapartalznli Frderal Zluia[zon dmmistration

Supplemental Type Cortificate
-/L:/;/&Afzo SA2621W

.r//:—c.'.l < ﬁ/{%f(/.r &, aseed fo Kenmore Air Harbory Inc.

.-Horfr%!df Hal e eller )y('l‘lf .//r (”7/’.*( //c)y 2 %ra(?{////(w-r}y/‘? reo. urf.a'rrx v ilomrietalieiia _1:-2.*//((*2:.(.4'/(}»13.1
//f’(n%r ard Jﬁzr‘%:(a/ lereestorrieels e ﬂ(‘rﬂ-,,--ﬂf-‘:z}z,r.j.l—,r(?a:}-nue‘né-(}{':%r/ 3 ,(///{,;‘ Civil Adir
e wlations., effective November 1, 1949.

ﬁy:;m/%«/«(/—e_?}:/ze 4;M’ﬁ€a&u’ju/:/f({{r 5A6
- Make: Cessna
Alected: 180G, 180H, & 1803 (Landplane & Floatplane)

_(Z(Jtrf :ﬁnn»r////it_./x..w/n /:/un Installation of a McCauley D31‘32090/821IC“{_ three-
bladed proneller, Cessna 12“6“03 spimmer, governor, and associated systems on a
Continental 0-L70-L, R, & S series engines in accordance with Kenmors Air Harbor,
Inc., Insiallation Instructions No. K1803e

_ﬂ)u(::/;( et 1?/{(/ e n(/r’((r s The app::oval of this Ch:‘..:ﬂge in 'type deSigﬂ applles basically
to the above models aircraft only. This approval chould not be extended to other air-
craft of this model on which other vrevicusly approved modifications are incorperatied
vnless it is determined that the interrelationship beiween this chinge and any of
those other previously cpproved modifications will introduce no adverse effect upon
4he airworthiness of that zircraft. A copy of this Certificate and Addendum Fo.

SA2621W shall be maintained as part of the permanent records for the modified aircraflt.-

Cr7 - F . e e 3 e
e ,f(r/;/r‘auf( canel e .-Jn/;/u-;-/;'njz dala adricll &3 e b u/r ) /,;/rmqx-:/.);‘.’:u//m')uaz'n ert a,;}’e'r/_.(";:/(;/Jrzﬁ-‘
. i ’ -
Jﬁ‘f-'l-(l{’r(h’/d(z.%‘-.")I'(A((,/. ﬁrwﬁfn.’f(-r aa lermninalion duale &t «bierande o (ffe/-é}/{(/.//l/u e Lhedoricrnas Mraleor (/’/A<

;?ﬁ;./.lw/ ./r-:'df:r'(ln -CJ"(/J/)I.*(.H'{.‘)/.N.’I":‘;')‘J‘.

Gate of wpplication: Fobruary 17, 1976 LI -
.‘:’;u‘:— 9/‘.}.)«.4 Hee S Fcl'nm(’ﬂfa“ 27 ¢ 19?6 _r./ln/( <t ff.'(ﬂ.rl’:{/..

./?y 1/”} /TS (/ //( . ((/(nr u(..‘/rr lor
(iﬂ 72 h/ )
{;) ' ,’/\ 4 N_~ \"';' vy 1'" 1~

Aoting Chinf, Incincering and MomnCochuxing Baesich
r'a."rr!
Ay :.[:rmnu-r ef Phrccertitioate 1s pun! Cable Bvoa fine of ot exceeaing NOCU L or e urm :::-.‘ envecdire U years, o both,

Thoy werdaficite rony be I'uml":‘rrl‘ et dane cende ok M
Tanfoaa ELLO-2010 - a1




Finited States of America

Department of Transportation — Federal Aviation Administration

Lupplemental ‘Tupe Certificate

(Continuation Sheet)  rew 2 71978
Neombor  sazem

SUPPLEMENTAL TYPE CERTIFICATE ADDENDUM NO. SA262NW

The conditions and limitations of Type Certificate Data Sheet Number 5A6
apply except where superseded by the following:

This Supplemental Type Certificate Data Sheet, which is part of STC SA262NW
prescribes the conditions and limitations under which the product for which
the STC was issued meets the airworthiness requirements of the Federal Aviation

Regulations:

SUPPLEMENTAL TYPE CERTIFICATE HOLDER: Kenmore Air Harbof, Inc.

I. MODEL 180H and 180J, 6PCL-SM (NORMAL CATEGORY) AS MODIFIED BY STC SA262NW

Engine:
Fuel:
Engine Limits:

Propeller and
Propeller Limits:

Propeller Governor:

Continental 0-470-L, R, & S (Same)
80/87 Octane minimum grade aviation gasoline
For all operations, 2600 RPM (230HP)
McCauley
Model D3A32090/82NC-2
Diameter: Maximum - 80 inches
Minimum - 78 inches

Pitch Setting: Low 11.5°
High 28.1°

(Per Data Sheet 5A6)

. Powerplant Instrument
Markings: 0il Temperature and Pressure:
Green ARC 120° to 2259F - normal operating range
Yellow ARC 30 to 60 psi - normal operating range
Red line 10 psi minimum, 100 psi maximum
Tachometer:
Green ARC 500 to 2600 rpm - normal operating range
Red line 2600 rpm - maximum
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C. G. Range:

Maximum Weight:

STC SA262NW
FED & § {376

Fuel Flow:
Green ARC O to 25 gph - normal operating range
Red line 18.5 psi maximum at sea level
Cylinder Head Temperature:
Green ARC 200 to L60CF - normal operating range
Red line L60°F - maximum
Landplane (See Data Sheet SA6)

Floatplane - with EDO 2L9A-2870, and EDO 628-2960
(See Data Sheet 546)

Landplane: 2800 1b. (See Data Sheet 5A6)

Floatplane: EDO 249A-2870 - 2820 1b. (See
Data Sheet SA6)
EDO 628-2960 - 2950 1b.
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