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* Complete certification basis is specified in Aircraft Specification No. 1A6, Revision 31
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Mo Piper
Model! PA-22 “150”, PA-22 “160’, PA-22 “108”

Drsergntion o Tgpre Dessgn Chiange-  Fabrication of North River Aviation Model 8400 brake booster
assemblies, and modification of Scott Aviation Model B-711 brake master cylinders by
installation of said assemblies, both in accordance with North River Aviation, Inc.,
Drawing List No. 84-100, Revised April 17, 1993, or later FAA approved revision.

Llinstations and Condszeons-  The approval of this change in type design applies to the basic
Piper PA-22 “150” and PA-22 “160” airplanes, Serial Numbers 22-3218 and 22-3387 through
22-7630, and to the basic Piper PA-22 “108” airplanes, Serial Numbers 22-8000 through
22-9848, that have been equipped with FAA approved high-pressure brake lines, and with
brakes FAA approved for a maximum available hydraulic pressure of at least 1698 PSI,
only.

(See Continuation of Limitations and Conditions)

077 . Z . ByZan Z . 4 / 74 . . 2 -
T cortofovarse and /e a’(y//z/zvc/?/g,;z dirtir 1Sl 13 1660 Lorsds /4/ a/yz/fzwaz/ sl resnscze 1 17//!;(/ wntol siirvendired, -)zw’/z/f/mél/
sevohod or a lermitnalion dile 15 olberwise estallished //// o Adorindstitor /7//% Tottral Apration Adbrinistoation.

Dnte of apypstocation: March 20, 1985 Dnte redsswed- July 19, 2004; January 26, 2006
Dhate 0f s3s00ar0ce:  November 20, 1991 Dhate armendod! July 19, 2004; January 26, 2006

%’y Arrection {7///1/? Adbrrinrstialor

(Signature)
Gregory J. Holt
Manager
Anchorage Aircraft Certification Office

(Title)

Any alteration of this certificate is punishable by a fine of not exceeding $1,000, or imprisonment not exceeding 3 years, or both.

FAA Form 8110-2(10-68) Page 1 of 3 This certificate may be transferred in accordance with FAR 21.47.



United States Of America
Aepartment of Transportation - Hederal Adiation Administration

Supplemental Type Certificate

(Continuation Sheet)

V/ZC;;enﬁ /¢ SA4653NM

Dhate revssved Iuly 19, 2004; January 26, 2006
Dhate armendod! Iuly 19, 2004; January 26, 2006

Lvintatvons and Condtzions  (Continued)

This approval should not be extended to other aircraft of these models on which other
previously approved modifications are incorporated, unless it is determined by the
installer that the modification will introduce no adverse effect on the airworthiness of
such aircraft. FAA approved high-pressure brake lines, under the meaning of this
Certificate, are brake lines which the FAA has found to be sufficiently flexible for
their intended purpose, compatible with MIL-H-5606BB (red) hydraulic fluid, and capable
of sustaining an ultimate internal hydraulic pressure of at least 2547 PSI for at least 3
seconds without failure or leakage; and which the FAA has approved for installation on
the airplane. The modification approved by this Certificate is also eligible on Piper
PA-22S “150” and PA-22S “160” airplanes that have been converted to landplanes in
accordance with FAA approved data.

IT the holder agrees to permit another person to use this Certificate to alter the
product, the holder shall give the other person written evidence of that permission.

-- END --

Any alteration of this certificate is punishable by a fine of not exceeding $1,000, or imprisonment not exceeding 3 years, or both.
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