
 

United States of America 

Department of Transportation_Federal Aviation Administration 

Supplemental Type Certificate 
N umber  SA00728DE 

This certificate,  issued to  Stratton Park Engineering Company Incorporated 
        3022 Sterling Circle, Suite 200  
        Boulder, Colorado  80301  
certifies that the change in the type design for the following product with the limitations and conditions 

therefor as specified hereon meets the airworthiness requirements of P art 23 of the F ederal A viation 

R egulations. (See Page 3 for complete certification basis) 

Original P roductType Certificate N umber:       A24CE 

                                                             M ake:       Hawker Beechcraft 
                                                            M odel:       B300 

Description of the T ype Design Change: 
Installation of structural fitting provisions and capped and stowed electrical cable provisions in accordance with 
SPEC Inc Master Document List, Report No  200-0501, Revision -, dated May 25, 2011, FAA approved May 26, 
2011, or later FAA approved revision, to support future installation of weather research equipment. Master 
Document List, Report No  200-0501, Revision B, dated July 01, 2014, FAA approved September 10, 2014, or 
later FAA approved revision is applicable to 200-0610-03 Hardpoint installation. 
 

Limitations and Conditions:   
1. Instructions for Continued Airworthiness, SPEC Inc Document Number 200-0403, Revision A, dated May 

11, 2011, FAA accepted May 13, 2011, or later FAA accepted revision is required for 200-0610-01/-02 
Structural and Electrical installation.  

2. This approval does not include installation of weather research equipment. This approval only certifies the 
installation of structural fittings in the aircraft that have been substantiated for a maximum point load and 
capped and stowed electrical cables that are substantiated for no electrical load. Future installation of 
additional equipment would require a separate FAA approval for each specific installation, which would 
address effects on: aircraft performance, stability and control, flutter, noise, icing, lightning protection, 
external air loads and electrical loads.  

(Continued on Page 3) 
T his certificate and the supporting data which is the basis for approval shall remain in effect until 
surrendered, suspended, revoked, or a termination date is otherwise established by the A dministrator of 
the F ederal A viation A dministration. 

Date of application:  April 14, 2010 Date reissued:    

Date of issuance:  May 26, 2011 Date amended:   September 10, 2014 

           
 
 
 
 
 
 
 
 
 

Any alteration of this certificate is punishable by a fine of not exceeding $1,000, or imprisonment not exceeding 3 years, or both. 
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B y direction of the A dministrator 
 
________________________________________________________                                                                                                                                                                   
                                                 (Signature)  
Gregory K. Johnson, Acting Manager 
Denver Aircraft Certification Office  
Northwest Mountain Region                                                  _____ 
                                       (Title) 



 

 

United States of America 

Department of Transportation_Federal Aviation Administration 

Supplemental Type Certificate 
(Continuation Sheet 3) 
N umber  SA00728DE 

 
Limitations and Conditions:  (continued): 

 
3. Instructions for Continued Airworthiness, SPEC Inc Document Number 200-0404, Revision A, dated August 

13, 2014, FAA accepted August 29, 2014, or later FAA accepted revision is required for 200-0610-03 
Hardpoint installation.  

4. Compatibility of this design change with previously approved modifications must be determined by the 
installer.  

5. If the holder agrees to permit another person to use this certificate to alter the product, the holder shall give 
the other person written evidence of that permission. 

 
Certification B asis:   
 
The type certification basis for Hawker Beechcraft B300, Super King Air 350, (Commuter Category) airplanes is 
shown on TCDS A24CE for parts not changed or affected by this Supplemental Type Certificate.  For parts 
changed or affected by this Supplemental Type Certificate the certification basis is as follows: 
 
Regulations at the latest amendment 23-0 through 23-59 
23.301(a)(b)(c), 23.305, 23.561(b)(3), 23.571 (c), 23.572(a)(b)(applicable to altered structure), 23.573 (b), 
23.574 (a), 23.575, 23.607, 23.611, 23.613, 23.867, 23.1309(a)(4)(b)(e), 23.1351(b), 23.1359(c), 23.1431(a)(b), 
36.1, 36.9, 36.501, 36.1501, 36.1581 
 
Regulations at the amendment level in TCDS A24CE (amendment 23-0 through 23-34) 
23.1, 23.303, 23.307(a), 23.572(b)(applicable to baseline structure), 23.601, 23.603, 23.605(a), 23.609, 23.615, 
23.619, 23.623, 23.625, 23.627, 23.641, 23.787 (a)(b), 23.807 (a)(b)(b)(1)(b)(3)(b)(4)(d)(3)(d)(4), 23.815, 23.851 
(a), 23.853(d)(3)(i)(d)(3)(ii)(d)(3)(v), 23.863 (a)(b)(d), 23.954 (a)(b)(c), 23.955(a)(1) (a)(2), 23.959(a), 
23.963(a)(b)(c)(e), 23.965(a), 23.967(a)(4)(i), 23.969, 23.999(a), 23.1301(a)(b)(c), 
23.1357(a)(a)(1)(a)(2)(b)(c)(c)(1)(c)(2)(d)(e)(e)(1)(e)(2), 23.1365(a)(b), 23.1367(a)(b), 23.1411(a)(b)(1), 
23.1415(a)(d), 23.1529, 23.1541(a)(2) (b)(1) (b)(2), 23.1557(a)(d)(e), 23.1561 

 
 

-END- 
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